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An accelerator that crosses the Fermilab site boundary must 
have a minimum effect on the surrounding environment and the 
people residing in the area. Unobstructed public access should be 
allowed above the ring except in relatively few areas such as the 
injection, dump, and experimental regions. The accelerator should 
be a benign and unobtrusive neighbor not only when it is completed 
but also in the construction period. For these reasons 
underground tunneling 
attractive. 

for all or most of the ring seems 
In this note we look into some auestions raised by 

tunneling beyond the Fermilab site. 

We note that construction of an underground tunnel does not 
require that one own the land above the tunnel. One is required 
only to- purchase an "easement' granting the use of a 
underground portion of the land, 

specific 
There is ample legal precident 

for such easements for gas and water 'lines, portions of the 
Chicago Deep Tunnel project, etc. 
to purchase 

Of course it will be necessary 
the property for access shafts, utility and 

experimental areas, This would tend-to minimize the amount of 
land needed to be purchased! compared to a cut and fill operation,. 

I&SE of our dfscussion is of general applicability. However, 
we wil.1 use as examples two specific ring configurations. The 
examples have not been optimized from the point of view of physids 
output or accelerator technology but are just specific examples 
which allow us to study questions of tunneling. One is a ring of 
5 km radfus (5 TeV] tangent to the Tevatron and entirely east of 
the Fox river- The second is ring of 20 km radius (20 TeV) west 
of the Fox rivex and fed by a beam from the Tevatron which crosses 
under the river, We assume that each of these machines will have 
100' beam fi.11s per year and we scale the maximum intensities with 
the accelerator radii. Thus we assume that there will be 1-O El4 
protons in each beam bf the 20 TeV'machine and 2.5 El3 for the 5 
TeV machine, 

We will stress only those safety problems unique 'to an off 
site tunnel, especially the radiation safety questions, and not 
explore the many other important safety questions common to other 
construction methods of a large cryogenic ring. 
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Radiation Limits 

The current radiation exposure limit for penetrating 
radiation is 170 mrem/yr for the general population. The Fermilab 
director has set 10 mrem/yr as a site boundary limit. The EPA has 
proposed a 10 mrem/yr limit for airborne radioactivity and has a 
regulation in effect for community water systems which sets a 4 
mrem/yr limit. We assume in this paper radiation limits of 10 
mrem/yr for penetrating radiation and airborne radioactivity, and 
4 mrem/yr for all drinking water supplies. This translates to 20 
pCi/ml for tritium and 0.2 pCi/ml for Na22. If the accelerator is 
to be a benign neighbor, we must be demonstrably within these 
limits. These EPA limits strictly apply only to community 
drinking water supplies defined as serving at least 25 people or 
15 service outlets (taps, houses, etc.). We will apply these 
limits to all drinking water supplies. 

Beam Losses 

In the consideration of the shielding required for the 
accelerator, we need consider three beam loss situations. The 
first is the shielding needed around the expected few high loss 
areas. These regions include beam dumps, scrapers, injection, 
etc. These areas will require special local shielding: the 
experience gained in designing beam dumps at Fermilab is directly 
applicable. Since these problems are manageable and common to any 
high energy machine, we do not consider them further here. 

Secondly, we consider the effects of an approximately 
uniformly distributed loss around the ring during normal 
operation. Finally we must consider the effects of unexpectedly 
high beam losses at parts of the machine which have not been 
provided with special shielding. Alternatively we must be able to 
provide a convincing argument that the beam cannot be unexpectedly 
dumped in such regions. 

Hadron Radiation Shielding 

Estimates of the hadron radiation field have been made 
(Thomas and McCaslin 1983, Van Ginneken 1983). In each of these 
it is found that the neutron component of the hadronic cascade 
gives the major contribution. One of these (Thomas and McCaslin 
1983) uses a phenomenological model (the Moyer Model) whereas the 
other (Van Ginneken 1983) uses a standard Monte Carlo code (CASIM) 
(Van Ginneken 1975). Figure 1 (Thomas and McCaslin 1983) shows 
the dose at the shield surface as a function of the earth over 
burden. Note that the beam intensities assumed in this figure are 
four times larger than ours. These results are given as a 
function of a parameter, p, which is the fraction of the beam 
which is assumed to be uniformly lost around the ring. The rest 
would be disposed of in locally shielded areas. About 6 m of 
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earth shielding is adequate (less than 10 mrem/yr) for the case of 
uniform 100% beam loss around the ring. In fact, we expect that 
most of the beam will interacted in the heavily shielded areas on 
the scrapers and dumps. 

The case of an unexpected local loss of the total beam was 
also considered in the above papers. Van Ginneken 1983, 
considered the case of 20 TeV protons striking a magnet centered . a 1.0 m radius tunnel surrounded by wet Fermilab soil (density 
tn2.24 g/cm **3) using CASIM. Figure 2 shows the iso-dose contours 
for this case. The analysis is performed in a coordinate system 
where z is the distance along the central orbit and r is the 
distance perpendicular to the central orbit. The dose has been 
averaged over the 90 degree cone about the vertical plane. The 
numbers in parenthesis are the iso-dose contours scaled to a soil 
density of 1.80 g/cm**2 (dry sand). We see that the dose reaches 
its maximum about 25 m downstream of the initial interaction and 
5-6 m of earth are adequate to reduce the surface dose to the 
required 10 mrem level. We assume that a person on the surface 
will receive at most one exposure to such an unexpected major beam 
loss. Such a loss would, of course, have a catastrophic effect on 
the machine and could not be tolerated. 

Muon Radiation Shielding 

Figure 3 shows the radiation contours for muons (Van Ginneken 
1983). This assumes the same geometry as for the above hadron 
calculation. Note that again we require about 6 m of earth 
shielding in order to keep the surface dose below 10 mrem if we 
were to have a local loss of the full beam. 

The muons are highly concentrated in the forward direction. 
In order to keep within our radiation limits for the 20 TeV ring, 
the forward muons must remain underground for at least 1.8 km from 
the loss point. This translates into a requirement on the 
flatness of the site. The site should not have any substantial 
dips toward beam elevation along this tangent 1.8 km muon path. 
This translates to a strip within about 85 m of the outer 
perimeter of our 20 km ring. This strip should be kept free of 
subsurface dwellings: i.e., no deep cellars. This also sets a 
requirement on the nominal vertical radius of curvature for the 
accelerator: for a 6 m depth it must be greater than 270 km. 

Geology Of the Fermilab Region -- 

The Fermilab site lies in western DuPage and eastern Kane 
counties. A major northern Illinois river, the Fox, lies about 2 
km beyond the western boundary. The underground geology of DuPage 
county is well documented (Zeizel et al 1962) and Figure 4 shows a 
stratigraphic section. The surface layers are unconsolidated 
glacial deposits of tills, silts, sands, and gravel. Below these 
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the bedrock consists of layers of cracked Dolomite (limestone). 
Figure 5 is a map showing the thickness of the glacial deposits. 
The Tevatron and our 5 km ring are also shown. There are many 
wells used for residential and public water supplies: Figure 6 
shows the range of penetration of these wells into the bedrock. 
The geology of Kane county and the other western regions are less 
well documented. We assume that they do not differ significantly 
from that of DuPage county. 

Soil And Water Activation -- 

A potential problem which must be given serious attention is 
the possible activation of residential drinking water in the 
neighborhood of the accelerator. Beam losses in the soil give 
rise to hadronic cascades which in turn form radiactive nuclei 
which are leached from the soil into an aquifer and then into 
residential wells. The only two .nuclei which present a 
significant potenial hazard are tritium and Na22 which have 
half-lives of 12.3 and 2.6 years, respectively. 

The existing Fermilab accelerator is located in glacial till, 
a clay soil through which water percolates slowly. Conservative 
estimates (Gallon 1978) are in the range of 3.6 to 7.2 vertical 
feet per year so that significant fractions of these radionuclides 
will decay before they reach the aquifers. The Na22 leached from 
the soil will decay to such a low level by the time it reaches the 
aquifer that it will be less of a hazard than tritium. However, 
if the new accelerator tunnel is placed on bedrock, i.e., in the 
aquifer, Na22 is the primary radionuclide of concern. Under these 
conditions, the migration times could be short compared to the 
decay time because water moves rapidly through the fractured 
limestone at the top of the local bedrock. 

Two studies of ground water activation (Gallon 1978 and 
Cossairt 1980) done in conjunction with the design of beam dumps 
at Fermilab are useful in evaluating these effects. Following the 
approach of these papers, we can estimate the local ground water 
activity for each of our sample accelerator rings under the two 
beam loss conditions. For each of these loss conditions we assume 
the loss occurs in the aquifer or 12 m above it in a glacial till. 
For Na22 we assume that 2% is leachable if it is formed in rock 
and 7% if in a till. 

The results of the two cases are based on Monte Carlo 
calculations. In the first, the proton beam strikes a string of 
magnets (point loss). In the second case, a uniform loss of the 
full beam for 100 fills is assumed (a full year's running). 
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For all cases we assume that the radioactive nuclei produced 
along a 0.4 km sector of the ring finds its way to a single local 
well. Decay losses appropriate for the drift times necessary to 
reach the aquifer are taken into account except for the cases 
where the beam is lost in the aquifer. Then we assume no decay 
losses. The material is then concentrated in 40 gallons of 
drinking water that is drawn each day from the well. The average 
concentrations of Na22 and tritium for all of these conditions for 
each of the two rings is shown in Table 1. 

From Table 1 we see that in no case is tritium a problem. In 
the cases where the tunnel is located in the aquifer we exceed the 
Na22 limits and then by factors of 4-7 for the 20 TeV case. We 
believe that our production and collection model for Na22 is 
unduly conservative but at this point we do not have another 
creditable model. This should be an important topic of further 
study. 

It is interesting to note that wells on the Fermilab site as 
close as 100 feet to the main ring have been carefully monitored 
for radioactivity, No radioactivity has been detected in over ten 
years of monitoring, and the measurements are sensitive to 0.02 
pCi/ml of Na22 and 1.0 pCi/ml of tritium. The percolation model 
used (Gallon 1978) assumes rates which would permit radioactivity 
to reach the aquifer by now. A more realistic rate based on 
Fermilab soil measurements (Baker 1980) is one to two feet per 
year. Since the aquifer is 40 feet (about 12 m) below the present 
main ring, any radioactivity leached from the soil would not be 
expected to reach the aquifer yet, without a short circuit such as 
a sand lens would provide. However concentrations of tritium well 
above those allowed for public water systems have been detected in 
specially built collection systems under the neutrino area beam 
dumps. In these the ratio of tritium to Na22 has been higher than 
expected. 

Tunnel Size And Depth -- 

Modern tunneling techniques utilize a rotary tunneling 
machine with a narrow gauge railway or a conveyor system to remove 
the debris to a shaft where it is carried to the surface. A 
minimum diameter for such a machine is about 6 feet and ones as 
large as 35 feet have been used. Tunnel experts tell us that 
between 7 and 10 feet costs do not depend strongly on diameter. A 
diameter of about 8 feet is considered nearly ideal. Since one 
would like at least 2-3 tunnel diameters of material between the 
tunnel ceiling and the surface, we are already providing at least 
16-24 feet of earth shielding. 
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Radiation shielding as well as construction considerations 
indicate that a minimum conservative depth (surface to tunnel 
ceiling) of about 25 feet is reasonable, Constraints on tunnel 
depth are less clear. Keeping the tunnel above the aquifer is 
desirable to avoid the questions of ground water activation. 
Tunneling costs are not very dependent on tunnel depth for modest 
depths (a few hundred feet). On the other hand, the costs can 
increase substantially if one has to make transitions from the 
unconsolidated glacial debris to bedrock (soft versus hard 
tunneling). If ground water activation were not an issue placing 
the tunnel in bedrock would be attractive. The importance of a 
thorough knowledge of the local geology cannot be overstated. 
Soft tunneling costs are particularly dependent on changes of soil 
composition. Five to ten soil boring per mile of tunnel will 
probably be needed. Present soil boring costs are about $15 per 
vertical foot. 

& Sampling Of Tunnels - 

The Chicago 'Deep Tunnel' project has provided local 
construction firms with a great deal of experience in tunneling in 
glacial debris (soft tunneling) and in the limestone bedrock (hard 
tunneling). Describing some of these gives us a feeling for the 
magnitude of these recent projects. 

The Calumet tunnel (Calumet Intercepting Sewer No. 19R2) in 
Cook county, Il. is a 11,512 foot tunnel made with an 8.5 foot 
diameter cutter and lined with concrete to a final diameter of 5.5 
feet. Dug in glacial tills and having a ceiling to surface 
distance ranging from 20-40 feet, it was started in March 1974 
(contract awarded July 1973). It progressed at 41 feet per 8 hour 
shift. The stated tunnel cost was $272 per linear foot but that 
is thought to be unrealistically low since it was part of a larger 
project (Kenny 1983). 

The Des Plaines tunnel (Upper Des Plaines 22), also in Cook 
county is a 18,595 foot tunnel made with a 10.5 foot diameter 
cutter and concrete lined to a 7.5 foot diameter. It was a soft 
tunnel with a ceiling to surface distance varying from 20-40 feet. 
This contract was awarded in April 1980 at a cost of $563 per 
linear foot (Kenny 1983). 

A 30,100 foot hard rock tunnel (Cal Sag Project) at an 
average depth of 200 feet will be dug with an 8.5 foot cutter. 
Tunneling'speed is estimated at about 50 feet per 8 hour shift. 
The contract was awarded in November 1982 and construction was 
begun in April 1983. The cost is $498 per linear foot for the 
unlined tunnel. It was estimated that a concrete liner would cost 
an additional $125 per linear foot. This tunnel has 19 vertical 
shafts costing $200-225k each, or $134 per linear foot of shaft. 
The shaft cost is included in the $498 per linear foot cost 
(Malina 1983). 
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Two tunnels have been carefully costed (R. Bell, 1983) as 
part of the SIX! linear collider project. Each is an 
approximately semi-circular arc of 4700 feet in length and 10 feet 
in diameter. This pair of tunnels pass through sand, soft 
sandstone, and clays, while following the suface elevation. The 
changes of tunnel elevation require the use of rubber tired 
vehicles for the removal of tunnel debris rather than the more 
economical narrow gauge railway. This contributes to the 
estimated cost of about $lOOO/linear foot. This project is 
scheduled to be bid this summer (1983). 

In our discussions it was clear that the cost differential 
between comparably sized soft and hard tunnels was not great, 
perhaps 25%. It was not even clear which was the more expensive. 
Both the dolomite bedrock and a uniform glacial till are 
considered good tunneling material. What was clear was that the 
transition between a hard and soft tunnel was expensive since the 
drilling techniques are different. In either case one could 
tunnel long distances between access shafts, a shaft every 
2000-3000 feet seems near a shallow cost minimum. 

Our technical problems seem well within the state of the 
tunneling art. Except for the tunnel being very long, it would 
present no new challenges. Multiple tunneling machines would most 
likely be used to reduce the construction time. 

A 5 km Ring In DuPage County (Mostly) ----- 

Figure 7 shows a 5 km radius ring tangent to the Tevatron at 
AO. Also shown is the Fermilab proposed Dedicated Collider ring. 
The 5 km ring, except for a small arc in the western portion, is 
entirely in DuPage county where the geology is well known. Note 
that all of Warrenville is within the ring, that it goes under the 
outskirts of Naperville, and that it crosses the West Branch of 
the DuPage river twice. The ring does not come near any obvious 
structures with deep foundations which might pose problems. Its 
location has also not been optimised to avoid any of these 
problems. 

In Figure 7 the ring perimeter has been divided into 16 equal 
arcs by diameters (only 2 are shown) which have one end labeled A 
through H and their opposite end labeled A' through H'. Figure 8 
plots the surface and bedrock elevations as a function of position 
on the ring. Also shown is the Tevatron elevation and the 
elevation of a possible accelerator ring. Note the positions of 
the two crossings of the West Branch of the DuPage river. At the 
southern crossing it may come close to bedrock. 
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We have selected a ring which slopes about 120 feet and is 
symmetric in depth about the AA' diameter. About half of the ring 
is in bedrock; it only enters bedrock once. We have the required 
amount of earth shielding above the ring to satisfy our radiation 
safety requirements. 

Radioactivity in the ground water only becomes a concern when 
we are near or in the aquifer. No attempt has been made to 
estimate the number of wells so affected. A DuPage county 
regulation requires that all wells drilled in the county be 
registered but it is estimated that only about one half are. It 
would be straightforward to determine what fraction of this area 
is connected to a public water supply (hopefully its source is not 
near the ringl). By counting the residences not on a public 
supply (assume each has one well), a good estimate could be made 
of the number of wells affected. As an aside, the DuPage County 
Health Department is active in encouraging residents to switch 
from private to public water systems as they are extended and in 
filling in the old wells. 

For the wells where there may be a radiation concern we might 
offer to drill them deeper (see Figure 6) so that they would not 
be affected by any possible contamination. It may also be 
desirable to drill a series of wells around the ring just for 
monitoring purposes since radiation levels could be detected long 
before the would pose a problem. We view this as a problem which 
needs a great deal more study, must be handled with great 
sensitivity, but one that is probably soluble. 

The cost of the 5 km ring tunnel is probably between 
$500-1000 per foot. If we use $750 per foot, the cost of the ring 
tunnel would be about $75M. Note that this represents the cost of 
a bare tunnel. Utilities, access roads, drainage, suface s@rvice 
facilities, etc., are not included. 

Beyond The Western Suburbs - Crossing The Fox River - -- 

Figure 9 shows an extraction line from the Tevatron EO area 
extending under the Fox river and deep into Kane county. The much 
lower population density of the western side of the Fox river 
makes it an attractive site for the 20 km ring. Although there is 
little published data on the underlying bedrock structure, some 
unpublished data is available (Gilkeson 1983). 

Bedrock elevation maps for the Fox river region allow us to 
plot in Figure 10 the surface and bedrock elevations along the 
extraction line shown in Figure 9. Note that in contrast to the 
West Branch of the DuPage river, the Fox river has cut its way 
down to bedrock in most places. Also on Figure 10 is the 
extraction line sloping down about 5 mrad to cross about 30 feet 
under the Fox river. Note that the 5 mrad bend is very small and 
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less than the 8 mrad capabilites of a main ring dipole. There 
seem to be no technical problems in tunneling underneath the Fox 
river athough the exact depth under the river needs detailed 
engineering study. 

The radiation problems associated with this extraction 
channel do not appear serious for a number of reasons. The 
extracted beam has an energy of only 1 TeV and each pulse is of 
low intensity (about 10 El3 protons). Local shielding might be 
required just downstream of the downward bend magnet and near the 
aquifer just under the populated region of the Fox river valley. 

A 20 km Ring West Of the Fox River -------- 

The injection into a 20 TeV ring located on the western side 
of the Fox river does not seem to present a serious tunneling or 
safety problem. There is little or no *published data on the 
bedrock elevations west of the Fox river; however, what data that 
does exist is being collected and forwarded to us. We are 
cautioned that most of these surveys were done a long time ago and 
are known to be unreliable in many instances (Gilkenson 1983). 
However we do know that the basic geology does not change in any 
drastic way as one goes from DuPage to Kane and on to .De Kalb 
county. It still consists of glacial debris on top of a limestone 
bedrock. It is very likely that a site suitable for tunneling can 
be fou-nd. It is clear that the optimization of the site with 
respect to tunneling costs, enviromental impact (especially 
possible ground water activation) is a major effort that will 
require a considerable amount of geological field work. The much 
lower population density of Kane and De Kalb counties strengthen 
our feelings of cautious optimism that a suitable site can be 
found. 
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Figure 2 

From Van Ginneken 1983 
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Figure 4 

Zeizel et al 1962 
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Figure 5 

Thickness of unconsolidated deposits. 

This figure taken from Zeizel et al 1962 
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