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1. INTRODUCTION 

In this lecture we introduce the concepts of wake fields and wake potentials, 
examine some basic properties of these functions, show how they can be calcu
lated, and look brie By at a few important applications. One Buch application is 
wake field acceleration. The wake field accelerator is capable of producing the 
high gradients required for future very high energy e+( ' linear colliders. The 
principles of wake field acceleration, and a brief description of experiments in 
progress in this area, aie presented in the concluding section. 

The basic concept of a wake potential is not r.sw. The wake potential (more 
precisely, the delta-Function wake potential) is, in general terms, the time re
sponse of a system to a unit impulse, In circuit theory the impulse response of 
a networlc, and its relation to the frequency response via the Fourier transform, 
has long been known and used. The application of the wake potential concept to 
accelerator beam dynamics has been more recent. An early application (1977) 
was the use of a wake potential as a Green's function to study the energy spec
trum due to uingle-bunch beam loading In the SLAC Unac structure.''' It is fair 
to say that this use of a wake potential derived from a summation over structure 
modes was at that time not on a sound theoretical basis. It was observed that 
the idea worked rather well and seemed to have good predictive power concern
ing experimental observations in a teal accelerator. More precise mathematical 
underpinnings for the modal derivation of wake potentials has coraa about rel
atively recently. There are still some fuzzy points and loose ends, as will be 
pointed out from time to time in the following text. 

Since the main purpose of this lecture b tutorial, the exposition that follows 
is not intended to be completely original in content. Material is freely taken 
from previous papers and reports when appropriate. In addition, it wilt not be 
possible here to cover all topics related to wake potentials and their applica
tions, and these notes are not intended to serve as an exhaustive compilntion of 
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references. It b hoped that the presentation will serve to introduce the reader 
to this fie!d, and to provide a sufficient foundation for farther Btudy. 

1.1 SOME GENERAL CONCEPTS 

Consider a point charge Q moving in free space £*• a velocity v close to the 
speed of light. The radial electric field lies nearly in the transverse plane with an 
opening angle on the order of l/f, where t = [1 — (f/c) s J - 1 / ' . In the limit as v 
approaches et the electric and magnetic fields fie in a plane perpendicular to the 
direction of motion of the charge, which we take to he the z-axis in & cylindrical 
coordinate system. The nonvanishing electric and magnetic field components 
are 

where Zo — 377ft is the impedance of free space. Note that all field components 
are identically zero both ahead and behind the point charge, and hence there are 
no forces on a test particle either preceding or following the charge Q. Even in 
the transverse plane containing Q we see that, for v = c, the force components 
are 

{1.2) 
Fr = e {Br - ZzHt) - 0 

on a test particle with charge e. For v slightly less than c, the above statements 
are not strictly true. For electrons with energies in the GeV range, however, we 
can say that for practical purposes there are no "wake fields" associated with a 
charge moving in free space. That is, a test particle following behind this charge 
does not experience either longitudinal or transverse forcua. This is equivalent to 
saying that for v w e the direct particle-to-particle forces (space charge forces) 
within a charge distribution can be neglected comparer! to forces arising from 
the interaction of the charges and their fields with an external environmenl. 

Consider next the environment of a perfectly conducting pipe of arbitrary 
cross section having trar.slational symmetry along the 2-axis. Agun there will 
be no wake fields behind a charge moving parallel to the z-axis at v =• c. All 
transverse electric field lines terminate on surface charges on the walls of the 

* Mks units will be used in these notes. Results will then be in practical units 
such as volts, amperes, etc. To convert to cgs units recall that c7J(mks) 
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pipe, and these chaises move in synchronism with the charge or charge distri
bution on the axis. If the material in (he walls of the pipe has a nonvanlahing 
resistivity, the aitaation is different. The charges moving on the surface of the 
wall now lag slightly bchv ' the charge on the axis. In addition, the magnetic 
Geld and the associated surface current diffuse into the interior of the metal 
during the passage of the bunch and decay to zero behind the bunch. Thus both 
longitudinal and transverse field components are now present, even behind a 
point charge travelling at v = c. Expressions for the wake potential for a charge 
moving in a cylindrical pipe with Enite conductivity wilt be given in Section 3.2. 

Consider now the more general case of a Iinac accelerating structure, or the 
discontinuities in a storage ring vacuum chamber. The individual components in 
tho linac or vacuum chamber may have an axis of symmetry, planes of symmetry, 
or perhaps no symmetry at all. Suppose a unit point charge moves at the speed 
of light along a path, which we taks to be the z-axis, through the linac or within 
a vacuum chamber with discontinuities. There will be no disturbance ahead of 
the moving charge (from causality), but behind it "wake fields" varying in a 
complex way in space and time will be set up by radiation from surface charies 
as they encounter irregularities in the wall of the structure or component. Now 
suppose a test charge, also moving at v = c, takes the same path through the 
structure or component as the unit charge, but following behind it by a fixed 
distance s. In general we are cot interested in the details of the radiated fields 
due to the exciting charge, but only in their integrated effects on the test charge 
on passing through the component in question, or in'thu-ji.et effect per period 
in the case of a periodic structure. For a point unit charge passing through a 
single component we define the longitudinal delta-function wake potential W,(r) 
as the potential in volts per Coulomb experienced by the test particle following 
along the some path at time r, or at distance s — cr, behind the unit charge. 
For v = e, W,(r) = 0 for r < 0 from causality. The potential at time t in 
and behind an arbitrary current distribution /(() can then be written in two 
alternative forms M 

t to 

V(t) = f W,{t - T) l{r) dr = J Wt{r) I{t - r) dr . ( U ) 
—t» 0 

We see that the delta-function wake potential is a Green's function. Once it 
has been computed for a given structure, the response to an arbitrary current 
distribution can then be readily computed. The potential V(t) within the bunch 
distribution is also called a wake potential. For the special case in which the 
total charge contained in the distribution /(*) is one Coulomb, this potential 
will be denoted by W{t), with units of volts per Coulomb. The potentials V(t) 
and W[t) are sometimes called integrated wake potentiate, since they give the 
integrated effect at time t of all charge elements J(t')<ft' in the distribution which 
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have passed through the component ahead of time (. In the following sections 
the torm "wake potential" will be used to refer to either W{(), V(t) or M>(t) 
whenever the context is such that there is no possibility for confusion. 

The components of the woke potential may, in the general cose, be both 
longitudinal and transverse. We may also be interested in a test particle which 
follows a path which is parallel to that taken by the unit charge, but displaced 
transversely by some specified distance. Then the components of the wake po
tential w'tll depend on both the path taken by the leading charge through the 
cavity or structure, and also on the displaced path taken by the trailing test 
particle. Under some conditions (see the next section) we can also define a wake 
potential for particles moving at less than the speed of light. Such a wake will 
have a finite contribution ahead of the leading charge. But, fortunately, for high 
energy particles such a wake does not differ significantly from that with v = c. 
Since the wake potential will also depend on the symmetry of the structure, and 
on whether it ia closed, open or periodic, the number of possibilities becomes 
quite numerous, 

1.2 A N O T E ON CAUSALITY 

In Chapter 2 it will be shown that causality plays an important role in 
allowing the charge-driven wake potential to be expressed in a particularly simple 
way, in certain cases of special symmetry for v = c, as sums over the normal 
modes of the cavity or structure. For v = c the wake potential la T.CIO for test 
charges moving in front of the exciting charge, from causality. But for v < c there 
is a finite contribution in this case. In Fig. 1 the charge Q moving along the z-
axis has passed beyond a metallic perturbing obstacle by distance ZQ. Assuming 
the perturbation liea close to the z-axis [b <*; ZQ), a wavefront of radiation from 
induced currents in the obstacle has reached a position z = zq + Az, where 

^9-
2^ A * « 5 & . f 1" 4) 

The wake potential as seen by a test charge moving at the same velocity v 
might look like the solid curve la Fig. 2. But normally we calculate the wake 
potentials for particles moving at v = c. In order for the wake potential derived 
from particles moving at v = c to be useful in a practical problem with v < c, i 
must be large enough so that over times of interest (for example et 011 the order 
of meters in the case of the SLAC linac) the quantity Az is small compared to 
bunch lengths of interest, This condition is easily met in the case of the SLAC 
linac, where Az t» 0.1 / * m at 1 GeV. The catch-up distance zCl that is, the 
distance for the radiation due to the perturbation to catch up to the exciting 
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Fig. 1. Figure showing fields radiated by a perturbing 
metallic obstacle excited by a relativistic charge moving 
along the r-axis. 

charge itself, is obtained from 63 + z\ = s%/P2, or 

(W) 

For v significantly less than e, it ia still possible to define a unique wake 
potential for a closed cavity, even though the quantity Az in Fig. 2 may not be 
small- For v ^ t the direct chargc-to-charge interaction vfill not be v significant. 
Thus if we wcjvt to calculate the wake for a cavity with long beam tubes we will 
be faced with the following problem; the wake potentials continue to change 
however much we increase the ride tube lengths. Therefore it is difficult to 
define a unique wake potential for this case. 

W(s) 

-Az 0 
tMtAH 

Fig. 2. The longitudinal wake potential showing non-
causal behavior for v < c. The dashed curve shows a 
causal wake. 
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The effect on test particles moving behind the exciting charge gives the 
most important contribution to the wake potential. Let us next calculate the 
distance that the charge must travel before the induced radiation reaches the 
axis at distance s behind the charge. From the geometry of the problem we find 
zq » [7V + 7 V + T***] 1'* - i2a. For s > 6/7 this reduces to 

# +*' 

To be useful as a Green's function, the wake potential must be accurate for 
values of s which are small compared to the bunch lei.gth a. For the SLAC 
linac, <r « 0.3 mm and b ra I cm at a disk edge in the disk loaded structure. 
Equation (1.6) then requires that the bunch must travel 1.5 m beyond a disk 
before the radiation from the dbk edge reaches to O.ltr behind the portion of 
the bunch that produced the radiation. 

Recall also that if v < c the fields fr-jm a point charge have an opening angle 
on the order of 1/7. This leads to a smearing out of the wake over a distance 
on the order of ±6/7. At the catch-up distance r j , using Eq. (1.5), this gives a 
fuzzincss to the wake of the order Az a ±2/7*. Note that this is of the same 
order as the smearing due to "causality violation" as given by Pq. (1,4). 

2. NORMAL MODE EXPANSION OF THE 
WAKE POTENTIALS OF A CAVITY 

In this chapter we show how the longitudinal and transverse wake fields can 
be calculated from the cigenmades of the empty cavity. Historically a simpler, 
though leas rigorous method employing energy conservation arguments was first 
used to do the same thing. Though somewhat mathematically tedious, the more 
direct method is employed here. It is hoped that this exercise serves to familiar
ise the reader with the old, useful though not so generally well known method 
for calculating the time development of fields in terms or the eiuenfunctions of 
the empty cavity. This method is sometimes known as the Condon method. 

Note that the modal method presented here is only one way of calculating 
the wake potential of a cavity. The other method involves direct calculation of 
the wake potentials by a time domain code like TBCI.'4' Normally the quickest 
way of getting the wake potentials of a new cavity would be to use TBC1. 
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2.1 NORMAL MODE EXPANSION OF FIELDS IN A CAVITY 

The electric field E(x,t) and magnetic induction B(x,i) can he written In 
terms or a vector potential A(x,t) and a scalar potential 4(x,t) (In mka units) 
as 

B = V x A 

E = - d4 - V*. «"» 
at 

In the Coulomb gauge ( V - A = 0 } Maxwell's equation 

c* dt V x B = ™ + ^ (2-2) 

becomes 
v a . 1 3 2 A 1 9 V $ 

Let us restrict the domain of interest to be within a closed cavity with 
perfectly conducting walls. We expand the vector potential in terms of the set 
ax as 

where 

V 2 a A + ^ a A = 0, (2.5) 

with y • a* - 0, and with a* x n = D on the metallic surface '^^c for example 
Rcfa. 3 and 4). The a^ are orthogonal and complete in that they can be used 
to compose any transverse A satisfying the metallic boundary condition at any 
particular instant in time. By a transverse field we mean here or.e with aero 
divergence everywhere (see Ttef. 5). Similarly, we expand the scalar potential as 

*(*.') =X> A ( 0^M (2-6) 
* 

where 

V V A -f ^£<t>x = 0, (2.7) 
with 4>\ — 0 on the metallic surface. The 4>\ are orthogonal and complete in that 
they can be used to compose any longitudinal E satisfying the metallic boundary 
conditions at any instant in time. By longitudinal field we mean one with zero 
curl everywhere. The 4>\ are needed whenever source terms arc present within 
the cavity. Note that in general ux # &x-



Mow substituting Eqs, (2.4) and (26) into Eq. (2.3) gives 

Dotting Eq. (24) with a* and integrating «v«r the cavity volume V gives 

(«v + «! .«*H a*-aAdV + * * . / a * • V&dV - w ? / j e*.dV. (2A) 
v •» v 

The second integral of Eq. (2£) can be written as 

/ aj. • 7*AdV - J ^ • ( ^ a v ) i V - J &(V • av)<n>. (2-itf) 
V V V 

The Gist integral on the right of the Above equation vanishes since $x = o on 
the boundary (by the divergence theorem); the second term vanishes since the 
Coulomb gauge it used. Thus if we normalise the a* as 

» / * • 

M V - ft***, (2.ii) 

where ixA' la the Kroneeker delta, Eq. (2.9) becomes simply 

fe+wStA-JBr/j'tJUrV. M 
V 

Note that whenever there U no current in the cavity the «x vary sinuBotdally at 
frequencies w* (if they are not identically EBTO). In this case A can be written 
as 

A(x, 0 = 5 2 C*a* «•("** + •*) t 2 1 3 ) 
where the C?x and 0̂  ore constants depending on how the modes were generated. 
Therefore w see that the ax are the ejgenmodes of the empty cavity and the 
corresponding w> are the resonant frequencies. 

Similarly, beginning with 
V*B=f (2.14) 

to 
we get 

r * " i / ' f a - v (2*15) 
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if the <fo are normalized by 

^ / *4»' **»*V - lib*. (M6) 

Whenever there are no charges In the cavity, all the r* (and thus also 4) ate 
zero. 

Thus, given the homogeneous solutions «*,«>» and the sources j , * , we can 
solve for the oA,ri from Eqs. (2.12} and (2.1A). These In turn aUovr us to solve 
for £ and B by way of Eqs. (2.1), (&4) and (2.6). The electric field is given by 

and the magnetic induction is 

A 

The stored energy Is given by 

(2.19) 

In deriving Eq, (2,19) we have used the fast that 

AvxavHVxaiJtfV • /^(*A'X(Vxa A)>rfV+/av(VxVxaA)<tV (2^0) 
V > V 

where the first integral on the right vanishes since a>> x A = 0 on the boundary. 

2.2 THE LONGITUDINAL WAKE POTBNTJAL 

Consider any closed, emptv (vacuum, no sources) cavity with perfectly con
ducting wans. An exciting particle with charge 9 traverses the cavity at velocity 
v - e. We arrange our axes such that this chug* eaten the cavity at * = 0 at 
time t - 0 and follows along the *-ax». It leaves a i i > £ , The longitudinal 



wake potential W. (more precisely, the delta-function longitudinal wake poten
tial) is defined as the total voltage lost by a test charge following at a distance 
s on the same path and also at v = c, divided by Q. Thus 

L 

o 

where EM{z,t) is the z component of E on the 2-axis due to the exciting charge. 
Note that since a signal cannot travel faster than the speed of light Wx ~ 0 for 
s <0. 

As mentioned in the Introduction, the usefulness of this definition is that Ws 

can be used as a Green's function for computing the voltage loss within an ultra-
relativistic bunch of arbitrary shape. 1VX, the voltage loss per unit total charge, 
ia also called the wake potential, or sometimes the bunch wake to differentiate 
it from Wz. The two wakes are connected by 

CO 

%(*} = / ds' f{s - J) Wx(s'), (2.22) 
o 

where I'{s) is the charge distribution of the bunch. Note that c/*(«) simply 
equals the current distribution i ( s / e ) use^ >n the Introduction. Approximating 
the bunch as rigid is normally valid since a high energy beam does not change its 
shape much over the distance of a cavity. Approximating the speed as v =* c is 
valid since the wake fields or a cavity turn out to be independent of the energy of 
the bunch at high energies. This approach differs greatly from the more difficult 
method (which still needs to be done for low energy beams) of self consistent ly 
solving for the fields in the cavity and the beam motion. 

To calculate Wx we need first to find the fields in the cavity due to the 
exciting charge. The source terms due to the exciting charge are 

p(x,t) - QS{x)6{y)6{z - ct) 
(2.23) 

j(x,«) = «/>(x,i). 

Eq. (2.12) becomes 

0 t < 0 

°Ai(0,0,ct) 0 < ( < L/c (2.24) 

, 0 t > L/c, 

where aj.fz.y,,?) is the ^-component of a^. Using initial conditions q(0) = 
<f(0) = 0 (no fields in the cavity before the charge enters) and by variation of 
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parameters, we get 

mtaf(,L/d) 

9X(0 = ^ ^ f (U'8ina;A(t-(V**(a-0,rf')- (2-25) 
o 

Similarly substituting (2.23) into (2.15) we get 

f < 0 

^ ( 0 = £r \ *»(0,a,«*} 0<t<L/e (2.26) 
2rA t>L/c 

where the three arguments of fa represent respectively its x, y and z dependence. 
With the above two equations and Eqa. (2.17)-(2.19) we can construct the fields 
and stored energj due to the exciting charge for all time solely in terms of the 
empty cavity solutions a A , ^ 7 w > . 

From. Eqs. (2.19) and (2.25) we see that the energy left in the cavity after 
the exciting charge has left (( > L/e) w 

£ = £(*! +«?«!)% 
X 

= o'E 
(2,27) 

» « * ' 

where 

o 

Defining the loss factor k\ as 

VA = I dzexp(twAz/c) a A t (0,0, z). (2.28) 

4UX 

the stored energy becomes simply 

kx = Ĵ AL (2.29) 

* = Q*I>- l 2 - 3 0 ) 

Thus h\ gives the amount of energy deposited in mode A by the exciting charge, 
hence the name loss factor. 
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The variables on the tight side of Eq, (2.26} defining k\ can be given the 
following physical interpretation: Suppose mode A of the empty cavity hast been 
excited by any method whatever. From the definition of U\ (see Eq. (2.11)) we 
sec that it can represent the energy stored in this mode, up to a multiplicative 
constant. If now a test charge traverses the cavity at v = c along the z-ajtfc, 
then IYA]5 can be thought of as the square of the maximum voltage it can gain 
(with respect io time of entry) from this mode, up to the same multiplicative 
constant. Thus, just like the eigenfrequency wj, kx w a property of the empty 
cavity depending on its shape. Unlike WA it depends also on the integration path 
used for calculating Vx-

Now we continue our calculation of the wake potential in terms of the normal 
mode solutions of the cavity. The calculation becomes somewhat tedious, but 
the results turn out to be oT a rather simple form. Combining £qa. (2A?) and 
(2.21) yields 

12-31) 
(Henceforth we alia!! use the shorthand <iAi(*) to represent 0^(0,0,2) and sim
ilarly for 4>x-) Substituting for <?i, rj, from Eqa. (2.25) and (2.26) gives us OUT 
final Tesults. The problem is naturally solved in three pieces: 

a) 3 > L: The test charge enters after the exciting charge has already lef'. 
the cavity. We get 

WM«) = £ ^ s>L, (2.32) 

with 

Iix{&) = I dz I dy ax,{z) «*,(») cos ^-(t + a - y) 
J J e (2.33) 0 Q 

« fa{Vx*Vxexp(iwxa/c)}. 

Eq. (2.32) can be rewritten as 

w*i*) = Yl2** "• — * > L- ( 2 - 3 4 ) 
A c 

b) 0 < & < L: The test charge enters while the exciting charge is a till in the 
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cavity. Here 

wiW-L(-* i»W-J»M ^ Xu{*) 
%UX 22* 

J 0 < a < L, (2.35) 

where 
L-t L 

J?Al*) ^ j dz J dy aXt{z) *x,(y) cos ^ ( * + A - y) (2 .36) 
o «+» 

a i ^ 

£ - i 

i f u (*) = f dz ?£*.{*) &{z + *). (2.37) 

We have used the relation 

"i—» *+< L I, 

o o £ - * o 

f dz J dy + j dz I dy J{z,y) = f dz f dy- f dz f dy 
t, L L-» L 

Lo o 0 *+ • 
(2.38) 

in Eq. (2.35). 

From causality wc know that the wake potential is zero For s < 0. In 
particular, in the range -L < s < 0 we get th« relation 

where 
A M+M 

hx{a) = J dz j dy «a,{«) a^fy) cos -^(* + « - y) 
-* e 
t+. L 

- j dz j dy ax,(z) ojuttf) « * ^ * ~ *"~ ») 
(2.40) 

0 »-* 

= /JA(-«) 
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and 

**»<«) - y < b ^ < * ) *»(* + *) 

—« 

o 

- - J M - 4 -
Wc have integrated by parts to go {torn the first to the second expression for 
KJA, using the fact that fa « 0 on the boundary. Thus relation (2.39) can be 
rewritten as 

Therefore Eq. (2.35) becomes simply 

A ,, . 0 < J < JL (2.43) 

c) a < 0: The test charge enters before the exciting charge. From causality 

W,[s) = Q A < 0. (2.44) 

What 2bout the point t • 07 W*(0) can be interpreted aa the voltage the 
exciting charge itself loses to the cavity, divided by its charge Q. From Eq. 
(2^0) we see that its voltag*. toss to mode A is just kkQ. These results can be 
summarized as 

(0 s<0 

^ • W - E * - " * ^ ] l * = 0 (2.45) 
* i.2 s>0. 

Note that duo to the symmetry introduced by taking the velocities to be e, Wt 

does not depend on the scalar potential solutions <fa, even it the test charge 
enters while the exciting cliarge is still in the cavity (0 < * < L). For v $6 c 
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r,thfl«altt potential aohitinro cm hacanw Important. WV 
very complicated, and the general usefulness of (be wafce potential concept is 
lost. Note also that, since WM is expreasabte at* a sum of cosines, Its "•"^-^Fm 
value is at « = 0*. 

2.3 T H E TRANSVERSE WAKE POTENTIAL 

Consider again the exciting charge Q tramming the clooed, empty, perfectly 
conducting cavity at v = e. Again it enters at * = 0, follows along the i-axLa, and 
leaves at z = L. The transverse wake potential Wj, ia denned aa the transverse 
momentum kick experienced by a test charge following at a distaste a on the 
suae path and afeo at« = «, divided by Q. (Note that W A » a vector with 
both x and y component*,) tints 

WX(.-) = I f da [Bj, + (v x B ) J « = ( , + i ) / e 

o 

= £ / * l V J- ( v ' A) - ( ^ + v • V)Ax - V x « ] t a ( f r M , / e (3^6) 

£ 
l / e i *!*•(*+•)/« 

= - ] dz [cV±A, - Vx*\tBit+t)fe - g A i | 0 ( ^ / a . 
o 

In Eq. (2.46) all 2 and y arguments arc set to zero. For cavities with walla 
perpendicular to the a-axis at z = (J and s =* L the boundary tenna in Eq. 
(2.46) vanish. We wilt drop these in the following. (They can always be added 
at the end.) Thus (2.46) becomes 

L 

W j » = £ / dz |eVxAe - *J.*]i-{«+.)/r . (247) 
o 

Analogously to the longitudinal case, Wx can be mod as a Green's function 
for transverse momentum kick per total charge within an uttra-rela&ivtstic bunch 
of arbitrary shape, which we denote by Wj.. iPj. is given by 

*± W » / «V /'(* - *') Wits'), (2.48) 
o 

where /'(«) is the charge distribution of the bunch. 

is 



Substituting Eqs. (2.4) and (2.6) into Eq. (2.47) we get 

i, 

(2.49) 
Then substituting for nf\,Tx from Eqs. (1.25) and (2.26) gives as the transverse 
waie purely in terms of the a\ and 4>\. Again solving the problem in three 
pieces gives: 

a) s > L: The test charge enters after the exciting charge has already left 
the cavity- We get 

with 

A 2E^wA 

L L 
I'liW - I dzidy (Vj.aA r(*)) oAj.{y) sin ^ ( * + a - y) 

{ o C (2-51) 

= »m {VA*V , y x exp(»WAs/c)} . 

b) 0 < s < L: The tes' charge enters while the exciting charge is still in the 
cavity. Here 

where 

£-. z, 
14A{«) = f di J dy [V±aXc(z)) aXl{y) sin ^ ( * + a - ») (2.53) 

and 

K'uW = j dz ( V ^ A ( 2 ) ) *A(z + *). (2.54) 

From causality we know that the wake potential is zero for s < 0. In 
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where 

particular, in the range —L < s < 0 we get the relation 

e 

* M W = / d* f <*y {VJ.">&)) *A«(lJ) a i n ^ ( z + a - i / ) 

(2,56) 

and 
L 

-« (2.57) 

0 

Unlike the longitudinal case, Eq. (2.52) cannot in general be simplified. We will 
see below that in certain special casss Eq. (2.55) along with Eqs. (2-SG) and 
(2.57) can. be used to simplify the form of W i for 0 < * < L. 

c) s < 0: The test charge enters before the exciting charge. From causality 

W A ( a ) = 0 s < 0. (2.58) 

Observing Eqs. (2.53), (2.54), (2.56), and (2.57) we see that there is a certain 
similarity between I^A and I^ A , and between K | A ?nd K j A . ITor the special case 
of a right cylinder with arbitrary cross-section whose axis is aligned with the 
z-axis a\t can be written as 

**.(*.»» 2) = M=5,y)fl*(*) (2-5») 

and similarly for ^ A , In this case 

r»00 = -^A(- - ) 
0 < s < L, (2.60) 

K'»(-) = » « ( - * ) 
and relation (2.55) heroines 

Combining Eq. (2.61) with Eq. (2.52) we see that W ± far 0 < s < L bas the 

IB 



identical form as over the range a > L. Therefore we get 

for cavities with translational symmetry a^ong the 3-axis. We see that the ex
citing charge itself feels no wake field. Since the transverse wake is a sum of sine 
terms it rises to a maximum value somewhere behind the exciting charge. 

2 . 4 F U R T H E R GENERALIZATIONS 

The wake field definitions given in Sections 2.2 and 2.3, valid for v = c, can 
be extended somewhat. For high energy particles (v « c) the wake field concept 
is still useful. The exercise of the previous two sections can be repeated for such 
a case, yielding somewhat more complicated results. Generally the correction 
terms to the wake fields are proportional to i - 3 , where f is the particle energy 
(see Ref. 6). But as pointed out previously, For low energy particles the wake fie'd 
concept loses its usefulness. In this regime one needs to solve the complete self-
consistent problem where the fields created by the particles change the particles' 
motion which again changes the fields. 

Another generalization already mentioned in the Introduction is to define 
the wake fields in terms of an exciting charge and a test charge that move on 
parallel path3, not merely on the identical path. Let us take those paths to be 
parallel to the si-axis. Then the wake fields are functions of r 7 and r where these 
are the transverse coordinates, "spectively. of the exciting charge and the test 
charge, as well as of their longitudinal separation s as shown in Fig. 3. For 
many practical problems the r*,r dependences of the wake fields are of a simple 
form and can be solved independently of the -s dependence. 

For the special case of cavities with translationa! symmetry, Uiat is, those 
for which a* r can be written as in Eq, (2,59), the methods used in Sections 2.2 
and 2.3 yield 

WI(r',T,s)^Y.V"K)nXil) « * — • >° (*63) 

and 

Table I gives a summary of some cases of special symmetry where the longitu
dinal and transverse wakes ar« given by the above equations. 
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Fig. 3. An exciting charge Q, moving at constant 
velocity v parallel to the z-axis, enters a closed 
cavity at A{^,z = 0) at t = 0 and leaves at 
B{j?,s = t). A teat charge also moves at the 
same velocity v, but at transverse position r and 
at longitudinal position a behind Q. 

Table I 
Cases of special symmetry for v = c for which 
Eqs. (2.63) and (2.64) give the wake potentials 

Case Valid for 
Wz [Bq. (2.63)] | W i [Eq. (2.64)| 

(a) Test charge follows the same path 
as that of the exciting charge in 
a cavity of arbitrary shape. 

Yes No 

(b) v is in the direction of 
symmetry in a right cylinder or 
arbitrary cross-section. 

Yea Yea 

(c) The particles move in the beam-
tube region of an infinitely 
repeating structure (see Sec. 2.5). 

Yes Yes 

(d) Both particles move near the axis 
of any cylindrically symmetric 
cavity. 

Yea Yea 
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Equations (2.63) and (2,64) are related by the repression 

Z£L = VXW,. (2-65) 

The above expression Is sometimes termed the Panofcky-Weasel theorem.1*1 The 
theorem follows directly from Eq. (2.47) If the scalar potential term is set to zero. 
It was originally derived to calculate the transverse momentum kick received by 
a aonperturblng charge traversing a cavity excited in a single rf mode. In that 
CMS the field ana wake potentials are derived from the vector potential alone. 

2.5 INFINITELY REPEATINC STRUCTURES 

Real linear accelerator structures are finite, but infinitely repeating struc
tures are often easier to solve than finitely repeating ones. With many cavities 
the effects of end plates on the wake potential per cell become negligible (for 
a ?* 0), and the Infinite solution closely approximates the finite case. 

Consider an Infinitely repeating stricture with period p that repeats in the 
* direction. From the Floquet condition we know that in such a structure aA, 
must satisfy the condition 

Oftsfci + p) m e^a j^r . s ) , (2.06) 

where r = sA + yy &• i P\p a an arbitrary phase advance per cell. We can 
therefore expand a*, in a Fourier series aa 

o » . M = • * « £ Mr)**"*'. (2.67) 
ns-cn 

The terms 'm the sum are sometimes called the space harmonics. Rather than 
the discrete resonsnt frequencies w> of a closed cavity, in an infinitely repeating 
structure the elgenfriquencles come in bands depending on the phase advance 
per cell /?>p (see for example ReX. 8). An example of an w* va fl\p plot for such 
a structure, also called a Brillouin diagram, is given in Fig. 4. 

The wake potentiate Tor an infinitely repeating structure can be obtained by 
the methods of Sections 2>l> 2.2, and 2.8. We fast need to modify the method 
of expanding the electric and magnetic fields in terms of the etgenmodes to 
include vector and scalar potentials in complex form. The wake fields can then 
be obtained by the methods of Sections 2.2 and 2.3, although the solution is 
quhe tedious (see for example Ref. 9). 
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*UiM3 
Fig. 4. Brillouin diagram for a typical periodic structure. 
Circles give the modal frequencies excited; the fundamental 
mode has a phase shift of 2nJZ per period in this example. 

We will use a less rigorous approach here. We begin by noting that la an 
infinitely repeating structure, on average only the synchronous space harmonic 
component of a mode interacts with the particles. It is the component that 
moves with the particles. If a mode varies with time as «-*"*< and the pattk'le 
mov?s in the +2 direction, the synchronous component is one for which 

2TI UX (2.68) 

where I is an integer if the particle's speed is c. A corollary to the above 
statement is that a particle will exche only modes which have a synchronous 
component in an infinitely repeating structure. From the btJids of frequencies 
of the Brillouin diagram the exciting charge wi! interact only with the discrete 
set for which one apace bari-ionic obeys Eq. (2.68), as indicated In Fig* 4. The 
synchronous component of a\t can hi written as 

«n-J&lWt***. (&69) 

The results of this papAj ate valid only for dosed cavities and a^fa mast 
M closed-cavity soUttons. Bel we can write the ttawentng-wwe sortition, Bq. 
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(2.69), as the n m ef two out^f-phase standing wave ootathnni, 

«JW • /MW(««"A*/*+»»nw^*/*)* (2-™) 
Since £ » ao in an innnltety repeating; structure, we are always in the region 
0 < « < £ w h e o the <n«itinsch«r£« b i n frost vftlie test cbaific. Since ftu,^u 

a n of the form of Eq. (2.39), we can use Eq. (2.G3) giving 

per period p, aince 

J l n ^ J <f* eoswA*/<r «**•/* = p/2 (2.72) 

and half the energy la stored La eac!' standing Wttv&, In Eq. (2.71) the sura is 
restricted to those modes that have a synchronous space harmonic. As in the 
previous section i? and r represent respectively the transverse position of the 
exciting charge and the test chuge. Similarly, for the transverse woke geld we 
get 

WxtrMv) - E * V / w f f i ^ » W * » ^ - > 0 (2.73) 

per period. 
Let iu now restrict our Interest to cylindricaUy symmetric structures. We 

will now use polar coordinates (r,0) to denote transverse position The exciting 
charge traverses at r - r', f e O (on the ataxia). Let the tube radius of the 
structure be denoted by a (see Fig. 5a), In such a structure all the modes 
depend on $ as eimi, whe.-e m Is an Integer. The m - 0,1,2 modus are called 
respectively the longitudinal, dlpole, quadrupole modes. Further it can be shown 
that for a particle moving at V => c the r dependence of the function /n(r) is 
simply rm.M Therefore the m-pule component of th« -wakes can be w.itten as 
a sum over all the m-pole modes as 

W*m - ( » ) " ( [ ) m cos m6 £ 2kmn{a) cos ̂  e > o (2.74) 

while for m jt Q 

W l r a •= m (rX ( r ) * " ' {tzosmO-hmmO) T ^ # , sin > « * « > 0. 

(2.75) 
For m - 0, W l m - 0. In the above equations kmu(a) is the loss factor calculated 
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a£r = o. We can smmnafiiEe the relattanfthq> between, th« compaK&ta u 
a 

Note that this is identical in form to Eq. (2.6S) 

<*«» 

(b) } - — p — | [—g — 

v 
a 

raxzui 
UUl 

1 
r 

i « * DtittlO 

Fig, 5. Examples of cyllfldrfcally symmetric periodic 
structures: (a) general case, (b) all surfaces parallel or 
perpendicular to the 2*axl*, [&) weak wall perturbation. 

To get the total wake field we need to sum over all the multipole contribu
tions. NomiaJy bunches remain near the axis and {«"/«), [r'/a) can be consid
ered small. Then the longitudinal wake field is dominated by the longitudinal 
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modes (*» •=• 0) wheitas the transverse wake Held is dominated by the dipole 
modes (m = 1). Thus normally we can approximate the wakes as 

w* - H 2fc0n(o) «w — 5 - * > 0 (2.77) 
n 

Wx^f-UEr^rr- 1 "— 5 > 0 - I 2 - 7 8 ) 
Note I.-'-' Lhe longitudinal woke is approximaf».'y independent of the transverse 
position of both the exciting charge and the test charge. The transverse wake 
depends on the exciting charge as the first power of its offset. The transverse 
wake is in the x-direction and is independent of the test charge's transverse 
position. 

Sometimes one is interested In the wake potential or a single cavity with 
beam tubes. If we take an infinitely repeating structure, increasing the tube 
length between the cells, wc can imagine that the wake potential per cell of 
the repeating structure will approach the total wake potential for A single cavity 
with long beam tubes. For proof that Eq. (2.70) as well as the r, 6 dependencies 
oFEqs. (2.74) and (2.75) hold for a single cylindrically symmetric cavity see Ref. 
11. 

2.6 T H E WAKE FIELDS FOR THE SLAC STRUCTURE 

The longitudinal and transverse wake potentials per cell have been computed1' 
for the SLAC disk-loaded accelerating structure using a summation over nor
mal modes according to Eqs. (2.77) and and (2,78). This computation offers a 
practical example of the usefulness of the modal development of the preceding 
sections. 

The SLAC disk-loaded structure was modeled using a four parameter struc
ture with rectangular disks as shown in Fig. 5b. The frequencies wo„ and the loss 
parameters kon of 416 m — 0 modes were computed using tho computer code 
KN7C. The longitudinal wake obtained by summing over these modes is 
shown by the dashed curve in Fig. 6. Practical limits prevented the summation 
from being extended to sufficiently high frequencies to represent Wr accurately 
for very small a, However, for high frequencies only the statistical properties of 
the modes are relevant. It can be shown that these properties can be accurately 
represented by the so-called optical resonator model. "'"' Based on this model 
an analytic extension " was added to the modal sum to obtain the total wake 
as shown by the solid line in Fig. C. Fig. 7 shows the longitudinal wake on a 
longer tune scale, Note the effect of reflections arriving from the outer walls of 
the structure at about 130 ps. 
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Fig. 6. Longitudinal delta-function wake per cell for the 
average call in the SLAC disk-loaded structure for C-10 
ps. Cell length = 3.5 cm (A/3), beam aperture radius 
= 1-163 cm. 

Similarly, the dipole wake potential was calculated for the SLAC structure 
using modes computed by the program TRANSVRS.110' The aum for 56 modes 
plus analytic extension is shown in Fig. 8. Note how the analytic extension 
adds to the modal autn producing a smooth total wake potential over the ranse 
shown. 

Finally, it is of interest tu compare the results of time domain and frequency 
domain calculations of the wake potentials of the SLAC structure. The wake 
potentials for a Gaussian charge distribution can be calculated by a time domain 
integration of Maxwell's equations using the computer program TBCI. [ a | These 
results can be compared with a convolution of a Gaussian bunch with the delta-
function wakes of Figs, 6-8. Details of the comparison are given in Ref. 15. An 
example for the m - \ case m shown In Fig. 9. Note that the wake potentials 
obtained by the two different approaches compare very well indeed. 
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Fig, 7. Longitudinal wake per cell for the SLAC strut* 
tuie for D-300 pe. 
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Fig. 8. Dipole wako per coll fot th« SLAC structure. 
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8. ANALYTIC CALCULATIONS OF WAKE POTENTIALS 

3.1 SEMI-INFINITE RESISTIVE SLAB 

It ww mentioned previously that the wake Geld behind a bunch traveling in 
a- tube with a well material of finite conductivity is the result of the diffusion 
of the magnetic field and surface current into the wall during the passage of the 
Lunch. As a simple example that illustrates the physics involved, we consider 
first a sari-infinite block of material with onidtatrrity <r£ filling all space y > 0 
(i.e., with Its face in the x-z plane). The head of a current sheet Sowing parallel 
to the face of the slab, as shown in Fig. 10, reaches s = 0 at time 1 = 0. If the 
current per unit length is K, the magnetic field at the face of the slab will be 
# s » -K/2. Within the slab Hs will be everywhere zero initially, but at a later 
time diffusion of field into the material will result in a. noavanhthing F*(y,t) 
along with * current and electric field in the ^-direction related by J s » oeEt. 
From Maxwell's curl equations we can write 

dy 
• —Jx = —o cEm 

QE. dBx 

(3.1) 

~BV

 =-*> dt 

- 3 ^ - x 

igtf'jr"""e''"~r'""'m 2 

E, AH, 

3 
i 

» M A I 8 Current Sheet K (A/m) i-ts 

Fig. 10. Current sheet moving parallel to the 
face of a tetuMnfinise metallic dab. Dashed hues 
show contours of constant £,. 

Combining these two equations gives 

an. _ „ d*BT (3.2) 
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where D ia the diffusivity D = J./poffc in m'/sec. The solution satisfying 
Jff1(01*) = - f f / 2 i s " " 

The longitudinal electric field is now obtained as 

Setting y = 0 gives JE, at the surface and, by continuity, outside the slab. 
Equation (3.4) is the solution for Bz due to a current step applied at t = 0. 

The solution For a rectangular pulse of current can be obtained by adding to Eq. 
(3.4} the solution for a current step of equal magnitude but opposite sign which 
is delayed by time At. Carrying out this operation for y = 0 results in 

where Qt = KAt is the charge per meter in the pulse. 
Note that the wake in Eq. (3.5) is accelerating and therefore cannot be 

valid for t —* 0. In any case, the displacement current has been, ignored in 
Eq. (3.1). The displacement current and conduction current within the slab 
become comparable at times on the order of t ~* to/o^. For times which are 
short compared to this, the diffusion equation, Eq. (3,2), must be replaced by 
the wave equation- The solution to the boundary value problem then leads to a 
retarding field at the position of the charge. 

3.2 CYLINDRICAL P I P E WITH RESISTIVE WALLS 

The delta-function wake potential for a point charge moving in a cylindrical 
pipe with a resistive wall is calculated in Refs. 17 and 18. The mathematics is 
relatively complex and will not be repeated here. The haak physical principle of 
diffusion of fields into the material, which then decay to zero behind the bunch, 
Btill applies however. In thi3 section we tale the results of Ref. 18, which are in 
Gaussian units, and rewrite them in practical units. 

The longitudinal electric field at distance s behind a point bunch of charge 
Q moving on the axis of a cylindrical pipe with radius b and conductivity ac is 

Note thi-i Ex is uniform throughout the pipe; that is, it does not depend on 
radial position behind the bunch. This expression is, however, valid only for 

St 
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distances s which air large compared to a critical distance »o given by 

* = (K) 
1/3 

(3.7) 

where Z 0 = 377ft. For copper a<> » .007 mm for b = 5 cm. Note again that Eq. 
(3.6) describes an accelerating field, which would clearly violate conservation of 
energy if a were allowed to go to zero. However, it is shown in Ref. IB that 
the wake potential Tcveran sign at a distance on the order of SQ and reached a 
well-behaved negative value of 

(3.8) 

at a — 0 + . Tiiis behavior is illustrated in Fig. 11. The loss parameter Jfci 
per unit length for a point charge is then ki = (2^co&3)~I< This can also be 
obtained directly from the fact that the wake Geld is uniform across the pipe for 
the m = 0 mode. The stored energy per unit length just behind the bunch is 
then Ui = l

itoTf&E*{Q+), and h = JS*(0+)/4Ui. 

EZ(S) 

Fig. 11. Longitudinal wale for a cylindrical tube 
with resistive walls. 

The energy loss for a Gaussian bunch is also of interest. We cannot, however, 
use Eq. (3.6) to compute the potential within the bunch directly because the 
contribution for s < so is dominant. We turn, Instead, to the frequency domain 
and compute the power loss to tl»i walls of the pipe by each spectral component 
in the Fourier transform of the Gaussian bunch. Details of the calculation are 
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given in Ref. 19. The result is 

where k\ is in volts per Coulc ~ib per meter. Putting in constants, this becomes 

* ^ 4 - 2 8 x i ° 8 ^ ] w^- (3-io) 

Applying this expression to compute the loss by a bunch of 1 0 H electrons trav
eling the length of the SLAC linac (3 km} in aluminum pipe 5 cm in radius, we 
End an energy loss tk\QL — 0.6 MeV for ot — l ram. 

The dipole resistive wall wake in a. cylindrical pipe ic also obtained from Ref, 
18 as 

^ ' ^ {£)'*•-'»• "•»> 
The dipole wake potential is then Wx{s) — £±(S)/Q> Using this wake to com
pute the deflecting field in a Gaussian bunch centered at s = 0 we ^Vnln 

™-:&>(£f'(s)- <-> 
where F is a universal function of sjfft given by 

00 

t 

In computing the wake potential per unit length given by Eq. (3.12), we do not 
need to take into account the fact that Eq. (3.11) is not valid for s < s<j, as 
long as <TX "%> so- This so because the transverse wake does not change sign at 
5 m so (it falls to zero for s < so], and because it decreases more slowly at long 
distances compared to the longitudinal wake ( A - 1 / 2 ve a - 3 / 2 ) . 
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3.3 PILLBOX CAVITY 

The longitudinal and transverse wake potentials produced by a charge pass
ing on the axis of a cylindrically symmetric pillbox cavity can be computed 
in terms of the mode frequencies u^ and loss parameter values k\, using the 
formalism developed in Chapter 2. For longitudinal modes the frequencies are 
obtained from 

* - ( * ) " • ( ? ) " • 
Here R is the cavity radius, g is the cavity length, j n is the n^ zero of Jo(x) 
and the index p gives the longitudinal variation of the axial electric Geld, 

(30»P - Jo (/• ^ ) cos ( ^ ) exp («w«P0 • (3-15) 

The delta-function wake potential is calculated (sm for example Ref. 20) as 

W-M=^££* i^ti.) cos M • (3-l6) 

where ep = l /2 for p = 0, e p = 1 fo* p ,£ 0. If .s is set to zero in the preceding 
relation, the sum diverge? with increasing mode number, although only logarith
mically. Thus a point charge passing through a completely closed pillbox suffers 
an infinite energy loss. For a Gaussian charge distribution this is no longer the 
case. The potential at position z for a bunch centered at z = 0 is given by 

(3.17) 
where w(z) is the complex error function and £Be stands for the real part. No 
closed expression is known for this sum, but it has been evaluated numerically 
for sample cases and is found to agree wtU with results calculated by the time 
domain program TBCL 

For -s < (4R* + ff3)1'2 - 9 the sum in Eq. (3.16) for the delta-function wake 
can be evaluated analytically, for the above range of a no wave created by the 
leading charge can reach the outer cylindrical wall or the cavity, be reflected and 
arrive back at the test charge before it has left the cavity. The pillbox cavity 
wake therefore looks identical to the wake for two infinite parallel plates over 
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this range of -s- Over this range of s it can be shown that 

2 f f^(.)^M Mlng)-2f;*(2B J-,)ln[ i-T^-_ y] 

•iWiF-1-* [*L+* + l l 

(3.18) 

where the symbol JP means the integer part of the term in braclets. A schematic 
plot of Eq. (3.18) is shown in Fig. 12. Note that the wake is accelerating for 
all a > 0, even in the delta-function discontinuities given b$ the second tenn in 
the above expression. The combination of a delta-function discontinuity tunes 
a. logarithmic discontinuity given by the first term above is, however, retarding. 

f 2S(s) In (g/s) 

o 
1= 

CVI 

3! 4t • * s 

2S(4g-s) In (16/15) 

28(2g-s) «n{4/3) «9BAX» 

Fig. 12. Longitudinal wake for a point charge moving 
perpendicular to two parallel metallic planes. 

It is instructive to compare the results of the summation of modes up to 
mode N (Eq. (3.16)) with the analytic result of Eq. (3.19). The summation is 
carried out for the case s<2g'm Figs. 13 and 14. Note that as AT increases, the 
resultant sum yields an oscillation of increasing frequency. ED the limit N -* oo, 
we would expect the delta-function wake constructed in this way to oscillate 
infinitely fast. The convolution of the wake function with a smooth bunch 
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current distribution, however, is well behaved. This illustrate an importuit 
property of a. Green's function. The function itself need not be weD behaved, 
only integrals over the function. 

Fig. 13. Longitudinal wake for a pillbox cavity (g = 3 
cm, R = 4 cm) obtained by summing the first 1000 
modes. 
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Fig. 14. Longitudinal wake for the pillbox cavity of Fig, 
13 obtained by summing 10,000 modes. 

In Fig. 15 the mean value of the oscillations of Fig. 14, given by the top 
solid curve, is compared with the analytic result, given by the dashed curve. 
They compare well. Another way to avoid the oscillating behavior of the wake 
potential calculated from a truncated modal sum is to introduce a damping 
factor, exp(-fiA), multiplying the n , h mode (this technique was suggested by 
A. Chao). Figure 16 shows the result for N = 10* and A = 5 x 10 -*. Thus 
the highest frequency mode is damped by a factor exp(—5). It ie seen that the 
oscillating behavior is removed and that the agreement with the analytic reauK 
is excellent. 
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Pig. IS. Average and minimum values of the oscillating 
woke shown in Fig. 14. 

38 



-so 

N* IOOOO 

Modes with 
Damping 

Analytic 

0.! 0.2 0.3 0,4 0.5 
1-8S Ct/2g 4B98A1S 

Fig. 16. Same as Fig. 14 with damping added. 

3.4 CYLINDRICAL STRUCTURES WITH WEAK PERIODIC WALL 
PERTURBATIONS 

Pertuibation calculations of the wake potentials have also been done for 
cylindrically symmetric periodic structures in which changes in cross-section are 
smalt compared to the mean radius of the structure (Aa/a <£ 1 in Fig. 5c). 
The longitudinal case is treated in Ref. 23 and the trans verse case in Refs. 
24 and 25. The perturbation expansions in these calculations require that the 
slope of the wall not be too large. Thus the case of a bellows with rectangular 
corrugations cannot be treated. The technique is extended to this case in Ref. 
26. 
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4. WAKE POTENTIALS OF CHARGE DISTRIBUTIONS 

4.1 LONGITUDINAL WAKE POTENTIAL FOR POINT CHARGES AND 
SHORT CHARGE DISTRIBUTIONS 

In Section 2.2 it was shown that the longitudinal wake seen by a, point charge 
is just one-half of the wake immediately behind the charge (seeEq. (2.45)). This 
fact has been called the fundamental theorem of beam loading. The validity of 
this theorem can be traced back to the assumption of causality. This can be seen 
directly if we imagine a bunch so abort that the delta-function wake is essentially 
constant over the length of the bunch. Following a proof by Chao,1"1 we can 
write the energy loss for an arbitrary longitudinal current distribution I(t) as 

CO 0 0 t 

&V= ] dt i(t) V{t) = / di J[t) f dr J(r) W,{t - r) . (4.1) 
—oo — oo —oo 

In writing this relation we also implicitly assume that both causality and super
position apply. As the bunch length approaches zero, the wake can be treated 
as constant, giving 

« t 
AU = v7,(0+) j di I{t) J dr I{T) . (4.2) 

- 0 0 - 0 0 

An integration by parts gives 

ACf = £ V , ( 0 + ) , (4.3) 

which by definition is equal to QiWt(0)i giving 

W,(0+) = 2W,(0) . (4.4) 

This relation can be proven in the frequency domain using conservation 
of energy and assuming orthogonal normal mo&s. Let the stored energy in 
a particular normal mode in a cavity be related to the voltage gained by a 
nonpertuibing test particle by U "» aV 3 . Assume that a point charge Q passes 
through the cavity inducing a voltage Vj, and that the Traction /Vj, of the induced 
voltage acts OIL the charge itself. Assume now that a second identical charge 
passes through the cavity along the same path and at such a phase that the 
voltage induced by the second charge exactly cancels the voltage induced by 
th<i first charge. Note that fluperposition has been assumed, along with the fact 
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that the motion of the second charge la not significantly perturbed by the fields 
induced by the first charge. The second charge st.«s an accelerating voltage 
Vj and a decelerating voltage /Vj, giving by superposition a net accelerating 
voltage Vj(l — / ) . Since there is no energy remaining in the cavity, energy lost 
by the first charge must be equal to the energy gained by the second, or 

QVhf-.QVh[\-J). (4.5) 

This can only be valid if / — If 2. For a single charge passing through the cavity, 
conservation of energy gives V - aV? = \QVh. If the loss parameter k is defined 
by U - kQ*, then a » \k and 

i U (4.6) 
Vh = 2kQ . 

The proof can be generalized to th« interaction of a charge with the synchronous 
component of a traveling wave field in a periodic structure. 

Consider now a point charge with an energy large compared to its rest energy, 
"which Is brought to rest by the interaction with its self-induced field in a long, 

Initially field free, structure. If the charge has an initial energy corresponding 
to a voltage QVjj, it will leave behind an induced voltage given by 

VW - « 2 > c - * w - av^WwWe ( 4 7 ) 

If the structure supports only a single mode, then V(t) = 2VQ cos WJ»/C Thus 
the wake reaches a peak accelerating voltage which is exactly twice that of the 
driving charge. However, a physical bunch, even a very short bunch, consists of a 
targe number of Individual point charges which are not rigidly connected. Thus 
the leading charge In such a physically real bunch will experience no deceleration, 
while the trailing charge will experience the full induced voltage, or twice the 
average decelerating voltage per particle (assuming a bunch length which is short 
compared to the wavelength of the mode in question). If the trailing charge is 
just brought to rest, the induced voltage will be V0, and only one half of the 
energy contained ia the bunch will be transferred to the induced field. The 
wake potential for such a short charge distribution extending from J = 0 to 
t = T Interacting with a single mode is illustrated in Fig, l?a. Note that within 
the bunch the potential is given by 

t 

V{*) = ~fdrl{r)t (4.8) 
o 

where VQ » 2kQ> The wake rings behind the bunch as •• cosw(t - 6), where 
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6 is a small offset in time which is readily calculated (f = T/2 for symmetric 
bunches). Note that at the end of the bunch V[T) « -Vg. 

( 0 ) 

1 lb) 

Fig. 17, Potential in and behind a charge distribution 
interacting with a single made for (a) & short bunch, 
and (b) a long bunch. 

4 . 2 LONGITUDINAL WAKE POTENTIAL FOR LONG CHAHQB 
DISTRIBUTIONS 

Consider a bunch current distribution which has a length which la compara
ble to or greater than the period of the lowest frequency mode. As Hhwtrated In 
Fig. 17b, let V* be the maximum accelerating voltage induced behind [t > T) 
a. current distribution and let V£ be the maximum retarding potential experi
enced by any particle within (t < T) the distribution. The ratio R S V&fV£ la 
called the transformer ratio. The transfr-iter ratio n of interest because of the 
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possibility of wake field acceleration. If a driving bunch with particles of energy 
tVo is used to excite induced fields in » structure, and if V~ is set equal to VQ 

so as just to bring to rest the particles experiencing the maximum retarding 
potential, then the maximum accelerating potential behind the bunch is RV0. 
In the previous section it was shown that the transformer ratio for a short bunch 
interacting with a single mode is equal to one. IT we consider the sup exposition 
of wake potentials for many modes, the transformer ratio for a short bunch will 
tend to be less than one. Since all the wake potentials are cosine like, the re
tarding wakes will tend to add coherently (in phase) within the bunch up to 
some tnmfltiniffi frequency such that W^J « 1, However! the wake potential for 
all the modes will tend to add incoherently at the first accelerating Tnmrimmn 
behind the bunch. 

For long bunches, such that ii^c fc 1 where wj is the frequency of the lowest 
mode, the transform ratio will tend to be greater than one (assuming the bunch 
charge distribution is not pathological). For the interaction of a long bunch with 
a single mode, we can calculate some interesting limits on the transformer ratio. 
Assume here the bunch extends in time from — T to +T. Within the bunch 
(t < T) the retarding potential is 

t 

V-(t) - - / J(jc) COBw(t - X) dx 
-T 

(4.9) 

= — cosut / I[x) coaux <£r — sinut / I[x) sinwx dx . 
-T -T 

Following the bunch (t > T) the accelerating potential is 

T T 
V* [t) = coswt / I[x) cosuis dx + sinut I I(x) sinus dx . (4.10) 

-T -T 

If the bunch is symmetric about t = 0, the second integral in Eq. (-4.10) vanishes, 
and V +(t) reaches a maximum value given by 

T 
V+ = I I{x) cosua dx . (4.11) 

-T 

Consider the retarding potential at t = 0 at the center of such a symmetric 
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bunch, given by 

0 
V~(0) . - j I{x) cceux dx = - | V+ . (4.12) 

-T 

If V~ (0) happens also to be the maximum value of the retarding potential, then 
}V (0)| = V- and the transformer ratio is R = |V+/V£| = 2. If V~(0) i> not 
at the peak of the retarding potential, then V£ > JK -(0)| and the transformer 
ratio is It** than 2. If the bunch is not symmetric, the preceding argument no 
longer applies and the transformer ratio cart be greater than 2. For example, for 
a triangular bunch distribution which rises linearly with time starting at * t* 0, 
then drops abruptly at t = T, the transformer ratio is R = N* if T is an integral 
number of rf periods in length (T = 27tNfv)t 

If there is mole than one mode in the structure, the transformer ratio can 
in principle be larger than two even for a symmetric bunch. Calculations for 
typical structures (e,g. the SLAC disk loaded structure) show, however, that 
the transformer ratio is Etill limited to approximately two.1"1 This Is reasonable 
for long bunches, since only the lowest frequency mode is appreciably excited. 
If the next mode has a frequency wj = rui, then the ratio of the wakes exited 
by a Gaussian bunch of length tf is 

Typically r* > 3, so for uta > 1 the ratio W2(Wr will be small. 
The transformer ratio alone does riot tell the whole story. The efficiency for 

conversion of bunch energy into an accelerating field is 

T 
n = -^=[nt)v[t)dt, (4.M) 

0 

again assuming that the particles in the distribution have as energy CVQ, and 
that the particles which see the maximum retarding potential are just brought 
to rest (Vo — V„). An additional consideration is that even if the transformer 
ratio is large for a long bunch, the amount of charge required to tep-h a given 
accelerating field may be unacceptabry large because the coupling is reduced by 
a factor on the order of exp(—wjff*). 

M 

* 



5. WAKE FIELD ACCELERATION 

In the past wake fields have been viewed mainly as a. potential source of 
trouble in accelerators and storage rings. Wake fields due to bellows, accelerating 
cavities and other objects in the beam line vacuun* chamber cause instabilities 
such aa bunch lengthening, head-tail turbulence and omittance growth. Figure 
18, for example, shows the woke fields excited by a bunch traversing a PETRA 
cavity. Figure 19 shown the distribution of the transverse kick and energy loss in 
the bunch alter passage through a PETRA cell. As can be seen from the wake 
potential, AF/, almost all of the particles within the bunch itself are decelerated. 
However, Fig. 20, which gives the longitudinal wake potential at longer distances 
behind the bunch, shows that some particles at the very end of the tail gain 
energy. That is, they are accelerated by the wake Gelds generated 'ay the particles 
which passed through the cavity ahead of them. 

TTX2 

Fig. 18. Electric field of a Gaussian bunch 
traversing a PETRA cavity (<r, = 2 cm, Q --
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Fig. 19. Iransverse kick Api ftdd energy Ion AV In
side a Gaussian bunch after passine through a PETRA 
cavity cell {oK = 2 cm, Q = 1 jiC). The bunch ia onset 
5 mm from the axis. 
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Pig. 20. Energy gain of particles behind a Gaussian 
bunch After passage through a PETRA cavity ceil. 

Although this effect is a very inefficient acceleration mechanism in this exam
ple, it triggered the search for possible structures which could use wake fields to 
accelerate particles much more effectively. Experimental evidence of this "auto 
acceleration"1"""1 has been seen. However, in this device tile accelerating gradi
ent for the partides in the taO does not exceed by much the decderatinggradieiit 
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for the majority of the particles in the center of the bunch. This follows from 
the general properties of the wake potential for symmetric bunches as discussed 
in section 4.2. By choosing the proper geometry for the atructuie generating 
the wake field, one can achieve an accelerating gradient which is up to twice the 
decelerating gradient within a Gaussian bunch (±4 standard deviations). For 
practical applications this means that a few of the particles inside a SO GeV 
(for example) beam could be accelerated to 150 GeV within a relatively short 
distance, wMle most of the 50 GcV particles are brought nearly to rest. Assum
ing a conventional accelerating gradient of 20 MV/m and a peak wake potential 
loss in a suitable down-stream structure of 50 MV/m, then the average gradient 
of such a system (preaccelexator + wake field section) is only about twice the 
gradient of the preaccelerator. Apart from this relatively modest increase in the 
net gradient, it is very difficult to achieve such a high longitudinal wake poten-
ti<J without suffering the ill effect of the deflecting wake, which wilt also be very 
high. So far such wake field acceleration schemes have been studied taking only 
longitudinal wakes into account. 

• W„<si 

Fig. 21. General behavior of wake potentials due tc 
' normal" cavities (top) and hypothetical wake potential 
good for paTticle acceleration (bottom). 

The situation would be better ir one could achieve much higher accelerat
ing wake fields than decelerating wake fields inside the bunch (see Fig. 21). 
Because of the basic factor of two limitation on the ratio between accelerating 
and deaccelerating wake fields (for symmetric bunv.-h.es), the accelerated beam 
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cannot pass through the structure at the same location as the beam which gen
erates the wake field. Thus we must have two beans, an accelerated beam and 
a driving beam, each traversing a "wake field transformer" I l s ' M , along a different 
path. The trick in such a wake field transformer works as follows: wake fields 
are generated by a driving bunch of electrons with a large number of particles 
at relatively tow energy, passing through a particular region of the transformer. 
These fields are then spatially focused into a smaller region. Since the total 
energy in the field is conserved, the field strength increases with the degree of 
spatial focusing. Thus much higher fields can be produced in this second smaller 
region in the wake field transformer than the fields seen by the particle/i in the 
driving beam. These fields can now be used to accelerate a second beam (of 
course with fewer particles) at very high gradients. 

Figure 22 shows an example in which a driving hollow beam passes through a 
slot in the outer perimeter of a pillbox cavity, followed at an appropriate distance 
by a secondary bunch of particles moving along the axis. As the driving beam 
enters the cavity a wave packet is generated which subsequently travels towards 
the axie- During this time the volume occupied by the wave decreases linearly 
with the distance from the axis. The electric and magnetic field strengths must 
increase approximately as r~lii. A secondary beam can then be accelerated 
along the axis of the transformer by these fields. 

Figure 23 shows the fields calculated by TBCI In a transformer consisting 
of seven pillbox units (with shaped outer boundaries) at 8 subsequent time steps. 
Note that after the wave Teaches the axis it is reflected and travels back to the 
outer boundary. There it is reflected once again and again travels towards the 
axis, where a second high field pulse now appears. This second pulse has the 
inverse sign and can be used for accelerating positions. Figure 24 shows the wake 
potentials due to these Seids for the driving beam and for »n accelerated beam 
on the eJ;is. The maximum decelerating wake potential seen by the particles in 
the driving beam {Q = 1 fiC, r = 5 cm) is computed to be IT MV/m, but on 
the axis a gradient of 170 MV/m is produced- Thus the transformer ratio for 
this particular structure is 10. Recall that the transformation ratio of a device 
in which both beams traverse the structure along the same path cannot be much 
greater than two for symmetric bunches. 

Some interesting observations can be made concerning the deflecting wake 
fields in the driving beam. For the usual cavity with no metal between the beam 
and the axis, the dipole wake potential can be written as 

c I Fdt =rWr(s) costj>+4>W^{a) aimj> = W±{s) (f cos <j> - 4> sin ^J , 

where W,{s) = -W${s). We now find, when there is metal between a hollow 
beam and the axis, that we cannot describe the deflecting forces by a single 
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Z7Hr 
Fig. 22. Qualitative field loside a pillbox 
transformer showing the collapsing field packet. 

I'H transverse wake function;'"' two functions are now required at r- given fixed 
radius (and 4 in the general case): 

c fv±(r,4,)dl - tWr{a) cm<l> + }W4is) sin* , 

wheic Wr(s) ? -W*(s). 
Ad an example) Fig. 25 dhows th« dipote wake potentials for the inner bunch 

[W, m W4) and the outer bunch [W, £ -W+) for the etr-itture ir i< i«. 23. This 
behavior of the wake potentials makes the study of beam dynamics in the driving 
bunch much more complicated. A related result is also of importance for such 
structures: cylindrieauy symmetric fields can deflect, This is j»ot the ca^e for 
the more usual single-region cavities. 

Other structures have been proposed**"**1 which do not need a hollow driving, 
beam, lor example the elliptical structure shown in Fig. 26 and the multi-beam 
star-transformer shown in Fig. 27, In the elliptical geometry one makes use or 
the property that the peak wake potential depends on the size of the beam hole. 
In the star transformer wake fields from the driving beams propagate toward 
the axis and combine in a straightforward manner. A transformer ratio on the 
order of 21V, where JV is the number of driving beams* might be expected. 
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Fig. 23. Elcttrk field at eight time steps generated by a hollow 
driving beam in a suven-unit pillbox transformer. 
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Fig. 23. Continued. 
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400 500 
Xi0" , z sec 

Fig. 24. Wake potential for a pillbox wake field trans
former. (1) Driving beam density; (2) decelerating wake 
inside driving beam; (3) accelerating wake on axis; (4) 
density of the accelerated beam; and (5) self wake po
tential of the accelerated beam. 
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Fig. 25. Iranrverse wake potential on (he axb (top) and at 
the outer driving beam generated by a 0.1 mm onset of the 
driving beam (p, <= 2 mm, Q = 1 /iC). 
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Fig. 26. Two>beam elliptical pillbox acting a* awake 
field transformer. 
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Fig. 27. A multlpl^bcam star transformer. 

An experiment to study acceleration in the wake field transformer shown 
in Pig. 23 Is in progress at DESY.1"1 Tracking studies ham been undertaken 
tsiteg teto accoont the beam dynaniicfl and J*fl««ting v»ake potential.w It is 
hoped to achieve gradients abovq 100 MV/m in this experiment, 

An experiment at Osaka, University1'*' using tin elUptkal wake field trans
former has already been performed. The computed transformer ratio in this 
experiment is 1.3. The deflective wake fields for this structure have also been 
computed,'40' and were found to be very high (~ 1/3 of the accelerating field). 
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