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Abstract

The beam emittance and brightness from a mildly relativistic (200-400

kV) high current density (0.5-3.5kA/cm2) planar, field emission diode pro-

vided with a velvet covered cathode have been studied experimentally as a

function of the applied electric field (100-600kV/cm). Transverse beam'

spreading has been measured using a conventional pinhole arrangement fol-

lowed by a fluorescent screen and open shutter camera. Good turn-on, and a

high normalized beam brightness (Bn=300kA/cm
2-rad2) have been observed.

The results are compared with those obtained with a graphite cathode.

*This work is supported by the Lawrence Livermore National Laboratory, the
Air Force Office of Scientific Research and by the National Science
Foundation.

+Present address: Science Research Laboratory, Inc., 15 Ward St.,
Somerville, Massachusetts 02143.
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1. Introduction

Relativistic electron beams with high current densities and low temper-

atures are a prerequisite for the successful operation of various devices

including accelerators and free electron lasers (FEL's) and other sources of

coherent radiation employing electron beams. If high radiation powers are

also a requirement, high currents in addition to high current densities are

necessary.

Beam brightness is a useful measure of beam quality. For example, the

gain of a free electron laser operating in the low gain Compton regime is

directly proportional to beam brightness. In an earlier paper [1] we have

shown that high beam brightness can be achieved from an electrostatically

focused, multistage field emission electron gun which produces a l.lkA, 2.0

MV electron beam with a normalized emittance of 38xlO"3(7r cm-rad) and a normal-

ized brightness of 74kA/cm2rad2. The good beam characteristics are due in

part to the choice of appropriate cathode material (reactor grade graphite)

and in part to the large electric field (-v650kV/cm) applied between the

cathode and the first accelerating anode. Lower fields and other cathode

materials tested produce a poorer electron beam [1].

Until our acquaintance with velvet cathodes [2], previous studies have

shown that reactor-grade graphite surpasses many other materials [1]. Pres-

sent tests indicate that, while reactor graphite approaches the performace

of velvet at high applied electric fields (E^SOOkV/cm), it does less well at

low E (<200kV/cm). In this range this manifests itself as poor shot-to-shot

reproducibility, low currents, and a larger beam emittance (as was also

noted in Ref. [1]). In section 2 of this paper we describe the experimental

- 2 -



arrangement and we summarize the results. In section 3 we discuss the ob-

servations and compare them with previous studies.

2. Experimental Results

The experimental setup is shown in Fig. 1. The Nereus accelerator

(100-50GkV; 5OkA; 30ns) is used to energize a parallel plate diode with a

variable (0.6-2cm) anode-cathode gap d. The electric field E applied to

the cathode is varied by changing d.

The cathode plate is a thick aluminum disk with a cylindrical hole in

the center, allowing the insertion of a plug of emitting material. The en-

tire surface of the cathode, with the exception of the emitting area, is

anodized [1] to minimize undesired emission. The hard aluminum oxide (an-

odized) coating has a thickness of 0.05mm.

The diode voltage is measured with a voltage divider and the total cur-

rent J with a Rogowski coil placed around the shank leading to the Nereus

accelerator. The average current density J is obtained from the measured

value of I and from the known area of the emitting surface (12.6cm2). A

more accurate determination of J is obtained by placing a current viewing

resistor behind the anode plate pierced with four pinholes each 0.10cm in

diameter. Figure 2 shows the current density and diode impedance as a func-

tion of the applied electric field E, defined as the accelerator voltage

V/anode-cathode gap distance d. The current density exceeds that predicted

by Child-Langmuir electron flow, in agreement with earlier studies [3]. We

note that over the range of d values used (0.6<d<2cm)5 V remains nearly con-

stant.

The emittance is measured r_l>4»5] by allowing the electron beam to im-
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pinge on an array of 9 pinhole apertures in a 0.0381cm thick stainless steel

disc. The apertures, each 0.0254cm in diameter are separated by a distance

of 1.27cm in a 3^3 square pattern. The transmitted beamlets are then allowed

to traverse a field free region 5cm in length before they strike a thin (0.4

mm) aluminum target which is coated on the downstream side with ZnS scintil-

lator (see Fig. 1). An open shutter camera photographs the scintillating

screen.

Figure 3 shows how the spreading angle <se (see Fig. 1), the normalized

emittance e and normalized brightness B vary with the applied electric

field E. Here 66 is the corrected [6] half width at half maximum of the in-

tensity profile of the center spot on the photographic film. The normalized

emittance e =8YA/IT is calculated using the phase space area A occupied by 90%

of the beam electrons, as discussed in Ref. [1]; end the normalized bright-

ness is defined [1] as B =I/TI2E2. In the units used here the empirical Law-

son-Penner condition, which may be used for purposes of comparison, gives a

brightness of l.lkA/cm2-rad2.

In Fig. 3 we also compare 68 and e from a cathode covered with velvet

composed of predominantly synthetic fiber (low conductivity material), with

66 and e for a cathode covered with pure cotton velvet (higher conductivity

material). We see that the latter produces a somewhat lower emittance beam.

The same measurements as those made on velvet cathodes shown in Figs. 2

and 3 were also carried out on cathodes made from reactor grade graphite.

The results are illustrated in Figs. 4 and 5. We see that at low applied

electric fields, the current density is low and the scatter in the measure-

ments of 66 (and E_)is larger than for velvet cathodes. When E^150kV/cm,

one finds (data not shown) that 60 increases by a factor of two to three
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(see also Ref. [1]).

3. Discussion

We have investigated the emittance and brightness of a planar, field

emission diode operating at high current densities. Use of velvet as the

cathode emitting surface gives good performance over the entire range of ap-

plied electric fields studied (100^E$575kV/cm). The good qualities are ex-

emplified by good shot-to-shot reproducibility of the current, voltage, and

69 even at low applied electric fields. A high beam brightness is achieved.

There appears to be little difference between the performance of synthetic

velvet and cotton velvet, although cotton velvet exhibits a slightly lower

emittance. The performance of reactor grade graphite cathodes is poor at

low applied electric fields (^100-200kV/cm), but approaches the performance

of velvet cathodes at high electric fields (E^500kV/cm).

Figure 6 compares the beam brightness from our planar diode (the solid

and dashed lines) with other systems. The present data shown by lines and

the data shown by solid dots refer to electron guns subjected to zero or

very weak axial magnetic fields. The squares refer to immersed guns in

which the entire assembly including the cathode are subjected to very strong

guide fields ranging from 5 to 9CkG. We see from Fig. 6 that, contrary to

earlier belief [7], nonimmersed guns do as well, if not better, than im-

mersed guns.

The fact that B of Figs. 3 and 6 increases approximately linearly with

J reflects the fact that the normalized emittance is but weakly dependent on

J, a fact which has been pointed out in Ref. [7] in regard to magnetic field

immersed guns. It is noteworthy that similar behavior also occurs for the

- 5 -



case of field-free guns, as is attested by the present experiments.
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Figure Captions

Fig. 1. Schematic drawing of the emittance test stand.

Fig. 2. Current density and diode impedance as a function of the applied

electric field for velvet cathodes. The lines represent the best-

fit curves.

Fig. 3. Spreading angle 66, normalized emittance e , and normalized bright-

ness B as a function of applied electric field. • f synthetic

velvet; | • cotton velvet. The lines are the best-fit curves.

Fig. 4. Current density and diode impedance as a function electric field

for a reactor grade graphite cathode. The lines are the best fit

curves.

Fig. 5. Spreading angle 66, E and B as a function of applied electric

field for a reactor grade graphite cathode. The lines are the best

fit curves.

Fig. 6. Comparison of beam brightness of various systems as a function of

current density. Squares refer to magnetic field-immersed guns for

ARA [9]; NRL [10]; LANL [11]. The lines labelled MIT re*er to the

present experiment and solid dots refer to MIT [1] and LLNL [8],

all which represent nonimmersed guns. The MIT [1] point is re-

ferred to the current density at the cathode. The solid line is

for synthetic velvet; tha dashed line for reactor graphite.
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