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ABSTRACT

As part of the Nevada Nuclear Waste Storage Investigations (NNWSI)
project, we have undertaken small diameter heater experiments in the
G-Tunnel Underground Facility on the Nevada Test Site (NTS). These
experiments are to evaluate the thermal and hydrothermal behavior which
might be encountered if heat producing nuclear waste were disposed of
in welded and nonwelded tuffs. The two Phase I experiments discussed
have focused on vertical borehole emplacements.

In each experiment, temperatures were measured along the surface
of the 10.I am diameter heater and the 12.7 cm diameter boreholes. For
each experiment, measurements were compared with computer model
representations. Maximum temperatures reached were: 196°C for the
welded tuff after 21 days of operations at 800W and 172°C for the
nonwelded tuff after 35 days of operations at SOOW. Computed results
indicate that the same heat transfer model (includes conduction and
radiation only) can describe the behavior of both tuffs using empirical
techniques to describe pore water vaporization.

Hydrothermal measurements revealed heat-induced water migration.
Results indicated that small amounts of liquid water migrated into the
welded tuff borehole early in the heating period. Once the rock-wall
temperatures exceeded 94°C, in both tuffs, there was mass transport
of water vapor as evidence indicated condensation cooler regions.
Borehole pressures remained essentially ambient during the thermal
periods.
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INTRODUCTION

Volcanic tuffs on and adjacent to the
Nevada Test Site (NTS) are being consi-
dered by the Department of Energy (DOE)
for the possible geologic disposal of
commercial high level radioactive wastes.
The Nevada Nuclear Waste Storage Investi-
gations (NNWSI) project was established by
DOE in 1977 to evaluate such disposal.,
Sandia National Laboratories, one of the
participants in the NNWSI project, has as
one of its responsibilities the develop-
ment of the rock mechanics program to

support the design of a repository in
tuff. This program includes evaluations
of the thermal, mechanical, and hydro-
thermal (heat-induced water migration)
effects on the surrounding rock resulting
from excavating the repository and emplac-
ing the nuclear waste.

The rock mechanics field program has
begun in the G-Tunnel Underground Facil-
ity; later experiments are to be incorpor-
ated into investigations in Yucca Moun-
tain, the potential candidate repository
site, when access can be provided. This
paper reports on the results of the first
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two field experiments in the rock mechan-
ics program, the Phase I small diameter
heater experiments. These small diameter
heater experiments are scheduled for
G-tunnel, in two phases (Zimmerman 1982).
Phase 1 experiments are intended to reveal
the pertinent thermal (heat transfer) and
hydrothermal behavior of welded tuffs
(porosity< 25%, relatively unjointed, duc-
tile rock) and nonwelded tuffs (porosity >
252, relatively unjointed ductile rock).
Both types of tuff are present in Yucca
Mountain and determination of phenomena
important to waste disposal are needed.
At least one Phase II experiment is plan-
ned to evaluate emplacement concepts in
welded tuff. All experiments a u designed
to define the thermal and hydrotheimal
behavior so findings can be incorponted
into the design of more elaborate
canister-scale experiments which emphasize
thermomechanical responses. Results from
these two phases of small diameter heater
experiments also support NNWSI repository
design efforts by providing preliminary
field evaluations of heat transfer
models. Thermal and hydrothermal data
also aid in definition of the waste pack-
age environment.

SCOPE

Experiments were designed to evaluate
the phenomena that occurred in a vertical
waste emplacement borehole in a simulated
nuclear waste repository-like setting.
Temperature measurements were made along
the length of the heater and borehole wall
to evaluate the effects on heat transfer
resulting from dewatering the partially
initially saturated (~80 to 95%) tuffs.
Hydrothermal measurements included deter-
mining the borehole pressure and the quan-
tities of water in the bottom of the bore-
hole as well as observing where vapor had
condensed in the total system.

This paper summarizes the results for
the Phjse I experiments and evaluates the
adequacy of available empirical heat
transfer models. The emphasis is on the
measurement results and evaluations rather
than on instrumentation and hardware func-
tioning, although components are described
for completeness.

EXPERIMENTAL SETUP

Components

The experimental setup is shown in
Figure 1. At the lower end is the stain-
less steel heater unit (HU), a self-

contained unit made up of the heated sec-
tion (1.2 m ) , insulated section (next
0.6 m ) , terminal section (for electrical
connections), and the handling pipe. The
heater unit is 10.2 cm in diameter.,'Imme-
diately above the heater are.aluminum ,.'
noneycomb segments, 11.4 cm in diameter,
used as a space filler to minimize
convection.
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Figure 1. Small Diameter Heater Section

272



At the top is the heater pressure unit
(HPU). This aluminum unit is attached to
a collar, which is bonded to the emplace-
ment hole with Sulfaset. The heater pres-
sure unit contains feed-throughs for all
borehole instrumentation so that a pres-
sure seal can be maintained within the
borehole.

Emplacement holes were slightly
different for each of the experiments, but
the diameters were a constant 12.7 cm.
The hole in welded tuff was in a frac-
tured, brittle material. A design
requirement was that the bottom 0.3 m be
in intact rock to minimize water loss
through fractures. It was necessary to
drill the hole 3.2m deep to achieve
this. The welded tuff hole was signifi-
cantly fractured above this level.. The
hole in nonwelded tuff was 2.A m deep.
This hole was unfractured over the heated
length.

Measurements

The heater unit contained three
different measurement systems. Six
thermocouples were located on each of
three lines spaced at 120° around the
periphery for the heater surface measure-
ments. Vertical locations are provided in
Table 1. Five thermocouples were placed
inside the heater as part of the second
system. The third measurement system con-
sisted of surface water level sensors,
placed along the lower 38 cm of the heater
to measure water level accumulations in
2.5 cm increments.

The heater pressure unit contained a
resistance temperature device (RTD), a
digital humidity analyzer, and a pressure
gage. The system was designed so that
pressure could be released if it exceeded
0.7 MPa. The surrounding alcove had simi-
lar instrumentation so tunnel environment
changes could be factored into evaluations.

There wsre two systems to measure
rock-wall temperatures. Thermocouples
were either heater mounted or bonded to
the rock-wall in silicone rubber inserts
that fit into pre~cut slots. The heater-
mounted thermocouples were designed so
that the spring action of the insulating
sheath would hold the thermocouple against
the rock wall. One of the objectives of
these experiments was to evaluate the
relative merits of the two thermocouple
configurations, but this evaluation is
unfinished and beyond the intended scope
of this paper. Preliminary indications are
that the heater-mounted thermocouples
appeared to be influenced by direct radi-
ation and sheath conduction so that
recorded temperatures were about 20°C

higher than those determined by the rock-
mounted insert thermocouples. The
heater-mounted thermocouples proved to be
excellent sensors tor evaluating borehole
annulus heat transfer effects. For the
purpose of this paper all rock-wall data
are from the insert thermocouples except
in one case (nonwelded, Level 1) where
heater-mounted thermocouples were adjusted
to the equivalent insert thermocouple
value. Table 1 summarizes the location
and type of thermocouples used at each
level in the two experiments.

OPERATIONS

Heater

Table 2 summarizes the pertinent de-
tails for heater operations. There were
two heating stages for the experiment in
welded tuff. After the initial heating
period and a seven-day cooldown, the bore-
hole was flooded, with the heater in its
initial position. The bottom 0.3 m of the
hole was saturated for a full seven days,
and the fractured tuff up to a height of
1.8 m was under water for a period of
approximately 15 hours. A manually oper-
ated steady-state flow system was used to
maintain the elevated water level for this
shorter period of time. At the end of the
flooding period, the free water was
removed.

The heater power level chosen for the
welded tuff experiment was similar to that
used in the Tuff In Situ Water Migration/
Heater Experiment (Johnstone, HaHio^
1980). Major differences ijj«*HRe experi-
ments were orientations of the bore-
holes and water sampling schemes. In both
experiments the heaters had similar shapes
and dimensions. The wattage for the non-
welded experiment was selected so that the
maximum tuff temperatures would be well
into the zeolite dehydration range
(>100°C) and thermal contraction would
be expected (Lappin 1980). Heating
periods were terminated when trends were
apparent and little could be gained with
additional heat and time.

One change was made after completing
the experiment in welded tuff. The heater
power reflected variations in the commer-
cial electrical power that was distributed
to G-tunnel. Influences of these varia-
tions could be seen in many of the thermo-
couples. The problem was corrected by
operating the heater power on an uninter-
ruptible power supply (UPS) for the exper-
iment in nonwelded tuff.
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Location
Function

Heater
Surface

Rock Wall

Table 1. Thermocouple Details

Level

1
2
3
4
5
6

1
2
3
4
5
6
7

Welded
Thermo*
Type

H,H,H.
H,H,H.
H,H,H.
H,H,H.
H.H.H.
H,H,H.

R,T,T.
R,T,T.
R,T,T.
R,T,T.
R,T,T.
R,R,R.
R,R,R.

Tuff

Heig

4
41
78
116
139
168

5
59
95
139
17b
208
254

ht**

. lcm

.0cm

.7cm
cm
cm
cm

cm
.7cm
. 2cm
cm
cm
cm
cm

Nonwelded Tuff
Thermo
Type

H,H,H.
H,H,H.
H,H,H.
H,H,H.
H,H,H.
H,H,H.

T.T.T.
R,R,T.
R.R.T.
R,T,T,T.
R.T.T.T.
R,R,R.

Height

4.
41.
78.
116
139
168

5
63.

117
140
168
203

,1cm
.0cm
,7cm
cm
cm
cm

cm
,5cm
cm
cm
cm
cm

* H - Heater Surface, R- Rock-Wall Insert,
T - Heater Mounted Tip-Out

**Height measured from bottom of hole

Table 2. Heater Operation

Experiment

Welded-
Initial

Welded-
Reheat

Time
Start

Time
Stop

Apr 12, '82- May 4, '82-
1600 0900

May 19, '82- May 26, '62-
090C 1230

Duration Wattage

21.67 days 800

7.19 days 800

Nonwelded Aug 31, '82- Oct 5, '82- 35.00 days 500
1100 1100
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Data System

The data acquisition system was de-
signed around an HP 9845 desk top computer
located underground. Data on all channels
(80) were collected in periodic scans.
The shortest scan interval of five minutes
was used immediately before and after all
changes in the heater power levels. As
the thermal phenomena stabilized, the scan
interval was lengthened to a maximum of 30
minutes. Most data were taken at the
longer intervals.

Thermal Results

The thermal results for both experi-
ments are summarized in Figures 2 and 3.
Heater rnd rock-wall temperatures are
displayed as the ratio of temperature
change to power level so that common
ordinates can be used. The temperature
changes are normalized with the constant
power level rather than with thermal dif-
fusivity or conductivity because of the

temperature dependence of the latter. To
allow for curve initialization an initial
temperature of 18°C was subtracted from
all measured temperatures, except for the
reheating data, before dividing by the
power level. A temperature of 24°C was
subtracted from the reheat data to factor
out the residual temperature that existed
when the heater power was turned on.

Heater Midplane

Maximum rock-wall temperatures were
recorded near the heater midplane (Level 2
in Table 1). Maximum heater surface tem-
peratures were measured above this mid-
plane at Level 3. Results are displayed
in Figure 2.

Let me present first the welded tuff
heater and rock-wall thermal results.
Irregularities in the curves at the later
times are due to irregularities in the
heater power. The peak at t = 3 x 10^
minutes is due to a surge caused by the
temporary substitution of power from the

.5

NONWELDED TUFF
(HEATER SURFACE -
LEVEL 3)

.3

WELDED TUFF
(HEATER SURFACE -
LEVEL 3)

NONWELDED TUFF

(ROCK-WALL - LEVEL 2)

BOIL TEMP. (NONWELDED TUFF)

WELDED TUFF
(ROCK-WALL - LEVEL 2)

BOIL TEMP ("ELDED TUFF)

10

MINUTES

lCf 1OJ

Figure 2. Maximum Rock-Wall and Heater-Surface Temperature
Results
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Figure 3. Level 1 Rock-Wall and Heater Surface Temperature
Results

autostart diesel that was used for emer-
gency power. The intersection of the
horizontal line marked "boil temp,
(welded)" and the normalized data curve
for the rock wall represents the time when
the rock-wall temperature exceeded the
local boiling temperature of water (94-18T
800). At about t = 1.8 x 10 3 min the
slope for the rock-wall data increased
slightly, suggesting a decrease in thermal
conductivity. The latent heat of vapori-
zation is a factor that would tend to
flatten the curves, but its presence is
not observed. The temperature difference
between the heater surface and rock wall
decreased after the vaporization started,
a further indication of the decreasing
heat transfer properties of the dewatered
tuff.

The thermal results for the experiment
in nonwelded tuff are more uniform because
of the regulated power supply. The curves

show that the changes in slopes after
vaporization (94-18 -r 500) are much more
profound, due to the higher porosity and
water content in the nonwelded tuffs (rel-
ative properties are provided in the ther-
mal modeling section). The significance
of these changes in slopes is that heater
and borehole temperatures rise signifi-
cantly as a result of decreased rock ther-
mal conductivity as pore water is
vaporized.

Maximum temperatures reached in both
experiments were:

Experiment Max Rock Temp

Welded Tuff
Nonwelded Tuff

196°C
173°C

Max. Heat
Surf. Temp.

317°C
265°C

The data in Figure 2 indicate that the
nonwelded tuff was still increasing in
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temperature at a significant rate after 35
days of operation, whereas the welded tuff
was nearing a maximum temperature after
only 21 days of heating.

Post-experiment observations indicated
that both heater holes appeared to be
structurally stable and intact after the
heater was removed. There was no evidence
of borehole sloughing due to heating.

Lower Heater

Figure 3 shows the heater surface and
rock-wall temperature changes for Level 1
(Table 1). Levol 1 reheat data for the
heater are also shown because this is the
only level where there were perceptible
differences.

The most significant phenomenological
events are reflected in the curves for the
heater surface for the welded tuff experi-
ment. There was a dip in the temperature
of the neater surface at times between 240
and 2000 min for the initial welded tuff
heater experiment. Thu reheat experiment
showed similar results with the exception
that there was not the initial hump at t =
240 min and that the increase in slope
started some 500 min earlier. The figure
shows that the welded tuff rock-wall
temperature was below the nomimal boiling
temperature (temp/power = 0.095) during
this period. The dip in the heater tem-
peratures is attributed to hydrothermal
phenomena. It is hypothesized that pore
water in the nearly saturated tuff migra-
ted to the emplacement hole and collected
there. This particular borehole had an
irregular bottom after drilling, and
approximately 1000 cc of crushed tuff were
placed in the hole to provide a level sur-
face. This crushed tuff would have a
storage capacity estimated to be less than
0.2 (. . The possibility exists that liquid
water collected in this void space and
possibly around the bottom of the heater
and increased the thermal conductivity in
this region for the period when the rock
wall temperatures were below boiling.
Later discussions of hydrothermal pheno-
mena provide additional data to support
this hypothesis.

The reheat experiment data support the
general trends, and the two differences
can be explained. The absence of the hump
at t = 240 min is attributed to the limi-
tations in removing the water from the
crushed tuff at the bottom of the hole
with the heater in place. The hole was
vacuumed dry before placing the heater
initially. The earlier Increase (t = 1 x
10-̂  min) in the slope of the -.eheat
curve is perhaps due to the limitations in

resaturating the tuff above 0.3 ui during
the flooding periods. Possibly, the tuff
in the initial heater experiment had more
pore water available.

Heater Pressure Unit

Measurements in the heater pressure
unit were enlightening. For the welded
tuff experiment the HPU temperature
increased by only 4°C over the entire
experiment, indicating minimal convection
to tne top of the deeper borehole. For
the experiment in nonwelded tuff, the HPU
temperature increased by 15°C within
4800 min and reached a plateau. At t =
29,000 min the HPU was wrapped with insu-
lating fiberglass and the HPU temperature
increased by another 20°C. This indi-
cated that the HPU was dissipating energy
that uas being carried upward by convec-
tion in the borehole annulus. The annulus
was 0.6 cm wide around the aluminum
honeycomb.

The data indicated that there was a
strong convective driving force in the
nonwelded tuff, whereas it was relatively
minor for the welded tuff. The difference
was posited as vapor transport into the
fractures. This concept is supported with
hydrothermal data discussed next.

HYDROTHERMAL RESULTS

Borehole Water Migration

Water migration into a heated borehole
was much different than the earlier
In Situ Heater/Water Migration Experiment
in welded tuff (Johnstone, Hadley 1980).
In that experiment over 60 £ of water was
collected in 63 days of operation. The
highest flow rate was in the first few
days. A major difference in experimental
setups was that the water collection
sampling location for this earlier experi-
ment was located beneath the heated region
and remained cool. For both of the small
diameter heater experiments the total
amount of collected water was less than IE.

Hydrothermal phenomena were monitored
with three different measurement systems.

. The accumulation of liquid water in the
bottom of the borehole was monitored with
the water level sensors. The presence of
water vapor and the possible formation of
refluxing cells in the borehole was moni-
tored with the heater-mounted thermo-
couples. The evidence of water migration
to the HPU was monitored by the environ-
mental monitors located there.
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The water level sensor was non-
standard and merits a description. It was
formed by exposing the two leads for a
sheathed thermocouple at a desired level
along the heater surface. The thermo-
couple wires were energized with an alter-
nating current so that a circuit auld be
completed by conduction through the air
between the exposed leads. The sensiti-
vity was set so that there would be an
increase of 5-7 volts if any water con- „
taining ions were to come in contact with
Lhe exposed leads.

The only water level sensor that
detected water was the one at the bottom
of the heater. Figure 4 summarizes the
responses of this water level sensor. The
next potentially active sensor was 7.5 cm
higher and no signal was recorded.

The two curves for the welded tuff
have interesting similarities and differ-
ences. The similarities are f.hat they
have initial dips between 20 and 200 jiin,

then relative increases through the next
400 mln and then decreases to near zero.
The significance of the behavior for the
region between 240 and 2000 min is that
this is the same time period that the
Level 1 heater surface temperatures were
lower (Figure 3). This apparently coupled
phenomenon suggests that the water migra-
ted into the borehole in liquid form. The
earlier dip for t = 120 min is thought to
be due to the initial dewatering of the
bottom of the hole as the heater surface
reached the boiling temperature at about
t = 50 min.

The reason the initial voltage was
higher for the reheat experiment is that
the moisture in the crushed taff could not
be removed with the heater in place. A
further possibility is that additional
minerals collected during the initial
heating phase and increased the conduc-
tivity of the water.
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Figure 4. Lowest Water Level Sensor Results
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The curve for the initial experiment
in welded tuff shows that the water level
sensor was exposed to water for a longer
period. This supports the hypothesis that
the pore space of the tuff was not fully
recharged during the brief flooding period.

The water migration phenomena for the
experiment in nonwelded tuff were somewhat
different. The figure shows that there
was some slight increase in voltage for
the first 70 min and then a single de-
crease and stabilization. There were no
apparent influences on the temperatures at
the bottom of tne heater. Only the water
level sensor indicated that there might
have been a trace of liquid water. The
heater bottom reached a boiling temper-
ature in about 100 min, and the decreasing
magnitudes of the moisture curve after
this time suggest this influence. The
fact chat the sensor stabilized above 2V
is attributed to sensor variations because
post-experiment analyses indicated that
there would have been a significant volt-
age increase if liquid water were present.

Vapor appeared to migrate towards the
warmer air and then to be transported up-
ward by convection. This vapor-
transporting air cooled in the HPU and the
moisture condensed. This was particularly
evidenced in the experiment in nonwelded
tuff where more than 0.5f of water was
found in the handling pipe located above
the heater. Water was found on the base
plate of the HPU for this same experi-
ment. By contrast, only droplets were
found in a similar region for the welded
tuff experiment. It is conceivable that
water vapor was present in the annulus in
the welded tuff, and that it was trans-
ported into the fractures where it
condensed.

HPU Environmental Changes

Environmental conditions within the
HPU and the surrounding alcoves were moni-
tored for temperature, pressure, and rela-
tive humidity changes. The most
pronounced changes occurred in the rela-
tive humidity in the HPU. Saturation was
reached within 12 hours in both experi-
ments. The cemperature increases have
already been discussed. Pressure changes
were negligible for both the welded and
nonwelded tuff experiments.

PRELIMINARY MODEL EVALUATIONS

Model Definition

The preparation of the experiments for
the Phase II testing includes an evalu-

ation of the state of the current models.
While the preparation of a computer code
for the analysis of two-phase flow in tuff
is underway at Sandia National Labora-
tories, an empirical approach has been
used to describe the effects of pore water
vaporization on the conductive heat trans-
fer process (Eaton et.al., in prepara-
tion). The techniques of this empirical
approach have been applied to the condi-
tions for the two heater experiments and
model - data comparisons are presented
here. These comparisons are used as a
feedback mechanism fo.- ongoing code and
material property evaluations.

The design of the experiments allowed
use of two-dimensional, axially symmetric,
finite element techniques. The heater
surface was modeled as a conductive and
radiative surface with a volumetr'.c heat
generation over the heated volume.
Components within the heater were modeled
as equivalent parts of axial symmetry. No
attempt was made to compare internal
heater model and measured values. The
emphasis was on the heater and rock-wall
surfaces. The rock-wall surface was
modeled for radiation and conduction.

The thermal conductivity and heat
capacity values for uelded tuff were
specified for the temperature ranges
according to the representative curves in
Figure 5. The figure shows that the ther-
mal conductivity is changed in two step
decreases as the temperature is increased
from 70 to 120°C. The first step repre-
sents the average of the saturated and dry
conditions whereas the second represents
the dry properties (dewetered). The
figure shows that the b^at of vaporization
is added to the nominal volumetric heat
capacities for the tuffs by distributing
it over the 70 to 120°C range. This
procedure allows for a more gradual tran-
sition for the vaporization phenomena.

Cores from the boreholes drilled for
these experiments were subjected to labor-
atory analyses (see Table 3). These data
were used in the material property defini-
tions shown schematically in Figure 5.
Other pertinent model data are included in
the table.

Model/Data Comparisons

Figure 6 is organized so that the
heater surface and rock-wall thermal pro-
files for both experiments can be shown
together. Comparisons of the 1st and 21st
days of operation illustrate the relative
time independence of the trends. The
major factor evidenced is that the overall
heat transfer computer models appear to be
adequate for tuffs having vastly different
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Figure 5. Thermal Model Representation

Table 3. Core and ModeL Material Properties

Property

Thermal Cond. (Sat.)
Thermal Cond. (Dry)
Heat Capacity (Sat.)
Heat Capacity (Dry)
Heat of Vaporization of

Pore Water (70<T<120°C)
Density (dry bulk)
Porosity
Saturation (measured)
Saturation (model value)
Emissivity - Heater Surf.
(assumed)

Emissivity - Rock (assumed)

Units

W/m°K
W/ra°K
KJ/m3oK
KJ/m3oK
KJ/m3oK

KJ/m3

Welded
Tuff

1,
1.

2478
1858
6550

2220

.80

.44

0.15
0.85
1.00
0.6

Nonwelded
Tuff

1.
0.

2964
1105

19,650

1320
0
0
1
0

30
66

.45

.90

.00

.6

0.9 0.9

280



WELDED TUFF
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1'igure 6. Measured and Predicted Temperature
Distributions on the Heater Surface and Rock-Wall 1
and 21 Days After Heater Turn On

porosities and mineralogy.
The figure shows that the measured

data for both heater surfaces are gener-
ally higher than the computed values.
Deviations occur in two places. Differ-
ences in the heated region are attributed
to assumed values for the heater and
rock-wall emissivities, and planned emis-
sLvity measurements on these surfaces
should reduce these differences. The
figure also shows that there are differ-
ences above the heated zone. The differ-
ences are greater for the experiment in
nonwelded tuff. These differences are
attributed to convection in the borehole
annulus. This phenomenon is even fore
pronounced in the rock-wall model compar-
isons in this same region.

An unexplained measurement trend in
the figure is the apparent temperature
increase at Level 5 as compared to Level 4
for the nonwelded tuff rock-wall data.

This coulo be due to two reasons. First,
the thermocouple at this level could have
become dislodged and moved nearer the
heater. Second, a refluxing cell could be
influencing the temperatures at this level.

The convection phenomenon is present
but less evident for the rock wall of the
welded tuff experiment. Data show that
convection may be important for modeling
tne very near field around the borehole,
but that thermal impacts on thermomechan-
ical behavior in the surrounding tuffs
should be minimal.

As for differences in the rock-wall
data/model values, measured maximum
temperatures for the nonwelded tuff were
approximately b% less than the model
values, whereas the similar values were
approximately 5% higher for the welded
tuff. Apparently, additional convection
in the nonwelded tuff experiment caused
the lower measured temperatures in the
heated region.

281



CONCLUSIONS REFERENCES
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