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Introduction 

In April 1986, off%%ls of Loma Linda University requested that Fermilab 
design and consuuct a 250 MeV proton synchron’on for radiotherapy, to be located at the 
Loma Liida University Medical Center. In June 1986 the project, having received all 
necessary approvals, commenced. In order to meet a desirable schedule providing for 
operation in early 1990, it was decided to erect such parts of the accelerator as were 
complete at Fermilab and conduct a precommissioning activity prior to the completion of 
the building at Loma Linda which will house the final radiotherapy facility. It was hoped 
that approximately one year would be saved by the precommissioning, and that important 
information would be obtained about the system so that improvements could be made 
during installation at Loma Linda. This report contains an analysis by Fermilab staff 
members of the information gained in the precommissioning activity and makes 
recommendations about steps to be taken to enhance the performance of the proton 
synchrotmn at Loma Linda. 

Jn the design of the accelerator, effort was made to employ commercially available 
components, or to industrialize the products developed so that later versions of the 
accelerator could be produced industrially. The magnets could only be fabricated at 
Fermilab if the schedule was to be met, but efforts were made to transfer that technology to 
industry. Originally it was planned to use a 1.7 MeV RFQ fabricated at the Lawrence 
Berkeley Laboratory as injector, but LBL would have found it diffxult to meet the project 
schedule. After consideration of other options, for example a 3.4 MeV tandem accelerator, 
a supplier (AccSys Inc.) qualified itself to provide a 2 MeV RFQ on a schedule well 
matched to the project schedule. This choice was made, but a separate supplier was 
selected to develop and provide the 425 MHz power amplifier for the RFQ. 

During the design of a debuncher to reduce the momentum spread of the beam from 
the RFQ, investigations by Fermilab and AccSys staff predicted that the tightly bunched 
beam emerging from the RFQ would gain a large momentum spread from the space charge 
forces in the beam. Calculations indicated that this could partly be offset by employing a 
debunching cavity in the beam line. Because of this, the project accepted a design intensity 
of 5*1010protons per pulse. Subsequent beam measurements have verified the prediction 
of momentum spread growth. 

. . 



Recommendations 

1. Power Supplies 

Power supplies have been the most difficult aspect of the commissioning work at 
Fermilab. In order to carry out this activity, it was necessary to use magnet power supplies 
borrowed from the Research and Accelerator Divisions, because the power supplies 
purchased for the accelerator could not be received in time. In most cases, the borrowed 
power supplies are inadequate for the purpose, typically having poor ripple and riguladon 
properties in the region where they must be operated. For example, where it would be 
desirable to have a quadrupole tuning current of one amp, the ripple current is comparable 
to the tuning current, because the current is so much less than full scale. Further, the 
unipolar nature of the supplies in many cases does not allow the use of desirable tuning 
ramps for correction elements. 

At Loma Linda, the purchased supplies go most of the way toward correcting these 
shortcomings, with the exception of solving the problem of extracted beam modulation, as 
noted in LL-306. There will be a continuing need to develop means to remove 
extracted beam modulation at Loma Linda in preparation for future use of beam- 
scanning systems. 

Careful attention should be paid to the quality of regulation of the new 
supplies during ramp down and return to injection field level. 

The Holec current transductor provides adequate measure of the ring dipole current 
to program the RF system VCO, but care must be taken to prevent noise pick-up by 
the transductor on the signal path to the VCO. 

Noise pick-up on the current program to the dipole supply must be 
controlled. With the present program level of 250 A/vol! , even a few millivolts of noise 
will cause significant problems at the injection level. 
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2. Injector 

A. The momentum spread from the RFQ is larger than 1% which is too large for 
efficient injection into the ring. The technical specifications supplied by the vendor do not 
include a specification for momentum spread after space charge spreading and debunching. 

B. The peak current surviving the 1800 bend is about two thirds the current 
specified by the vendor. 

C. The beam from the ion source does not seem to be properly matched into the 
RFQ, which can have serious effects on RFQ performance. It is not clear that this is a 
tractable problem without extensive new diagnostics. The matching should be studied 
further with the new Fermilab diagnostics before the source is shipped to Loma 
Linda. (See addendum A3 below) 

D. Theperformanc e of the debuncher has not yet been verified and will require 
further work at Loma Linda. 

E. To obtain present performance, it is necessary to supply almost 250 kW to the 
RFQ, considerably more than the vendor specification. There are problems with sparking 
at fields even smaller than the design gradient, and at this level, sparking is frequent. This 
problem needs further investigation. The RFQ should be returned to ACCSYS for 
disassembly and inspection for spark damage. The sparking problem should be 
monitored carefully during the commissioning at Loma Linda. 

The RFQ Power Amplifier was more than one year late in delivery, so it was 
necessary that the RFQ be operated with a borrowed supply at low power for most of the 
commissioning period. Since the RFQ power amplifier was received, it has been a 
continuing source of trouble, requiring a large amount of work by many Fermilab rf 
experts. Recently, after considerable hardening and upgrading, the amplifier has run more 
reliably. 

The commissioning experience at Fennilab has demonstrated that the RFQ is not the 
optimum injector accelerator for a small synchrotron. Even if an RFQ operated as designed, 
the momentum spread would be tco large for the synchrotron ring., partly because of 
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longimdinal space charge in the tight bunches, which increases the momentum spread even 
more. Any future synchrotrons of this design should utilize a tandem electrostatic generator 
or some other dc device with very small output momentum spread and much higher 
reliability. Such an injector was considered during the design of the Loma Linda 
synchrotron. A tandem electrostatic generator producing a 25mA pulse 20 psec long (the 
Loma Linda synchrotron requires only 1 JBX) of 3.5 MeV protons was built for DESY at 
the National Elecnostatics Corporation, so the technology is proven. The higher injection 
energy is of course an advantage for space-charge problems in the ring. 

If the experience with the RFQ and its power amplifier continue to be 
disappointing at Loma Linda, replacement of the RFQ by a tandem might be 
considered if it can be fitted into the building. Some rebuilding of injection-line 
magnets would be needed to upgrade them to 3.5 MeV. 

3. Magnets 

The commissioning has demonstrated that the chromaticities of the beam are quite 
large, as large as 20 horixontally at 2500 Amp. It appears that these large values arise from 
the sextupole fields of the main dipole magnets, although the measured values of 
chromaticity am still approximately 50% larger in magnitude than the values calculated from 
the measured dipole fields These chromaticity effects are much exacerbated by the large 
dispersion of the ring. 

The main bending magnets should be reshimmed at Fermilab to 
compensate the sexlupole fields causing the chromaticity values. Since the 
chromaticity varies with excitation, the correction should be effected at mid-field This 
should leave some compensation for the chmmatkity due to eddy currents at low fields, 
which is of the opposite sign. Further, the shims should be such as to allow modification 
in the field. 

4. Vacuum 

The vacuum system has operated successfully at pressures sufficiently low to 
obtain lifetimes of a half second at injection. There were problems with large amounts of 
outgassing material in the injection septum, but a new septum with much better outgassing 

. . 
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properties has now ken installed and operated. The system should be rid of any 
remaining outgassing materials before it is reassembled. 

5. RF System 

Both the low level and the high level systems operate satisfactorily, however They 
do not provide the capability to operate at fixed frequency with open loops on flat top. 
Fixed frequency capability may be needed to help correct extracted beam 
current modulation. 

6. Diagnostics 

A. The system needs a monitor which displays the total charge in the 
accelerator, 

B. An extracted beam current monitor is needed with suflicient bandwidth 
to be used for feedback control of the extracted beam. This will help provide a 
highly desireable state of independence between the accelerator and the end use facility for 
purposes of control and safety. A gas scintillation chamber has been designed and built 
for the treatment-room diagnostics that would meet the qukments, but it is considered 
that this device would generate too much scattering in the beam. 

C. Kickers are needed to “ping” the beam to measure tunes during 
ramping as well as on flat top or flat bottom or fixed field injection studies.. At 
present, one of tbe beam-position monitors is disconnected and used as an electrode to ping 
thebearn 

D.Moveable jaw scrapers in the 2 MeV beam line and the ring would be 
useful to help understand the injector performance, 2 MeV transport, injection and capture 
processes in the ring, and ring acceptance apertures. 

7. Extraction Components 

The extraction components seem to perform as designed, but the electrostatic 
septum should be operated at higher vo1tage.A power supply capable of higher- 
voltage operation will be available at Loma Linda. 



5 

There does not seem to be evidence for strong skew field components from the 
J-ambertson magnet. 

Considerably more experimental work is needed to understand extraction losses and 
nonuniformity. 



Magnet measurements showed a chromatic@ large enough to be.uncomfortable at 
lowest and highest magnet excitations. Beam measurements showed even higher 
chromaticity, causing important degradation of accelerator performance. 

Sufficiently many many subsystems were complete to proceed with 
precommissioning in late 1988. The most notable exceptions were the magnet power 
supplies, the RFQ power amplifier, the control system, the clock system, and the low level 
RF system. The power supplies used were from spares in the Research and Accelerator 
Divisions. The AccSys Corporation generously lent the use of their RFQ power amplifier 
for most of the precommissioning period. The temporary clock system was created from 
standard Laboratory timing equipment. The control and low level RF systems were built 
during precommissioning. 

The preconditioning can be considered to have been a success. The operation 
schedule has been accelerated by more than one year, compared to a schedule which would 
call for installation to begin next winter. The accelerator has operated at 25*1Oto protons 
per pulse, half the design goal, with 70% extraction efficiency The accelerator has carried 
out successful experiments in shielding and an R & D program in development of 
components for the beam delivery nozzle. Beam measurements at Fermilab lead to definite 
recommendations to improve operation at Loma Linda. The rest of this report consists of 
the recommendations and technical papers written by Fermilab staff addressing the issues 
arising from the precommissioning. 



A.1 ION SOURCE AND LEBT PERFORMANCE 

C.D. CURTIS 

Requirements 

A goal of 1.6 x 1011 protons per pulse at full energy in the 
synchrotron requires an injected beam of 26mA for one usec. If one allows 
for 65% (probably too optimistic) capture and acceleration efficiency 
because of momentum spread and other problems, the required 2-MeV beam from 
the RFQ is 40 mA. If one uses a reduced goal of 5 x 1010 protons per 
pulse,the required beam from the RFQ is 12.5 IA, an approximate value which 
has been used for many recent beam studies. Our hope had been to reach 40- 
50 mh from the RFQ. 

The calculated transverse acceptance of the RFQ is 1.1s mm-mrad 
(normalised) for a 25-mA beam at the design gradient, increasing to 1.35~ 
for a gradient 15% higher. The acceptance decreases to 0.8s at the design 
gradient for a SO-mA beam. The Accelerator Systems RFQ is designed for 30 
m.A with a current limit of x60 mA. 

Batch to the RFQ requires a strongly convergent beam to pass through a 
9.5-mm aperture 22 mm upstream of the vanes, which have an aperture of 
approximately 4mm. Calculations have shown that a 70-mA beam of lr mm-mrad 
amittance and uniform charge density will just clear the upstream aperture 
and match to the required o and p. 

If one assumes an 8% transmission of the RFQ at the SO-mA current 
level and that 901x of the input beam falls within the acceptance, then the 
total ion-beam current required from the source for SO!8 proton percentage 
is 77 mA. 

Source and Transport Line Description 

Layout of the source and transport line is shown in Fig. 1. Beam from 
the plasma expansion cup of a Duoplasmatron ion source passes through a 2- 
gap accelerating column into a 30-in long line with two d.c. solenoid 
focusing lenses for matching to the RFQ input acceptance ellipses. Two 
sets of horieontal and vertical steering magnets in he drift space between 
lenses adjust the beam in position and angle at the entrance to the MQ. 
Two toroids measure beam current out of the column and into the RFQ. 
Because of space limitations, the orthogonal beam-profile wires and 
emittance measuring probe are located only near the center of the line. 
Each solenoid is 6.33 in. long with an aperture of 2.5 in. The I.D. of the 
beam pipe is 2 l/S in. 



Performance 

The ion source has been tested to a current of 100 mA. Normal 
operating currents have been in the 60-75-mA range. Proton fraction 
depends on source operating parameters and reaches 90%. Yaximum beam out 
of the transport line has read m6OmA. Most operation has been with 40-55mA 
at the entrance to the RFQ. Table 1 gives one example of operating values 
for the source, transport line and RFQ. 

It is impractical to measure emittance at the exit of the column, at 
the center of the line and at the exit of the line at the same time. 
Measurements were made at the column exit only on the source test bench and 
at the exit of the transport line only before the RFQ was put in place. At 
the exit of the line, measurements with the second solenoid excited to full 
field for proper match were limited because of inability to record the 
larger angles with existing instrumentation. Values of emittance for 
lesser lens excitation could be observed, however. Examples of 
measurements under various beam conditions are shown in Figures 2-15 for 
beam currents of 30-75 mA. 

Most emittance measurements (90% contour) at the exit of the column 
have given values of (0.3-0.5)r mm-mrad. Values at the exit of the line 
were mainly (0.5-1.0)~ with varying amounts of distortion and for beam 
currents of -4OmA. Values in the line after the first lens have values of 
(0.8 - 1.4)s before correction for molecular ions and noise, which increase 
the values. The emittance for protons only appears to be w 1 r in general 
but with some spherical aberration. Trim lines in the emittance program to 
eliminate most of the unwanted signal would correct the emittance values 
closer to their true values. 

Because one cannot measure the beam properties at the match point of 
the RFQ with the RFQ in place, the best diagnostic tool for determining the 
quality of the match should be the RFQ itself, if it is performing 
properly. How well are we doing? The answer shows the problem. Fig. 16 
shows the transmitted beam through the RFQ and the 2-YeV beam (around the 
1800 bend). Recent similar plots show these curves approaching each other 
as the RFQ gradient is increased to -0.53 (the threshold for 2-&V beam is 
20.43V) as though it may be approaching a proper operating level. The beam 
current is still rising very steeply, however, and is only a fraction of 
the input beam. The highest transmitted beam has been 18mA at a gradient 
of 0.65V. At this time the input beam was "4OmA. 

Explanation of Results-Work on Improvements 

A number of factors could contribute to the poor RFQ transmission. 
Further studies me required to be sure of their relative importance and 
what improvements may be possible. 



1. Emittance too large for acceptance. There is emittance growth in 
;t:,tine, caused in part *by spherical aberration. of the+small aperture 

Some improvement In brightness may be possible by lnstallatlon of 
a smaller anode aperture in the source to enable higher arc current, and 
hence high proton percentage, for lower current beams of smaller diameter. 

2. Yismatch of beam to the RFQ. Various adjustments in alignment with 
subsequent changes in steering magnet currents, well within their limits, 
led to little change in performance. It is unlikely that steering is the 
problem. Further beam studies using different relative strengths of the 
lenses is still in order to determine the optimum strengths. It is 
interesting to note, however, that the beam optics calculation in Fig. 17 
based on emittance measurement of a 70-mA beam in the middle of the line 
succeeded in matching the required Q and p at the RFQ with complete space 
charge neutralieation assumed in the line and with lens strengths close to 
those actually used. The beam envelope fits within the beam pipe radius of 
27mm. Another possible solution with higher lens strengths and 60% 
neutralieation is shown in Fig. 18. 

3. Wrong injection energy. Some brief tests with a column voltage 
higher than the 30.5kV maximum of the present power supply have indicated 
potential for some improvement. A 40-kV supply controllable through the 
computer will be installed on July 3rd to answer this question. 

4. Insufficient rf power. Yore rf power certainly helps although, as 
stated earlier, we may be close to a proper operating level. Higher 
gradient means larger acceptance and more accelerated beam for an input 
beam of large emittance or mismatched. It may be worth noting, however, 
that the calculated percentage increase in acceptance along a constant 25- 
mA curve of acceptance versus gradient is less than 55% of the percentage 
increase in observed 2-YeV beam versus gradient. The question of adequate 
power is perhaps still open. 

5. Emittance program improvements. This does not directly affect beam 
performance. However, providing trim lines and connecting beam percentages 
with plotted contours would contribute to our knowledge of beam 
distribution in the phase plane and of the effective emittance. 

TABLE I 

One Set of Operating Parameters 
-Ion Source, LEST & RFQ 

Filament Current 
Filament Voltage 
Magnet Current 
Arc Modulator Voltage 
Arc Current 
W #l (total column voltage) 
W #2 (2nd column gap voltage) 

19.8A 
2.3A 
2.5A 
153.v 
16.5A 
30 .lkV 
6.2kV 

. . 



Solenoid Lens #l Current 
Solenoid Lens #2 Current 
Steering Magnet #l Current 
Steering Magnet #2 Current 
Steering Magnet #3 Current 
Steering Magnet #4 Current 

we Gradient 
Iwe Power 

Measured Beam Currents: 

Ion Source(colum out) 
ruq Input 
we output 
180° Magnet Output 

452A 
506A 
2.4A 
-1.6A 
2.OA 
1.3A 

0.525V(Higher value needed) 
238kW(Bigher value needed) 

57mA 
52mA 
16.5mA 
15.2mA(Debuncher on) 
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Data taken: Thu Apr 14 13 
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A.2 PERFORMANCE OF THE RFQ AND DEBUNCBER FOR THE LLUMC ACCELERATOR 

C.W. OWEN 

To provide beam for injection to the LLUMC medical accelerator using, 
whenever possible, commercially available subsystems, we chose an RFQ and 
debuncher manufactured by AccSys, Inc. The RFQ is very similar to one 
which was brought into operation at about the time we placed the order. 
The debuncher was designed to provide a satisfactory longitudinal match 
of the beam between the RFQ and the synchrotron lattice. Exotic bunch 
rotation schemes could perhaps improve the match, but they would 
necessarily involve lots of expense and time and might not be suitable 
for use in a hospital environment. 

AccSys also provided, under contract to Fermilab, numerical 
simulations to help assess the suitability of the beam for injection into 
the synchrotron. The transverse emittance is very small. It is so 
small that it will have to blow up vertically in the synchrotron in order 
to be stable at higher intensities. 

As has been noted by C.D. Curtis in his description of the ion 
source, the original goal of about 1.5E 11 protons/pulse depended on, 
among other optimistic assumptions, accelerating as much as 40 or 60 mA 
of protons in an RFQ. At the time that planning was being done, we were 
also expecting to have a 200 HBz RFQ built by LBL for this specific 
purpose. 

The AccSys RFQ was built for another purpose originally. It was 
expected to deliver 25 mA of protons at 2 YeV. The 'space charge limit" 
of the RFQ is about 80 mA. That is not a firm number, but rather an 
indication that we might expect to reach something near that number if we 
can match the beam to it and furnish the necessary power to it. 

Because of a myriad of problems - primarily but by no means limited 
to the rf amplifier - we do not yet have definitive answers to the 
questions of the ultimate capabilities of the RFQ. We have evidence of 
input matching problems and voltage holding problems. Fermilab people 
are working on gradient and phase regulation for the RFQ/debuncher 
system. 

The highest current achieved so far around the 180 degree magnet is 
approximately 18 mA. The properties and aperture of the 180 degree 
magnet are such that the beam that makes it that far should be accepted 
by the synchrotron if the apparent aperture of the synchrotron is what it 
was advertised to be. 

Numerical simulations performed by AccSys indicate that after an 18 
mA beam has traveled 2 m downstream of the debuncher, by which time it 
will be almost completely debunched, about 80% of the beam will lie 
within 15 keV of 2 MeV. For 1 microsecond the revolution time at 2 Ye!‘, 
that corresponds to about 8.2E 10 protons. For +/- 7 keV energy spread, 



a number which should be reasonable for adiabatic capture in a machine 
with an aperture more than twice that large, there are 6.6E 10 
protons/microsecond. The number of protons within some momentum interval 
does not scale strictly with the current because of space charge effects 
and because beam loading effects become more difficult to deal with at 
higher currents, but in the range of currents which the RFQ manufacturer 
and I thought was reasonable, the deviation form linearity is not large. 
The calculated distributions are shown in Figure 1 for currents 18, 27, 
and 34 mA. Those are the currents which would result from perfectly 
matched 20, 30, and 40 mA beams into the RFQ. The calculations do not 
include the effects of neighboring bunches (which make the induced energy 
spread smaller) or the effects of image currents (which have the opposite 
effect). 

Recent measurements made by P. Martin indicate that the energy 
acceptance of the synchrotron is only about +/-3 or 4 keV at injection 
energy. The amount of beam within that energy interval is about 4 or 5E 
10 at 18 mA (the highest current we have achieved so far). A more nearly 
typical operating current recently might be, perhaps, 12 mA. Under the 
present apparent conditions, we may expect to have no more than 3ElO to 
have any chance of survival. 

Although we still have hopes of increasing the current from the 
injector, I think it is entirely unrealistic to expect more than a factor 
of two increase of beam within the extremely narrow momentum aperture 
that we apparently now have. Even if we could provide more, we are 
apparently operating on the edge of the microwave instability. 
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A.3 ADDENDUM TO ION SOURCE AND RFQ PERFORMANCE REPORTS 

C.D. CURTIS 

Consideration of RFQ accelerator performance involves voltage holding 
c- -- JI accelerating field (gradient) capability as well as beam performance. 
The 11 ~~stter, of necessity, involves also the ion source performance. Both 
parts of the system will be addressed and their performance updated. 

Much of the time during studies with the synchrotron, operating 
gradients of the RFQ have been in the 0.5 - 0.55V range or 16-28X above the 
measured acceleration threshold value of 0.43V. The operating gradient 
varied with both voltage-conditioning status of the RFQ and status of the 
micom rf power supply, which often had problems. Thanks to the efforts of 
John Bied, Q. Kerns, C. Kerns and other rf group members, the micom supply 
was ‘hardened” to become much more reliable during the last weeks of 
operation. During the visit of Jim Potter from AccSys, the RFQ was 
conditioned to higher gradients so that during the last 36 hrs of running 
before shutdown, it ran consistently at a gradient of 0.57 to 0.58 with 
very little sparking. During the conditioning process Potter observed an 
inconsistent behavior of cavity field decay during sparks which suggested 
something wrong in the RFQ cavity. As a consequence, a decision to send 
the RFQ back to AccSys for inspection and testing has already been 
implemented. It will be opened and possibly completely disassembled, 
cleaned and reassembled before final rf testing. 

We turn next to the subject of beam performance. Transmission of the 
RFQ has been observed for input beams of lo-65 mA for high RFQ gradients of 
0.57-0.59. Maximum values were 60% for input currents 92OmA, 50% for 
currents a4OmA and 4OW for currents 96OmA. The maximum beam out of the 
RFQ has been 24-25 mA (-6OmA input) for high gradient for both the FNAL ion 
source and the duplicate AccSys ion source. Of this current 21-23 mA 
passed through the 1800 bend magnet with the debuncher on and phase 
adjusted although not precisely adjusted for the beam current and gradient 
used. Operation of the debucber at full power typically doubles beam 
transmitted through the 1800 bend magnet. Potter will look into boosting 
the power level of the present debuncher power supply. Examples of 
transmission curves are shown in Fig. I and Fig. 2. AccSys achieved 24.5 
IDA of momentum analyaed beam from their first RFQ with a lower emittance 
beam of only 30 mA injected. These output beam currents are comparable for 
both RFQ’s when running at approximately the same total power level of 240- 
250 kW as measured and calculated, admittedly by different people. 

The accuracy and significance of rf power measurements have often been 
a problem. Perhaps this can be illustrated in Figures 3 and 4. Two YeV 
beam current is plotted as a function of the square root of normalized 
cavity power (proportional to gradient) in Fig. 3. The AccSys and Loma 



Linda July data almost track each other but the Loma Linda September data 
diverges. The acceleration threshold power levels varied relatively little 
(116-126 kW) . One may be tempted to say that the September data are the 
result of a brighter beam from the ion source until one looks at Fig. 4, 
where beam current and cavity power are plotted against gradient read-out 
from the cavity (via rf-rectifying diode). The slight offset in the two 
beam curves, which otherwise track, is probably the result of sampling the 
gradient l-2 usec before maximum field in the very short power pulse of 
July 13, which barely leveled off. The September 13 pulse, with amplitude 
control loop closed, was longer and had a longer flat top. The difference 
in cavity power curves is not really understood. John Ried made the power 
determinations for each run in two ways. Power was calculated from the rf 
amplitude obtained by a pickup loop in the RFQ. It also was determined by 
subtracting beam power from the forward power measured by a directional 
coupler. From the fact that these two determinations were in approximate 
agreement, one hoped to eliminate the uncertainty of excessive electron 
loading. 

Because of the generally higher beam current injected into the Loma 
Linda RF&, one expected more 2-AIeV beam from it. The question, therefore, 
remains, why was this expectation not achieved? 

Accelerating field or gradient in the RFQ appears adequate relative to 
design. Acceleration threshold gradient is expected to be 84% of design 
gradient. For a threshold gradient of 0.44, this means a design gradient 
of 0.625. Because this design value is just over the knee of the 
transmission curve for a matched beam, a 10% higher value is recommended by 
AccSys for best operation. On our gradient scale, this gives a value of 
0.578, a level which we held successfully during the last brief period of 
running. 

To answer the question of the correct injection energy, we obtained MQ 
transmission versus gradient curves at each of several energies from 26 kev 
to 36 kev. On the basis of the minimum gradient at which the curves for 
total transmitted beam and accelerated beam began to coalesce, we chose an 
energy between 30 and 32 kev. As a practical matter, however, we continue 
to find somewhat more accelerated beam for injection at 34 kev, possibly 
because of increased beam current from the source. 

An important question remains. Is the ion source beam sufficiently 
well matched into the RFQ? The RFQ was removed on September 14 and an 
emittance probe installed at the end of the low energy transport line to 
measure emittance and distortions at full operating strength of the 
solenoid lenses. The new probe had a larger angular acceptance k 
82.5mrad) than did the probe used last year 

‘6 
+ 4Omre.d). To accommodate 

existing vacuum-can hardware, the emittance pro e plane ended up 3/8 in. 
upstream of the RPQ match point and the second solenoid lens had to be 
moved 7/8 in. upstream from its previous operating position as a result the 
precise orientation of the beam in the phase plane when the RFQ was in 



operation was not verified. Consequently runs were taken at a range of 
lens strengths giving rotation of the beam ellipse as it approached the 
proper s + p for RPQ match. Little change in emittance values was seen 
during rotation. 

A few examples of emittance plots are shown in Figures 5-10. 
Aberrations can be seen, particularly in the fringes of the beam but also 
somewhat in the core of the beam, so that effective emittance for a 
specified percentage of beam is larger than the measured value. At times, 
molecular beam remnants are also visible. 

Table I attempts to summarize emittance values at the exit of the 
transport line under a variety of conditions. We may compare these values 
with the 3FQ acceptance values calculated by AccSys in Figure 11 ae a 
function of KPQ gradient and beam current. One sees that, for a 25-mA beam 
accelerated by the KPQ, the acceptance increases from about 1.11 at design 
gradient to 1.27 s mm-mrad at 16% over design, where we operated for a 
brief period and hope to run in the future. For 45 mA accelerated these 
values increased from 0.87 at design gradient to 1.07 at 10x over design. 
From Table I, one sees that our effective QC!&contour emittances equal or 
exceed these acceptances, a somewhat uncomfortable comparison. On the 
other hand, if ens considers the core of the beam (say 6OW contour), one 
finds emittances well within the acceptance. Therefore, if one assumes 
only 60% of the beam is matched into the KPQ, a 25-mA beam accelerated 
gives a transmission of 60-7011 at most for the matched portion of input 
beams of 60-70 mA (measured by beam toroid during operation and with 
Faraday cup after KPQ removal). 

What else may reduce the transmission? The effect of an unmatched beam 
fraction on the remaining fraction that is matched, for a high current 
beam, is not known. Ken Crandall of AccSys is trying to model this. 
Another concern is the interaction of the solenoid-lens field with the mild 
steel end plate of the KPQ which is in close proximity to the solenoid. We 
hope to make some field measurements. There is a proposal to install a 
non-magnetic end plate. Also the 3/8-inch aperture in the half-inch thick 
new end plate will be tapered to reduce possible occlusion of beam. 

A remark on the difference in performance of the two ion sources we 
have used may be in order. The beam from the AccSys duplicate of the 
modified FWAL source has higher angular divergence. This difference does 
not necessarily hamper overall performance but allows less flexibility in 
the usable voltage distribution on the accelerating column and in the 
tuning of the transport line for best performance. The solenoidc$;;;; 
consequently must run at higher strength for this source. 
measurement should be made of the extraction gap length and the inclination 
angle of the Pierce electrode for the two sources. 



Summary 

The RF% was voltage conditioned to run consistently at 10% above design 
gradient for 36 hrs before shutdown with little sparking. The "hardened' 
l&corn power supply delivered 240-250 kW of power to accelerate 23-25 mA of 
beam with a maximum of 23 mA around the 1800 bend. Because of power decay 
inconsistencies during spark, the RF% is being opened for inspection, 
cleaning and final testing at AccSys. 

An accelerated beam of 24 mA is only 40% of an input beam of 60 DA. 
Emittance measurements were made at the output of the injection transport 
line after removal of the RF&. Because of emittance growth and aberrations 
in the transport line, the effective emittance for 90% of the beam appears 
to exceed the calculated acceptance. Although a large fraction of the beam 
falls within the acceptance, there is, however, significantly less beam out 
of the RF% than expected. There remains the question of possible 
interference with the match by solenoid field distortions at the RF% input. 
Field measurements are planned. The effect of an unmatched beam fraction 
on the remaining matched beam fraction is also under study by AccSys. 
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J. MacLachlan 

~.4 The Injection Line and Matching at Injection 

The 2 MeV beamline consists of all the components from the end of the RFQ injector 
to the pulsed kicker that brings the beam onto the central orbit of the synchrotron. This 
report is limited to the beam optics and beam dynamics arising from the design; electrical, 
mechanical and vacuum considerations are omitted. A list of the optical elements comprising 
the line and the distances along the beam axis to the downstream end of each element from 
the end of the RFQ’ are given in Table I. The lengths given are those used in the opt,ics 
calculations; because they are measured along the beam trajectory they differ from the 
layout coordinates because of the bends. 

Table I: Injection Lin 
Element 

end of RFQ 

ii 
D3 
43 
D4 
RF 
D5 
44 
D6 
45 

:: 
DB 
47 
D9 
BH 
DlO 
Qa 
Dll 
BVl 
D12 
BV2 
D13 

drift 
quadrupole 
drift 
quadrupole 
drift 
quadrupole 
drift 
debuncher 
drift 
quadrupole 
drift 
quadrupole 
drift 
quadrupole 
drift 
quad 
drift 
180' horiz. gradient bend 
drift 
quadrupole 
drift 
-W verb bend 
drift 
20~ vert. bend 
drift 

KV 5O vert. kicker 40.66 

:omponents 
Length Cum. Length 

[cm] [m] - 

0.000 

29.30 
10.60 
20.00 
10.60 
20.00 
10.60 
29.33 
16.00 
50.30 
10.60 
20.00 
10.60 
20.00 
10.60 
31.50 
15.60 
35.20 

255.35 
29.85 
15.60 
35.88 
31.07 
86.75 
25.40 
36.84 

0.293 
0.399 
0.599 
0.705 
0.905 
1.011 
1.304 
1.464 
1.967 
2.073 
2.273 
2.379 
2.579 
2.665 
3.000 
3.156 
3.508 
6.062 
6.360 
6.516 
6.875 
7.186 
8.053 
8.307 
8.676 
9.082 
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The functions of the injection line are transport and matching of the beam from injector 
to synchrotron. Matching the coordinates of the longitudinal phaseplane (phase, energy) is 
the principal concern because the synchrotron is limited in momentum acceptance but gen- 
erous in transverse acceptance compared to the RFQ emittances. A little more specifically, 
and in order of importance, the tasks for the 2 MeV line are 

1. efficient transport of beam from RFQ to synchrotron 

2. reduction of momentum spread of the tightly bunched beam from the RFQ 

3. matching dispersion function of beamline to dispersion of synchrotron 

4. matching transverse beam envelope to lattice functions of synchrotron 

The importance of efficient beam t.ransport is primarily to provide the beam for the 
desired intensity of operation without placing unnecessary demand on the RFQ and ion 
source. The injector will provide better beam quality and more reliable operation if beam 
current out of the RFQ is not pushed. Experience indicates that it is reasonable to ex- 
pect routine operation at b 20 mA. Although this is somewhat below the design level, it 
nonetheless corresponds to beam intensity in excess of 10” for losses < 25 % . 

The greatest inefficiency in injection results from the wide energy spread of the beam 
leaving the RFQ (- i 20 - 30 keV) and the increase in that spread resulting from 
spacecharge forces as the beam moves along the transport line. The effect of space charge 
is particularly strong strong in the part of the line between the RFQ and the debuncher 
over which the beam is tightly bunched initially (- *15’ - 20”) but spreads to &180’. It 
was a design choice to place the debnncher far enough downstream to achieve this rt180’ 
spread to reduce the sensitivity of the buncher operation to phase error induced by beam 
loading and to reduce the importance of optimum phase setting. A negative aspect of this 
choice is that a significant fraction of the momentum distribution, perhaps one third, lies 
outside of the effective phase range for the debuncher; this beam is not brought within the 
momentum acceptance of the synchrotron. Also, commissioning and diagnosis of buncher 
operation is complicated by the fact that one will not have distinct bunch signals to measure 
performance. 

The dispersion in the synchrotron is large (- 9 m), and the momentum spread of the 2 
MeV beam (- 0.75 %) is considerably greater than the design momentum aperture. It is 
not obvious what allowance must be made for the transverse phasespace in the horizontal 
aperture because the emittance from the RFQ is rather small, but one expects the emittance 
in the synchrotron to be dominated by spacecharge induced blowup. A reasonable guess 
would be that the emittance riIl be about the same in both planes and will fXl the vertical 
aperture at injection. In this rather pessimistic estimate the aperture left for momentum is 
10.25%. However, beam width from dispersion will reduce the horizontal tune spread just as 
beam width from radial betatron oscillation does. Therefore, even without a detailed study 
one can surmise that the allowance for betatron amplitude can be less in the horizontal 
plane. To know how much less would require careful study, but an arbitrary optimistic 
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guess of one cm for betatron amplitudes corresponds to a momentum aperture zz 10.39%. 
In either case dispersion matching is important to maximize the horizontal acceptance for 
the off-momentum particles. Fortunately, this match is not a function of beam current so 
that continuous monitoring and adjustment for changes in beam current are not required. 
So long as the quadrupole following the 180” bend is not varied, the match is guaranteed 
by the 180” bend and the ring lattice. According to simulation results from AccSys’ , it 
should be possible to adiabatically capture 2 6 x 10” protons in the absence of other losses. 
This intensity requires that the debuncher be correctly tuned; some part of the failure to 
approach this intensity may result from inadequate debuncher performance or adjustment. 
There has been no systematic investigation of the debuncher; if empirical tuning on phase 
and gradient do not result in anticipated momentum distribution, more fundamental studies 
will be wanted. Such studies should initially be made at low beam current to reduce the 
effects of beam loading of the debuncher and to permit measurements on distinct bunches 
downstream. 

On the other hand, exact transverse matching is not especially important because the 
transverse emittances will blowup considerably in the synchrotron because of spacecharge 
forces. The beam will spread transversely until spacecharge tuneshift is reduced to what the 
guidefield quality permits. At high current the beam will either fill the physical aperture or a 
dynamic aperture depending on chromaticity, stopband width, and other effects ofnonlinear 
guidefield. Only for low current operation is performance likely to show sensitivity to details 
of the injection match. To a fist approximation any beamline settings which result in 
clean transport of the beam to the central orbit of the synchrotron should result in similar 
conditions there. 

The calculation of parameters for both longitudinal and transverse matching is III- 
complicated at zero beam current. The solution for I = 0 establishes the correct dispersion 
matching and a starting point for non-zero beam current. To account for spacecharge forces 
one can employ either envelope or multiparticle codes. The readily available programs which 
include spacecharge seem to have one or another limitation which makes them less com- 
pletely satisfactory - individually and even in combination. Some of the limitations are 
clearly susceptible to straightforward program improvements. Improved calculations could 
clarify the dependance of beamline parameters on beam current and give additional infor- 
mation on the momentum distribution of the beam. More credible than the results of even 
a good calculation would be an empirical tuning study which works from a well-understood 
low current tune to a successful tune at the operating current in several intermediate steps 
of beam current. Such a study would be facilitated by additional profile monitors and could 
be managed most easily in an installation/commissioning stage in which the line would be 
more accessible. The difficulty (impossibility?) of verifying position and size of beam waists 
within the 180’ bend is a significant obstacle to rational beam tuning. However, because of 
the tolerance of the synchrotron injection to transverse mismatch, tuning based simply on 
minimization of losses in the line should be satisfactory operationally. 

Probably the most important uncertainty in calculations of injection line optics is the 
absence of good information on the beam parameters at the end of the RFQ. Calculations 
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by AccSys’ show that the parameters should be sensitive to the output current, but there 
are no measurements on the Loma Linda RFQ as it has been operated with the synchrotron. 
Various unexplained features of the RFQ operation including its preference for higher in- 
jection energy and higher input power as sell as its unexpectedly low beam transmission 
lower the credibility of the simulation predictions of beam properties. Table II lists the 
predictions of AccSys simulations for output 0 mA and 34 mA. The beam parameters used 
by the designers of the injection line5 are the 34 mA values. The conditions to be matched 
at the injection point in the synchrotron are also given. 

Table II: Matching Requirements 
Calculated Beam Parameters at End of RFQ 

Beam Property II bea,,, = 0 mA Ibe- = 34 mA 
Kinetic enerw T 1 2.00 2.00 

-I 

Horizontal emittance’ E. 
Vertical emittanceD % 
Longitudinal emittance’ % 
Horiz. beam envelope param. c& 

P. 
Vert. beam envelope param. ay 

Ptl 
Long. beam envelope par-. Q~ 

Pv 

5.88 
5.88 
n. a. 

-1.34 
0.143 
1.48 
0.167 
0.032 
0.390 

units 
MeV 

7.85 A mm mrad 
7.35 r mm mrad 

580.5 r keV deg 
-3.56 
0.346 m 
3.49 
0.415 m 
0.210 
0.624 deg/keV 

Matching Conditions at Injection Point in Synchrotron 

Lattice Property Value units 
Horiz. Courant-Snyder func. oz 0.00 

Vert. Courant-Snyder func. 

Horiz. dispersion func. 
Vert. dispersion func. 
Horiz. acreptanceb 
Vert. acceptance 
Momentum acceptanceC 

PI 
ay 
A 
XP 
YP 
*. 
*u 

0 100% for equident unilorm beam 
b 

*p=0 

4.86 m 
0.00 
1.88 m 
8.98 m 
0.00 m 

418. nmmmrad 
159. ammmrad 

0.94 % 

For infinitesimal beam current the transverse optics and dispersion match are decoupled 
from the longitudinal distribut,ion and momentum spread. The line can be designed in this 
regime using a first order optics program with fitting. e The basic pattern is a quadrupole 
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triplet mounted as close to the end of the RFQ as possible to focus the beam to waists in 
both planes in the vicinity of the center of debuncher followed by another triplet to recollect 
the beam. The dispersion match is obtained from a 180’ horizontal bend. The bend has a 
gradient to produce a vertical waist near its center. The bend is flanked by quads focusing 
in the horizontal plane to make a horizontal waist in the magnet also. The slope of the 
dispersion function is matched to eero by the quad following the bend. After the bend is a 
-25O, 20°, 6” vertical dogleg consisting of a pair of septa and a pulsed kicker. Because there 
are no intervening quads, there is no vertical dispersion introduced; the effect on the optics 
is only the small amount of edge focusing. 

Table III contains two sets of results for the 2 MeV line parameters. The element spacing 
is the result of first order calculation’ as reported by McCrory.a The fist order calculation 
for zero current has been redone for this report using the zero-current values for the beam 
parameters of the RFQ given in Table II in place of the 34 mA values used originally. The 
Table also gives the gradients calculated by McCrory for 34 mA operation with an envelope 
code. Multiparticle tracking’ shows that for beam currents greater than 20 mA or so the 
bunches have sheared to - 180° phase spread at the debuncher. Therefore it is permissable 
and convenient to proceed downstream of that point with a two-dimensional envelope code, 
i. e. one that applies to dc beam. It is evident by inspection that the two solutions differ 
substantially; even some polarities differ. 

‘able III: Beamline Quad Settings [A 

,I, 

42 -8.891 -9.896 n. a. 

:i 
8.736 7.427 7.494 
4.162 0.970 5.075 

:: 
-4.723 1.029 -3.182 
2.706 -4.458 5.018 

ii 
0.620 2.698 2.589 
1.070 1.070 1.174 

I 
; c.,c. by TRANSPORT 

dc. b, TRACE 1D 

’ Opcr~tiond. 26 July 88 

For operational purposes it would be useful to have a family of solutions in which the 
distinguishing parameter is the beam current. Such a set would provide valuable guidance on 
how to adjust the line for different conditions and on what to expect on the profile monitors. 
Because the initial conditions are themselves current dependent, there need to be simulations 
or measurements (or both!) on the RFQ at the several current levels. With this information 
in hand there is a rather convenient calculation which uses a single program to calculate the 
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entire line. At least for moderate currents the transverse envelope code TRACE 2D can be 
used with the effect of debunching approximated by a BUNCHER/DEBUNCHER element 
immediately following the RFQ arranged to reduce the spacecharge force continuously over 
the section of the line from RFQ exit to debuncher. A multiparticle code can be used as a 
check at several current levels to ensure that the approximation in using the two-dimensional 
calculation is adequate, but, it is very tedious to employ a multiparticle code to find the 
gradients needed for matching. As mentioned before, all solutions should have the same 
gradient for the final quadrupole to preserve the dispersion match. 

For all that has been said above the synchrotron has been characterized only by the 
values of the lattice functions (Courant-Snyder functions and dispersion function) on the 
central orbit. However, both machine experiments and magnetic measurements have shown 
that the guide field at injection is non-ideal and in particular that there is a large sextupole 
component. Fig. 1 shows the field gradient vs. radial position in the dipole at injection 
field and the corresponding tune difference for particles off the central orbit. The indicated 
spread in tune of z 10.1 is large enough that it may be an important contributor to the 
observed limitation of momentum aperture. The fact that the lattice functions and tunes 
depend on momentum and that tunes may also depend on betatron amplitudes might result 
in a pathological condition with unexpected sensitivity to the transverse match. All that 
can be done in the injection line to ameliorate the effects of imperfection of the guidefield is 
to optimize debuncher performance to get maximum beam near the central momentum and 
watch steering to avoid unnecessary betatron amplitudes. Even if it is decided to improve 
the dipole field it is quite possible that debuncher tuning wilI be an effective and efficient 
route to early intensity gains. 
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B.1 BEAB OBSERYATIONS AT INJECTION 

P. MARTIN 

This section reviews the experiences during commissioning at Fermilab 
of the Loma Linda Medical Accelerator, with respect to observations of the 
beam behavior at low energy. The dipole current conditions at injection 
for much of the commissioning were such that the current at injection was 
held constant, with remanent fields that were uncontrolled. Injecting into 
a dc level allows adiabatic capture of the injected beam; adiabatic capture 
should be most efficient, in principle, in the absence of other effects. 
The power supply had no invert capability, so the current simply decayed 
until it fell below the set value, at which time the supply responded and 
brought it back up to the desired value. The uncontrolled undershoot was 
about 25 A. Yodifications were made to allow controlling the undershoot 
value and duration (Figure 1). The power supply would still undershoot the 
desired level, however, and then overshoot the injection level, with the 
amount of overshoot proportional to the difference between the undershoot 
and injection levels. In spite of these difficulties, undershoots in the 
range of 100 A led to improved momentum acceptance at injection, although 
this failed to translate into improved intensity to flattop. This was not 
pursued in great detail, however, as the focus shifted to injecting on the 
fly, but the experiences clearly demonstrated the significance of remanent 
fields in the magnets. A curiosity of the behavior observed was that the 
beam intensity also depended on how much time was spent at the undershoot 
level vs. how much at the injection level, prior to injection; i.e. there 
were apparently some time dependence6 to the remanent fields, or some 
subtle power supply related effects. 

Injecting on the fly, i.e. injecting while the dipole current has a 
substantial dI/dt, became the operational mode after investigations of that 
method led to a 60% increase in the amount of beam accelerated to flattop. 
Injecting on the fly has the advantage of spending less time at low energy, 
where the vacuum lifetime is worse. More important is the added benefit of 
the eddy-current induced sextupole cancelling the large chromaticity at 
injection. It also avoids the overshoot with the present power supply. 
The optimum conditions (dI/dt) for injecting on the fly have not been 
determined conclusively. For higher dI/dt, the bucket width shrinks, 
(since the rf voltage cannot be raised arbitrarily high due to the small 
momentum acceptance of the ring). The notch in the beam caused by the 250 
nsec falltime of the injection kicker is also important; if the falltime 
can be shortened, a lower dI/dt may be desirable (to provide a smaller 
synchronous phase and hence larger bucket width to accept the increased 
time spread of the beam). There were also problems related to the limited 
parabola rate of the main dipole power supply, which prevented reaching the 
maximum dI/dt, simply because the minimum current cannot go negative, and 
there were limitations with the clock system in use at Fermilab. This 
entire question of optimization with the clock system in use at Fermilab. 
This entire question of optimieation of the injection conditions must be 
addressed at Loma Linda with the final power supplies and clock systems. 



The tunes and chromaticities, both horizontal and vertical, were 
measured at injection and higher energies. The measurements were not 
completely straightforward, especially during the ramp (see the discussion 
under Diagnostics and Beam measurements). The tunes were measured, within 
errors, to be as predicted (ox E .6, my z 1.3) just from the focusing frcm 
the dipoles, i.e. without having to power any of the separate quadrupole 
elements. Powering RSSQ3 and RSSQ4 to small currents at injection 
generally was found to increase the intensity slightly. The chromaticities 
had the same shape, as a function of current, but were roughly 50% larger 
than predicted (Figure 2). The predictions were based upon magnetic 
measurements taken under significantly different conditions with respect to 
the undershoot level than was the case for the beam measurements, however. 

The ring is equipped with four dipole correction magnets for each 
plane, located at the four long straigth sections. During commissioning at 
Fermilab, these correctors were powered by PEI power supplies which were 
not well matched to the loads, and ripple was a serious problem. The 
current;/voltage capability of these supplies was 200 A at 100 V. Filters 
were added to the four horizontal trims (and to the three quadrupoles that 
were powered by identical supplies). The power supplies were controlled by 
Yotorola MVRR 133A-20 “ramp-cpu” cards which allowed specifying the current 
as a function of time referenced to various timing events related to the 
main dipole ramp, e.g. start of ramp or start of flattop. The output 
current could also be scaled to the main dipole instantaneous or flattop 
current, if desired. Although the supplies were bipolar, switching the 
polarity required manually operating a reversing switch. Further, the 
filters used polarized capacitors which implied that switching polarity 
ultimately meant reversing the leads at the magnet. The trim dipoles were 
used to explore the aperture of the machine, rith limited success, at 
various times during the commissioning period. The exercise of using 
three-bumps to determine the aperture limits were very tedious, as the 
three dipole curves had to be changed and loaded sequentially. Changes to 
the control system allow quickly changing a single time slot of each of 
three elements in a three-bump, in the appropriate ratio, would make this 
procedure vastly easier. 

The horizontal aperture at injection appeared to be substantially 
smaller than the expected ~43 mm. Consequently, the beam was injected to 
the radial inside by about 10 mm, and then moved back to the center over 
the ensuring 100 msec, during which time the beam should have shrunk by at 
least 25y due to the 50% increase in 87. When injecting into a dc current 
$d;plc capture), the limiting aperture appeared to be in the vicinity 

. A series of scans was done, in which single dipoles (not three- 
bumps) were excited, and the positions around the ring were recorded that 
resulted in substantial beam loss; most positions around the ring showed 
both positive and negative excursions, but LS4 never went positive, 
possibly indicating an obstruction to the radial outside (Figure 3). More 
recently, however, while injecting on the fly, it has been noted that there 



is a substantial beam loss on the first turn. Namely, the LS2 toroid, 
which shows injected beam only l/4 turn from the injection point, and then 
circulating beam after the injection kicker is discharged, shows a 240% 
decrease in intensity in the time between l/4 and l-1/4 turns (Figure 4). 
The intensity remains approximately constant over the following turns on 
the time scale of interest. Using the BPM Fast Sum signals, (and stopping 
the beam after the first turn by turning on the dipole at LSl, just before 
the injection septum, very hard) it appeared that the intensity was roughly 
constant up to SS2, then dropped by 30% between SS2 and LS3, and then was 
roughly flat again. Later investigations showed the drop between LS3 and 
SS3, however. A plate which collimates the beam horizontally (and in 
momentum spread, due to the Qm dispersion) was mounted on the back of the 
multiwire profile monitor downstream of the 180 degree bend. The multiwire 
by itself reduced the beam intensity, through attenuation, by about 10%; 
the addition of the collimator reduced the beam by a factor of 3, i.e. it 
sas eliminating all beam beyond about .40, assuming a Gaussian distributed 
beam. When the multiwire and collimator were placed in the beam the 40% 
loss in the first few turns was reduced to a 25% loss; this would indicate 
that there were beam losses in both the vertical and horizontal planes. 
(hi the losses been only in the vertical, the loss would have remained at 
40%; had they been only horizontal, they should have been reduced to 
essentially zero). The beam pipe was opened up to look for obstacles in 
both LS3 and LS4, but nothing was found. 

The large dispersion (9.: m) in the ring should imply that the 
kor:ontal beam safe IS determined primarily by the momentum spread of the 

. For example , a momentum spread of the beam of *3.7x10-3 implies a 
width due to the momentum spread of 9.6 m x t3.7 x 10-3 = l 35 mm. A good 
field aperture of 43 mm then leads to a transverse width Xa = 4 (43)2 - 
(35)2 = 25 mm. Bowever, measurements of coasting, rf-captured beam at 
injection show that the momentum spread of the beam is only 4.4 keV, or 
Ap/p = 1.1 x lo-3! so the width due to the momentum spread is only 10.6 mm; 
taking the good field aperture to be 43 mm minus the 10 mm radial offset at 
injection, the transverse width is Xp = 4 (33)2 - (lO.6)2 = 31 mm. A beam 
size of 25 (31) mm implies a transverse emittance (95% normalized) of 6.8 
(10.4) I mm-mrad at a lattice location whose p is 6 m. 

Other indications that the momentum acceptance of the machine was 
limited include the observations that (i) lowering the rf voltage at the 
end of adiabatic capture from 75V to 50V led to a 10% increase in the beam 
intensity; (ii) injecting into a fixed rf voltage whose bucket height is 
larger than the acceptance of the machine allowed a direct measurement 
(Figure 6) of the momentum acceptance for that rf frequency (radial offset) 
-- that the measurement yielded the 4.4 keV number quoted above. 

Summary of Transmission 

We conclude with a summary of the typical beam efficiency at various 
times in the injection and acceleration sequence. The toroid after the 180 
degree bend is taken as 100%. (Th ese data were taken on September 6, 1988; 
they are typical of earlier measurements.) 



the 

Step-wise Cumulative 
Location/Time Current Intensity Efficiency Efficiency 
180 Bend 13 mA 8.1 x 1010 --- --- 
l/4 Turn 14 mA 8.8 x 1010 100% lOC% 
a few turns 5.0 x 1010 57x 57% 
200 psec 5f(?Y.d 3.6 x 1010 72% 41% 
2 msec 3.1 l&A 1.9 x 1010 53x 22% 
Flattop --- 1.6 x 1010 84% 18% 

The toroid after the 180 degree bend actually reads lower than the one in 
ring at LS2, indicating a calibration problem. The loss in the first few _ . . . . ..* . . . . 

turns has already been discussed above; here, we are excluding tne loss due to 
the kicker falltime--the numbers indicate the peak reading. The 200 psec loss 
is almost entirely due to the kicker falltime. The 200 psec time represents 
the peak of the intensity signal when the LS2 toroid signal is filtered with a 
3 kRz filter to average over the rf cycle, removing the bunch structure 
$F~~;ei~)ios~he 2 msec loss occurs as the beam which is not captured in the 

it has two components, 
ysec, the remainder in about 1.2 msec. 

one which disappears in about 700 
(If the rf is turned off, and beam 

injected at the same rate of dI/dt, the beam disappears in about 700 psec in 
an approximately linearly fashion.) The remaining losses, during 
acceleration, primarily after .4 set, are not understood. When the RFQ was 
operated at its peak gradient, the beam around the 180 degree bend exceeded 20 
mA, and the beam to flattop was as high as 2.5 x 1010. Another comment should 
be made related to the above data. There have been occasions when the 
intensity to flattop is bistable, i.e. is one of two values in a seemingly 
random pattern. The ratio between the two has varied between 90% and 60%; 
under those circumstances, the beam around the 180 degree bend appears to have 
been constant, but the amount of b;rs after l/4. turn yas varying, and all 
subsequent numbers along with it. " , some variation in an element In the 
injection line or first l/4 of the ring was able to have a very significant 
effect on beam intensity. 
intensity in general. 

This may be a clue to what is limiting the 

One last comment on strange behavior: it nas observed that when the slow 
extraction feedback system was gated on, feeding back on noise, at injection 
(adiabatic capture mode), the amount of captured beam was increased by roughly 
10%. 

Recommendations. 

(1) The aperture must be explored systematically (three-bumps) once the 
machine is installed at Loma Linda with the final power supplies. 

The exploration may want to be done at a number of energies. Software 
changes would make this task easier. Injection aperture may need to be 
studied as a function of dI/dt at injection. 



(2) The beam loss on the first turn should be studied as a function of: (i) 
injecting on the fly vs. injecting into a dc current; and (ii) using 
dipoles (three-bumps) to minimize loss. 

(3) The optimum dI/dt for injection has to be studied, once the final power 
supplies are in use. The optimization must include varying the 
undershoot level as well as dI/dt itself. 

Reference 

1. Note by L. Teng, "Beam Emittances at Various Energies", Nov. 24, 1887. 



B.2 SPACE CHARGE EFFECTS AT INJECTION 

D. FINLEY 

The Loma Linda Medical Accelerator proton beam experiences 
defocussing forces which result in tune spreads. Edwards and Syphers 
(IQ88 Cornell Summer School, AIP Conference Proceedings 184) have 
provided a recent discussion of this space charge effect. They relate 
the resulting tune spread AY to accelerator and beam parameters by: 

Av = 
3zNroR 

(87) 7 'N 

in which 

N is the number of particles per unit length, 
r. is the classical proton radius (1.535 x lo-18 m), 
R is the radius of the accelerator, 
p and 7 are relativistic factors, and 
EN is a normalized emittance. 

It is convenient to express this in terms of the total number of 
particles by using n = 2 r R N and to replace eN by: 

eN = (78) A2, I PL 

where A is the betatron amplitude and the amplitude lattice function is 
pL. Then: 

Av = 3 * r. PL 
2 U7)2 7 A2 f 

At Mid-L in the Loma Linda Medical Accelerator the vertical PL = 1.88 
meters. If the good field region is taken to be 5 cm, A = 0.025 m. For 
an injection kinetic energy of 2 Me!', one obtains the relativistic 
fnctors as: 

7 = E/m = (2 YeV + 938 YeV) / 038 YeV = 1.0021 

and 

(7p)2 = 72 - 1 = 0.00427. 



A given upper limit on the tune spread (Av) gives an upper limit on the 
total number of particles (n). For example, 

with Aw = 0.150 one obtains n = 29 x 10 10 . 

Another example using lower (and perhaps more relavent) intensity is: 

for 2 x lOlo the space charge tune spread is AU = 0.010. 

Should the tune spreads from space charge be expected to impose real 
limits on the operation? In addressing this question, the minimum 
considerations should include: the base machine tunes, additional 
expected sources of tune spread, and the relative importance of low order 
resonances. 

The design tunes are [Q, yv] = [0.60, 1.301 which puts the 
horizontal on the 5th (5~ = 3) order resonance. However, the base tune 
can be changed by powering the quadrupole circuit. For 2500 Amps in the 
main power supply, 50 Amps in the quadrupole circuit lowers the 
horizontal tune by 0.08 and raises the vertical tune by 0.05. At 
injection, this quadrupole circuit can, of course, cause larger changes 
in tune; however one may assume the range of operationally available 
tunes is determined by the higher energy. In this case, figure A shows 
the effect of using a bipolar quadrupole circuit. Resonances up to 6th 
order are shown along with the space charge tune spread appropriate for 
injecting 2 and 5 x 1010. Relocating the base tunes to the point labeled 
P could avoid all resonances up to 5th order for the lower intensity if 
space charge were the on1 

IO 
source of tune spread. However, the- the 

higher intensity of 5 x 10 cannot avoid all the resonances up to 5th 
order with the single quadrupole circuit. In particular the -2uh + 3v, = 
5 cannot be avoided. 

Another source of tune spread is due to the combination of 
chromaticity and momentum spread. The relationship is: 

Av=t (AP/P) 

The calculated natural chromaticities are: 

[th’ (,,I = [ o.6iB 1’251’ 

Combined with a full width at half maximum (FWRM) momentum spread of 3.3 
x 10-3, this gives a tune spread of: 

[ AYh I Auv ] = [0.002, 0.004] FWRld. 



However, if the chromaticity were a few times larger, this contribution 
to tune spread would overwhelm that due to space charge. For example, a 
chromaticity of 3 would give a FWEM AV of 0.010, which corres onds to the 
space charge tune spread for an intensity of 2 x 101 . B If the 
chromaticity were as large as 20, then the FWEM tune spread would 
approach 0.07; such a value of chromaticity causes the space charge tune 
spread to become negligible by comparison. These two cases are shown in 
figure B. The larger chromaticity clearly cannot avoid putting beam on 
the low order resonances. Indeed avoiding the 3rd's (3~~ = 4 or 3% = 2) 
and the 4th (4vv = 5) will require some care. 

Figure C shows the result of combining the tune spreads from a 
chromaticity of 3 with an intensity of 5 x 1010, and using a single 
bipolar quadrupole circuit to adjust the base tunes. If one again 
ignores the -2~h + 3wv = 6 resonance, these accelerator and beam 
parameters provide a tune spread which is bounded by 5th (5~ = 3), 4th 
(4wv = 5) and 3rd (2~ = v,,) order resonances. 
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B.3 LOMA LINDA COEERENT INSTABILITY SURVEY 

A. BOGACZ 

Longitudinal Stability 

The microwave instability, which provides the lowest threshold, will 
dominate the low energy region corresponding to the injection at 70 YeV (7 
= 1.004). Although the transverse beam sise is quite large (95% beam radius 
of 2x10-2 m) the lowest energy is dominated by the space charge effects 
(capacitive longitudinal coupling impedance IZ/nlsWc = 4~10~ Ohm). Going to 
higher energies the broad-band impedance 
7x102 Ohm (TBCI simulation) will become 

induced by the bellows IZ/nlb-b = 
comparable to the space charge 

contribution. Assuming beam intensity of 5x1010 ppb a new estimate of IZ/nl 
including the broad-band part will reset Dp/p constraint at 3x10-3 while 
the allowed value of Dp/p with the space charge forces only is 2x10- 3 . Some 
reduction of the longitudinal impedance e.g. a compensation by an induction 
part generated by a helical transmission line may be considered. 

Transverse Stability 

The resistive wall instability driven by the wake fields due to the 
Lambertson magnet lamination and resistive vacuum chamber walls dominates 
the coherent betatron motion in the low frequency region. Assuming the beam 
intensity of 6x1010 ppb the characteristic growth-time of the instability 
is t = 5x10-2 sec. For lower energies the incoherent space-charge force 
produces enough betatron tune spread (Laslett effect) to suppress the 
instability through Landau damping. Above the cross over energy of 180 BeV 
some decohering mechanism is required e.g. an amplitude dependent betatron 
tune induced by small octupole field component. 

The slow head-tail instability driven by the wake fields induced by the 
kicker magnets dominates the coherent betatron motion in the high frequency 
region. The transverse impedance calculation (MAFIA simulation) allows a 
simple estimate of the characteristic instability growth-time for various 
modes as a function of chromaticity (Sacherer’s model). For the beam 
intensity of 5x1010 ppb and the chromaticity of x = 15 the offending 1 =1 
mode is characterieed by the growth-time of t = 5x10-3 sec.. Finally, one 
should study whether some additional octupole field component would provide 
enough betatron tune spread to suppress the instability through Landau 
damping (using more realistic “air bag” model). 



B.4 TRANSVERSE DYNAMICS DURING ACCELERATION 

S.Y. iisuEFl 

The goal of controling the tranverse dynamics of the beam during 
acceleration is met when the beam can be accelerated without significant 
loss of particles and when the final transverse emittance of the beam is 
satisfactory. 

Transverse problems may well be feared. The operating point of the 
machine (Qx=O.600, Qy=1.317) is half say between the Qy=4/3 resonance and 
the 2Qy-Qx=2 resonance. This leaves 0.016 on either side in Qy space. 
Horizontally there is 0.032 to the 2&y-Qx=2 line. If the half-width at 
the base of the beam momentum is 0.20x, then we can expect to be able to 
tolerate e, horizontal chromaticity of 16 and a vertical chromaticity of 
8. The natural chromaticities are 0.61 and 1.25. 

The shape of the magnetic field in the eight dipoles is not flat and 
it varies dramatically with excitation current. Figure 10-l shows the 
field shape after removing the quadrupole component in one magnet 
(LDLO02) for 10 currents from injection through extraction along with the 
fit of the next three orders of polynomial. Figure 10-3 shows the change 
in sextupole, octupola, and decapole component of the magnet as a 
function of current. Table 10-l gives the chromaticy on the central 
orbit calculated from the fit of x+*2 term for each measured current. Any 
deviation of the closed orbit from the central orbit would change the 
chromaticity. Table 10-2 gives the measured chromaticity on flat-tops of 
different currents. The agreement beateen magnetic and beam measurements 
is good. 

The problem is largest at injection. Here, too, is the relevance of 
the measurements to the machine performance most questionable. The 
recent history of the magnet current is most important at low currents 
and is also poorly matched between the meaurement cycle and the machine 
operating cycle. A reproducsble ramp which falls below the injection 
current during the recovery phase is crucial. The existing sextupole 
magnet could be used to compensate for the undesired sextupole fields at 
injection. It would take B flexible curve generator to correct the 
sextupole all the ray through acceleration. To fully tailor the field 
would require octupole and decapole magnets 8s well, each with an 
independently ramped power supply. 

As the dipoles ramp the changing field induces longitudinal eddy 
currents in the vacuum pipe. The eddy currents in turn produce an 
additional normal sextupole field (Lee Teng 10/21/87, Fred Mills). We 
expect the chromaticity change due to this sextupole to be proportional 
to (dI/dt)/I. As dI/dt increases during the initial parabola, the 



chromaticity rises then falls. During the steady ramp (dI/dt = constant) 
the chromaticty decreases further. If we write the current as I=b+ct, 
the chromaticity is proportional to Sct/(b+ct). The peak chromaticity 
comes at t=sqrt(b/c) and is proportional to sqrt(c/b). dI/dt at that 
time is 2sqrt(bc). With b = 212 Amp and a dI/dt of 2500 Amp/set, the 
steady ramp is reached just at the peak if the d2I/dt2 in the parabola is 
14700 Amp/sec/sec. A lesser d2I/dt2 or a greater ramp rate will extend 
the parabola beyond the chromaticity peak. Table 10-x gives the 
calculated peak chromaticity change and the time after he start of the 
parabola for which it occurs for various values of d2I/dt2. 

On-the-fly measurement of chromaticity is hard, but we (S. Hseuh) 
have measured the tune at the same time in the ramp for two different 
radial offset feedback settings. This gives the tune at two momenta and 
thus the chromaticty. The results are listed in Table 10-y. 

Table 10-a 
Measured chromaticity on flat-tops of different currents 

$n; Q-x Q-Y eta xi-x xi-y 
-24+-2 lO+-2 

5OOAmp -18 9.0 
1000 ,603 1.317 2.02 -12.7 8.6 
1600 .594 1.320 2.11 -14.1 
2000 .603 1.317 2.199 -12.1 1::; 
2500 .602 1.317 2.32 -22.2 14.6 

Table 10-x Table 10-x 
Calculated maximum chromaticity change due to beam pipe eddy currents Calculated maximum chromaticity change due to beam pipe eddy currents 

and the time relative to start of parabola of the peak. The initial and the time relative to start of parabola of the peak. The initial 
current is 212 Amp. current is 212 Amp. 

d2I/dt2 chromaticity peak time 
8000 17.64 units 0.225 set 

10000 19.72 Units 0.207 set 
12OOG 21.61 Units 0.186 set 
14000 23.34 Units 0.174 set 
Amp/sec/sec 
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B.5 BEAM LIFETIME DUE TO GAS SCATTERING 

V. VISNJIC 

It is assumed that the gas scattering consists mostly of multiple 
Coulomb scattering. The contribution of the nuclear collisions in the 
energy range of interest is presumed to be less than the uncertainties in 
estimating the Coulomb scattering which are mostly due to uncertainties in 
the gas composition. 

The basic formula in computing the beam lifetime due to multi Coulomb 
scattering are: 

Lifetime = %a 7 

w, = E” w E91” = 1.01x10-3m 
B 

and D = ,'J d;;? 

In the above formula 0 is the scattering angle which depends on the beam 
energy and the radiation length as follows: 

d<02> 168.75~108 horentz 
----- = ---------- -------- 

dt TWV12 Lrad[m] 
(4) 

I have comouted the radiation lengths for HZ, H30, 08, CO, and N2 
molecules to be the following: 

Molecule 
------------------ I. 

H2 I 
------------------ I. 

820 I 
-----------_-----_ I. 

80 I 

_----__-_----_-_-_ I. 

co I 
------------------ I. 

N2 I 
------------------ I. 

Lrad -------------- 
5.8x108 

--------- a 
P[torr] 

- - - - - - - - - - - - - - 
3.8x10-7 
-------- a 
P[torr] 

------------ -- 
3.9x107 
------- cm 
P[torr] 

_------------- 
2.7x107 
------- cm 
P[torr] 

----------- --- 
2.6x106 
------- cm 
P[torr] 

- - - - - - - - - - - - - - 



The measurements 
pipe) of 2x10-8 torr 

give the total pressure (in the better part of the 
which, together with the scanning results, gives the 

partial pressures of 69.4X, 18.4%, 6.1% and 6.1% for 82 H20, HO and CO/N2, 
respectively. 

Putting all this together, we get the following result for d<82>/dt 

d<e2> 4 6x1O-4 !k::t! ----- = . 
dt T[YeV12 

and finally, 

T[YeV12 
Lifetime = 1.1 --------- 7 msec. 

BLorente 

7 is actually a time dependent quantity representing the time 
variation of the lifetime. Asymptotically T N 0.7 and we get the 
following estimates of lifetimes: 

1' T = 2 KeV, p = 0.06 
Lifetime w 51.1 msec 

2' T = 250 YeV, /l = 0.61 
Lifetime m 80 set 

(6) 



C.l RF CAPTURE 

F.E. MILLS 

The accelerator is furnished with a broadband amplifier and cavity 
furnishing up to 300 V for acceleration over the frequency range 0.9-9 MEs. 
At this two MEV injection this provides a phase oscillation 
frequency (per turn) of Ys = ;";;g3 or a frequency of about 4.5 kEe. 
The low value 7t = 0.6 causes y to Gary slowly with energy and P/E and 
hence ts, to be approximately constant during acceleration. The matching 
parameter for small oscillation Y = Aplp/Ag = v,lhy is about 2.~~10-3 at 
injection. The stationary bucket height and area are 16Y and l 2Y, p so the 
RF system makes a bucket of momentum width &4.4x10-3. this corresponds 
closely with the clear radial space ~40 mm, which with the dispersion of 9m 
gives AP/P = +4.4x10-3. Then the RF system should be able to capture a 
beam of 16Y/2T 2.6% total width. Upon subsequent acceleration the stable 
phase shifts by -15' so the bucket area will be reduced by about 25X, with 
attendent beam loss. The phase oscillation frequency is sufficiently high 
that capture and other processes are adiabatic on millisecond time scales, 
much shorter than beam lifetime. 

Injection on a ramped magnetic field should provide similar capture 
capability, and provide the benefits of reduced losses to scattering, and 
chromaticity compensation by eddy currents induced in the vacuum chamber. 



c.2 Acceleration: Longitudinal Dynamics, RF Requirements, 
Performance, and Noise in Feedback Loops. 

James L. Crisp 

The basic function of the RF system is to accelerate the beam 
from the 2 MeV energy at the output of the RF Quad to the 
extraction energy, between 70 and 250 MeV, within l/2 second. In 
addition, the RF system has the responsibility of controlling the 
energy of the beam to match the synchronous value determined by the 
field of the main bending magnets. This will keep the beam 
centered in the aperture. 

The 20.053 meter circumference and unity harmonic number 
results in a synchronous frequency which increases from. .Q74 to 
9.174 Mhz. For a linear ramp in momentum, the energy gain per turn 
can be calculated as shown below. 

AE 1 dE --= 
- = fret dt 

20.053 (729.14e6 - 61.295e6) 
turn 

spp.= c 
.5 

Z 90 eV/turn 

The RF cavity, or more appropriately the accelerating gap, uses 
ferrite rings in parallel with a 50 ohm load to provide a broadband 
50 ohm impedance to the power amplifier. The 1 kilowatt power 
amplifier can produce about 320 volts and 6 amps at the 
accelerating gap. Because the average beam current ranges from 1.6 
to 14.7 millismps per 1010 protons, beam loading will be small. 
The synchronous phase will be about 16.3'. 

The equations that provide the bucket area and half height are 
provided here. The moving bucket factors, (I(&) and j7($s), can be 
found in appendix D of reference 1. 

16R x 
hea = a(b) gg 2rlqI l- [eV-set] 

AP = P(b) t /-s [ev/cl 
~(16.3') = .5389, moving bucket factor 

P(16.3') = .7738, moving bucket factor 

‘7 = ($2 - $2) 
It = .5832, gamma at transition 

C = 2.998~108 m/s, speed of light 

h = 1, harmonic number 

R = 20.053/2x, machine radius 

V = 320 volts, peak RF voltage 

E = total energy 

(l/2 height) 

(I = E/E,) 



With the accelerating rate of 90 eV/sec and peak voltage of 320 
volts, the bucket area becomes ,014 eV-set and the bucket half 
height becomes .23 MeV/c. For a constant bucket area, the required 
voltage goes as the square of a(#s). With ~(0") = 1, the voltage 
required for a bucket area of .014 eV-set at injection or 
extraction becomes 320(.5389)2 = 93 volts. 

The momentum spread of the beam can be converted to a physical 
width by scaling it with Qp, the dispersion. The dispersion can be 
found with the approximation ap = R/7t2 = 9.38 meters. The beam 
width caused by it's momentum spread is greatest near injection, 
where the momentum is 61.3 MeV/c, and is calculated below for a 
full bucket. 

aP AR = apt = 9.38 23 h = +35 millimeters 61.3 

Thus the 1 kilowatt power amplifier provides a bucket with a 
momentum spread, or beam size, that reasonably matches the *50 mm 
good field aperture of the accelerator. 

At Fermilab, the bending magnet power supply limited the rise 
time of the bending field to about 1 second. The RF voltage used 
was 208 volts which provided a bucket area of about .013 ev-see 
during acceleration. The bunch areas and heights were calculated 
from their length according to figures 6 and 7 of reference 2. 
Table 1 lists the results. The areas represent 90 to 100% of the 
beam. The length was obtained from an oscilloscope photograph 
thus the percentage of beam is only a visual estimate. Between 0 
and 1 second the beam was accelerated from 2 MeV to 230 MeV. 
Extraction began at 2 seconds and ended at 3 seconds. 

Table 1 

time 

set 

.025 
1 

:2 
.3 
.4 
.5 

:F 

:: 
1.0 
1.25 
1.5 
1.75 
2.0 
2.5 

P 

MeV/c 

64 
96 

166 
235 
304 
374 
443 
512 
582 
651 
695 
695 
695 
695 
695 
695 

sync 
phs 
deg 

14.4 
27.8 
14.1 
13.3 
13.3 
13.3 
12.9 
12.9 
12.5 
12.2 

1.7 

: 

: 
0 

rf 
volt 

47 
99 

191 
202 
202 
202 
208 
208 
214 
219 
221 
221 
221 
221 
221 
221 

bkt bkt bkt bnch bnch bnch 
area ht % lng lw area ht X 
eV-s Ap/p nsec nsec eV-s AP/P 

.0061 1504 683.8 512.0 

.0054 :1118 358.0 309.0 

.0125 .1179 268.2 152.0 

.0132 .0867 194.3 109.0 

.0133 .0670 153.0 84.5 
-0133 .0546 127.5 67.9 
.0137 .0472 111.2 65.1 
.0137 .0410 99.1 66.2 
.0142 .0370 90.8 64.5 
.0146 .0338 84.4 62.9 
.0212 .0376 101.5 58.1 
.0228 .0385 112.4 66.3 
.0228 .0385 112.4 69.6 
.0228 .0385 112.4 71.1 
.0228 .0385 112.4 62.5 
.0228 .0385 112.4 48.6 

.0045 

.0048 

.0059 

.0061 

.0060 

.0056 

.0085 

.0097 

.0107 

.OllO 

.0128 

.0139 

.0143 

.0117 

.0075 

.133 

.107 

.086 

.062 

.048 

.038 

.035 

.034 

.032 

.030 

.028 

.029 

.030 

.031 

.028 

.022 



A block diagram of the low level rf system is provided in 
figure 1. The system consists basically of two loops, the phase 
loop and the radial position loop. During injection, the phase 
loop locks the VCO to a reference oscillator until the beam is 
captured into the rf buckets. Once the beam bunches begin to form, 
the loop can be switched over to a beam derived signal. The radial 
position loop controls the phase of the rf cavity with respect to 
the beam. By shifting the phase, the beam can be either 
accelerated or decelerated with respect to the synchronous 
particle, thereby controlling the radial position. 

Because frequency is the derivative of phase, both loops can be 
considered as controlling the frequency. The system could be 
constructed with only one loop but this requires the use of a 
differentiator circuit which suffers from noise at the higher 
frequencies. In addition to these, there is a third loop which 
servos the gap voltage to the voltage program. 

Ignoring the path through the accelerator, the phase lock loop 
can be analyzed using the block diagram below. The delay block 
represents a cable delay used to compensate for the sum of the 
cable delays between the beam detector and #in and from #out to 
the accelerating gap. This will make the phase difference from 
beam detector to cavity gap independent of frequency. The delay 
required at Fermilab was about 450 nsec. Closed loop stability 
requires the phase shift of the open loop to be less than 180. for 
gains larger than unity. The l/s term, which represents the 
integration that converts the frequency output of the VCD to phase, 
contributes 90' to this. At 278 Khz the 450 nsec delay will 
contribute another 45', leaving a 45. phase margin for the loop. 
The closed loop bandwidth then is limited to be less than 278 Khz. 
Currently the bandwidth of the phase loop is only about 10 Khz. A 
larger bandwidth in this loop would reduce the effect of frequency 
program errors as well as noise on the system. It would not, 
however, affect the transient response of the beam. 

#J in 
T ) #out 

The characteristic equation describing the 
below. For the Loma Linda system the measured 
2rwn = 8.9 Khz and 5 = .46. The measured step 
to the calculated response in figure 2. 

phase loop is shown 
constants result in 
response is compared 

#out fout KdKfKvs+KdKfKvw$ 2swns+wn2 
.=-= 
+ In f in sZ+KdKfKvs+KdKfKvw$, = s2+2<wns+wn2 



Kd = phase detector gain, volts/rad 

Kf 7 = compensation filter 

Kv = VCO gain, rad/sec-volt 

In order to understand the radial loop, the equations for 
synchrotron motion need to be introduced. They are greatly 
simplified by assuming the RF voltage is a linear function of 
phase. Using #I, R, and n to represent the differences between the 
beam phase, radius, and frequency and their synchronous values, the 
equations are presented below. 

b = eVfocos#sF 

Stability requires that a and b have opposite sign. The value 
of a ranges from 3.0e8 at 2 MeV to 3.9e7 at 230 MeV and b ranges 
from .46 to 16. Laplace transforms can be applied to the above 
system of equations to obtain their solution as well as their 
impulse response as shown below. 

(n(s) = 1) #l(t) = coswst 

R(t) = & sinwst 

Thus we see the radial response of the system to an impulse in 
frequency is an undamped sine wave whose frequency of oscillation, 
or synchrotron frequency, is ws = m. It is interesting to note 
that the radius is just the integral of the phase scaled with b. 

The phase error, $, is equivalent to the phase difference at 
the input to the phase detector of the low level system. Employing 
this approximation a simple block diagram can be assembled as shown 
below. 



& = KdKfKv 
Kd = phase detector gain, volt/rad 
Kf = phase loop filter 
Kv = vco gain, rad/sec-volt 

I-% = GdGfG# 
Gd = radial position gain, volt/meter 
Gf = radial loop filter 
G+ = phase shifter gain, rad/volt 

Manipulating the blocks, a more appropriate diagram can be formed 
as shown below along with the associated characteristic equation. 

+-w-J l 

s 

RPgm--+ 

T 

P#Pr 
saw,2 

nPgm 
p 161 

R(s) &Prb 
Rpgm(s) = s2t&s+ws2+/9&b 

for @ = k+y and & = k,? 

A comparison of the measured and calculated step response at 
230 MeV is shown in figure 3. The measured quantities are; b = 
15.7, US = 2~3.9 Khz, k+ = 5.le4, w+ = 2~9.7 Khz, kr = 181, and wr 

= 2~1.6 Khz. 

The bandwidth of the radial loop is limited by the available rf 
voltage not by stability. With the variables used above, the 
maximum radial position rate of change is about 3.5 mm/msec for a 1 
mm step input. This would result in a 12" synchronous phase shift. 
Since the required phase shift is proportional to the rate of 
change of position, a 120' phase shift would be required if the 
radial loop were 10 times faster. Although the feedback system 
would remain stable, the beam would be lost for lack of 
accelerating voltage. 

In the previous discussion it was adequate to consider the 
bunch as a single particle. A more accurate model allows it to 
consist of a large number of particles all undergoing synchrotron 



oscillations independently but contained within a longitudinal 
phase space area. Because the accelerating voltage has a 
sinusoidal dependance on phase, the oscillation or synchrotron 
frequency will decrease with amplitude. If the bunch is not 
matched to the bucket, this effect will cause the bunch to filament 
and eventually occupy a larger area. 

Mismatch can be caused by such things as changes in the 
accelerating voltage or errors in the low level system. The amount 
of growth caused by a mismatch will depend on both its amplitude 
and duration. Noise in the RF system can cause beam dilution to 
occul-. 
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Dl.Beam Extraction Dynamics and Performance. M. Harrison & S. Y.Hsueh 

I. Principle 

The beam is extracted by horizontal half-integer resonant extraction. The 
unperturbed motion is described by 

x fi = rcos($ + $0) (E-1) 
ax+px’ 

fi =- rsin(Q + -@), 

where 9= I$, and Cl = 0 at the electric septum . 

In terms of r and 9, 
dr jg’=o 

d+ -&y-;. 
(E-2) 

There are four quads symmetrically placed around the ring. See figure E.l. They 
are used to depress the horizontal tune from 0.6 toward 0.5. A octupole is used to create a 
stable region in the phase space. Define 

i+-/ffj f++ v where Av is the tune change ,o < 0. 

E= $&fi2$ds _ 

‘Ihe equation of motion becomes 

$-=(~-+)+2a+61% 

dr z=o. 
(E-3) 

The first harmonic of the four quads around the ring provides the driving tetm. 
Define 

e”ds, where Q is the half width of tbe stopband , andQ > 0. 



The equation of motion becomes 

g = Qr sin(2Q + yf) 
(E-4) 

The figure E.2 shows the tune after quads are excited. 
Notice that four fold symmetry implies that all four quads are located at the same 

beta function. We get 

(E-5) 
Qei*= &eeo((-&)4- (z), + f(s),- (+$j3) , 

where kIO is the angle between quad 4 and electric septum 

The design uses all four quads to depress the tune. The quad 2 and 4 are used to 
produce the stopband. The quad ramps are represented qualitatively in the figure E.3. 

Since quad 1 and 3 have the same ramp, we get 

(E-6) 

The phase space is plotted in figure E.4 in terms of variables 

R2 = 6Er2 Q ’ 

The seperatrix are two overlapping circles. The overlapped region is the stable region. 
its area is 

2(6tan-‘.J6-1- Js-1). 

The motion on the out streaming seperati is described by 

btan($ + G) + Rsec(@ + 3) - 1 

btan(@,+ z) + R,,sec@, + 5) - 1 =e 
-4lbQn 

’ 

w3) 



where n is the number of turns after the initial condition @a and R, at the elecnic septum . 

II. Design 

II-a Quad and octupole ramp 

The electric septum is placed at 3Omm from the closed orbit. The resonance causes 
the horizontal betauon amplitude to grow to 3Omm at the electric septum. Two turns later 
the amplitude grows more to cross the electric septum. We want the phase of the beam 
particles to be zero (Qo) at the electric septum in order that around the ring x<3Omm. 
The electric septum kicks the particles by 1.5 mrad which transforms into a gap at the 
lambertson septum. Since the electric septum is 1Omm wide, the last two-turn growth can 
not be greater than 10 mm. The design fixed the last two-turn growth to be 10 mm at the 
end of the extraction (b=O). 

The third condition requires that initially the stable region in the phase spase equals 
the beam emittance, i.e. 

(E-9) 

where E is the beam emittance. We assume it is 10 x mm-mmrad. 

Given the above three conditions, we can calculate the extraction ramp for the 
quads and cctupole using equations E-l, E-8, and E-9. We assume 8=4.98 m and 
a=O.15 at the electric septum We get 

Q = 0.03408 + 0.04035 
?j= -0.02983 --f - 0.02983 
E=-1839 + - 10.23. 

II.b Propogation from electric septum to Lambertson 

Two turns before exuaction the extracted beam is right on the edge of the elect& 
septum (x=30 mm ). We also want the extracted beam to be on the edge of the 
Lambertson. See figure E.5. Since $=O at the electric septum, the betatron motion tumns 
the beam toward the center. At the Lambertson x=2Omm. During extraction the closed 
orbit have to be bumped to 30 mm at the electric septum and 20 mm at the Lambertson. 
There are four mm dipoles around the ring to achieve this. See figure E. 1. 



III. Extraction Simulation 

The particle dynamics at high field (250 Mev) have been investigated using 
a tracking program. The program consists of hvo complementary parts; one is a multi- 
particle multi-turn tracking program which mimics the time evolution of a pariicle 
distribution in phase space in the machine. From this we obtain the extraction ef?iciency, 
extracted beam phase space distributions, and information on aperture demands. The other 
piece of the program is a single particle hacking routine from which we can get machine 
parameters such as chromatic@, dispersion, together with dynamical quantities such as 
closed orbit, tune, and tune spread. 

The program incorporates all the optical elements and dynamical variables 
relevant to the extraction process into the tracking environment. It includes the effect of the 
individual main magnet multipole fields up to the dccapole component obtained from the 
magnet measurement data, including the designed edge focussing. Each magnet has been 
independently measured as a function of energy, the program assigns these multipole fields 
corresponding to the position of the magnet as installed in the ring. All eim dipoles, 
octopole, and ramped quadrupoles are included. The program operates only in the 
horizontal plane, no venical tracking is done. A 3-vector ( x,x’,dP/p) is assigned to each 
particle generated in a ti-gaussian distribution of specified mean and standard deviation. 
No synchrotron oscillations are included since the number of turns the particle spends in 
the unstable region of phase space is small compared to the synchmuon frequency, hence 
tune modulation at large amplitudes is irrelevant to the process. Particle distibutions are 
produced at both the electrostatic septum location (l.3) and the magnetic septum (L4). 
Phase space distributions can be obtained at any time during the extraction cycle, special 
distributions showing the final 3 turns prior to exiting the machine are given at @th L3, 
and IA. Physical apertures at these locations are examined on a turn-by-turn basis and 
phase space distributions of the particles lost at either place are also available. Tune 
information is obtained by a Fourier analysis of the particle motion over 512 NTIS. 

IV. Extraction losses and Machine aperture 

1V.a Linear Optics 

The first step in evaluating the extraction system involves using the linear 
machine i.e. incorporating no dipole field harmonics, and assessing the aperture needs in a 
perfect world The simulation was performed using 400 particles and the quadruple 
ramps were adjusted to achieve a beam spill over 20 ms. This spill length IS sufficiently 
long (20000 turns) that the extraction dynamics will be established and phase space 
distributions are not sensitive to the spill length. The machine energy was set to be 250 
Mev; although this is a somewhat arbinary choice it does reflect the worst case dipole 
harmonics as the magnets start to go into saturation. Starting with the unperturbed machine 
lattice (vx= 0.61, vY=1.31) the horizontal tune is adjusted close to the half integer 
resonance by rampmg the extraction quadruples over a 3 ms time span, the exhaction 
octopole is also turned on during this time. The beam is extracted by then enlarging the 
half-integer stopband by ramping 42 negative and Q4 positive while keeping the machine 
tunes constant 

The elecuostatic septum was positioned with a displacement of 39 mm with 
respect to the central orbit and produced a radial kick of 1.5 mrad which corresponds to a 



separation between the circulating and extracted beams of -4 mm at the the Lambenson 
location in LA. A 1.5 mrad kick at 250 Mev requires a voltage gradient of 26 kV/cm or a 
total voltage of 40 kV across the septum gap of 15 mm. The Lambertson magnet horizontal 
position was then adjusted to be aligned with the beam separation. This defined the 
required offset to be -36 mm to the magnetic septum, and the outside of the extraction 
channel at 55 mm. These offsets were chosen to agree with the approximate radial 
positions of the various elements in the ring. Provided the electrostatic and magnetic septa 
are aligned with respect to each other then the absolute value of the septa offsets are 
arbitrary. The beam position was adjusted to be -10 mm offset with respect to the central 
closed orbit at the L3 and L4 regions, though again this is somewhat arbitrary and reflects 
the choice of quadrupole ramp settings and extracted beam phase space rather than any 
fundamental aspect of the machine performance. The initial particle distributions have an 
rms spread off 4 mm in position and f 0.2 mrad in angle which corresponds to a beam 
which occupies f2.0 cm in aperture at the injection energy of 2 Mev. A radial position 
offset corresponding to a momentum offset 0.15% was used to agree the present extraction 
settings. The simulated quadrupole currents require an average setting of 35A with 42 and 
Q4 ramping by 60A from this value, to be compared to the experimentally determined 
results of an average setting of 6OA with a 40A ramping needed to extract all the beam. 
The optimum octopole setting was found to be 6A in the simulation similar to the 
operational value. 

Results of the extraction simulation are shown in figure E.6 which gives the phase space 
distributions of the particles at the Lambertson septum for the last 3 turns prior to the beam 
entering the extraction line. The 2-turn particle increase in amplitude is - 14 mm for the 
most extreme particles and has been adjusted to this value to utilize 12 mm of the 
electrostatic septum aperture. The gap between the circulating and extracted beams is -4.5 
mm as would be expected. The phase space distributions are suitably well behaved and 
assuming an effective thickness of 4 mm for the magnetic septum then the expected 
extraction efftciency would be -98% since no beam would hit the magnetic septum A 
detailed phase space of the extracted beam at both septa locations is shown in figure E.7. 
The radial beam size is similar at both locations demonstrating that the design apertures in 
these regions (15 mm and 19 mm) are well matched to the beam dimensions, the beam 
divergence at the start of the extraction channel has a full width at the base of -2 mrad. 
Since the simulation program only executes in the horizontal plane then we must make an 
assessment of whether an effective magnetic septum thickness of 4 mm, as used in the 
program, is appropriate in calculating the extraction efficiency. 

Schematically the beam position looks like : 



Beam Positins at the Exuaction Channel 

The required beam separation for no particles lost is given by the vertical 
size. of the beam, the magnet pole face angle, and the ‘notch’ thickness. The vertical beam 
size will vary as the beam intensity due to space charge blow-up at injection, a worst case 
scenario where the beam fills the aperture at injection (It 2.0 cm) would result in a f 5 mm 
beam at 250 Mev where we have scaled by @T) In. At lower flattop energies the vertical 
size would also be bigger. The septum ‘notch’ has a thickness of 1.5 mm with an 
alignment tolerance of 0.5 mm for an effective septum of 2 mm. The ‘notch’ half angle (cp) 
is 36 deg . The other factor to be considered is the relative vertical alignment of the beam 
with respect to the magnet. The required horizontal beam separation is then given by 

Ax = (vertical half height)/tan( PC- cp) + septum thickness + closed orbit error 

hence 
Ax = S/tan 64 + 2.0 + 1.0 = 5.44 mm 

The difference between this estimate of the necessary beam separation and 
that used in the simulation program is the estimate of af 1 mm vertical closed orbit error of 
the beam with respect to the ‘notch’, which was not present in the perfectly aligned 
simulation program. This estimate is based on typical closed orbit measurements made on 
the machine at flattop. This estimate of necessary beam separation would imply an 
electrostatic voltage requirement of -50 kV on the extraction septum at 250 Mev. 

Another factor to be considered in the issue of beam separation at the 
entrance to the extraction channel is the overall beam focussing in that region and the finite 
length of the magnetic septum. Particles at large amplitudes tend to be focusscd towards 
the center of the machine. This can be seen in figure E.1. where both the circulating and 
extracted beam exhibit a net -2.5 mrad horizontal angle. The correction dipole system is 
capable of adjusting beam positions but not both position and angle simuhaneousiy in this 



area. This angle would imply an out-toin radial motion of -1 mm along the 50 cm length 
of the septum which would not be. capable of correction by the trim dipoles. The solution 
is simply to align the septum along the phase space trajectory of the large amplitude 
particles rather than parallel to the nominal closed orbit. This adjustment requires moving 
the downstream end of the magnet while leaving the upstream end fixed. Although the size 
of this effect is small it is significant compared to the beam separation created by the 
electrostatic septum i.e. 9 kV effect voltage on the electrostatic septum. 

In conclusion then from the aperture requirements based on the linear 
machine optics, the septa apertures are well matched and sufficient to allow good extraction 
efficiency. The extracted beam phase space is well behaved and the settings needed to 
extract the beam agree quite well with those obtained empirically on the machine. For high 
intensity operation when space charge ernittance growth is expected then an electrostatic 
voltage requirement of -50 kV is likely at 250 Mev output energy. Vertical position cona 
at the magnetic septum is critical. An ‘in-situ’ horizontal alignment of the magnetic septum 
along the extraction trajectory will be necessary to maximise the available aperture and 
achieve best extraction efficiency. Any increase in vertical beam emittance would result in 
lower extraction efficiency. 



1V.b Non-linear effects 

Non-linear phase space behavior will occur due to higher order magnetic 
multipoles arising from the inevitable field errors in the as-built magnets. Each of the 8 
dipoles in the ring has been measured for harmonic content (up to decapole) at various 
field excitation levels from injection (1 kG) to 250 Mev (15 kG). These field 
measurements have been incorporated into the tracking program. The extraction dynamics 
are potentially more sensitive to these field imperfections since large particle amplitudes are 
inherent to this process and multipole contributions involve higher exponents of the particle 
amplitude in the strength of their conuibutions. 

The effect of these multipole fields is demonstrated in figure E 8, which 
contains the tune v’s momentum information obtained by turning on the individual 
multipole components in the dipole magnets one at a time. It is reassuring to note that the 
decapole and octopole terms show a relatively small effect across a f 0.4% momentum 
range which corresponds to a position change of * 30 mm in the dipole aperture. The 
sextupole term is not so negligible with the simulation predicting a horizontal chromaticity 
of -20 units arising from the dipole fields, this agrees well with the measured value of -22 
units. The inclusion of the edge focussing from the dipoles has changed the base tune of 
the machine from the design value from 0.61 to 0.595, a relatively small change. The 
effect of these dipole fields on the extraction process in shown in figure E 9; the phase 
space distribution at the extraction channel. In this run the chromaticity of the machine was 
adjusted with the ring sextupole to -2.0 units i.e. the dipole sextupole field component was 
compensated. The phase space distribution of the extracted beam should be compared to 
that of the Linear simulation shown in figure E 1. It is clear that the octopole and decapole 
tern have only a limited effect and produce a slight phase space rotation for particles at the 
largest ampiitudes together with a 3 mm increase in the turn-by-turn step size. Figure E 10. 
demonstrates what happens when the chromaticity is uncorrected: there a now a significant 
phase space notation for the large amplitude particles and the extracted beam size is larger 
than the available aperture causing -13% of the beam to be lost. This is due to the 
increased tune spread across the beam requiring increased quadrupole driving terms to 
sweep the resonance across the full beam. The increase in driving terms also results in a 
increased step size which in turn pushes the large amplitude particles outside the available 
aperture. We have not attempted to compensate for this effect by attempting to bring the 
beam closer to resonance before initiating extraction and hence reducing the necessary 
driving terms, lowering the octopole field would also reduce the maximum step size. Since 
there is no appreciable dilution of the phase space volume arising from non-linear fields it is 
likely that suitable extraction settings can be found which would operate efficiently for large 
chromaticities. 

A non-linear effect which we have not included in the calculation is that due 
to the fringe fields of the magnetic septum. This problem is potentially serious due to the 
large bend angle in this magnet and hence the correspondingly large fringe fields. Since no 
magnetic measurements were made of the fringe fields in the field-free region no qualitative 
statements can be made. Measurements on similar devices used elsewhere at Fermilab 
would lead us to expect highly non-linear behavior close to the ‘notch’ region where the 
field integral could be of the order of l-2 kG-in for the kind of magnet design used in this 
machine. The effect of these fields could be significant for the large amplitude particles 
though one would not expect to observe much of an effect on the beam circulating on the 
central orbit. Since the beam only spends a few turns at the large amplitudes where these 
fields are at their highest the most likely effect would be to induce orbit coupling which 
would manifest itself as a shift in the vertical beam position. Vertical emittance growth of 
the extracted beam is unlikely since (hopefully) only the last 5 or so turns could be expected 
to be passing through this non-linear region which in all but the most extreme cases in 



insufficient time to fully diffuse the beam in tune space. An intermediate case between 
these two scenarios is a strongly coupled regime where the vertical beam position of the 
extracted particles is a function of their horizontal offset. Under this hypotheses the vertical 
phase space will be distorted. A particle at the extreme horizontal amplitude in the exttacted 
phase space passes -6 mm closer to the ‘notch’ just prior to leaving the machine than one 
which barely makes it across the electrostatic septum. The particle passing close to the 
‘notch’ experiences a vertical kick 2 turns before exiting the machine and ends up with a 
significant vertical displacement. It is exceedingly difficult to make any direct 
measurements on these small amounts of circulating beam at the edge of the phase space. 
The best way to observe this effect is by measuring the beam profiles in the extraction line 
and reconsuucting both the botizontal and vertical beam phase space profile at the entrance 
to the start of the extraction channel. A vertical beam offset and a vertical phase space 
distortion would not change the exuaction efficiency, growth in the vertical emittance 
would however strongly influence the extraction efficiency since for a fixed beam 
separation the aperture tolerances are quite restrictive. 

Since the extsaction efficiency is very sensitive to vertical beam emittance is 
it worth postulating whether any other potential mechanism is available to cause this effect. 
One such method could involve the vertical beam resonance at v,=1.33. The natural 
vertical tune is close to this value and as the horizontal tune is lowered to approach the 
extraction condition then the vertical tune will rise and cross this resonance. The resonance 
is expected to be relatively weak since the skew sextupole driving harmonics in the dipoles 
are small ( septum fringe fields ?) but the beam does spend a significant time at flattop 
which would enhance any potential effect. This effect can be studied experimentally by 
placing the beam on the resonance but without turning on the extraction system and 
measuring the vertical ernittance. 

In conclusion, the effects of field nonlinearities in the dipole magnets are 
small and should not prevent good extraction efficiency. Large chromaticities modify the 
extracted phase space but should not cause beam losses if the quadrupole circuits are 
retuned. Extraction efficiencies will be suongly influenced by the vertical beam size, 
vertical emittance growth cao arise from the non-linear fringe fields in the magnetic septum 
coupling the large horizontal amplitudes into the vertical plane, or from the effect of the 
vertical resonance at 1.33. Experimental observations should allow these effects to be 
identified. 

V. Experimental Observations 

Figure E.11 shows a beam intensity trace of an acceleration cycle together 
with the extracted beam intensity recorded in a Faraday cup in the extraction ‘cave’ located 
- 20 m downstream of the extraction point. The beam extraction cycle starts at 1.5 s and 
takes 0.5 s. There is no spill feedback turned on; the quadrupole curves are dead reckoned. 
The beam intensity is a bunch length sensitive signal which is only calibrated correctly at 
the point indicated in the cycle and shows an intensity just before flattop of 2.1 x 1010 
protons. The integrated signal from the Faraday cup shows 1.3 x 1010 extracted beam. 
Assuming no beam losses during the intervening time then this would imply an extraction 
efficiency of 62%. This assumption of no beam loss is obviously not correct as can be 
seen by the fact that the intensity trace is declining during flattop when the bunch length is 
constant, the question is obviously how much beam is lost prior to the extraction time. lf 
one takes the other extreme case by assuming that the intensity signal is correct during 
flattop then the circulating beam intensity at 1.5 s is 1.45 x 1010 which would imply that 
the extraction efficiency is 90%. The correct answer lies somewhere inbetween these two 



extremes and will not be known until the final intensity monitor is installed, we are also 
assuming that all the beam is transported from the machine to the ‘cave’. In any event the 
gross features of the extraction dynamics have been demonsuated to work, and particles 
will circulate in a well defined fashion at betatron amplitudes in excess of 40 mm as 
predicted in the simulation. The fact that the extraction efficiency is lower than one would 
estimate could still be due to slight septum misalignments at either L3 or IA. At these 
intensities the vertical beam emittance should not be causing any aperture problems. The 
mechanism causing the beam loss prior to extraction has not been identified but is 
obviously not caused by physical aperture limitations in the ring hence some dynamic 
mechanism is suspected. This effect could easily be causing vertical emittance growth 
which would result in lower extraction efficiencies. A measurement of the extracted beam 
emittances should be available soon which will be able to clarify this behavior. 

In conclusion from the experimental observations one can say that the extraction 
system has beendemonstrated to work though the absolute efficiency is not known within 
the range of 60->90%. The beam loss mechanism at flattop must be identified before 
continuing much further. A measurement of the extracted beam emittances should be made 
as soon as possible. 
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n.2 Beam spill control and feedback systems. 

James L. Crisp 

The simple model used to understand extracted beam regulation 
assumes the beam has uniform density in tune space. As the tune 
decreases linearly with quadrupole field, or current, that portion 
of beam crossing the half integer resonance is extracted from the 
machine. This would make the extracted beam intensity proportional 
to dI/dt in the quadrupole as well as the density of beam in tune 
space. The tune spread and width of the resonance are of course 
complicated functions with many variables. In practice, assuming a 
linear relation between beam spill and quadrupole current has been 
found more accurate. 

The fundamental limit to bandwidth of the extraction regulator 
is the beam response to a step change in quadrupole field. 
Approximately 20 turns, or 2 usec, are required before beam begins 
to spill out. The simplest type of feedback loop would have a 20 
db/decade open loop roll off which would have an associated 80' 
phase shift. An integrator could be used to obtain this. To 
maintain a 45' phase margin, considering the 2 usec delay, the open 
loop gain must be less than unity at a bandwidth of 45/(360*2 usec) 
= 62.5 Kha. The closed loop bandwidth then becomes 62.5 Khs. The 
loop could of course be made more complex but the performance 
improvement would not justify the effort. The advantage in 
implementing this large bandwidth that errors, or spill 
variations, are reduced by the open ;Eop gain. Spill variations 
caused by 60 Hz power supply ripple would be reduced by about a 
factor of one thousand. 

The next problem to be considered is the shielding effect of 
the beam pipe. 
straight 

The iron ;z=z,z;~m quadrupolz; located at the short 
sections are outside the beam position 

detectors. The detector wall is constructed from .125 inch thick 
stainless steel and is roughly rectangular with dimensions 3.25 x 
5.72 inches. A round conducting pipe would act like a low pass 
filter with a corner frequency as given below. 

/L - permitivity, 4re-7 
a - radius of pipe, meters 
w - wall thickness, meters 
p - resistivity, Be-7 ohm-meter for stainless stee . 

n - 1 for dipole, 2 for quadrupole 

Assuming the detector can be approximated with a 6 inch 
diameter .125 inch wall stainless steel pipe, the corner frequency 
becomes 1880 Hz. In addition to this roll off, the iron core 
itself will introduce another pole. This compares with the 
estimated 220 Hz roll off of the dipole field due to the stainless 
beam pipe in the main dipole magnets. 



In order to realize a broad bandwidth system it was necessary 
to use an air core quadrupole mounted on a ceramic beam tube. The 
air core quad is driven with a, small, current regulated, l 20 amp, 
l lOO volt supply having a 40 Khz bandwidth, a Tecron 7560. It is 
more cost efficient to use an iron core trim quad to control the 
larger, slow variations in spill however. The iron core quad is 
driven with a current regulated shunt transistor supply built by 
Fermilab which has a two pole roll off at 250 Hz but can produce up 
to 200 amps at 20 volts. 

The iron core quad has 24 turns per pole, is 3 inches long, and 
has an impedance of .048 ohms in series with 3.2 mH. The air core 
quad has 45 turns per pole, is 6 inches long, and has an impedance 
of .35 ohms in series with 1.5 mH, including the cable into the 
enclosure. The inductance of the quadrupoles and the maximum 
supply voltages will limit the amount of current available at the 
higher frequencies. 

This dual system parallels the ones used in the Main ring and 
T;v;;=on fairly closely. In those systems the fast loop is known 

"bucker", it bucks out fast ripple in the spill, and the 
slow one is called "QXR", for quadrupole extraction regulator. The 
bandwidth limits due to quadrupole step response, about 400 usec, 
are much more severe in those machines however. 

With an intensity of lel0 protons, the average extracted beam 
current becomes 1.6e-10 amps if it is spilled out over a 10 second 
period. The formidable task of measuring this quantity with the 
required accuracy and bandwidth was accomplished using a 
photomultiplier tube and plastic scintillator. A gas scintillator 
was tried without success. The problems were apparantly the signal 
to noise ratio and the saturation level of the tube. Once these 
problems are overcome the gas scintillator is the better detection 
method as it offers a smaller cross section to the beam. 

A simple block diagram is shown below for the bucker system. 
With the constants below, stability will limit the bandwidth to 
about 30 Khs. The open loop gain will stay constant to 37 Ha, then 
decrease at 20 db/dec to reach unity gain at 30 Khz. The closed 
loop response will stay constant at unity gain to 30 Khs, then 
decrease at 20 db/dec. 

P ut 

Block diagram used for both the bucker and QXK systems 



Gl = Kf Kf = variable, nominally 5 

1 Wl -- 
G3 = R s+wl 

power supply, Kp = 12.5, WP = 40Khz 

load, R = .35 ohms, ~1 = 37 Hz 

G4 = Kb evas beam, Kb = unknown, a = 2usec 

65 = Kd spill detector, Kd = unknown 

The Tecron supply has an AC coupled mode with a corner 
frequency of around 60 Hz. This seems to be about right for the 
cross over frequency between the QXR and the bucker loops. The 60 
Hz corner frequency allows the use of zero for the bucker program. 
This will provide a 3 msec rise time at the beginning of spill. 

The bucker loop is used without a memory system. The QXR loop 
however uses an IBM AT computer to digitize the beam current in the 
accelerator and to generate an error signal that drives the special 
supply for RSSZQ, the iron core trim quad at short straight 2. The 
computer is used to form a learning or memory system which can 
reduce repetitive errors. The fast errors that the bucker works on 
are unlikely to repeat cycle after cycle and thus do not require a 
learning system. The QKR loop, however, works on slower variations 
consistent with line voltage changes or temperature drifts in the 
various devices used in the accelerator. It will also learn out or 
correct imperfections in the program for the other quads used in 
extraction. The block diagram used for the bucker can be used for 
QJR with the redifinition of the blocks as shown below. 

Gl = Kc computer transfer function 

4 
G2 = KS 

(s+ws) -2 
power supply, KS = 20 A/V, ws = 250 Hz 

beam pipe, wp = 1880 Hz 

G4 = Kb 

65 = Kd 

beam, Kb = unknown 

intensity monitor, Kd = lV/2.8eQ 

The QKR loop digitizes the accelerator beam current as 
determined with the position detector, or BPM, zum signal. The BPM 
sum signal has a 10 Khz bandwidth and is sampled at a 2 Khz rate. 
The 2 Khz sampling rate was selected as it provides a reasonable 
memory requirement for the IBM AT, a comfortable oversampling rate, 



and is obtainable with inexpensive A/D boards readily available. 
Oversampling provides a margin against nonlinear sampling effects 
such as aliasing and improves accuracy. In addition, the display 
of the sampled spill provides a more useful diagnostic. A 1 Khz 
single pole filter prior to the A/D converter and after the D/A 
converter are used to reduce aliasing. 

The sampling code is written in assembly language and makes use 
of the 80287 numerical coprocessor. The calling program, however, 
is coded in the C language. The program is outlined below. 

1) wait for interrupt while processing keyboard input, (in C) 

2) Initialize pgm and dpgm on the first sample, (in assembler) 
Pgm = adc 
dpgm = Pgm/np 

each 2 Khz sample, read adc and output to dac 
ain[i] = adc 
err[i] = ain[i] - pgm 
dac = prp*err[i] + mem[i] 
Pgm = pgm- dpgm 

3) after extraction, update memory, (for all i), (in C) 
mem[i] = ret*mem[i] + lm*err[i+psft] 

4) apply neighbor gain, or filtering, (for all i), (in C) 
mem[i] = ng*(mem[i+l] + mem[i-11) + (1-ng)*mem[i] 

5) correct gain and limit to l 2048, (in C) 
mem[i] = (1-ng)*mem[i] ; 

6) plot ain, err, or mem arrays as requested, and return to wait 
for interrupt, (in C) 

variables 
float arrays, np elements 

ain input array, beam current 
err error 
mem memory 

double precision 
Pgm desired beam current 
dpgm desired beam current change per sample 
prp proportional gain 
ret retention rate 
lrn learning rate 
w neighbor gain 

integers 
adc A/D reading 
dac D/A output 
psft phase shift 
np number of samples 



Single precision floating point arrays are required for ain, 
err, and mem in order to avoid overflow errors. The learning 
algorithm uses a phase shift term, psft, so that the error signal 
can be shifted in time to correct for delays through the system, 
such as the delay through the power supply. The variable "lrn" 
adjusts the amount of error added to memory and the variable "ret" 
adjusts the amount of memory retained. The effects of these 
algorithms on one memory array element versus number of cycles can 
be understood by tracking the value for a few steps as shown below 
for a constant error input. 

mem(m) = ret*mem(m-1) + err 

mem(1) = err 
mem(2) = retterr + err 
mem(3) = ret2terr + ret*err + err 

for ret f 1 

memo = ylretn = ;+tm 
err n=O 

for ret = 1 

!csE!.m=, 
err 

for ret < 1 

memin) = 1 
err l-ret [ l- 

exp-m(l-ret) 1 
It should be noted that if "ret" is greator than one, the 

memory values will grow with out bound. 
the memory values will converge to a 

If ita;Eeless than one, 
finite and if it is 

equal to one it will be proportional to m. If "ret;' is less than 
one then the system will act like a low pass filter with time 
constant 7 = l/(1-ret) in cycles. 

Neighbor gain is a simple way to smooth the memory array each 
time the cycle is completed. In order to understand its effect on 
the feedback loop, the algorithm was applied to a random series of 
numbers and a fourier transform was applied to the the output 
sequence. The result is that it could be approximated with a 
simple low pass filter with the bandwidth shown below for a 2 Khz 
sample rate. 

.% 

.Q68 

.Q 

.684 

.5 

BW 
4 hz 

14 
40 
98 

146 



Typical operating values for the QXR program are provided 
below. 

prp 16 
ret .95 7 = 20 cycles 
lrn 8 
w .Q5 BW = 20 Hz 

The A/D and D/A are both on a Data Translation DT2811 board. 
The board also has 8 digital i.;~uE and 8 digital outputs as well 
as an external interrupt and The A/D has 16 single ended 
input channels which can be switched into the sample and hold that 
drives a single 12 bit A/D converter with a 20 usec acquisition 
time. There are two independent 12 bit D/A converters having a 7 
usec settling time on the board for output. The D/A is configured 
for 0 to +5 volts input and the A/D for +5 volts. 

The accuracy of the system with 12 bit resolution is greatly 
improved with oversampling. The largest intensity for the 12 bit 
A/D would be 4096. U'ith a sampling rate of 2 Khz and beam spill 
lasting 10 seconds, the ;ist:zf beam current would change by only 
.2 counts per sample. 
power supply has the effect 'of 

the 250 Hz bandwidth of the QXR 
averaging 8 of these samples 

together to form the correction. Although the sampling errors of 
*l/2 count are large compared to the desired regulation, the mean 
value of the samples should follow the true beam current with 
sufficient accuracy. 

The calculations in the sampling loop are performed with the 
80287. Internal to the 80287 all numbers are stored in an 80 bit 
floating point format. In particular, the values for pgm, dpgm, 
and prp are kept in registers throughout the extraction period. 
Thus the accuracy of the pgm value, which tracks the desired beam 
current, is more than sufficient. 

Figure 1 compares the berm c;rr;nt and spill intensity for 3 
conditions, both loops off, and QXR and the bucker 
loops on. Variations in spill inte~~ity"~~e reduced by a factor of 
30. 

References: 

1) Chapman, L., Finley, D. A., Harrison, M., Hero, W., Tevatron 
Extraction Microcomputer, IEEE Trans. Nut. Sci., Vol. NS-32, 
No. 5, October 1985. 

2) Chapman, L., Finley, D. A., Harrison, M., Merz, W., Pfeffer, 
H Operation of 
N;;. Sci., 

the Tevatron Extraction System., IEEE Tran. 
Vol. NS-32, No. 5, October 1885. 



QXR and Bucker off 

BPM I: 

spill 2V/div 

m OnI Bucker off 

BPY & 

spill 2V/div 

QXR and Bucker on 

BPY I: 

spill 20OmV/div 

Figure 1. Beam current and spill during extraction. Spill 
signal obtained from photomultiplier tube with plastic 
scintillator. Note factor of 30 reduction in spill 
modulation. (BPY I: 1.4eQ/div, .2sec/div) 



PI.1 POWER SUPPLY REQUIREMENTS AND PERPORMANCE IMPLICATIONS 

A.T. KISSER 

(1) All poser supplies operate from either a 208-v source (3 phase, 
grounded wye, with 3 ph + g wired to power supply) or a 480V source (3 
phase, grounded rye, with 3 ph + G wired to supply), except type D is 
supplied from a 400 Hz converter. 

(2) All supplies contain two types of regulators selectable through the 
power supply control system. These regulators are: 

(a) Constant Voltage (CV) 
(b) Constant Current (CC) 

The CC regulator incorporates the CV regulator as an internal voltage 
feedback loop. 

(c) Settling time for closed-loop response is specified to be 50 msec 
for all power supplies. 

(d) Warmup time is specified as 30 minutes for all power supplies 

Summary of Specifications 
Specifications for Power-Supply Types 

Supply Type 

BZ 
AC volts in 
Kw out 
Yax amps out 
Operating range 

voltage (v) 
current (a) 

Operating 
Quadrants 

By Pass Dev Thyris. 

A 

2:: 

2; 

10 
200 

1,111 

Rep. Period (set) 1 
Max Ripple Out (KV) 

Pole-to-Pole 
Common Hode 1ZZ 
Yin Ripple 

Freq (Es) 360 

B 

60 
208 

ii: 

400 60 
208 208 

12 255 
400 3ooo 

30 
250 

I 

C 

2: 
22.5 
750 

7:: 

I 

D E 

30 
400 

All 

85 
3OOC 

Diode Diode Thyris. Thyris. 
1 1 1 1 

600 
loo0 1: 

700 
loo0 

360 

400 
400 

360 2400 720 



Regulation 
CV, 42 of No Load 0.1 0.1 0.1 0.1 0.1 
CC, % of full load 0.1 .05 2 .03 .Ol 

Closed-Loop Response 
Slew rate (CV or CC) 

Voltage (V/se%) 50 50 360 2000 4000 
Current (KA/sec) 1 .5 2 10 6 

Transient Overshoot 
cv (VI .15 .15 .15 .30 1.5 
cc (4 4 2 1 4 6 

Dynamic Deviation 
cv 
cc 

(1) 

(2) 

1.5 1 0.8 1.2 10 
20 5 10 20 12 

Four (4) type D supplies are fed from one static frequency converter 
rated 208V, 30, 400 He, 115A out at 480 V, 30 60 BE in. 

Reference: Spec No. 37-10174, SSLL/DC-174, WSS 1.3.3.3 Magnet Power 
Supplies for Loma Linda Medical Center Proton Therapy Facility 

In addition to the above magnet power supplies there are the following . * 1. speczal power supplies: 

(1) injection septum power supply 
(2) kicker power supply 
(3) chopper power supply 

The specified power supplies for the Loma Linda accelerator, to be 
supplied by INVERPOWRR, were not ready at the time of preliminary 
accelerator testing at Fermilab. A variety of standard beamline power 
supplies were therefore borrowed by Loma Linda for temporary use at the 
accelerator test set up at Fermilab. 

One PEI 600 KW power supply tapped at 2OOV/25OOA was used instead of 
the four (4) type E supplies for the 8 ring magnets. The extraction 
Lambertson was fed from a PEI 240 KW power supply tapped at 50V/12OCA and 
both dogleg magnets from another PEI 240 KW power supply at 5OV/12OCA. The 
quads and other loads were mainly supplied from PEI 20 KW power supplies 
trapped at SOV/lOOA. Abbreviated data sheets for the PEI 500, 240, and 20 
kW power supplies are attached for reference. 

Comparing these data sheets to the Loma Linda supplies shows that the 
current regulation is about the same. There are however major differences 
in output ripple voltage. Also, all PEI power supplies operate in one 
quadrant only. I think however that the output in ripple voltage is the 
most important difference. All PEI power supplies are 12 phase or 6 phase, 
SCR controlled, with a free-wheeling diode, unfiltered output, power 
supplies, fed from a 3-phase, 60 Be source. 



All PEI 20 KW power supplies have 360 Hz and higher harmonies in the DC 
output voltage. The PEI 500 and 2040 RR power supplies have 720 Hz and 
higher harmonics in the DC output voltage. A small amount of lower 
harmonics in the DC output could be present as a result of AC sources 
imbalances and slight power supply transformer differences. 

The amplitude of the principal harmonic in the DC output of the PEI 
power supplies changes with the DC operating level as shown in Figure 1 for 
free-wheeling diode operation. The ripple is the highest around 50% DC 
output. For instance the Main Ring PEI 500 KW power supply requires about 
25COA x 8 x 4.2 x 10-3 0 = 84V (40%) DC output during flattop and has about 
0.15x220=33 volt 720 Hz ripple amplitude at that point. This results in a 
720 Hz ripple current of 

---- --- 33----- 
2n 720~&3.96~lb=3- = 0.23A amplitude or about 

0.23 sgj(j x 100 = 0.01%. 

The true operating ripple current will be larger due to eddy current 
and hysteresis losses of the magnet steel and vacuum chamber. 

Injection takes place at lower current and voltage, and a 720 Hz ripple 
current of 1% could be present during injection. The Main Ring vacuum 
chamber and magnet steel will attenuate (they act as a low pass field 
ripple filter) the field effect of the true magnet current ripple may be a 
factor of S? Similar exercises can be made for the quad supplies and other 
magnets. 

The specified power supplies produce about a factor of 100 less 
(depending on the operating point) ripple voltage. 

Accelerator operations with the PEI power supplies is therefore not 
expected to be as good as with the specified power supplies. 

References 

(1) SLL/DC-233, WS 1.3.2.4.2.1, OSRPD SL-879876-36, Revision 0, January 
27, 1988, 'Loma Linda University Medical Center Proton Therapy Facility 
Injection Septum Power Supply Design Report". 

(2) SLL/DC-183 WDS 1.3.2.4.1.9, Revision 0, August 26, 1987, "Loma Linda 
University Medical Center Proton Therapy Facility Kicker Power Supply 
Design Report". 

(3) SLL/DC-180, WDS 1.3.2.4.0.2, Revision 0, August 26, 1987, "Loma Linda 
University Yedical Center Proton Therapy Facility Chopper Power Supply 
Design Report'. 



E.2 DIAGNOSTICS AND BEAR ~ASCREBENT 

R.C. WEBBBR 

Intensity and Longitudinal Parameter Measurements 

Beam current and charge measurements are essential to many facets of 
the accelerator operation. These include diagnosing problems and assessing 
performance during commissioning, monitoring routine operation, and 
accounting for accelerated beam during patient treatment. 

Ion Source and 30 KeV Transport Line 

The intensity of the 30 Kev beam is adequately monitored by two 
toroidal current transformers, as shown in Figure 13.1. The transformers, 
of Fermilab design and construction to match the tight space constraints in 
the beam line, have risetimes of less than one microsecond. Presently, the 
output beam current signals are transmitted to the control room where they 
are available for monitoring on an oscilloscope and are connected to an 
amplifier and sample and hold circuit. The sampled output is available to 
the control system. The beam current signals presently are not integrated 
to provide total charge signals. Noise pick-up by these transformers and 
associated electronics, due to the ion source and pulsed injection devices, 
should be checked after the machine is re-assembled at Loma Linda to assure 
signal integrity. 

2 YeV Line 

Three toroidal beam current transformers, two Pearson model 3100 and 
one Pearson model 2854, are available for monitoring the beam in the 2 Yev 
transport line. These are located directly after the RPQ, the debuncher, 
and the 180. bend magnet respectively. Outputs from these transformers are 
handled in the same manner as those from the 30 Kev line transformers. The 
low sensitivity of these devices (.5 volt/amp into 5Oll) and the lo-30 mA 
beam currents they measure combine to require that particular attention be 
paid to minimiming noise pick-up to maintain accuracy. 

There are no wideband current monitors in the 2 Yev line to see the 425 
Khs bunch structure. 

SYNCEROTRON RING 

DC Yonitoring and Beam Position System Sum Signals 

The synchrotron lacks a dc responding current transformer for measuring 
beam current. This has made beam intensity and efficiency measurements 
difficult during machine commissioning. At the hospital, a device for 



accurate proton measurement and accounting will be essential. An 
appropriate dc monitor is presently on order from Bergoe in France. The 
relevant specifications can be found in Table 13.1. Delivery has been 
quoted as October, 1989, in time for re-assembly of the machine at Loma 
Linda. Tests of the adequacy of the magnetic shielding as provided by 
Bergoz are recommended as soon as the device can be installed in its 
operating environment with near-by magnets, etc. powered and ramping. 
Additional shielding may be necessary. Baseline variation of the output 
signal need not be tolerated at any level significant with respect to beam 
current being measured, e.g. 100 pA variation maximum. 

The current measurement provided by this device can be normalized to 
the particle velocity to give a charge measurement using a Fermilab 
supplied analog normalizer circuit and an analog signal proportional to rf 
frequency (scaled to V,,t = F,f (Mhs)) available from the low level rf 
system. 

DC referenced beam intensity measurements are presently made using one 
or more of the slow sum signals available from each of the eight beam 
position electronics modules. These signals are useful for relative 
intensity measurements. One of these signals, connected into an A/D 
channel of the control system (RSUM), has been scaled in the database to 
provide a calibrated intensity reading at 230 Mev energy. These signals 
rely on bunched beam and are frequency and bunch length sensitive. Output 
signal bandwidth is dc to about 10 Rhz. 

The beam position system also provides Fast Sum signals with about 20 
Mbz bandwidth. These signals are proportional to the derivative of the 
beam current integrated with a 13 nsec time constant. They have been used 
so far only in conjunction with some attempts at momentum spread 
measurements. 

Long 2 Toroid 

Calibrated beam current measurements are presently made using a Pearson 
2854 toroid transformer installed in the Long 2 straight section of the 
ring. Associated with and located near the transformer is a circuit 
providing two amplified outputs and feedback to extend the low frequency 
time constant of the transformer to about 0.5 seconds. The amplified 
outputs are calibrated at 5 mV/mA into 500 (25 mV/mA into high impedance). 
The transformer/amplifier system was measured on the bench before 
installation to have 40 Mhz frequency response. The environment in the 
ring likely degrades that response somewhat, but it remains in the range of 
20Mhz or higher. One of the two outputs is brought back on he1iz.x cable to 
the low level rf system to be used as the beam phase reference signal. The 
other output is brought to the control room area on RG58 and connected to 
an amplifier/fanout module providing two full bandwidth signals (25 mV/mA 
into 6OG) and one each filtered at 1 Uhe and 3 Rhz (25 mV/mA into high 
impedance). These signals are used for general beam current monitoring, 
calibrated monitoring of fast current changes (destructive calibrated 
current measurements), and for bunching and bunch shape measurements. 



Signals from this transformer suffer from lack of dc response and from 
noise pick-up due to the pulsed injection devices and the main dipole ramp. 
An auto-zero function is incorporated in the amplifier/feedback circuit to 
establish a dc reference at the start of each machine cycle. A dc monitor 
will complement, not replace the need for, this device. 

Wideband Wall Current Monitor 

To this point in the development of the synchrotron, the bandwidth of 
the Long 2 toroid signal has been sufficient to study beam timing, 
bunching, and other longitudinal phenomena. A wide-band wall current 
monitor is not planned for the machine, due to apparent lack of necessity 
and real lack of free space for non-essential, though useful, devices. 

Extraction Line 

Extracted beam is presently measured by various devices for different 
information. 

Destructive Monitors 

A Faraday cup located in the cave is now used to measure the integrated 
charge extracted each cycle. The signal to noise of this system is quite 
adequate for this purpose at present extracted beam intensities of several 
times 109. The beam dump planned for the hospital is also designed to be 
electrically isolated so that charge signals may be taken from it. These 
monitors are totally destructive of the beam. 

Semi-destructive Monitors 

Several semi-destructive monitors (causing significant scattering of 
the beam) of the instantaneous extracted beam current are available. These 
include a plastic scintillator/photodiode combination, an ion chamber, and 
a gas scintillation detector. To varying degrees, these devices offer the 
bandwidth and signal to noise (S/N) required for fast regulation of beam 
spill quality; while suffering from beam scattering, linearity, dynamic 
range, and calibration problems. For machine commissioning, the plastic 
scintillator/photodiode combination, with the primary extracted beam 
directly intercepting the scintillator, has proved to be the most 
straightforward device to use. The beam scattering caused by any of these 
devices makes them unsuitable for monitoring beam at the extraction point 
of the synchrotron duricg operation at the hospital. 

Non-interfering Monitors 

An rf current monitor has been built and installed in the extraction 
line. This device presents an impedance of approximately 4000 to the 
passing beam current at the second harmonic of the rf frequency (10.95- 



18.34 Mhz for 70-250 Rev). A beam of lEl0 protons spilled over one second 
represents an average current of 1.6 no and an rms current at the second 
harmonic (assuming sensible bunch length) of approximately the same 
magnitude. The signal power, iB2*R, is then lE-15 watts or -120 dbm. 
Fundamental thermal noise in a 10 Khz bandwidth is -134 dbm. Therefore, a 
S/N of 84 db (worsened by receiver noise contribution) in a 100 Hz 
bandwidth (the bandwidth of the receiver electronics) should be expected at 
an average current of 1.6 nA. 

Signals from this device have been observed, but little effort has been 
expended to evaluate them. Reasons for this include: 1) the difficulty of 
making spill regulation work well even with the relatively noise-free 
signals from the photodiode, 2) the unsuitability of the receiver output 
for application in a feedback loop due to its logarithmic amplitude scaling 
and its 100 Hz bandwidth limitation, 3) the expected fundamental S/N 
limitation of the rf monitor at the bandwidth needed for spill regulation 
(14 db at 10 Khz). 

Observation 

Short of development of a more sensitive rf current monitor, the 
hospital will have to rely on signals from semi-destructive monitors to 
regulate spill and to measure integrated doses. These monitors must be 
placed near enough to the patient so that effects due to beam scattering by 
the monitor are tolerable. This also may entail a scheme of reliably 
switching between different monitors if there are multiple treatment or 
experimental rooms. 

CONCLUSIONS 

With the addition of a dc current monitor, the synchrotron and its 
injector will be well instrumented for intensity and longitudinal parameter 
measurements. The exception, only if it should become necessary to measure 
bunch shapes with bandwidths greater than ~25 Yhz, is the absence of a good 
wall current monitor. 

The extraction system is not so well off. Spill regulation using 
signals from one of several distant treatment rooms is a workable but less 
than desirable mode of operation. While development of a satisfactory non- 
intercepting monitor near the extraction point would require a substantial 
effort, it would offer the distinct advantage of separating both the 
function and reliability requirements of the accelerator from those of the 
treatment rooms. 

BEAK POSITION AND TRANSVERSE PARARETER MONITORS 

Ion Source and 30 KeV Transport Line 

An emittance probe is located midway between the two solenoid lenses in 
the 30 Kev transport line (See Figure 13.1). The probe can measure +40 
mrad and scans 2.125 inches in the horizontal plane. It consists of a 

. . 



0.003 inch slot in a 0.005 inch thick tungsten mask followed 2 inches 
downstream by 20 collectors subtending approximately 4 mrad each. Signals 
from the collectors are amplified and sampled and then digitized and read 
by the control system to be used by existing display and analysis software. 
On the same mechanism with the emittance probe is a pair of orthogonally 
crossed wires for rough profile measurements and a fixed round aperture 
stop to reduce the beam emittance for machine studies. Separate, but 
unused, provisions are made for the application of bias voltages to the 
emittance probe and the crossed wires. 

2 YeV Line 

Four multiwire grids are planned for the 2 Mev transport line, to be 
located immediately upstream and downstream of both the debuncher and the 
180’ bend magnet. These will be used for beam profile and position 
measurements. The multiwires at the debuncher are installed and have the 
wire pattern as shown in Figure 13.2. The 180’ bend downstream multiwire 
is installed at this time; the upstream multiwire is not. They have a wire 
pattern as shown in Figure 13.3. Signals from the wires are amplified, 
sampled, and digitized in the same manner as those from the 30 Kev 
emittance probe. Information can be displayed on either a dedicated 
monitor or the control console display. 

There are no non-intercepting beam position monitors in the 2 Mev line. 

SYNCHROTRON RING 

Profile Honitor 

One multiwire grid profile monitor of the type shown in Figure 13.3 is 
planned for the Long 2 straight section of the ring. The monitor is built, 
but has yet to be installed. Signals will be handled in the same manner as 
those from the 2 Mev line multiwires. This device, though destructive, can 
monitor beam profiles for the first few turns in the ring. This will be 
useful to understand transverse matching between the 2 Yev line and the 
ring. 

Beam Position Monitors 

The ring is instrumented with a beam position monitor (BPM) at each 
long and each short straight section, as shown in Figures 13.4 and 13.5. 
The monitors are of the capacitive pick-up variety, consisting of an open- 
ended rectangular box cut diagonally in both the horizontal and vertical 
planes. The resulting four electrode geometry is sensitive to beam 
position in both planes. The pick-ups are 4.5 inches long with horizontal 
and vertical dimensions of 4.6 and 2.0 inches respectively. Signals are 
picked off each electrode at the top or bottom center, with leads about 2.6 
inches long to output connectors near one end of the housing. 



Figure 13.6 schematically shows the loading of each electrode to obtain 
an output signal. The 4:l impedance transformer presents 2OOfl to the 
electrode which combines with 65 pf of electrode and cable capacitance to 
give a 12 Khe corner frequency. This represents a design compromise 
necessitated by a desire for best signal sensitivity and bandwidth 
constrained by signal transmission requirements and inaccessibility of the 
monitor output connectors. The four signals from each location are carried 
to beam position electronics modules in the equipment room by 3/8 inch 
heliax type cables matched in electrical length to approximately 60 psec. 

Eight BPM electronics modules, Figure 13.7, one for each pick-up 
location, are housed in a single Eurocard crate in the equipment room. 
Each module consists of a four channel input stage and three output 
processing circuits which generate the SLOW, FAST, and FIRST TURN outputs 
described below. Each module functions independently except for a common 
control of the input stage attenuators. 

Each channel of the BPM module input stage presents a 509 load to the 
pick-up electrode signal and contains a 20 db attenuator which may be 
switched in or out of the signal path depending on the beam intensity. The 
attenuator is followed by a 10 Mhz lowpass filter and an input stage 
amplifier. The filter kills high frequencies that might otherwise cause 
non-linear operation in the amplifier. A front panel switch on a narrow 
card in the center of the BPM crate controls attenuators in all BPM modules 
in common. The high gain setting (attenuators switched out) should be used 
for accelerated beam intensities less than about 4E9, while the low gain 
setting is good up to “SElO. Higher intensities will require hardware 
modification to reduce the input stage amplifier gain, thereby shifting the 
entire operating range. The slow sum signals (described below) are the 
best indicators that the position electronics is operating with appropriate 
signal levels. The slow sum signals should be between 0.5 and 10 volts for 
the position signals to be meaningful. At any attenuator setting, the 
usable dynamic range of the electronics is approximately 26 db. About 14 
db of this range is eaten up by signal growth during the acceleration 
cycle, since the electrode signals are roughly proportional to beam current 
which increases with particle velocity. Accelerated beam intensities down 
to lE9 or less can be accommodated at the present high gain setting. 

The first output processing section performs amplitude detection of the 
four input stage signals using wideband op-amp precision diode circuits. 
These detected signals are then filtered and appropriate sum and difference 
terms are produced in op-amp circuits. Difference to sum normalization is 
performed by an analog divider. The three resulting outputs, the SLOW SUM, 
SLOW HORIZONTAL POSITION, and SLOW VERTICAL POSITION, have useful bandwidth 
from dc to 10 Khs. They are available on a multipin connector on the BPY 
crate doghouse for position monitoring and closed orbit measurements by the 
control system, and on SMA connectors at the module rear panel for general 
usaga. The slow outputs are intended to drive high impedance (22 ED) 
loads. The position outputs are scaled as 6.35 mm/volt horizontally and 



2.54 mm/volt vertically. One of the slow sum signals is typically used for 
relative intensity measurements as described above. One of the slow 
horizontal position signals is used for real time radial feedback to the 
low level rf system. 

The second output circuit utilizes 200 I&z to 220 Mhz current 
transformers to produce wideband sum and un-normalized horizontal and 
vertical difference signals. For equal inputs, the difference outputs are 
down 240 db from the sum output for frequencies up to and beyond 20 Mhz. 
The outputs of this wideband summing and differencing circuit can be no 
better than the relative timing of the inputs will allow, hence the 
aforementioned electrical length matching requirements on the cables from 
the beam pick-ups. These FAST SUM and FAST DIFFERENCE signals, intended to 
drive 5011, are available on SMA connectors on the module rear panel. They 
are scaled as x = (hor.diff/sum)t63.5 mm horizontally and 
y = (ver.diff/sum)*25.4 mm vertically. The fast difference signals find 
application in tune measurements and are a source of turn-by-turn position 
information. It was expected that these signals would provide useful turn- 
by-turn position measurements at injection time. This would be an 
important injection tuning diagnostic. To date, understanding these 
signals early in the machine cycle has been frustrated by beam loss on the 
pick-up electrodes, the dynamic longitudinal structure of the beam, and 
perhaps other unknowns. 

The third output circuit contains triggering and sample and hold 
features intended to produce normalized FIRST TURN sum and positions. This 
section has not been implemented for reasons related to the confusing 
injection time signals noted above. 

The slow sum and position signals are read into the control system via 
Data Translation, Inc. DT-1492 VLIE cards. One card reads the 16 positions; 
a second card reads the 8 sums. On-card memory stores 4096 readings per 
signal at a programmable digitization rate of up to 15.6 Ehz per signal. 
Existing software allows display of closed orbits and time plots of 
acquired data. Save files are available for storing closed orbit data and 
facilitate the plotting of differences between orbits. 

Extraction Line 

Several wire profile monitors have been available in the extracted beam 
line while the machine has been operating at Fermilab. Three such devices, 
appropriately placed so as to allow measurement of the extracted beam 
emittance, have recently been inserted into the beam line in the cave. 
This measurement has been performed and preliminary results, according to 
Yartin Schultz, are consistent with predictions by Lee Teng. 

Beam monitoring in the extraction line and switchyard at the hospital 
is not within the scope of Fermilab’s responsibility. SAIC does have plans 
to instrument these beam lines with wire profile monitors similar to tbose 
used at Fermilab. 



Beam Loss Monitors 

There are presently beam loss monitors instrumenting each long and each 
short straight section of the ring, the extraction septum, lambertson 
magnet, and the front end of the extraction line. The monitors are of the 
glass envelope ion chamber type as used in the Fermilab Tevatron and Main 
Ring. They are of no use to see the low energy beam losses at injection, 
but have proven valuable for high energy losses and extraction monitoring. 

Making Measurements 

There are constraints (some fundamental, some practical, some by 
design) on measurements that can be made on this machine. These include: 

1) Space charge forces within the beam are strong at low energy 
creating a dynamic situation 

2) Beam lifetime in the ring at 2 Mev is the order of 200 msec 

3) Apparent beam loss on the BPY pick-up electrodes results in 
confusing signals near injection time 

4) The beam must be bunched for the Beam Position Monitoring System to 
work properly 

6) During normal acceleration, the frequency of the beam and all its 
associated signals is changing rapidly xl0 Khs/msec 

6) Space in the ring for insertion of additional diagnostic devices is 
virtually non-existant 

7) The number and placement of trim quadrupoles constrains independent 
adjustment of horizontal and vertical tunes 

8) The number and placement of trim dipoles, coupled with the need for 
rf radial feedback, make attempts to explore machine aperture with ‘local’ 
orbit bumps difficult and complex 

9) There is no transverse kicker or shaker in the ring for stimulating 
beam motion; there are no momentum scrapers either in the ring or the 2 Mev 
line to allow controlled definition of the momentum spread of the beam 

Momentum Spread 

Several methods have been used with varying degrees of success 
attempting to measure the momentum spread of the beam in the ring 
immediately after injection. 



The earliest method used on this machine involved gating on a small 
(compared to the expected machine acceptance) fixed frequency rf bucket 10 
msec after injection into a fixed magnetic field. The delay was intended 
to allow the notch in the circulating beam due to the injection kicker to 
wash out. The modulation on the beam at the rf frequency was measured 
using a spectrum analyzer in the zero span mode looking at either the Long 
2 toroid signal or a fast BPM sum signal. On successive injections, the rf 
frequency was stepped over a range to cover the frequency width of the 
aperture. A plot of signal strength vs. frequency should contain momentum 
spread information. The method was not as clean as one would hope, being 
sensitive to the time after rf turn-on at which the signals were measured. 
Results consistently showed asymmetric profiles and ‘holes” in the 
frequency space. 

Yore recently, measurements have been made using an RP 3562A signal 
analyzer in the triggered frequency response mode. The 0 to lOOKhe noise 
source from the analyzer is externally up converted to about 1 Mhz to span 
the frequency aperture of the machine at a fixed injection field and is 
applied to the beam via the rf system amplifier and cavity. The beam 
response signal, from the Long 2 toroid or a fast BPM sum signal, is in 
turn mixed back down to baseband frequencies for analysis by the 3562A. 
This method yields both amplitude and phase information in a measurement 
window of 8 msec, triggered at any selected time after injection. This 
method seems to produce cleaner results and is accomplished more 
automatically than the first method. Measurements using this scheme have 
repeatedly indicated changes in the momentum acceptance of the machine as 
large as 6C%, depending on the manner in which the magnets are ramped down 
from flattop and returned to the injection level. This indicates the 
possibility of significant residual fields and may point to an area which 
deserves further study when the final magnet supplies are operational. The 
supply used at Fermilab does rot accommodate accurate magnet current 
regulation during ramp-down and return to injection level. 

BETATRON TUNE AND CBRO!dATICITY 

The synchrotron has no dedicated provisions for stimulating the beam to 
facilitate transverse tune measurement. 

During commissioning, one of the BPM pick-ups has been disconnected 
from the normal electronics so as to be used as a kicker. Three of the 
four electrodes of that BPM are terminated in SOD; the other is driven by a 
1OOBhz bandwidth 200 watt ENI 3200L amplifier. The one electrode couples 
to the beam simultaneously in both transverse planes. Beam response is 
observed using a fast difference signal (both horizontal and vertical 
signals are available) from any other BPM module. The characteristics of 
the fast difference signals are such that signal strength rolls off slowly 
above 10 Mhz and the accuracy of the differencing begins to deteriorate 
above about 25 Mhz. This sets limits on which revolution harmonics and 
associated betatron sidebands are sensible to use for these measurements. 



Two different instruments have been utilized to make the tune 
measurements. A frequency response measurement with an BP 3577A network 
analyzer, triggered to sweep through a betatron sideband frequency, is the 
simplest and most direct technique to use. The swept rf source from the 
network analyzer drives the BNI and a BPM fast difference signal is 
returned to the analyzer. The several hundred millisecond minimum sweep 
time of the instrument restricts application of this method to beam on a 
long, high energy flattop where conditions are stable and beam lifetime is 
long. The BP 3562A dynamic signal analyzer setup, described above for 
longitudinal measurements, is also useful for tune measurements. In this 
case, the 0 to 100 Khz noise source of the instrument must be mixed up in 
frequency, to cover the band containing the desired betatron sideband, 
before it is applied to the beam through the ENI. The BPM fast difference 
signal must then be mixed back down to baseband for analysis. The primary 
advantage of this scheme is the short, 8 msec, sweep time of the instrument 
which permits tune measurement at injection energies when the beam lifetime 
is short. 

Chromaticity measurements typically involve tune measurements as 
described above made while the beam is positioned at different radii with 
the rf radial offset program. The betatron sideband widths also contain 
chromaticity information, but good accuracy with such measurements is 
difficult to achieve. 

The tune measurement techniques above produce good results for the beam 
at fixed energy. Tune measurements up the ramp are exceedingly difficult 
because of the range and rate of the frequency change during acceleration. 
At a nominal revolution frequency rate of change of 10 Khz/msec even the 
horizontal tune line at .6 * frev will move 48 Khz in the 8 msec sweep time 
of the 3562A analyzer. This is equivalent to a tune change of about 0.05 
units, not very satisfactory resolution. We have no good solution for this 
difficulty at this time. 


