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Abstract

Frequency-dependent capacitance-voltage fluence
(C- V) characteristics of neutron irradiated high resistivity
silicon p+-n detectors have been observed up to a fluence of
8.0xl01 2 n/cm2. It has been found that frequency dependence
of the deviation of the C-V characteristic (from its normal
V~"2 dependence), is strongly dependent on the ratio of the
defect density and the effective doping density N,/Nd. As the
defect density approaches the effective dopant density, or
N,/Nd -» 1, the junction capacitance eventually assumes the
value of the detector geometry capacitance at high frequen-
cies (f 2 10s Hz), independent of voltage. A two-trap-level
model using the concept of quasi-fermi levels has been
developed, which predicts both the effects of C-V frequency
dependence and dopant compensation observed in this study.

I. INTRODUCTION

It has been well established that as little as 101' n/cm2

of neutron exposure causes severe degradation in leakage
current to the silicon detectors [1-4]. Leakage current degra-
dation has been found to be nearly independent of resistivity
over more than three orders of magnitude of silicon resistivi-
ties [1]. Although the effect of frequency-dependent
capacitance-voltage (C-V) characteristics lias been observed
on neutron damaged ($n S 1015 n/cm2) [5] and Au-doped
low resistivity silicon (<5 Qcm) or Nd £ 10Iscm3) p+-n junc-
tion devices [6] and neutron irradiated high-purity ger-
manium detectors [7], little has been learned about this effect
on high resistivity silicon material from which silicon detec-
tors are constructed. A typical value of doping density Nd in

silicon used for a silicon detector is of the order of 1O1Z cm3,
giving 5 kil-cm resistivity for n-type silicon. If we speculate
that a frequency-dependent C-V effect can be observed when
<|>n/Nd - 1 cm, this would lead to a fluence of - 1 0 1 2 n/cm2,
which is just die annual fluence expected for the SSC's ini-
tial luminosity of 1033/cm2-s [8]. It is therefore possible that,
in addition to the leakage current degradation, C-V charac-
teristics of the detectors may also change in the SSC
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experimental environment. This change in C-V characteris-
tics, which will be described in this work, results from
changes of detector material parameters such as effective
dopant density (or dopant compensation and type inversion)
and defect concentration, which are in turn closely related to
the detector electrical properties. Thus, it can also be used as
a tool to monitor the changes of detector parameters caused
by exposure to neutron, proton, or electron radiations.

II. EXPERIMENTAL

The silicon p+-n junction detectors used in this study
were made on n-type <111> wafers, with resistivities ranging
from 10 ii-cm to 10 kii-cm. Fast neutrons from 10 keV to

2.2 MeV were obtained from the 7Li(p,n) reaction using 4
MeV protons from a van de Graaff accelerator at the
University of Lowell, with the flux of about 4.5 x 10s n/cm2

-sec. Various groups of detectors w:re exposed to neutron
radiation up to the fluence of 8 x 1 0 u n/cm2.

IE. RESULTS and DISCUSSION

As it is seen in Fig. la, the detector C-V characteristics
are frequency independent up to the neuron fluence of 7 x
10 n/cm , which is in a good agreement with the data
presented by Vismara [9]. Figure lb shows the frequency-
dependent C-V curvts after the detector was exposed to a
neutron fluence of 8 x 1012 n/cm2. At this fluence, the detec-
tor high-frequency (f > 50 kHz) C-V characteristics become
essentially bias-independent, equaling the detector geometri-
cal capacitance, es^d^ • Area. It is interesting to note that
the full depletion voltage over the entire wafer thickness, ds i

= 300 |un in this case, has been reduced from about Vd = 60
volts to about 20 volts, indicating a nearly 60% dopant com-
pensation.

Figure 2 shows the values of capacitance at a given
voltage as a function of measuring frequency C(f), with neu-
tron fluence <f>n being the parameter. It is clear thai the degree
of the dependence of capacitance on frequency is affected
strongly by neutron fluence <]>R. Since the ratio of defect con-
centration and dopant concentration Nt/Nd is proportional to
<j>n (for <))n S 1013 n/cm3), one can conclude that this degree of
frequency dependence is strongly dependent on N/Nd . This
argument is supported by the data shown in Fig. 3, where the
C(f) measurements for silicon detectors with various
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Fig. 1. Detector C-V characteristics at various frequencies of
detectors irradiated to the neutron fluence of a) 7.Ox
1010/cm2, and b) 7.8xlO12/cm2.
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Fig. 2. Data of detector capacitance (at 3.0 V) vs frequency as
a function of neutron fluence.

resistivities have been plotted. For the low resistivity silicon
detectors, where N,/Nd « 1, little or no frequency dependence

has been observed.

Modeling
A model describing both the effects of frequency-

dependent C-V characteristics and dopant compensation is
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Fig. 3. Data of detector capacitance (at 3.0 V) vs frequency as
a function of Si resistivity.

proposed in this study. As it is shown in Fig. 4, two acceptor-
like traps are used in this model. Trap level number 1,
denoted as E t l , N t l , <)>,,, etc., is assumed to obey the
Fermi-Dirac statistics with the Fermi level being the quasi-
fermi level for electrons Epc> and accounts for the frequency

dependence in the model. In the formulism, Et is the level
energy, N is the level concentration, and \ is the difference
between E, and fermi level (Ep-E,). The second trap, denoted
as E l2, Ng, (jig, etc., as will be described below is assumed to
obey the Fermi-Dirac statistics with the Fermi level being the
quasi-Fermi level for holes Ep,,, and accounts for the dopant
compensation 110). This model is more extensive than the
early one proposed by Sah, et al. [6] because it takes into
account both the frequency dependence of trap density con-
tributing to capacitance measurement and the effect of dop-
ant compensation. Since all solutions are in their analytical
forms, it gives physical insights more clearly than those der-
ived from numerical models [5,11]. There are other models
in the literature that do not explain the effect of voltage-

Fig. 4. Energy band diagram for the proposed two-level mouci
describing the observed frequency-dependent C-V
effects.



independence of capacitance measured at high frequencies
[12-16].

Figure 5 is a schematic of election (e) and hole (h),
emission (g), and capture (k) processes between level E, and
the conduction band and the valence band. The capture and
emission probabilities per unit time can be written as:

ke = o ^ n (1)

(2)

(3)

(4)

Where y is the level degeneracy, and O and v are capture
cross section and carrier thermal velocity, n; and E, are
intrinsic carrier density and mid-gap energy, and n and p are
electron and hole densities:

(5)

(6)

here Epe and Ep,, are quasi-Fermi levels for electrons and
holes, respectively.

For a deep acceptor-like level (E,<Ej, the second level
proposed in the model, Eg) in the band gap (see Fig. 6), if
the following statement:

(7)

gh»ke (xSO) (8)

As is shown in Fig. 6, in the region of x > a, we also have

This leads to:

(x>a)

(x>a)

and f-z ' ?vel is a generation center.
In a sw-dy state,

Shs = Sj

(9)

(10)

(11)

where s and f are the probabilities of the level being empty
and filled with electrons, respectively. Since Et is assumed to
be less than Ej, e.g., E, < Ej, we have

(12)

and the level ;n region x > a is filled.
Similarly, in the region of b < x < a, since E, < E^, we

have:

Sh
(13)

Again the level in region b < x < a is filled, and it is a hole
trap. Finally, in region 0 < x < b, we have E, > Ep,,, this leads
to

kT
where E, sE; + — In,

is true, from Eqs. (1), (4), and

(S) we will have, in the entire n side of the junction, that:

Fig. 5. Schematic of electron and hole capture and emission
processes between the level E, and the conduction and
valence bands.
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Fig. 6. Illustration of the charge states of a deep acceptor-tike
center in the band gap. The center is occupied in the
majority portion of the junction and acts as a compen-
sation center.



(14)

The level is therefore empty in region 0 < x < b , and it is
again a hole trap. The charge state of the level is also shown
in Fig. 6. It is clear that this level is a compensation center
that behaves as if it obeys the Fermi-Dirac statistics with the
Fermi-level being the quasi-Fermi level for holes.

Using this compensation center (Eg) and another level
E u as is shown in Fig. 4, one can write the Poisson equation
as follows:

d2d>

dx

x<;-wp

eNd
(15)

e(Nd-N t l)
0 x>W,,

Here Nd == Nd — Ng is the compensated (or effective) dop-
ant density. We can determine Wp,Wn,xtl, and Xg by solv-
ing Eq. (IS). Since in our case (and in most other cases),

0"7Nd/NA £ 10"7 « 1, we can write, after neglecting terms con-

taining 0(Nd/NA) and 0[(Nd/NA)2], that:

(16)

where

a =

,"2

Y=- 3H"*-
,1/2

(17)

Ni

+ B

1/21

eNi

Where VD is the diffusion potential, and V is the applied

voltage (V is negative for a reverse bias).
The total charge change in the entire transition region

at a given frequency F (or at = 2 JtF) when a change of
applied voltage dV is made to the junction can be written as:

dQ = dQ| _ +dQ| _ +dQ| _w (18)

= q [Ng((O)Axg + Ntl((B)Axtl + (ND-Ng-N t l)AWn]

and the corresponding voltage change is

dV =—[Ng(ao)XgAxg + N ^ o o ^ A x , , +
6 6 0 (19)

Ntl((0) and Ng(oo) in Eqs. (18) and (19) are frequency
dependent defect densities that respond to ac signal with a
frequency «a. They are related to equilibrium defect densities
Ntl and Ng and their corresponding time constants xt] and
ta as follows (see Appendix A):

Ntl(o» =
Nf1

(20)
N,,

The frequency-dependent capacitance can then be written as:

7 ^ + (Ni-N«.)Ax,

g — + (Nd-N t l)Wn

(21)

At high frequencies (HF), i.e., on t l and wta " '• w e n a v e ^i<
(HF) =0; Ng (HF) = 0 and

C(V,HF) = —
r.

From Eqs.(16) and (17) we know that

p(V)+7(V)

(22)

(23)

SoifN t l/Nd - • 1, we have



1/2

(24)

which is voltage independent. Here S; is the thickness of the

Si wafer.
Consequently,

C(V,HF) -> ^ (25)

At low frequencies (LF), i.e.,

WXtl « 1 (26)

since the second level Eg is deep in the lower half of the

bandgap, we have,

(27)

or

(tttg may still satisfy

From Eq. (20), we have

(28)

(29)

> 0 has been used in the calculation. Values of <[>„ and ^
used in the calculations are 0.2 V and 0.4 V, respectively.
Other parameters ufed in the calculations are listed in the fig-
ure. As it is shown in the figure, C(o>,V) curves predicted by
the model are in good agreement with data shown in Figure
1. Figure 8 shows the degree of the C-V frequency depen-
dence as a function of N,,/Nd, while it is demonstrated in
Figure 9 that the transition frequency f, is approximately
proportional to the time constant of trap 1, i.e. ft - 1/x,,.

A good agreement between the experiment data and
calculation is illustrated in Figure 10, where calculated C vs.
f and data of a p+n detector with 3 kiicm resistivity have
been plotted. The model predicts that t t l = 4 x 10"5 sec in
this case.

IV. CONCLUSION

It is concluded that considerable information about the
trapping nature of radiation induced defects can be obtained
from the frequency dependence of the C(V) characteristics of
junction diodes (silicon detectors). Specifically, defect den-
sity (N,,) can be determined by the degree of this frequency

dependence and the corresponding defect time constant (or

electron emission rate en = 1/x) can be obtained from the

transition frequency t t l - 1/f and the compensated dopant

density (Nd) can be determined by low frequency C-V meas-

urement of full-depletion voltage (Vd).

and

C(V,LF) = (30)

Use Eq. (16) we can rewrite Eq. (30) as

(31) Bias <volt«J

At a modestly large bias, say (-V £ 3V), Eq. (31) can be,
using Eqs. (10) and (17), approximated as:

a) No defect (control)

C(V,LF) = (for larger biases) (32)

1
J

> * * — A — «oO » •

Therefore, at low frequencies, detector capacitance may still
behave as C « V"1'2 at large biases, but the proportional con-
stant now gives the value of the compensated dopant density
N i 3 N < r N t 2 i n s t e a d o f N d - b) With defects

Figure 7 shows C(V,co) curves calculated by the model

using Eq. (16), Eq. (17) and Eq. (21). A restraint of dSi > Wn F j g 7 calculated frequency-dependent C-V characteristics

with a) No defects (control); and b) two defect levels.
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V. APPENDIX A
FREQUENCY-DEPENDENT DEFECT

DENSITY

For a small change of voltage from
V0-»VQ+_V(i)
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Fig. 10. Comparison between calculated and measured C-f
data.

The rate equation for charges in Axt(t) that are emitted to

conduction band (or detrapped) and contributes to the capaci-
tance, AN(t), is

dAN(t)

dt

Where en is the electron emission coefficient.

(A4)

Solution of Eq. (A4) is

(A5)

For a measurement time longer than l/en, or for t » l/en,

AN(tT=AN?——
' en+i©

Or using Eq. (A3):

NtAxt(t)«Area»
1

1+icox

(A6)

(A7)

Where x = l/en is the time constant.

The density of charges emitted to conduction band and
therefore contributing to the capacitance is then:

where

We have from Bqs. (16) and (17) that

Nt(eo) =
AN(t)

or

The total number of traps in Ax,(t) is

ANPe"*

(Al)

(A2)

(A3)

(A8)

(A9)

Ax,(t)»Area 1+icox

take the real pan, we finally obtain:

Nt(eo) = ^
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