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Abstract

MELCOR is a fully integrated, engineering-level computer code being developed
at Sandia National Laboratories for the USNRC, that models the entire spectrum of
severe accident phenomena in a unified framework for both BWRs and PWRs. As
a part of an ongoing assessment program, MELCOR has been used to model the
ACRR in-pile DF-4 Damaged Fuel experiment. I)F-4 provided data. for early phase
melt progression in BWR fuel as,_emblies, parti(:ularly for phenomena associated with
eutectic interactions in the BWR control blade and zircaloy oxidation in the canister
and cladding.

MELCOR provided good agreement with experimental data in the key areas of
eutectic material behavior and canister and cladding oxidation. Several shortcomings
associated with the MELCOR modeling of BWR geometries were found and corrected.
Twenty-five sensitivity studies were pertbrmed on COR, HS and CVH paraLieters.
These studies showed that the new MEI_COR eutectics model played an important
role in predicting control blade behavior. These studies revealed slight time step
dependence and no machine dependen('ies. Comparisons made with the results from

four best-estimate codes showed that MELCOR did as well as these codes in matching
DF-4 experimental data.
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Chapter 1

Introduction

MELCOR is a fully integrated, engineering-level computer code being developed
at Sandia National Laboratories for the U. S. Nuclear Regulatory Commission (US-
NRC), that models the progression of severe accidents in light water reactor nuclear
i_wer plants [1]. The entire spectrum of severe accident phenomena, including reactor
coolant system and containment, thermal/hydraulic response, core heatup, degrada-
tion and relocation, and fission product release and transport, is treated in MELCOR
in a unified framework for both boiling water reactors and pressurized water reactors.

The purpose of the Damaged Fuel, or DF, series of experiments [2],[3],[4],[5] was
to investigate core melt progression and to benchmark severe accident codes. The
DF-4 experiment was carried out at Sandia National Laboratories in the Annular
Core Research Reactor (ACRR) in 1986 [6]. This experiment investigated the behav-
ior of BWR-type fuel materials and configurations in a high-temperature oxidizing
environment typical of the conditions during a Loss-Of-Coolant Accident (LOCA).
The DF-4 experiment provided information about the physical processes which are
important during the early fuel damage phase of a severe accident in a BWR. This
experiment provided detailed measurements of experimental conditions in the test
bundle, against which MELCOR and other severe accident codes can be assessed.

The primary areas of interest in the DF-4 experiment were the eutectic interac-
tion between the control poison material (B4C) and the stainless steel control blade
sheath and tubes, and the oxidation of zircaloy in the cladding and canister. The
eutectic interaction was important because it contributed to early control blade fail-
ure; this could result in reactivity transients if the control poison were to relocate
independently of the fuel.

For this task, an assessment of the MELCOR code was performed using tile DF-4
experiment. With the recent addition of eutectic interaction modeling [7], MEL-
COR is able to model most relevant phenomena in DF-4. These calculations were
performed as post-test analyses, with both test data and the results of other code
analyses available for comparison. Sensitivity studies were performed on the core
(COR) package, control volume hydrodynamics (CVH) package and heat structures
(HS) package parameters, and the results of the base case calculation are compared
with results from other codes modeling DF-4. The version of MELCOR used to model



DF-4 was version 1.8NX of the code. All modifications resulting from this assessment
task have been implemented in the production version of the code.

The remainder of tiffs report is structured as follows. The experimental setup
of DF-4 is described in Chapter 2. The base case MELCOR model for DF-4, which
represents the best approximation of experimental conditions, is described in Chapter
3. The results calculated with MELCOR using the base case input model are discussed
in Chapter 4. A number of sensitivity studies were done on MELCOR parameters in
the COR, CVH and HS packages, on the input problem nodalization, and on the time
steps used to model DF-4. These studies are discussed in Chapter 5. The MELCOR
base case results are compared with results from four other severe accident codes in
Chapter 6. Several code problems were identified as part of this work; these problems
and the corrections made to MELCOR to fix them are described in Chapter 7. This
work is summarized and final conclusions are given in Chapter 8. The MELCOR
input deck used for the base case calculation is given in Appendix A.



Chapter 2

Facility and Test Description

The DF-4 experiment [5] was part of a series of Damaged Fuel experiments con-
ducted at Sandia National Labs between 1984 and 1986 [2],[3],[4],[5],using the ACRR
at Sandia to provide the nuclear heating which drove the bundle damage progression.
The DF experiments involved the nuclear heating of a representative fuel bundle to
the point of core material melting, oxidation and relocation.

2.1 Facility Description

The DF-4 experiment represented a typical BWR D-Lattice core geometry. The
fuel bundle in DF-4 consisted of fuel rods, a canister or channel box, and a control
blade sheath surrounding five steel-clad B4C control rods. These components were
surrounded by several layers of thermal insulation. A radial cross section of the DF-4
fuel bundle is shown in Figure 2.1.1. Each of these components is described in the
following sections, and general core component parameters are given in Table 2.1.1
(for more details of the experimental facility, see [5]).

2.1.1 Stainless Steel/B4C Control Blade

Located at the center of the DF-4 test bundle was the control blade, consisting of
five stainless steel tubes filled with B4C powder (70% theoretical density), surrounded
by a stainless steel sheath. Dimensions for the control blade tubes and sheath are

typical of a General Electric D-Lattice design (see Figure 2.1.1 and Table 2.1.1).

2.1.2 Channel Box

The control blade was completely surrounded by a zircaloy-4 channel box or can-
ister. This arrangement was opposite that of a normal BWR fuel assembly, where
the channel box surrounds the fuel rods and not the control blade. This arrangement
still allowed separate steam flow regions for the fuel rods and control blade, as occurs
in normal BWR cores. The thickness of the canister walls and the gap thickness be-
tween the sheath and the inside canister wall were typical of the GE D-Lattice design.
The control blade was displaced to one end inside the canister (see Figure 2.1.1) to

3
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Figure 2.1.1. Radial cross section of the DF-4 test bundle (from [6]).
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Table 2.1.1. Important parameters for the DF-4 experiment [6]. Core material
masses are for active fuel region only.

Parameter Value

Dimensions:

Fuel pellet diameter 8.26 mm
Cladding thickness 0.61 mm
Fuel rod OD 9.63 mm
Channel box thickness 2.5 mm

Fuel rod pitch
(square & triangular) 12.7 mm

Masses:

Fuel 4.13 kg
Zircaloy (clad) 0.79 kg
Zircaloy (canister) 1.08 kg
Stainless steel 0.57 kg
Boron carbide 0.04 kg

represent the tip region of a typical BWR control blade. Various canister dimensions
are given in Table 2.1.1.

2.1.3 Fuel Rods

Seven fuel rods were situated on each side of the canister in the DF-4 test bundle,
for a total of 14 rods. The rods on each side of the canister were arranged in two
rows, with the inner row in a square 1.3 cm (0.5 in.) pitch and the outer row in a
triangular 1.3 cm (0.5 in.) pitch (see Figure 2.1.1). This allowed increased radiation
view factors between the outer row of fuel rods and the canister while decreasing the
overall size of the test bundle.

The fuel rods consisted of 10% enriched UO2, clad by zircaloy-4. The fuel rods were
more prototypic of PWli _,_ls (which were more readily available), but their pitch and
the distance to the channel box outer wall were typical of BWR fuel assemblies. The
active fuel region was 50.5 cm long. The end regions consisted of A1203 spacers and
zircaloy-4 end caps, with an Inconel spring on the upper end to hold the fuel pellets
in place. The fuel rods were backfilled with helium gas to approximately atmospheric
pressure. An axial cross section of the DF-4 test bundle is shown in Figure 2.1.2.



2.1.4 Test Section Insulation and Radial Boundary

The active test bundle, consisting of fuel rods, a control blade and a canister, was

surrounded by four layers of insulation. These layers served as thermal and material
boundaries for the test bundle.

The first layer of insulation, closest to the fuel rods, consisted of a porous zirconia

(ZrOa) material conformed to the general shape of the active test bundle. This

material formed the primary thermal barrier to the test bundle, and had an outer

diameter of 12.2 cm. The second layer consisted of dense ZrO2, which acted as

a barrier to any molten core material penetrating the inner porous zirconia layer.

Porous zirconia formed the third layer, with an outer diameter of about 17 cm. The

fourth layer of insulation was a 6 mm thick stainless steel wall, which formed the

pressure boundary to the test bundle.

2.1.5 Other DF-4 Experiment Components

There were several components outside the DF-4 test bundle that were important
to the execution of the experiment. These components are described individually.

Steam Supply System

The steam line system was used to provide steam to the test bundle. Two inlet

steam lines entered the test bundle from the top, and ran down between the dense

zirconia tube and the stainless steel pressure boundary. These lines emptied into a

lower plenum below the test bundle, from which the steam could flow into the fuel

(channel) and control blade (bypass) regions.

The stainless steel plate separating the inlet plenum and the channel and bypass

regions of the test bundle (see Figure 2.1.2) contained orifices, one each to the channel

and bypass regions, such that 80% of the flow entered the channel region (40% to
each side of the canister) and 20% entered the bypass region. This flow split was

maintained throughout the experiment by a large pressure drop across the orifices, so

that the flow was not influenced by downstrealn pressure.

i

Test Bundle Instrumentation

The primary instrumentation in the test bundle consisted of temperature the>

mocouples. These thermocouples were located at four axial levels in the active fuel

region, and were physically attached to the fuel rod clad, control blade sheath and can-

ister walls. Two types of thermocouples were used in the DF-4 experiment. The first

type (designated "type S") was a platinum-rhodium (Pt/Rh) thermocouple, welded

directly to the instrumented component. This type had good response time, but failed

at the substrate melting temperature (which was 1700K for the stainless steel control

blade and 2200K for the zircaloy cladding). "Type C" thermocouples were fabricated

from tungsten-rhenium (W/Re), and were sheathed in a ceramic zirconia tube. This

sheath touched the component being instrumented. Because of the sheath and also

because of the horizontal placement of these thermocouples (see Figure 2.1.a and



[5]), the temperature indicated by these thermocouples lagged the actual component
temperatures by several hundred degrees K. However, these instruments survived
component melting because of the zirconia sheath.

The axial locations of both types of thermocouples are shown in Figure 2.1.3.
Type S thermocouplcs are indicated with a black dot on the component instrumented,
while type C thermocouples are indicated with a sheath assembly that touches the
instrumented component. Distances in Figure 2.1.3 are measured from the bottom of
the active fuel region (see Figure 3.1.2 for the relative axial positioning within the
assembly). Also shown are the alphanumeric indicators for each thermocouple. The
notation used for these alphanumeric indicators is explained in Figure 2.1.4.

Hydrogen Recombiner

The system used to measure hydrogen production in DF-4, referred to as the
hydrogen recombiner, was designed specially for this experiment. It measured the
heat liberated from a chemical reaction between CuO and H2, and from that inferred
the mass of H2 flowing through the recombiner. A measure of the integral amount of
hydrogen produced during DF-4 was provided by subsequent PIE's (Post Irradiation
Examinations) performed by the experimenters [6].

Visual Diagnostic System

The upper portion of the test bundle was kept clear of structure and components
to allow visual observation of experiment progression. Steam exiting from the test
bundle was diverted to an outlet line using an opposing steam flow [5]. Video pictures
were taken through an optical port in the top of the experiment package. This visual
record provided further data on the timing of major experimental phenomena, such
as control blade failure.
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2.2 Test Description

The DF-4 test consisted of three primary phases: the startup phase (0-2200 sec-
onds), the hydrogen calibration phase (2200-6000 seconds), and the fuel damage
phase (6000-8100 seconds). The purposes of the first two phases were to bring the
test bundle to the proper thermal initial conditions, and to calibrate the hydrogen
recombiner system. These two phases were not modeled by MELCOR and therefore
are not described in this report. The results of these two phases are represented by
the MELCOR input model in the initial conditions of the test bundle. The remaining
phase and its "subphases" call be represented best by a plot of the ACRR reactor
power versus time, shown in Figure 2.2.1, and the inlet steam mass flow rate, shown
in Figure 2.2.2. (Note that during the entire test, the inlet steam was partitioned
such that 80% went to the fuel rods outside the channel box and 20% was diverted

to the control blade inside the channel box.)
The fuel damage phase extended over the period of 6000-8100 seconds. Although

five separate subphases were defined [5], the most important of the subphases were
the oxidation pre-transient subphase (7200-7500 seconds) and the oxidation transient
subphase (7500-8000) seconds. It was during these subphases that most of the test
bundle damage occurred. During the other subphases, the test bundle components
underwent nuclear heating and reached approximate temperature equilibrium.

ACRR REACTORPOWER

I 6 i i i i i i i i ! i i ....
I

1 2

ff o 8

i°°
0 4

0 2

0 0 - t I J
6.0 fi.4 6.8 7.2 7.8 8.0

TI_E (I05S)

Figure 2.2.1. Measured reactor power in the ACRR during the fuel damage
phase of the DF-4 experiment.
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Chapter 3

MELCOR Input Model

The input model used to represent the DF-4 experiment for the base case calcula-
tion is described in this chapter. The base case model did not use all the MELCOR
default input options, but rather used input which resulted in best agreement with
experimental data. This base case was derived from a number of sensitivity studies,
some of which are described in Chapter 5.

The part of the MELCOR base case model describing geometric and mass input
is described first, followed by a discussion of initial and boundary conditions used in
the base case calculation. A listing of the base case MELCOR input is included in
Appendix A, for reference.

3.1 Geometry

The DF-4 base case input model represented only those parts of the DF-4 exper-
iment that were considered significant to the results of the experiment. The parts of
the experiment modeled included the active test bundle (fuel rods, canister, control
blade), the lower or inlet plenum, and the test bundle insulation. Any experimental
conditions outside these boundaries were modeled in MELCOR as boundary condi-
tions.

3.1.1 CVH/FL Package Models

The base case MELCOR model consisted of four fluid flow control volumes and

four flow path junctions. The arrangement of the control volumes and flow paths
is shown in Figure 3.1.1. The two control volumes numbered CV101 and CV102
corresponded to the core channel and bypass volumes, respectively. The channel
volume included the inlet plenum, while the bypass volume started at the bottom of
the fuel rods. A time-specified control volume, CV100, was used to provide the inlet
mass flow to the channel and bypass volumes. A sensitivity study on the number of
control volumes in the test bundle region is described in Section 5.7.

The flow paths connecting the inlet volume to the channel and bypass volumes
were numbered FL101 and FL102, respectively. The flow areas in these flow paths
were determined by the cross-sectional flow areas of the channel and bypass regions,

13



Table 3.1.1. View factors used in MELCOR DF-4 base case model, compared to
analytical values given in [8].

View Factor MELCOR Value Analytical Value

Fcan.clad 0.550 0.5836
Fblade_can 0.9999 0.9999

F cell-cell( radial ) 0.10 0.0818

F cell-cell( axial ) 0.50 N / h

respectively, in the test bundle. Since the channel and bypass control volumes in-
cluded the entire axial extent of the test bundle, the lengths of both inlet flow paths
were set to half the distance between the lower plenum and the end of the test bundle.
The outlet flow paths, FL201 and FL202, were similar to the inlet flow paths, and
started at the middle of the test bundle.

3.1.2 COR Package Model

The core package model used for the base case calculation consisted of one radial
ring and fourteen axial levels, for a total of fourteen core cells. Nine of these cells
represented active fuel cells, and were numbered cells 104-112. The remaining five
cells represented the inlet plenum (cell 101), the core plate region (cell 102), the
lower and upper spacer regions (cells 103 and 113, respectively) and the upper spring
region (cell 114). The core nodalization used in the DF-4 input model is shown in
Figure 3.1.2. A core nodalization study is described in Section 5.7.

The materials used for the active fuel, clad, canister, control blade sheath and
tube, and control poison materials corresponded exactly to the materials used in the
experiment. Since the MELCOR code does not allow assignment of fuel material
on a cell-by-cell basis, the spacer material in the DF-4 fuel rods was specified to be
UO2, like the active fuel (the actual material used was A1203). Likewise, the Inconel
spring in the upper-most core cell was approximated as stainless steel in the other
structure component. Zero peaking factors were used in the spacer regions (core cells
103 and 113), resulting in no power generation in those regions (peaking factor input
i3 described in Section 3.2).

The radiation view factors used in the base case MELCOR model are listed in

Table 3.1.1, along with the values calculated analytically for the DF-4 experiment [8].
A sensitivity study on the radiation view factors is discussed in section 5.1.4.

The minimum component mass and the minimum mass used for temperature con-
trol in sensitivity coefficient array 1502 were set to l0 -5 and 10-4 kg, respectively.
These are the component masses below which component mass and energy are dis-
carded and below which a component is not subject to maximum temperature change
criteria, respectively. These parameters were reduced to take into account the reduced
component masses in this experiment compared to those found in full-scale reactor
core models. A sensitivity study on these parameters is described in Section 5.1.6.

14
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Table 3.1.2. Core radial boundary heat structures parameters.

Layer Material Thickness Number of temperature nodes

1 ZrO2 (porous) 2.43 cm 11

2 ZrO2 (dense) 0.48 cm 10

3 ZrO2 (porous) 1.91 cm 10
4 Stainless steel 0.64 cm 5

The minimum thicknesses for ZrO2 and stainless steel oxide required to hold up

molten material, in SC1131, were set to one tenth the clad and other structure thick-

nesses, respectively. A sensitivity study on these parameters is discussed in Sec-
tion 5.1.8.

The sensitivity coefficients in SC1501 were adjusted such that all of the input

canister mass and area were allocated to the "canister-b" component (that part of the

canister that is adjacent to the control blade). This took into account the geometry

in the DF-4 test bundle, where most of the canister surface area was adjacent to the

fuel rods (see Figure 2.1.1). A sensitivity study on this parameter is discussed in
Section 5.1.5.

The temperature used to model tile eutectic interaction between B4C and stain-

less steel was changed in SC1011 f,,.,m 1520K to 1570K. A sensitivity study on this

parameter is described in Section 5.4.2. The B4C-stainless steel eutectic interaction

temperature was an important factor for this experiment in predicting the timing of
control blade failure and relocation.

The properties of zircaloy were changed to the values given by the MATPRO

material properties package [9]. In particular, the melting temperature of zircaloy

was changed from 2098K to 2200K. Other MELCOR assessments have shown the

MATPRO value to be superior [10], [ll]. A sensitivity study on these properties is
discussed in Section 5.1.2.

The density of the control poison material, B4C, was adjusted using MP package

input. The density used in the MELCOR base case model was 1700.0 kg/m 3, and

accounted for the 70% packing density for B4C given in [5].

3.1.3 Heat Structures Model

The base case MELCOR model for DF-4 contained fifteen heat structures. Four-

teen of these were radial boundary heat structures, one for each core axial level,

required by the COR package. The last heat structure was the upper axial boundary

heat structure. The radial heat structures consisted of four material layers; from the

inside out, they were: porous zirconia, dense zirconia, porous zirconia, and stainless

steel. The thickness of these layers and the number of nodes used to model them are

given in Table 3.1.2 (all heat structure nodes are equally spaced). The materials that

made up the radial heat structures in the MELCOR base case model are shown in

Figure 3.1.2.
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The porous zirconia material (ZrO2, 77% porosity) used in the radial boundary
heat structure was input to the MP package as a new material. Its density was 23% of
the MELCOR-default value for ZrO2. The specific enthalpy and specific heat tables

were not changed, since these quantities are scaled by mass. The thermal conductivity
for this material was represented by an empirical correlation given in [8]:

k_it_ct_v_= 0.11498 + 0.795289.10-4T + 0.155981.10-ST _ W/(m-K). (3.1)

This correlation took into account the augmentation of heat transfer at high tem-
peratures by radiation and the penetration of the porous ZrO2 by steam. The ex-
pression in Equation (3.1) is compared to the thermal conductivity for ZrO2 (taken
from the MELCOR default material properties database and scaled by a factor of
0.23 to take into account the reduced density) in Figure 3.2.1. The increasing slope
of the correlation curve with increasing temperature shows that radiation heat trans-
fer is taken into account at higher temperatures. A sensitivity study on the thermal
conductivity used for porous ZrO_ is discussed in Section 5.5.3.

The material properties for the dense zirconia layer were the default MELCOR
values for ZrO2.

All heat structures in the DF-4 MELCOR input model used the "equiv-band",
or equivalent band, radiation model, with emissivities of 0.7. A sensitivity study on
the HS package radiation model option is described in Section 5.6.1, and a sensi-
tivity study on the emissivities used for all heat structures surfaces is described in
Section 5.6.2.

The inner boundaries of the radial boundary heat structures were specified to
communicate with fluid temperatures calculated by the COR package rather than
bulk control volume temperatures 1. This capability was added as a result of this
project (see Section 7 for a complete description of the Defect Investigation Reports
(DIRs) resulting from this project).

The boundary conditions used on either side of the fifteen heat structures are
discussed in Section 3.2.

3.2 Test Bundle Initial and Boundary
Conditions

Although the DF-4 experiment had a duration of over 8000 seconds, the first 6000
seconds were used to calibrate instrumentation and establish bundle initial condi-

tions. Therefore the MELCOR analyses had a starting time of 6000 seconds, with
the initial conditions specified to match bundle conditions at that time. Also, the
test bundle was a small part of the overall DF-4 experiment, which included hydrogen
recombiners, a steam condenser, and other equipment. Since the test bundle was of
primary interest, the operation of the other experimental components was specified in

1Fluid temperatures calculated by the COR package dT/dz model have a finer resolution than
control volume bulk temperatures, which apply over many core cells
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Table 3.2.1. Initial conditions for the MELCOR base case input model for the
DF-4 experiment.

Property Value
Initial Core Component q_mperatures 480K
Channel & Bypass Volume Temperatures 480K
Channel & Bypass Volume Pressures 0.716 MPa

the base case model using boundary conditions such as wall temperatures and steam
inlet conditions.

The initial temperatures and pressures for the base case input model are listed
in Table 3.2.1. The initial temperatures of the core radial boundary heat struc-
tures were determined by MELCOR using a steady state initialization option and
an outer surface temperature of 473K. These conditions were approximations of the
actual experimental conditions at 6000 seconds (actual conditions are found in [5]).
The greatest approximation was in initial core component temperatures. A constant
temperature of 480K was assumed for core components at time 6000 seconds, while
Figures 4.1.1- 4.1.8 show that the actual temperatures were between 460-510K. A
sensitivity study on these temperatures is described in Section 5.1.3.

The ACRR power history during the DF-4 experiment is shown in Figure 2.2.1.
The fission power experienced by the DF-4 test bundle was not measured in the
experiment directly, but was inferred using a power coupling relationship derived in
[5]. The spatially-dependent power coupling factor was represented by a chopped
sinusoidal relation [5]

37

f(x) = 1.3 + 0.4sin[Tr(-_)- 0.2] W/(gm MW), (3.2)

where A is the length of the active fuel zone (50.5 cm) and x is the distance from the
bottom of the active fuel, in centimeters. Equation (3.2) was integrated over the axial
extent of each cell and multiplied by the cell fuel mass to get the axial peaking factors
and the overall bundle power used in the base case model. These normalized peaking
factors are compared with Equation (3.2) and the experimental data in Figure 3.2.2.
The core axial level peaking factors used in the MELCOR analyses are also given in
Table 3.2.2, along with cell elevations. A sensitivity study on total bundle power is
discussed in Section 5.5.5.

The inlet steam temperature was set in the MELCOR base case input model
using a time-specified inlet volume. The inlet steam temperature used in MELCOR
corresponded to the measured inlet steam temperature in Figure 3.2.3. A sensitivity
study on the inlet steam temperature is discussed in Section 5.5.2. The mass flow
rate of steam into the test bundle is shown in Figure 2.2.2. This data was used to
calculate time-specified velocities in flow paths FL101 and FL102, such that 80% of
the flow went through FL101 and 20% went through FL102. A sensitivity study on
the inlet steam flow rate is discussed in Section 5.5.1.
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Table 3.2.2. Starting elevations and power peaking factors for core cells in the
MELCOR DF-4 base case input model. Axial levels in the active
fuel regions are 5.6 cm in height.

Cell Starting Peaking Cell Starting Peaking
elevation (cm) Factor elevation (cm) Factor

10_1 -10.8 0.00 108 22.4 1.09
102 -7.6 0.00 109 28.1 1.09
103 -7.5 0.00 ! 10 33.7 1.06
104 0.0 0.83 III 39.3 1.01
105 5.6 0.92 112 44.9 0.93
106 i 1.2 1.00 I 13 50.5 0.00
107 16.8 1.06 114 55.7 0.00

During the initial phases of the DF-4 experiment, the stainless steel pressure
boundary was heated to a temperature sufficient to preclude steam condensation
inside the test bundle. The MELCOR input model specified a constant temperature
of 473K on the outside surfaces of the radial boundary heat structures. During the fuel
damage phase of the experiment, these surfaces actually increased in temperature.
The temperature used in MELCOR is compared to these time-dependent surface
temperatures for several axial levels in Figure 3.2.4. A sensitivity study which varied
the surface temperatures on these heat structures is discussed in Section 5.5.4.

The pressure in the test bundle was set to a constant value of 715.7 kPa, or about
104 psi, using a time-specified outlet volume.
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Chapter 4

MELCOR Base Case Calculation
Results

The results of the MELCOR base case calculation are discussed in this chapter.
Note that the base case input model did not use all default MELCOR input options
and sensitivity coefficients, but rather used those that either resulted in better agree-
ment with experimental data, or that reflected the state of knowledge about either
experimental conditions or model accuracy. The base case model was the result of
many MELCOR sensitivity studies, some of which are described in the next chapter.

The component temperature results are discussed first, since these quantities were
measured directly by the experiment instrumentation. Failure and relocation phenom-
ena are then discussed, and the final core state is analyzed and compared with PIE
(Post Irradiation Examination) data. The hydrogen generation behavior in DF-4 is
discu r ] last.

Temperature and relocation phenomena are discussed starting at the top of the
test bundle and progressing downward, since this was the direction of fuel damage
progression in the DF-4 experiment. The control blade behavior is discussed first,
because that was the component that began melting first.

4.1 Temperature Response

4.1.1 Control Blade

The control blade was instrumented with one Pt/Rh thermocouple at the 49.5 cm
plane, and two Pt/Rh thermocouples at each of the 36.8, 25.4 and 9.6 cm planes (see
Figure 2.1.3).

!

49.5 cm Plane

The control blade temperature response calculated by MELCOR is compared
to the measured temperature at the 49.5 cm plane in Figure 4.1.1. The general
agreement with experimental data was good until about 6900 seconds, when the
calculated temperature increased to about 200K more than the experimental value.
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The temperature remained high until melting and failure of the control blade at this
level.

The control blade reached the eutectic temperature of the B4C-stainless steel
mixture at about 7470 seconds. The materials interactions model in MELCOR held

the mixture at a constant temperature while the liquifaction of B4C and stainless
steel took place. 1 After all the B4C was dissolved, tile control blade temperature
rose to the stainless steel melting temperature of 1700K, and the blade was held at
this temperature while the stainless steel melted. The control blade at this level was
completely consumed after all its stainless steel had melted, at about 7600 seconds.
After this point, MELCOR set the temperature of this component to zero.

Other codes modeling the DF-4 experiment also over-predicted temperatures in
the upper-most axial level (see Chapter 6). This effect was also observed in the
cladding temperature response predicted by MELCOR and other codes (see Fig-
ure 4.1.5 and Chapter 6). This would suggest that the power coupling relationship in
Equation 3.2 was inaccurate at the upper-most axial level.

36.8 cm Plane

The control blade temperature response at the 36.8 cm plane calculated by MEL-
COR is compared to the measured temperature in Figure 4.1.2. The temperature
response for this plane was similar to the response at the 49.5 cm plane. The control
blade temperature at the 36.8 cm plane rose to the B4C-stainless steel eutectic reac-
tion temperature, where it leveled off while the B4C was consumed by the eutectic
reaction. After the depletion of the B4C, the temperature rose to the stainless steel
melting temperature of 1700K, where it remained while the steel melted. The control
blade was calculated to fail shortly thereafter.

The calculated temperature response at this plane was close to the measured
temperature response, with the largest difference occurring between 6400 and 7000
seconds. This difference could possibly be attributed to the fact that the MELCOR
temperature for the control blade was a bulk temperature, while that measured by the
thermocouple was a surface temperature. The calculated temperature differed from
the measured temperature by approximately 100K between 6500 and 6900 seconds.
In other phases, calculated temperatures were within 10K of the measured results.

25.4 cm Plane

The control blade temperature response calculated by MELCOR is compared
to the measured temperature at the 25.4 cm plane in Figure 4.1.3. This plot is
similar to that for the 36.8 cm plane until approximately 7400 seconds. The arrival
of molten material from higher axial levels is indicated by the sudden increase in
temperature, from 1350K to 1500K, at 7480 seconds. More melt arrived shortly
thereafter, bringing the control blade to the eutectic interaction temperature at 7.560
seconds. The timing of the overall melt arrival agreed well with experimental data.

1Note that in the base case input model, the eutectie reaction temperature was set to 1570K,
which was 50K larger than the default value (see Sections3.1.2and 5.4.2).
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The eutectic interaction at this level took place much quicker than it did at the
36.8 cm plane because of the arrival of more relocating melt from higher axial levels.
The blade reached tile stainless steel melting temperature of 1700K at approximately
7650 seconds, and failed shortly afterwards. Although the experimental data showed
increasing temperatures beyond the MELCOR-calculated failure time, these data
were not reliable because the substrate material for the thermocouple at this location
had already melted (as indicated by temperatures in excess of the stainless steel
melting temperature). The fact that the MELCOR-calculated temperature of this
component arrived at the stainless steel melting temperature at the same time as
the measured temperature shows that the failure timing at this level was predicted
accurately.

9.6 em Plane

Tile control blade temperature response calculated by MELCOR is compared to
the measured temperature at the 9.6 cm plane in Figure 4.1.4. This shows that the
temperature at the 9.6 cm plane was under-predicted by approximately 100K before
the arrival of melt material at 7000 seconds. The first arrival of molten material

was approximately 100 seconds later than measured in the experiment. However,
the calculated temperature rose more rapidly to the eutectic interaction temperature,
whereas the measured temperature rose to this point in more continuous increments.

The calculated versus measured failure times for the control blade at this level (i.e.
the time at which the control blade reached the stainless steel melting point) differed
by less than 50 seconds. Thus, although the temperature response was different due
to discrete relocation events, the overall failure timing was predicted well at this level.

4.1.2 Cladding

The cladding was instrumented with one Pt/Rh thermocouple at the 49.,5 cm
plane, and two Pt/Rh thermocouples at each of the 36.8, 25.4 and 9.6 cm planes (see
Figure 2.1.3). In addition, single W/Re thermocouples were used at each axial level
to instrument the cladding.

The cladding temperatures measured by W/Re thermocouples are shown with
the Pt/Rh data in Figures 4.1.5-- 4.1.8. These figures show that the t.emperatures
registered by these thermocouples were approximately 300K below the temperatures
registered by the type P th<,rmocouples, until the latter therrnocouples failed at el-
evated temperatures. This temperature lag was due to the poor conductivity of the
ZrO2 sheath that protected the W/Re thermocouples from molten materials. Fig-
ures 4.1.5 .... 4.1.8 also show that the W/Re thermocouples lagged the Pt/Rh thermo-
couples in time by approximately 25 seconds.

49.5 cm Plane

The cladding temperature response calculated by MELCOR is compared to the
measured temperature at the 49.5 cm plane in Figure 4.1.5. The general shape of the
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temperature response was correct; however the MELCOR results show consistently
higher temperatures at this plane starting at 6500 seconds. The calculated temper-
atures diverged from data by about 250K by 7200 seconds, then drew closer until
the beginning of rapid oxidation at 7550 seconds. A similar effect was observed in
the control blade temperature response, and could be attributed to the inaccuracy of
the power coupling factor used to calculate bundle peaking factors (this conclusion is
reinforced by the results of other codes' DF-4 analyses, which showed the same be-
havior - see Section 6.1 and Figure 6.1.5). Rapid oxidation at this level began when
the clad temperature reached a temperature of 1750K. This occurred at the 49.5 cm
plane at 7550 seconds. The clad at this level quickly reached the zircaloy melting
temperature, and was completely molten or oxidized by 7625 seconds.

36.8 cm Plane

The claddingtemperatureresponsecalculatedby MELCOR iscomparedtothe
measuredtemperatureatthe36.8cm planeinFigure4.1.6.The temperaturere-

sponseatthislevelcloselymatchedthemeasuredtemperatureresponseforallbut
thefinalperiodofoxidation.At thispoint,thetemperaturesdivergedby approxi-
mately50K. Autocatalyticoxidationwas calculatedtobeginatthemeasuredtime

ofrapidoxidation.The cladat thislevelremainedata temperatureclosetothe
zircaloymeltingtemperatureuntilabout7650seconds,atwhichtimethecladding

componentfailed.

25.4 cm Plane

The cladding temperature response calculated by MELCOR is compared to the
measured temperature at the 25.4 cm plane in Figure 4.1.7. The temperature response
at this level matched the measured temperature response for most of the time, di-
verging by approximately 100K just before the start of rapid oxidation. Figure 4.1.7
shows that the calculated start of rapid oxidation occurred at about the measured
oxidation time of 7610 seconds. The clad at this level remained close to the melting
temperature of zircaloy until failure at 7700 seconds.

9.6 cm Plane

The cladding temperature response calculated by MELCOR is compared to the
measured temperature at the 9.6 cm plane in Figure 4.1.8. The calculated temper-
ature at this plane was approximately 50K lower than that measured. This was
consistent with the temperature results for the control blade, which were also lower
than measured (see Figure 4.1.4). The arrival of debris at this level is indicated by
the sudden increases in temperature after 7600 seconds, which was very close to the
measured debris arrival time. This was consistent with the results for the canister

(see Figure 4.1.10).
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Figure 4.1.6. Measured vs. calculated fuel rod cladding temperatures at the 36.8
cm level.
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4.1.3 Canister

The canister in the DF-4 experiment was instrumented with one W/Re thermo-

couple at tile 49.5 cm and 9.6 cm planes, and two W/Re thermocouples at each of

the 36.8 and 25.4 cm planes (see Figure 2.1.3). These types of thermocouples showed

temperature and time lags of 300K and 25 seconds, respectively, in the canister tem-

peratures.

49.5 and 30.8 cm Planes

The calculated temperature response of the canister-b component 2 at the 49.5 and

36.8 cm planes is shown in Figure 4.1.9. The response of the W/Re thermocouples

at these planes is also shown. The calculated temperatures for the 49.5 cm plane

were more than 500K greater than the measured temperatures, after applying the

300K correction for the type C thermocouples. This was the same behavior shown

by the cladding and control blade lemperatures at this plane. The calculated onset

of rapid oxidation, indicated by a sudden increase in the heatup rate, was within the

25 second time lag correction of the measured onset of rapid oxidation shown for the

49.5 cm plane in Figure 4.1.9.

The calculated temperature behavior at the 36.8 cm plane shown in Figure 4.1.9

was close to the corrected measured temperatures, and the onset of rapid oxidation

was also predicted accurately.

Both the 36.8 and 49.5 cm planes showed a decrease in temperature approximately

75 seconds after rapid oxidation began. This was due to the relocation of the fuel

rod material from these levels, which removed the heating source for the canister

component. The canister components at these planes then fell to the temperature

of the steam flowing at those levels. The measured temperatures did uot show this

effect, possibly because of the temperature and time lags of these thermocouples.

25.4 and 9.6 cm Planes

The temperature response of the canister-b component in the 25.4 and 9.6 cm

planes is shown in Figure 4.1.10. The response of the W/Re thermocouples at these

planes is also shown. The temperature response and onset of rapid oxidation at

the 25.4 crn plane corresI)onded to the measured canister temperature and oxidation

timing at that plane, after correcting for the time and temperature lags. The calcu-

lated temperatures in the later parts of the oxidation subphase were lower than those
measured. This was due to the fact that MELCOR does not. allow fuel material in

the particulate debris component to generate fission power (note that this is only a

problem for in-pile experiments and ATWS-type accident scenarios, where core melt

progression is driven by fission power rather than decay heat). Since there was still
significant reactor power being applied after fuel began relocating, there was proba-

bly a significant amount of fission power generated in the fuel debris. The calculated

2Note that in the MELCOR base case input model all canister mass was allocated to the canister-b
component, or that part of the canister that is adjacent to the control blade.

36



0.25

6.0 6.4 6.8 7.2 7.6 8.0TIME (I03s)
df4

df4NM 4/14/93 16:40:16 MELCOR ULTRIX

Figure 4.1.9. Measured vs. calculated canister temperatures at the 49.5 and 36.8
' cm levels.

37



temperatures in the 25.4 cm plane did not show the decrease in temperature experi-
enced in higher planes. The fuel material at this plane did not relocate downward, as
the fuel at higher planes did.

The calculated tempera;ure _ehavior at the 9.6 cm plane shows the arrival of re-
locating melt about 100 seconds early, the same time difference shown in the cladding
and control blade temperatures in Figures 4.1.8 and 4.1.4, respectively. The temper-
atures at this plane in the later part of the oxidation subphase were higher than those
at the 25.4 cm plane, due to the higher amounts of debris at this level.

4.1.4 Component Temperature Response Overview

The temperatures across the test bundle in the cladding and control blade compo-
nents are shown in Figures 4.1.11 and 4.1.12, respectively. In the cladding component,

the experimental data indicated that the upper two levels (36.8 and 49.5 cm) began
oxidizing at about the same time. This is consistent with MELCOR calculations
which showed that oxidation started at cell lll, which was centered at 42.5 cm.
The oxidation front propagated down to the 25.4 cm plane in approximately 75 sec-
onds, and to the 9.6 cm plane in approximately 175 seconds. The steady increase
in temperature at the 25.4 cm plane indicates that oxidation began as a result of
the propagation of the oxidation fi'ont down the fuel rod, while the large increase in
temperature at the 9.6 cm plane was probably the result of debris relocating to that
level.

In Figure 4.1.12, the therlnal signature left by the melt candling down the control
blade can be seen. Tile material in the upper two planes, at 36.8 and 49.5 cm, started
melting at about the same time. Shortly afterwards, melt arrived at the 25.4 cm plane.
This plane was not heated to the eutectic interaction temperature of 1570K until the
stainless steel started melting at the 36.8 and 49.5 cm planes and this melt arrived at
the 25.4 cm plane (shown by the second steep increase in control blade temperature).
Slow candling was shown by the relatively late temperature increase at the 9.6 cm
plane.

The temperatures of the fuel, cladding, canister-b and other structure components
at the 36.8 cm plane are shown together in Figure 4.1.13. This figure indicates that at
elevated temperatures, all components were very close in temperature. This was the
result of the test bundle equilibration sub-phase of the experiment (between 6500 and
7200 seconds), where the bundle power was held constant to allow all components
to equilibrate in temperature. Rapid oxidation began in the cladding component,
but quickly propagated to the canister-b component. The other structure component
also showed a temperature rise at about the saIne time, which brought the blade
to the stainless steel melting temperature, resulting in total melting and failure of
the control blade. Note that tlle eutectic interaction in the control blade started

before oxidation, as indicated by the flat spot in the control blade temperatures in
Figure 4.1.13 before the steel) increase in cladding and canister temperatures.

Component temperatures at the 25.4 cm plane, shown in Figure 4.1.i4, behaved
in a similar manner as those, at 36.8 cm. The one exception is the increase in other
structure temperature caus¢'d by the candling of molten eutectic down the control
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blade. This caused the control blade temperature to exceed the cladding and canister
temperature by a small amount, until the arrival of the oxidation front.

4.2 Melting and Relocation

The discussion of the temperature response in the last section gives some indica-
tion of tile melting and relocation of bundle materials. In this section a more detailed
discussion of melting and relocation is given. The initial state of the fuel bundle is
given first, in the format that is used to discuss core degradation and relocation. The
damage progression is then discussed, starting at the beginning of the oxidation at
7500 seconds and proceeding to the later stages of bundle damage.

4.2.1 Initial State

The initial material distribution in the test bundle is shown in Figure 4.2.1. Shown
are volume fraction plots, where the shaded areas represent the fraction of total vol-
ume in each core cell occupied by the designated components and materials at each
level. Each major component is represented in a different frame, with the fuel and
cladding components on the upper left of the figure, the particulate debris on the
upper right, the canister-b component on tile lower left, and the other structure com-
ponent on the lower right. Each plot shows the locations of intact and conglomerate
debris materials for tile designated component, with the shading used for e, _h mate-
rim shown at the right of the figure.

The UO2 in the uppermost and lower-most axial cells in Figure 4.2.1 represents
spacer material (the actual material used in the spacers was A12Oa), and was not
allocated fission power in the base case MELCOR model. Note that the core plate
was represented by stainless steel in the other structure component, and that there
were no core components in tile lower plenum cell. In the following subsections, levels
are referred to by their starting elevations. For reference, the starting elevations of
all axial levels are given in Table 3.2.2. Each axial level in the active fuel region was
5.6 cm in height.

4.2.2 Early Oxidation Subphase (7450-7625 seconds)

The start of significant test bundle damage in the DF-4 experiment was at ap-
proximately 7450 seconds. The core material states between 7450 and 7625 seconds,
in 50 second increments, are shown in Figures 4.2.2-4.2.6.

At 7450 seconds, Figure 4.2.2 shows the early stages of cladding and canister
oxidation between 25 and 50 crn. At 7500 seconds, B4C (CRP in Figure 4.2.3) had
started relocating from axial level 11 (39.3 cm elevation). Note that the measured
temperatures at the 36.8 and 49.5 cm planes in Figures 4.1.1 and 4.1.2 were below the
melting point of stainless steel (1700K) at 7500 seconds. This shows the beginning of
the eutectic interaction between the B4C and stainless steel. The eutectic interaction
products became molten and candled down approximately 10 cm, to axial levels 8 and
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Figure 4.1.11. Cladding temperatures at the four measured axial planes, for the
base case input, model.
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9 (elevations 22.4 and 28.1 cm, respectively). At 7500 seconds the B4C was almost
entirely depleted from axial level 11 (elevation 39.3 cm), but the eutectic reaction had
not depleted noticeable amounts of B4C from any other axial levels. The canister and
clad components were continuing to oxidize slowly at. this time.

The relocation of B4C had speeded up by 7550 seconds, as shown in Figure 4.2.4.
All of the B4C had relocated from axial levels 10, ll and 12 (elevations 33.7, 39.3 and
44.9 cm, respectively) by this time. ]'his shows the migration of the eutectic reaction
front both up and down from the origination point in level l l.

Note that the B4C and stainless steel did not candle very far down the control
blade before refreezing. This was in contrast to the early arrival of melt measured
on the control blade at the 9.6 cm plane, shown in Figure 4.1.4. This may indicate
a different candling heat transfer coefficient for the control blade materials than that
used in the MELCOR base case input model. A sensitivity study on this parameter
is discussed in Section 5.1.7.

Figure 4.2.6 shows that by 7625 seconds the first fuel relocation had taken place.
Note that the fuel had completely relocated from axial level 11. This was due to the
onset of rapid oxidation in that cell, which quickly depleted the cladding, leaving no
support for the fuel pellets in that cell. The resulting debris relocated down to the core
plate at axial level 2 (elevation -7.6 cm), which supported debris. Part of the cladding
had also candled, again going only two or three levels before refreezing. The onset of
rapid oxidation in the cladding drove the canister component to rapid oxidation as
well. The largest amount of canister oxidation had taken place at axial level 1l, but
had also spread in both directions, like the eutectic reaction front in the control blade
at earlier times. Candling of molten zircaloy in the canister component showed the
same behavior as shown for B4C in the blade, where refreezing took place only two
or three axial levels below the melting level. The rapid oxidation in the canister in
turn drove the stainless steel in the control blade to melting and relocation, candling
down a maximum of three or four axial levels.

Figures 4.2.2-- 4.2.6 show two important features of these MELCOR calculations.
First, although the control rod poison material began to relocate before the fuel
material, it did not candle far before refreezing onto the control blade. This behavior
was highly dependent on the candling heat transfer coefficient (see Section 5.1.7).
Second, large scale melting and relocation seemed to be driven by fuel rod heatup
and oxidation, and took place level by level instead of component by component.
That is, all materials in a cell tended to relocate together before large scale relocation
took place in other cells. This is also important for reactivity control. Note that the
eutectic interaction front traveled faster than the oxidation front. The issue of fuel

and poison separation for this problem is therefore highly dependent on the candling
of control blade materials.

4.2.3 Later Oxidation Subphase (7650-7700 seconds)

The progression of melting and relocation in the test bundle at 25 second inter-
vals is shown in Figures 4.2.6-- 4.2.9. The behavior of the fuel and cladding was
similar to earlier times, where the fuel material in axial levels relocated level by level,
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accompanied by a small amount of zircaloy candling.
The behavior of the canister and control blade was also similar. Melting and

relocation progressed on a level by level basis, with B4C and other materials candling
only two or three cells down before refreezing. Note that the control blade melting
and relocation led that of the fuel and clad, but the control poison material did not
relocate as far as the fuel did. Thus, the fuel and control rod poison leap-frogged
each other, but remained relatively close. This conclusion is based upon the behavior
of the core plate, which remained intact during this phase of the experiment, and on
the candling heat transfer coefficients.

There are two more interesting features to note in Figure 4.2.9. First is the
existence of stainless steel oxide in the particulate debris component at axial level
three (elevation -7.5 cm). This material originated in the other structure component
at axial level 13 (elevation 50.5 cm), the level containing the upper spacer region of
the fuel. This was the result of the stainless steel at this level melting and having
no material in cells below on which to candle. In this situation, MELCOR put the
candling material into the particulate debris component. Second, the canister at
axial levels seven (elevation 16.8 cm) and above had significant amounts of zircaloy
in the conglomerate debris, but little ZrO2. This indicates that the zircaloy was not
oxidizing very quickly in the canister at these levels. This was probably due to the
oxide layer that had formed on the canister, above the conglomerate debris layer. It
may also have been due to steam starvation as a result of debris oxidation farther
down in the debris bed.

4.2.4 Final State

The final calculated state of the test bundle is shown in Figure 4.2.10, at 8100
seconds. This was the time when the ACRR was shut down (see Figure 2.2.1). This
can be compared to photos resulting from the PIE, shown in Figures 4.2.11-- 4.2.14
[5], for the 95 mm, 133 mm, 238 mm and 308 mm axial levels.

At 95 mm (9.5 cm), the PIE showed that most of the refrozen zircaloy inside
the test bundle was left unoxidized, with some oxidation taking place in the outer
portions of the bundle. There were also large amounts of stainless steel refrozen
at the 95 mm level and below, due to the early candling of control blade eutectic
mixture. The calculated state at this level in Figure 4.2.10 shows large portions of
zircaloy remaining in the canister-b conglomerate debris and some in the particulate
debris component. This material would correspond to the refrozen material shown
in Figure 4.2.11. Figure 4.2.10 shows small amounts of control blade conglomerate
debris but no intact material at this level; thi_ is in contrast to the void filling the
former position of the control blade showed in the PIE photo in Figure 4.2.11. There
is more UO2 and zircaloy at this level than shown by the PIE, indicating again that
the control blade material was calculated by MELCOR to candle only a short distance
in the test bundle before refreezing, rather than flowing all the way to the bottom
of the bundle as it did in the experiment. This indicates that the default values for
candling heat transfer coefficients for control blade materials (which were used in the
MELCOR base case model) do not represent the materials in DF-4 very well. The
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control blade candling heat transfer coefficient defaults in MELCOR did not capture
tile rivulet-type candling shown by the video record of DF-4.

The debris at la3 mm (la.a cm)was very porous, as shown in Figure 4.2.12. This
indicates the upper extent of debris in the test bundle. (In the next axial level shown
in the PIE photos, the test bundle was largely void; this photo is not shown here.)
MELCOR calculated tile canister and control blade debris to end at approximately
this level, neglecting the fuel debris.

Figure 4.2.13 shows "_omeremnants of the canister and some material refrozen in-
side the canister area at, 238 mm (23.8 cm). The channel area between the remaining
fuel rods was largely void. Figure 4.2.1.0 shows ZrO2 remaining in the canister com-
ponent at this level, corresponding to canister remnants. There were also substantial
amounts of refrozen conglomerate debris on the canister at this level. This agrees
well with the PIE results.

The PIE photo in Figure 4.2.14 for the 308 mm (30.8 cm) level shows some canister
material remaining, arid less debris material refrozen inside the canister.

At all levels, the PIE showed that the fuel rod pellets were mostly left standing.
This was in contrast to the calculated state, where MELCOR relocated the fuel pellets
after all the cladding had melted or oxidized. The stacking of fuel pellets has been
observed in other core melt progression experiments, e.g. the CORA experiments [12].
There were various postulated reasons for this stacking, two of which were the internal
Ti electrical heating elements inside the CORA fuel rods and the use of fresh instead of
irradiated fuel in most of these experiments. However, there are no clear conclusions
as to how the fuel pellets would behave during a real nuclear power plant accident.
Therefore, we make rio recommendations concerning the adjustment of fuel relocation
parameters, except to say that these parameters should be investigated in a sensitivity
study. A sensitivity study on core relocation parameters is reported in Section 5.1.8.

In summary, the distribution of debris materials in the test bundle was predicted
by MELCOR with mixed success in comparison with the final'state revealed during
the PIE. The stainless steel was predicted to end up in the lower portions of the test
bundle and there were large amounts of unoxidized zircaloy predicted in the debris,
both in good agreement with PIE data. However, rio fuel pellet stacking was predicted
by MELCOR, resulting in a debris bed whose surface was higher than that observed
in the PIE.

4.3 Hydrogen Production

The hydrogen production in DF-4 was measured using the hydrogen recombiner
system designed specifically for this experiment. The measured total hydrogen pro-
duction is compared to the calculated hydrogen I)roduction in Figure 4.3.1. Also
shown is the total hydrogen production indicated by the hydrogen recombiner tubes,
and an extrapolated production curve based on the final range of values for hydrogen
production given by the PIE [6].

The calculated hydrogen production began much earlier than the measured pro-
duction, building up to about 5 grams of hydrogen by 7550 seconds. The start of rapid
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Figure 4.2.12. PIE photo showing final state of the DF-4 test bundle at the 133
mm axial level [5].
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hydrogen production was very close to that measured in the experiment, but the pro-
duction rate was initially higher than measured. The bulk of the calculated hydrogen
production also took place early, compared to the measured hydrogen production.
These results indicate that MELCOR may have over-predicted oxidation during the
melting stage and under-predicted oxidation after debris had been formed. Tile same
results for hydrogen production were also noted in the MELCOR model of the CORA-
l3 experiment [13]. The total hydrogen production calculated by MELCOR was 36.4
grams, which was well within the range of 33--40 grams given by the DF-4 PIE [6].

The measured and calculated hydrogen production rates are shown in Figure 4.3.2.
The maximum possible hydrogen production rate (corresponding to steam-starved
conditions), based on an inlet steam flow of 0.88 grams/second, would be 0.098
grams/second. After the onset of rapid oxidation at about 7550 seconds, the produc-
tion rate rose quickly to the steam-starved conditions. The calculated rate dropped
along with the measured rate after the remainder of the core had relocated, but
peaked again between 7800 and 8000 seconds. This was due to the uncovery of more
unoxidized zircaloy by the eutectic dissolution of the canister. Note that the measured
hydrogen production rate in Figure 4.3.1 started tailing off at about 7800 seconds.
This indicates that the measured hydrogen production given by the recombiner tubes

was not accurate after this time, since the measured production rate shown in Fig-
ure 4.3.2 could not haw' resulted in the total hydrogen produced indicated by the
PIE. Therefore, the peak in the hydrogen production rate predicted by MELCOR af-
ter 7800 seconds may have occurred during the experiment, despite the contradicting
hydrogen recombiner data. '['his conclusion is reinforced by the hydrogen production
rate calculated by the APRlL code, as described in Chapter 6.
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Figure 4.3.1. Calculated and measured integral hydrogen production in the DF-4
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given by the PIE.
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Chapter 5

Sensitivity Studies

A number of sensitivity studies were done to investigate the influence on results
of varying all of the non-default options and some of the other input options that
were used. Many of the non-default options used in the DF-4 base case model were
the result of preliminary versions of these sensitivity studies. The focus of most of
the sensitivity studies was the core package in MELCOR, because of the emphasis
the DF-4 assessment placed on this package.

The studies reported in this chapter are grouped into eight main areas. These
areas are: general core package input options, core package debris, oxidation and
eutectic modeling, thermal/hydraulic initial and boundary conditions, heat structures
package studies, COR and CVH nodalization for DF ' _ld time step and machine
dependency studies.

5.1 General Core Package Studies

Nine sensitivity studies on general MELCOR core package input options are re-
ported in this section. The options studied are: convective heat transfer coefficients
in the core package, core material properties, core component initial temperatures,
core component view factors, canister mass and area partition, minimum componen_
mass, candling heat transfer coefficients, minimum oxide shell thickness and bound-
ary heat structure fluid temperature option. The studies are described in the order
given.

5.1.1 Convective Heat Transfer Coefficients

For this sensitivity study, all the convective heat transfer coefficients in the C0R
package were increased and decreased by 50%. This was done using sensitivity coef-
ficient arrays 1212, 1214, 1221, 1222, 1231, and 1232.

The hydrogen production for the two variations is compared to that of the base
case and to experimental values in Figure 5.1.1. Both increasing and decreasing
the convective heat transfer coefficients decreased the amount of hydrogen generated
during the experiment. The difference in production took place mostly after 7700 sec-
onds, which was after most relocation had taken place. This suggests that decreased
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production in the debris state had the most influence on final results. This conclusion
is reinforced by comparing the cladding and control blade temperatures to base case
and measured results. Figures 5.1.2 and 5.1.3 show that temperatures in the cladding
and control blade, respectively, were not affected very much by variations in convec-
tive heat transfer coefficients. The largest variation was in the control blade during
the test bundle equilibration subphase (6400-7200 seconds), when the control blade
was being heated up as a result of heat transfer through the canister. The higher
the heat transfer coefficient, the hotter the control blade was and the earlier blade
failure occurred. The behavior observed here is similar to that observed in the LOFT

LP-FP-2 MELCOR assessment [11], which also indicated nonmonotonic dependence
of hydrogen production on core convective heat transfer.

5.1.2 Core Package Material Properties

Properties from the MATPRO materials properties package [9] were used in the
base case model (the MATPRO package is used in the CONTAIN [14], MELPROG
[15] and SCDAP/RELAP5 [16] codes). For this study, the material properties for
zircaloy were changed back to the MELCOR default values. The most significant
change made for this study was the decrease in zircaloy melting temperature from
the MATPRO value of 2200K to the MELCOR default value of 2098K. Material

properties were adjusted using a combination of MP and TF package inputs.
The temperature response of all core components was almost identical, up to the

point of zircaloy melting. Figure 5.1.4 shows that the cladding temperature in both
calculations at the 36.8 cm plane was identical for this study, and the component
failed at nearly the same time. Figure 5.1.5 shows that, when the MELCOR-default
zircaloy melting temperature was used, the hydrogen production was decreased f_om
36.4 grams to 28 grams. The lower zircaloy melting temperature caused the cladding
to melt and relocate downward, out of the oxidizing regions. This reduced the total
mass of hydrogen produced from cladding oxidation.

5.1.3 Core Component Initial Temperatures

In the DF-4 MELCOR base case model, all core components were assumed to
have initial temperatures of 480K. The core component temperatures at the begin-
ning of the DF-4 experiment (at 6000 seconds) were actually in the range of 420-510K
(see Figure 3.2.4). For this sensitivity study, the temperatures of the fuel, cladding,
canister and other structure components were set to the instrumented initial tem-

peratures (the fuel component temperature was set equal to the cladding component
temperature). Initial component temperatures were set on record CORijj03.

After the first few hundred seconds, the component temperatures calculated for
this study were identical to the base case temperatures. All other quantities calculated
by MELCOR for this study were also the same as the base case valucs.
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Figure 5.1.1. Hydrogen production for variations on the core convective heat
transfer coefficients, compared to base case and measured values.
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Figure 5.1.2. Cladding temperatures at the 36.8 cm plane for variations on the
core convective heat transfer coefficients, compared to base case
and measured values.
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Figure 5.1.3. Control blade temperatures at the 25.4 cm plane for variations on
the core convective heat transfer coefficients, compared to base case
and measured values.
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Figure 5.1.4. Cladding temperatures at tile 36.8 cm plane for the MATPRO
sensitivity study, compared to base case and measured values.
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Figure 5.1.5. Hydrogen production for the MATPRO sensitivity study, compared
to base case and measured values.
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5.1.4 Core Component View Factors

The core component view factors used in the MELCOR model for DF-4 were
very important in determining heat losses to the insulating shroud outside the test
bundle. The test bundle for DF-4 was designed to have high radiation heat transfer
between the fuel rods and tile canister, which was an important factor in heating
up the control blade and starting the B4C-stainless steel eutectic reaction. The view
factors used in the DF-4 base case model were derived from analytical view factor
calculations, and are given in Table 3.1.1. Three cases were run for this study, two
cases with core package view factors that were 50% and 150% of the base case view
factors, and a case using the MELCOR default core component view factors. View
factors are input on record COR00003, and have default values of 0.25.

The cladding temperatures at the 25.4 cm plane calculated for this study are
shown in Figure 5.1.6. This shows that indeed the radiation view factors did have
some influence on the temperature results. Increasing and decreasing the view factors
had the expected effect on the cladding; increasing view factors to 150% of the base
case values increased the radiation heat transfer from the fuel rods, which lowered
the fuel rod temperatures and delayed cladding failure. Decreasing view factors to
50% of the base case values had the opposite effect. The cladding temperature was
unchanged below a temperature of 1200K.

Although at first it seems like the default view factors case should have behaved
like the 50% case (since most view factors in the DF-4 MELCOR base case model
were greater than the default MELCOR values), in reality it behaved like the 150%
view factors ca'_'. This is because the cell-cell (radial) view factor in the 150% case
was closer to the default value than that of the 50% case. Increasing this view factor
decreased the cladding temperatures and delayed cladding failure. This effect offset
the decrease in the canister-other structure view factor, which resulted in less heat
transfer to the control blade.

The control blade temperatures at the 36.8 cm plane showed slightly different
i

behavior in the heatup stage of the experiment. Figure 5.1.7 shows that increasing
and decreasing the view f_ctors decreased and increased control blade temperatures
at this plane, respectively. The changes were only evident at temperatures above
1200K, similar to the cladding temperature results. Using the default view factors
lowered the control blade temperature. This was not surprising', since the canister-
other structure view factor was lowered from the base case value of 0.9999 to the
default value of 0.25. This resulted in less heat transfer to the control blade and later
control blade failure.

The hydrogen production for this study is shown in Figure 5.1.8. Decreasing view
factors and thereby increasing cladding temperatures tended to increase early produc-
tion of hydrogen, while increasing view factors and decreasing cladding temperatures
had the opposite effect. Although the timing of hydrogen production was affected,
the total amount produced was the same for both cases, and was approximately 3
grams less than that produced in the base case calculation. These data may indicate
some tradeoff between the oxidation of -,rcaloy in the cladding component versus
the oxidation of zircaloy in the particulate debris component. The default view fac-
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tor case behaved in a similar manner as the 150% case, as it did with the cladding

temperatures.

In general, there was a fair amount of sensitivity of final results to view factors,

mostly in the timing of failure and of hydrogen production but also in the total amount

of hydrogen produced. Note that the influence of view factors on core degradation

modeling would probably be greater in the absence of continued nuclear heating,

since nuclear heating in DF-4 tended to drive core degradation no matter what the

radiation heat transfer was. In any case, the COR component view factors should

always reflect the geometry being modeled.

5.1.5 Canister Mass and Area Partition

The COR package in MELCOR allocates canister mass to two components, desig-

nated canister and canister-b. The canister-b component is that part of the canister

which is adjacent to the control blade, while the canister component is adjacent to

other canisters. The separation of the canister mass into these two components affects

the heat transfer to the control blade and to the radial boundary in the DF-4 model.

In the MELCOR base case model, all canister zircaloy was allocated to the

canister-b component. This was done to more closely match the geometry of the

DF-4 test bundle (see Figure 2.1.1), where the majority of the canister area was ad-

jacent to the control blade. In this sensitivity study, the canister mass and area were

split evenly between the canister and canister-b components (this is the default con-

figuration in MELCOR). The canister area partition between canister and canister-b

components is controlled by sensitivity coefficient 1501.

The temperature response of the cladding at the 36.8 cm plane is compared with

that of the base case in Figure 5.1.9. This shows that the default partition of canister

mass resulted in earlier failure of the cl_ _ding. Figure 5.1.10 shows the same results

for the control blade at the 2.5.4 cm plane. The reason for this could be that allocating

less canister mass to the canister-b component provided less of a heat sink between

the fuel rods and the control blade, resulting in earlier control blade and cladding
heatup and failure.

The overall hydrogen production for this study was almost identical to the base

case value, but was generated slightly earlier in the problem. This was consistent

with the temperature behavior.

The final material distributions for the can;ster and canister-b components for

this sensitivity study calculation are shown in Figure .5.1.11. These component distri-

bution plots can be compared with the final base case canister-b component material

distribution shown in Figure 4.2.10. This figure indicates that using the default par-

tition of canister mass resulted in slightly less total canister mass re,aaining in the

middle of the test bundle and slightly more refrozen zircaloy at the bottom of the

test bundle at the end of the problem. This suggests that the canister and canister-b
components melted faster in this sensitivity study calculation, and relocated to the
bottom of the core.

This study indicates that there were slight diii'erences in final material locations

due to the allocation of all canister mass to the canister-b component, while tim
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Figure 5.1.6. Cladding temperatures at the 25.4 cm plane for the radiation view
factor sensitivity study, compared to base case and measured
values.
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Figure 5.1.7. Control blade temperatures at the 36.8 cm plane for the radiation
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Figure 5.1.8. Hydrogen production for the radiation view factor sensitivity study,
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temperature and failure timing of the cladding and control blade components showed
some sensitivity to where the canister mass was allocated. We suggest allocating
canister mass in a manner which best represents the experimental or plant geometry.

5.1.6 Minimum Component Mass

The COR package allows the user to set the minimum significant mass for any
component in sensitivity coefficient array 1502. When a component falls below this
value its mass and energy are discarded. SC1502 also contains an element for the
minimum component mass which is used for time step control. The default values
for these coefficients are 1'0-3 kg and 10.0 kg, respectively (these values are based
on typical PWR and BWR cores). In the MELCOR base case model, these limits
were set to 10.5 and 10.4 kg, respectively. These are compared with the minimum
single-cell initial component mass in the DF-4 model of 4.4 grams, for the control rod
poison (B4C) component. In this sensitivity study, the minimum component mass
and the minimum mass for temperature control sensitivity coefficients were changed
to the default MELCOR values.

The hydrogen production for this case is compared with tile base case and mea-
sured results in Figure 5.1.12. There was a slight increase in hydrogen production at
the end of the problem when the minimum component mass parameters were set to
their default values. The temperature results for the cladding and control blade were
almost identical to the base case results. The minimum component mass parameters
in the COR package did not affect the COIl package or the system time step.

Although in this case there were no obvious effects, we nevertheless recommend
that the values of these parameters reflect the component masses in the input problem.

5.1.7 Candling Heat Transfer Coefficient

The COR package in MELCOR treats candling using an effective heat transfer
coefficient between the candling and substrate materials. This coefficient is supposed
to account for the fraction of component area, that is actually covered by the candling
material. In this way, the COR package can model either "rivulet" or "film" candling.
The default candling heat transfer coefficients were not chosen to model either of these
options, but were based on other considerations [17].

The discussion of relocation behavior in Section 4.2 indicates that control blade
materials in the MELCOR base case calculation candled a shorter distance before

refreezing than was indicated by experimental data. In this sensitivity study, the
candling heat transfer coefficients for all materials were reduced to 10% and 1% of

the default values for all materials in an attempt to more closely match experimen-
tal relocation behavior (the default value for candling heat transfer coefficients in
MELCOR is 1000 W/m2K). These values are input, on record COtt00005.

The largest change as a result of reducing the candling heat transfer coefficients
in the COR package was expected in the control blade temperatures in the lower half
of the test bundle, where most of the candling took place. The cladding and control
blade temperatures at that, plane are compared to base case and measured results
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Figure 5.1.9. Cladding temperature response at the 36.8 cm plane for the

canister mass and area partition sensitivity study calculation,

compared to base case and measured values.
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Figure 5.1.10. Control blade temperature response at the 25.4 cm plane for the
canister mass and area partition sensitivity study calculation,
compared to base case and measured values.
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Figure 5.1.12. Hydrogen production for the minimum component mass
sensitivity study, compared to base case and measured values.
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in Figures 5.1.13 and 5.1.14, respectively. For the cladding, the early temperature
rise due to the arrival of melt was slightly greater for the 1% case, but otherwise the
temperatures were very close. This is not surprising, given that most of the material
relocating into this region was solid debris that did not candle.

The results for the control blade were much different. Candling played a significant
role in the relocation of control blade material. Decreasing the candling heat transfer
coemcient resulted in much better agreement with experimental results in the timing
of melt arrival at the base of the control blade. The blockage formed by core materials
prevented the control blade at this plane from failing, and allowed this component to
heat up beyond the stainless steel melting temperature.

The cladding and control blade temperatures at the 25.4 cm plane are shown in
Figures 5.1.15 and 5.1.16, respectively. The cladding heatup at about 7600 seconds
was slightly delayed for the 1% case. In the base case model a great deal of material
refroze at this plane. Reducing the candling heat transfer coefficient forced this
material to candle past the 25.4 cm plane, resulting in less heatup. This effect is more
obvious in the control blade, where candling played a stronger role in relocation. The
heatup due to melt arrival was delayed slightly for the 10% case and more significantly
for the 1% case. Note that failure of the control blade at this plane was not delayed
by more than 20 seconds even for the 1% case.

At the 36.8 cm and 49.5 cm planes, the temperature behavior was almost identical
for all cases, because very little material candled and refroze in these planes.

The hydrogen production for the 10% and 1% cases is compared to base c'_se and
measured results in Figure 5.1.17. Decreasing the candling heat transfer coefficient
slightly decreased the overall hydrogen production. This was the result of refreezing
much lower in the test bundle, which decreased the amount of zircaloy heated to
autocatalytic oxidation temperatures in the active regions of the core.

The material locations at 7600 seconds for the 1% case are shown in Figure 5.1.18.
This figure can be compared to the base case values at 7600 seconds, shown in Fig-
ure 4.2.5. Figure 5.1.18 shows much more control blade (other structure) material
at the bottom of the test bundle. This is in better agreement with the PIE and the
video record of DF-4, which showed the control blade material to candle much farther
down in the test bundle. The fuel and cladding component plot shows that axial level
11 (at 40 cm) had not failed at 7600 seconds; this agrees with the slightly delayed
cladding temperature shown in Figure 5.1.15.

In conclusion, reducing the candling heat transfer coefficient improved agreement
with measured response in the timing of melt arrival at the base of the bundle and in
the final distribution of control blade materials. However, it also made the tempera-
ture response in the 25.4 cm plane a bit worse corrlpared to the measured response.
The MELCOR user is advised to study the effect of varying the candling heat transfer
coefficients in the COR package.

5.1.8 Minimum Oxide Shell Thickness

The relocation of core materials after they become molten is controlled by param-
eters in three MELCOR input records. The minimum oxide shell thickness required
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Figure 5.1.13. Cladding temperature response at the 9.6 cm plane for the
candling heat transfer coefficient sensitivity study, compared to
base case and measured values.
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Figure 5.1.14. Control blade temperature response at the 9.6 cm plane for the
candling heat transfer coefficient sensitivity study, compared to
base case and measured values.
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Figure 5.1.15. Claddingtemperatureresponseatthe25.4cm planeforthe
candling heat transfer coefficient sensitivity study, compared to
base case and measured values.
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Figure 5.1.16. Control blade temperature r(:sponse at the 25.4 cm plane for the
candling heat transfer coefficient sensitivity study, compared to
base case and measured values.

86



HYDROGEN MASS PRODUCTION
50 - , , , , , , , , , ,

c base case

45 ---_- 10_ candling htc

-- El-- 1_ candling hfc

4 0 ......... experiment

35

a_ 30 . -

I

C) " -,- 25
(/t
(/)
< 20 " "
_E

15

10

.. -

0 m ,
6.0 6.4 6.8 7.2 7.6 8.0

TIME (103s)
dr4

df4NM 4//14/93 16:40:16 MELCOR ULTRIX

Figure 5.1.17. Hydrogen production for the candling heat transfer coefficient
sensitivity study, compared to base case and measured values.
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Figure 5.1.18. Component material distributions at 7600 seconds for the 1% case

of the candling heat transfer coefficient sensitivity study.
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to hold up molten material for both zirconium oxide and stainless steel oxide is con-
trolled using sensitivity coefticient array ll31. When materials melt and candle,
they are allowed to take along other materials in the same core cell. This is called
"secondary material transport," and is intended to model tile dissolution of intact
material by the candling material (this model is disabled when the eutectics model
is active). The transport of secondary materials with tile primary candling materials
is controlled by parameters input on record COR00007. Finally, the critical mini-
mum thickness of unoxidized zircaloy in the cladding and canister components and
of unoxidized stainless steel in the other structure component are input on record
COR00008; the zircaloy parameter determines the minimum thickness of unoxidized
zircaloy necessary to hold Up fuel and cladding materials, while the stainless steel pa-
rameter determines the minimum stainless steel thickness required to hold up other
structure materials.

In the DF-4 base case input model, the minimum oxide shell thickness needed to
hold up molten material at that level was specified to be approximately one tenth the
thickness of the oxidizing component. For zircaloy, this parameter was specitied as
61#m, and for stainless steel it was specified as 142#m. The default value for both of
these parameters is 1 rnm. Also, the default values for the secondary material trans-
port parameters were used. Both critical minimum unoxidized material thicknesses
were left at their default values of 0.0001 rn (0.1 turn).

Two cases were originally designed, each with two changes to the base case. First,
the minimum oxide shell thicknesses for both ZrO2 and stainless steel oxide were

set to 10#m and l#m. Second, in the same way as was done in the LOFT assess-
ment [11], the transport of secondary materials was disabled in both cases using record
COR00007 input. Both of these cases (using 10#m and l#m for minimum oxide shell
thicknesses and no secondary material transport) resulted in almost no difference in
temperature behavior throughout the test bundle, for both the cladding and other
structure components, and insignificant differences in total hydrogen production.

After further investigation, it was decided to run two more cases for this sensitiv-
ity study, each of which had three changes to the base case. The first two changes
were identical to those in the previous paragraph. In addition, the debris formation
parameters in record COR00008 were adjusted such that no unoxidized zircaloy and
stainless steel was required to hold up the associated components. It was later deter-
mined that changing the secondary material transport parameters had no effect on
the results, since the secondary transport model in MELCOR is disabled wlien the
eutectics model is active.

For the latter two sensitivity study calculations, the changes to component tem-
peratures were also relatively minor. For example, the cladding temperatures at the
36.8 cm plane are shown in Figure 5.1.19. The only difference with base case tem-
peratures in this case was that the cladding component at the 36.8 cm plane did not
fail. This was due to the oxide layer preventing the conversion of fuel, cladding and
oxides at that axial level to debris after all intact zircaloy was depleted. The control
blade temperatures at the 36.8 cm plane are shown in Figure 5.1.20, and the hydrogen
production is shown in Figure 5.1.21. There was little change in the control blade
temperatures and the overall hydrogen productioli.
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The final material locations for the l#m case are shown in Figure 5.1.22 (the 10tLm
case was almost identical). This should bc compared to Figure 4.2.10 for +,.hebase case.
The adjustment of debris formation parameters strongly affected the final material
locations, as expected. All of tile control blade relocated, due to the dissolution of
control blade materials by B4C, while the fuel component was intact at all levels, held
up by a layer of ZrO2.

The fuel pellet stacking that resulted from the adjustment to the parameters
described in this section was more realistic when compared to the final debris state in
DF-4. However, these adjustnmnts also resulted in the full oxide layer remaining in
place of the intact cladding. This is in contrast to DF-4, where much of the oxidized
cladding was dissolved by candling zircaloy. When modeling experiments that exhibit
fuel pellet stacking, these parameters should probably be adjusted to allow MELCOR
to leave fuel pellets stacked.

5.1.9 Heat Structure Boundary Fluid Temperature
Option

The COR package dT/dz model calculates the rise in control volume atmosphere
temperature as the atmosphere vapor travels through core cells. This model provides
a finer resolution of core at,mosl)here temperatures than the CVH package is able
to provide. These dT/dz temperatures are used to calculate heat transfer between
the fluid and the core components and radial boundary heat structures. The default
temperature used to calculate heat transfer with the radial boundary heat structures is
the bulk CVIt atmosphere telnpera.ture (the control volume bulk pool temperatures
are used below the liquid level in each core control volume). For this project, an
option was implemented in the HS and COR packages to use local dT/dz temperatures
instead of bulk CVH atlnosphere temperatures to calculate heat transfer to the radial
boundary heat structures. This option was implemented in the release version of
MELCOR and was used for all radial boundary heat structures in the DF-4 base
case model. In this sensitivity study, the. default MEI,COR option was specified for
all radial boundary heat structures so that CVIt bulk atmosphere temperatures were
used to calculate heal, transfer with radial heat structures. This option is specified
on the HS('_(ICCC004 record.

The control volume bulk atmosl)here temperature for this case is compared with
base case results in Figure 5.1.23. Using the default option in all cells had the ,_ffect
of raising control volume bulk atnlosphere temperatures. This was the result of the
artificial healup of lhe heat structure surfaces in the lower core cells by bulk CVH
at lllOSl_lwre temperatures which were higher I llan the dT/dz temperatures in those
lower core <'ells. The resulting cladding and control blade temperatures at the 36.8
cln plaile are shown in Figures 5.1.24 and 5. l.25, respectively. Raising the CVH
bulk atlnosl>here tc111t)erature increased the cla¢lding and control blade tenq)eratures,
and resulled in earlier con_ponent failure. Th¢' hydrogen production for both cases
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Figure 5.1.19. Cladding temperatures at the 36.8 cm plane for the minimum
oxide shell thickness sensitivity study, compared to base case and
measured values.
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Figure 5.1.20. Control blade temperatures at the 36.8 cm plane for the minimum
oxide shell thickness sensitivity study, compared to base case and
measured values.
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Figure 5.1.21. Hydrogen production for the minimum oxide shell thickness
sensitivity study, compared to base case and measured values.
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is shown in Figure 5.1.26. The early component failure decreased the time available
for the oxidation of intact core components, which resulted in less overall hydrogen
production. The hydrogen production in the sensitivity study case was moved forward
in time as well, due to the increased cladding temperatures.

The effect of the new boundary heat structure fluid temperature option was to
lower core component temperatures and delay component failure. Using this option
more accurately models the heat transfer with radial boundary heat structures. It is
therefore recommended that this new option be used in future MELCOR modeling
efforts.

5.2 Debris Behavior Studies

Two sensitivity studies were performed to study the effects of varying debris be-
havior parameters in MELCOR. These studies concerned the debris porosity and the
particulate debris diameter specified in COR package input.

5.2.1 Debris Porosity

The debris porosity is specified for each axial level in the COR package on record
CORZjj01. The intact material porosity is also specified on this record. For this
sensitivity study, the debris porosity was increased and decreased from its base case
value of 0.50, resulting in porosities of 0.30 and 0.70. The intact porosity was also
increased from the base case value of 0.0 to 0.25 for both cases. There are no default

values for intact or debris porosities. Increasing the porosity of a component had the
effect of increasing the volume occupied by that component, and raising the upper
surface of the debris pile in the bottom of the test bundle.

Decreasing the debris porosity had a relatively large effect on the amount of hy-
drogen produced. This was especially true for the DF-4 experiment, where more than
50% of the hydrogen was produced as a result of debris oxidation. Figure 5.2.1 shows
that decreasing the debris porosity decreased the amount of hydrogen produced by
about 10 grams, or 26%. Increasing the porosity increased the hydrogen produced
by 12%. Changing the debris porosity changed the amount of debris surface area
exposed to the control volume atmosphere. It, also affected how much cladding was
exposed to the atmosphere, since the debris porosity determined the height of debris
stacked in the bottom of the test bundle.

The final state of the particulate debris coml)onent in the test bundle for the small
debris porosity case (porosity = 0.30) is shown in Figure 5.2.2, while the final state of
the particulate debris component for the large debris porosity case (porosity = 0.70)
is shown in Figure 5.2.3 (these can be compared with the final state of components
in the base case, shown in Figure 4.2.10). These figures show thai, decreasing the
debris porosity resulted in more debris at lower axial levels. This increased debris

concentration led to earlier cladding failure at those levels (see Figure 5.2.4). The
temperature response for the control blade, however, shows that decreasing the debris
porosity delayed slightly the arrival of melt at the 9.6 cm plane (see Figure 5.2.,5).
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Figure 5.1.23. CVH bulk atmosphere temperature for the default boundary fluid
temperature option sensitivity study, compared to base case
values.
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Figure 5.1.24. Cladding temperatures at the 36.8 cm plane for the default
boundary fluid temperature option sensitivity study, compared to
base case and measured values.
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Figure 5.1.25. Control blade temperatures at the 36.8 cm plane for the default
boundary fluid temperature option sensitivity study, compared to
base case and measured values.
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Figure 5.1.26. Hydrogen production for the default boundary fluid temperature
option sensitivity study, compared to base case and measured
values.
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This was due to the delayed heatup of the control blade further up the bundle, where
there was less debris stacked up outside the canister wall.

This study shows that the hydrogen production was sensitive to the debris poros-
ity, and to a lesser extent temperatures in the lower portions of the bundle were
affected as well. The volume occupied by debris was also strongly affected. The
debris porosity could be more important in problems where the debris resided it, the
lower plenum. The debris porosity would determine the amount of decay heat emitted
by the debris in the lower plenum (because it affects the mass of debris iri a given
volume) and would affect the debris surface area in contact with the pool. The timing
of lower head failure would depend on both of these effects.

5.2.2 Debris Diameter

The diameter of particulate debris determines the debris surface areas used for
heat transfer and oxidation (this parameter is input on record CORijj04). In the
MELCOR base case model for DF-4, the debris diameter was set to 8.26 mm, which
was _he diameter of fuel pellets ill the test bundle. In this sensitivity study, the debris
diameter was increased and decreased by a factor of two.

The hydrogen production for the two cases is compared to the base case and mea-
sured results in Figure 5.2.6. This shows that reducing the debris diameter resulted
in a substantial increase in hydrogen production. This result is not surprising, given
that decreasing the debris diameter increased the debris surface area available for
oxidation, and a large amount of debris oxidation occurred in DF-4. Increasing the
debris diameter had the opposite effect, for the same reason.

The temperature responses of the cladding and control blade components for the
9.6 cm plane are shown in Figures 5.2.7 and 5.2.8, respectively. Changing the debris
diameter resulted in no change in cladding and control blade temperature behavior.

In summary, the component temperatures were not sensitive to changes in debris
diameter, but hydrogen production was quite sensitive to this parameter. The value
used for this parameter should reflect the expected debris geometry and composition.

5.3 Oxidation Studies

Two studies were performed to investigate the oxidation modeling in the MEL-
COR core package. The two studies concern B4C oxidation and the transition tem-
perature between slow and fast oxidation reaction rates.

5.3.1 B4C Oxidation Model

The B4C oxidation model in the MELCOR core package is turned off by default
because of difficulties encountered with the model [17]. The model was left off in
the base case MELCOR model for DF-4. For this sensitivity study, this model was
turned on by activating a flag on the CORTST01 input record.

1.00



HYDROGEN MASS PRODUCTION
50 , , , , , , , , ' , ,

45 - ---v-- small porosity

-- E3-- large porosity j_"

4 0 ......... experiment / T
; .t'

35 -

c_ 30
I

25V

(/3
(/')
<c 20
_E

15

10

5

0 _ _ " _'_ _ "" '

6.0 6.4 6.8 7.2 7.6 8.0

TIME (103s)
df4

df4NM 4/14/93 16:40:16 MELCORULTRIX

Figure 5.2.1. Hydrogen production for the debris porosity sensitivity study,
compared to base case and measured values.
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Figure 5.2.2. Particulate debris component material locations at 8100 seconds
for the "small" case of the debris porosity sensitivity study.
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Figure 5.2.4. Cladding temperature response at tile 9.6 cm plane for the debris

porosity sensitivity study, compared to base case and measured
values.
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Figure 5.2.5. Control blade temperature response at tile 9.6 cm plane for the
debris porosity sensitivity study, compared to base case and
measured values.
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Figure 5.2.6. Hydrogen production for the debris diameter sensitivity study,
compared to base case and measured values.

1.06



CLAD TEMPS,9.6 CM
2.75 , , , , , , , , , ,

o base case

2.50 - ---e-- 200_ base case dlam

--B-- 50_ base case diam

2. 25 ......... zlp215

........ z4p215
2.00

1.75 -
_,i

LiJ •q

1 .50 -

j_. 1 .25 -

W

1.00 -

0.75 _0.50

0.25 , i , , , , , i , ,
6.0 6.4 6.8 7.2 7.6 8.0

I_ TIME (I03s1
df4

df4NM 4//14/93 16:40:16 MELCORULTRIX

Figure 5.2.7. Cladding temperature response at tile 9.6 cm plane for the debris
diameter sensitivity study, compared to base case and measured
valtles.
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Figure 5.2.8. Control blade temperature response at the 9.6 cm plane for the

debris diameter sensitivity study, compared to base case and
measured values.
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In the MELCOR implementation of B4C oxidation, the poison material did not
begin oxidizing until the other structure component reached the stainless steel melting
temperature. In effect this modeled breach of the stainless steel tubes which held the
B4C. The results from this sensitivity study, though, show that the B4C model was
never exercised, even when the model was enabled. This is because, with the new
eutectic model enabled, all of the B4C was consumed in the eutectic reaction with
stainless steel before the other structure component could reach the stainless steel
melting temperature (this assumes there was enough stainless steel available to totally
consume the available B4C in a eutectic reaction). The B4C oxidation model does
not calculate oxidation for B4C in the liquid state. This situation would probably
exist in any realistic BWR input model, which would have the eutectic model active.
So, in conclusion, without the capability of oxidizing BaC in a eutectic mixture, the
BaC oxidation model is of little use to the MELCOR user for modeling BWR cores.

5.3.2 Oxidation Reaction Rate Transition Temperature

Oxidation is modeled in MELCOR using a parabolic rate equation. For the
zircaloy-H20 reaction, the rate constant is calculated using the Urbanic-Heidrich
correlation [18]:

= 29.6exp( -16S20"0)-- for T<Ttra_+,K(T) (5.1)
\ _tL /

= 87"9exp ( -16610'0)T forT>_ Ttra,_. (5.2)

The transition temperature, 7't_,_+, has a default value of 1853K, and is adjustable
using sensitivity coefficient 1001 in the COR package. In this sensitivity study, values
of 1550K, 1650K and the default, value of 1853K were compared with the DF-4 base
case which used a transition temperature of 1750K.

The cladding and control blade temperatures for the 36.8 cm plane for these three
cases are compared to base case and measured results in Figures 5.3.1 and 5.3.2,
respectively. The trends in these figures are consistent with the adjustments to the
oxidation transition temperature. That is, when the oxidation transition tempera-
ture was decreased, rapid oxidation started earlier and resulted in earlier component
failure.

The hydrogen production for these three cases iIl this study is compared to the
base case and measured results in Figure 5.3.3. The hydrogen production for each
case was also consistent with the. trends in transition temperatures, wllere the lower
transition temperature cases resulted in earlier and more hydrogen production. It is
interesting to note that the 1853K case. showed much less hydrogen production. This
can be understood by looking at Figure which shows that in this case the clad
reached its melting temperature much sooner after starting rapid oxidation than the
other cases, which means it had less time to produce hydrogen at the increased rate.

The oxidation reaction rate lransition temperature used in the base case model,
1750K, resulted in the best overall agreement with experimental data, in terms of
temperatures, failure timing and overall hydrogen production. The results showed
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sensitivity to this parameter, and it is recommended that this parameter be investi-
gated as a part of any MELCOR modeling effort. (Both the LOFT LP-FP-2 [11] and
the CORA-13 [13] assessments adjusted this parameter in the base case models.)

5.4 Eutectic Model Studies

The materials interaction (eutectic) model in the core package was a recent addi-
tion to the MELCOR code [7]. This model represents the interaction between certain
materials in BWR and PWR reactor cores which results in liquid mixtures forming
well below their normal individual melting temperatures. This phenomenon was of
concern because it could result in control poison escaping the core before significant
fuel relocation, possibly resulting in a reactivity transient. Two studies were done to
test the eutectic model in MELCOR. These studies concerned the use of the eutectic

model and the eutectic temperature of the B4C-stainless steel reaction.

5.4.1 Deactivate Eutectic Model

The base case MELCOR model for I)F-4 used the new MELC,_R 1.8.2 eutectic

model, which is activated using input record COR00006. In this sensitivity study,
the eutectic model was reset to its default state, where it is inactive.

The largest difference in results due to the eutectic model was evident in the relo-
cation behavior of the B4C between 7500--7600 seconds. The distribution of control
blade materials in the otller structure component at 7550 seconds for the deactivated

eutectic model calculation is shown in Figure 5.4.1. This figure can be compared to
the other structure component material distribution plot in Figure 4.2.4. Figure 4.2.4
shows that the cutectic model calculated eutectic interaction and relocation of B4C
from <:orecells 109 112 (see Table 3.2.2). According to the base case model, at 7550
seconds there was no B4C, material left in (:ells l l0-112 (between 34 crn and 50.5 cm).
The case wit|,, the eutectic model deactivated showed no significant relocation of B4C
from any level at 7550 seconds. The material distribution for the deactivated eutectic

model case at 7600 seconds is shown in Figure 5.4.2, for comparison to the base case
results ill Figure 4.2.5. At. this t,ime, the other structure component had failed in
cells 109 l l2 in both calculations. After failure of the substrate material (stainless
steel), in the case with no eutectics interaction, the B4C was converted to particulate
debris an(l was relocated to the bottonl of the core in a naanner similar to the way
UO2 relocated. This shows the value of using the eutectic model in MELCOR; it
is clear from both the temperature measurements and the video record of the DF-4
exl)erilnent that the control blade material m(_lted and relocated at a temperature
lower than the stainless steel melting temperatllre, and that it relocated (candled) in
the liquid phase.

The final bundle state for this sensitivity study is shown in Figure 5.4.3. This
figur(; can be comt)ared with the base case results, shown in Figure 4.2.10. In the case
with no eutectic modeling, more of the fuel and canister components survived intact,
instead of being converted to particulate debris. This shows less dissolution of these
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Figure 5.3.1. Cladding temperature response at the 36.8 cm plane for the
oxidation reaction rate transition temperature sensitivity study,
compared to base case and measured values.
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Figure 5.3.2. Control blade temperature response at the 36.8 cm plane for the
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components by debris materials already residing at those levels. Eutectic dissolution
of the fuel and cladding component moves material from that component to the
particulate debris component. Moving zircaloy to the particulate debris component
made it available for oxidation, whereas ill the fuel and cladding component the
zircaloy had been covered by an oxide layer. Thus, deactivating tile new eutectics
model left more material in tile fuel and cladding component, making it unavailable
for oxidation and reducing the total amount of hydrogen produced. Figure .5.4.4, the
hydrogen production for the no eutectics interaction case, shows that this was indeed
the case.

3'he conlrol blade temperature with the eutectic model inactive at the 36.8 cm
plane is compared with the base case and measured results in Figure 5.4.5. The
results without eutectic modeling were the sanle until the control blade reached the
eutectic temperature of 1570K (this was the value used in the base case model). The
eutectic model held the control blade at this temperature to model the B4C-stainless
steel interaction, while with no eutectic modelling the control blade temperature rose
to the stainless steel melting tenqwrature of 1700K.

The cladding tenlperatures at the 36.8 cn_ and 25.4 cm planes arc compared with
base case and measured results in Figures 5.4.6 and 5.4.7, respectively. At the 25.4
cm plane, deactivating the eutectic model resulted in earlier failure of the cladding.
This is because there was less material refrozerl onto the control blade at that level,

providillg less of a heat sink for the fuel rod. The c||ange in failure time was less than
50 seconds, though, so this was a small effect. The effect on temperature and failure
tinting of the control blade at the 36.8 clll lew'! was ewm more slight.

This study clearly shows that the eulectic lnodel should be used in future MEL-
C()R BWR models. The ten_peralure results were not very sensitive to the use of this
nlodel, but the relocalio1_ behavior of control blade materials was strongly affected by
the eutectic model. Eulectic dissolution reacliolls were also important in determining
the final debris state.

5.4.2 Stainless Steel-B4C Eutectic Interaction Temperature

One of the most imi)ortant inodels afl"ectiilg control blade temperature and re-
location behavior in I)F-4 was the new materials interactions model in MELCOR

[7]. This model accounts for ttle liquifaction of B4C and stainless steel at a tempera-
ture well below the Inelling teml)erature of either constituent, as well as interactions
between other materials. In this sensitivity study, the eutectic temperature of the
B4C-stainless sleel mixture was varied by +50K from its base case model value of
1570K. This parameter is located in sensitivity coefficient array 1011 in MELCOR.

The control blade teml)erature response at the 36.8 cm plane was expected to show
the effects of varying the eutectic tenq)erature, because this was the first plane to
show signs of eutectic inl,era(:tion. The teml)eraturcs at this plane are compared with
base case and measured results in Figure 5.4.8. As expected, lowering the eutectic
interaction temperature cause(l the control bla(te to begin forming eutectic earlier. No
matter what the eutectic teml)erature, the amount of energy required by the eutectic
reaction between B4(I and stainless steel is the same. Since the energy deposited in
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Figure 5.4.5. Control blade temperature response at the 36.8 cm plane for the
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case and measured values.

119



CLAD TEMPS,36.8 CM
2.75 , , , , , , , , , ,

- e base case

2. 50 - --_-- eutectics deactivated

......... zlp115

2 2 5 z4p115

2.00

1.75

W 7

1.50
I---"

W,-, 1.25
:=E
I,I
I-.-

1.00

0.75

0.50
o,o

0.25 ' ' ' ' ' ' ' ' ' '

6.0 6.4 6.8 7.2 7.6 8.0T,ME(lO3s)
df4

df4NM 4/14/93 16:40:16 MELCORULTRIX

Figure 5.4.6. Cladding temperature response at the 36.8 cm plane for the
eutectic model deactivation sensitivity study, compared to base
case and measured values.

i [20i



CLAD TEMPS, 25.4 CNl
X _ _

Z./.b , , , , , , , , , ,
i i

o base case

2 . 5 0 - --'_-- eutecticsdeactivated

........ z2p160
2 2 5 ..... z3p160

_-_ 2.00 - l "

_ 1 . 75 - 1

1 .50
I-..-
.,:(

w
a_ 1 .25 • -
i.i

P" ,uu'._ ::,
I
I'

0.75

I

0.50 ...
I
I

0.25 , j , , i _ , , '

6.0 6.4 6.8 7.2 7.6 8.0TIME (I03s)
df4

df4NM 4/14/93 16:40:16 NIELCOR ULTRIX

Figure 5.4.7. Cladding temperature response at tile 25.4 cm plane for tile
eutectic model deactivation sensitivity study, compared to base
case and measured valu('.s.

121



tile control blade during this time is the same for all cases, it follows that the failure
timing for the control blade should not change significantly. This assumes a negligible
difference in sensible heat addition below the eutectic interaction temperature for all
cases.

The control blade temperature at the. 25.4 cm plane showed the effects of earlier
eutectic interaction a,t higher planes. Figure 5.4.9 shows that relocating material
arrived about 50 seconds earlier for the 1520K case, and about the same amount of
time later for the 1620K case. Again, failure timing at this level was not affected.

The hydrogen production response, shown in Figure 5.4.10, was not affected by
the variation in the eutectic temperature of the B4C-stainless steel mixture.

The control blade material distributions in the other structure component for the
1520K case at 7450 seconds are shown in Figure 5.4.11, to be compared with the base
case control blade material distributions in Figure 4.2.2. Figure 5.4.11 shows earlier
relocation of control blade materials as a result of decreasing the B4C-stainless steel
eutectic temperature. The control blade material relocations for the I620K case were
delayed in time. for the 1620K case, in the same way that the relocations were moved
forward in time for the 1520K case.

5.5 Thermal/Hydraulic Initial and Boundary
Conditions

Five sensitivity studies were done in the area, of thermal/hydraulic initial and
boundary conditions. Most of the studies were performed to investigate the effects of
uncertainties or assumptions about the experimental initial and boundary conditions.

5.5.1 Steam Mass Flow Rate

The steam mass flow rate in tim experiment was measured using a flow meter and
data from this instrument was provided on one of the data channels. This data was
used in the MELCOR base (:ase model. For this sensitivity study, the l_lass flOWrate
was varied by +10%. This was done by scaling the control function which calculated
flow into the cllannel and bypass control volumes in the MELCOI/I)F-4 model.

The cladding temperature at the 36.8cn_ plane for this study is compared with
the base case and measured results in Figure 5.5.1. Increasing and decreasing the
flow had ttle expected results of causing later and earlier failure, respectively. This
was ot)viously the result of cooling proportiona,1 to the steam rnass flow rate.

The hydrogen production l)ehaved as expected during the early part of the exper-
ime_lt, as shown in Figure 5.5.2. Itowever, the final amount of hydrogen produced for
tlle 110% flow case was slightly less than the base case. result. This suggests that the
hydrogen production later in tim experiment was not limited by ttow. lt,a,ther, the
oxidati()11 rea('tion may have l)e('.li limited by the characteristics of the debris.
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Figure 5.4.8. Control blade temperature resl)onse at the 36.8 cm plane for the
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5.5.2 Steam Inlet Temperature

The steam inlet temperature in the experiment was measured using a thermocou-

pie in the inlet plenum below tile I)F-4 test bundle. This data was provided on a data

channel and was used in the MI",I,C()R base (:as(; model, tabr this sensitivity study,

the inlet temperature was varied by ±10%. '['his was done by scaling the control

function which specified the, temperature in the time-dependent volume below the
test bundle in the MELCOI( DF-4 model.

The cladding temperature at the 25.4 cm plane for this study is compared with the I

base case arid measured results in Figure 5.5.3. Increasing and decreasing the steam

inlet temperature had the expected results of increasing and decreasing cladding tem-

peratures and causing earlier and later failure, rest)ectively. The variations from the

base case were very slight; this was not surprising, considering the overall tempera-

ture increase as the steam traveled up the test, bundle. The temperature response of

the control blade was very similar.

The hydrogen production is shown in Figure 5.5.4. Increasing the inlet tempera-

ture resulted in slightly increased hydrogen t)roduction early on, but resulted in less

overall hydrogen production. This was the r('sull of more zir(:aloy ending up in (le-

bris, which was then covered by a layer of Zr()2 which prevented further oxidation.

Decreasing the inlet temperature resulted in tim sanle amount of hydrogen l)rodu('ed
as the base case.

In conclusion, the MEI_COI{ results for tllis ('Xl_('rilnent wer(, not very sensitive

to the steam inlet temperature, due to the large teI11l)erature rise in the st,('am as it

traveled up the test bundle.

5.5.3 Porous Zirconia Thermal Conductivity

Part of the test bundle insulation consisted of a porous zirconia material whose

density was approximately 23% that of fully dense ZrO2. A correlation for the thermal

conductivity was given in [5] which accounte(t for the enhanced conductivity due to

steam absorbed in this material. This (;orrelation is given in Equation (3.1). For this

study, the thermal conductivity was varied by ±25()_, by scaling the control function

used to input this correlation.

The cladding temperatures at, the 36.8 czn plane fi)r this study are corl_l)ar(_d witll

base case and experimental results in Figure 5.5.5. The results changed only at higher

temperatures, when radiation heat, transfer to the boundary heat structure and heat

conduction through that structure were significant. Increasing and decreasing the

conductivity through the heat structure resulted in decreasing and increasing the

energy absorbed in the test bundle components, respectively. The more energy ab-

sorbed in the core components, the earlier COml)onent failure occurred. 'l'eml)erature

behaviors at other levels and in the control blade were very similar.

The hydrogen produced for this case is (:olnl)are(l to the base case and measured

results in Figure 5.5.6. The timing of hydrogen pro(lu(:tion was affected I)y chatlges

to the heat structure conductivity, but. the, total amount of hydrogen l)ro(luce(l was

changed only for the case which increased the heat structure (:orlductivity. The (le-
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crease in hydrogen production was probably due to the increased heat loss through
the heat structure.

The MELCOR results were sensitive to tile boundary heat structure conductivity.

This was not surprising, given the high exposure of the fuel rods to the insulating

boundary.

5.5.4 Radial Heat Structures Outer Boundary

Temperature

The outer surface of the boundary heat structure in the MELCOR base case model

corresponded to the pressure boundary shown in Figure 2.1.1. In the experiment, this

boundary was heated to 473K to prevent condensation on the inside surface of the
test bundle insulation. The outer surface of the boundary heat structure was held

at this temperature in tile MELCOR base case model. During the experiment, this

surface was actually heated to higher temperatures because of heat transfer from the

test bundle region. In this study, the telnperature of this surface was raised and

lowered by 10% (about 50K). In addition, a temperature ramp case was performed,

where the temperature was raised from 460K to 600K on an even ramp from 6000 to

8500 seconds. This was accomplished using a control function to specify the outer

boundary temperature for all radial heat structures in the MELCOR base case model.

The temperature and hydrogen production results for this study are compared to

base case a_d measured results in Figures 5.5.7 and 5.5.8. These figures show that

the MEL('Ot_ base case calculation for DF-4 was not very sensitive to changes in the

outer boundary temperature of the radial heat structures.

5.5.5 Bundle Fission Power

The fission power experienced by the test bundle coInponents was input to the

MELCOR base case model using a power coupling correlation from [5]. This corre-

lation was derived from ACRR power increases and measured cladding temperature

response during the initial nuclear heating subphase of the experiinent. Figure 3.2.2

shows that there were large uncertainties (between 10% and 40%) in the coupling be-

tween the ACRR and the test, bundle fission powers. In this study, the total amount

of test bundle power wa.s adjusted by =i=10%, using the same peaking factors derived

froln Equation (3.2). This was accomplished by scaling the control function used to

input total fission power.

Figures 5.5.9 and ,5.5.10 show that the MELCOR base case calculation for DF-

4 was quite sensitive to the amount of fission power deposited in the test bundle.

The deviations in temperature, failure tixning and total hydrogen production were all

nearly proportional to bundle power changes. _l_mperatures in other axial levels and

components were very similar.
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Figure 5.5.5. Cladding temperature response at the 36.8 cm plane for the

boundary heat structure conductivity sensitivity study, compared
to base case and measured values.
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Figure 5.5.6. tlydrogen production for t,he boundary heat structure conductivity
sensitivity study, compared to base case and measured values.
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Figure 5.5.7. Cladding temperature response at the 36.8 cm plane for the
boundary heat structure temperature sensitivity study, compared
to base case and measured values.
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Figure 5.5.8. Hydrogen production for the boundary heat structure temperature
sensitivity study, compared to base case and measured values.
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Figure 5.5.9. Cladding temperature response at the 36.8 cm plane for tile bundle
power sensitivity study, compared to base case and 111ea,sured'
values.
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Figure 5.5.10. Hydrogen production for the bundle power sensitivity study,
compared to base case and measured values•
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5.6 General Heat Structures Package Studies

Two sensitivity studies were done on HS package parameters. The first was on the

radiation model used for all heat structures, and the second was on the emissivities
used for all heat structures.

5.6.1 HS Radiation Model Option

The heat structures package has two options for calculating radiation heat transfer
from the steam environment to the heal. structures. The base case model used the

default option, the equivalent band ("equiv-band") model. In this study, the model

was changed to use the "gray-gas-a" option.

The temperature and hydrogen production re,suits from this study were almost

identical to the base case results. The radiation model employed in the heat structures

package had no effect on the final calculated results for this problem.

5.6.2 Heat Structures Emissivities

The emissivities for all heat structures surfaces in the MEI,COR base case models

were chosen arbitrarily to be 0.7. A sensitivity study was done to investigate the

effects of varying this emissivity. Two cases were done for this study, setting the
emissivities for all heat structures surfaces to 0.5 and 0.9.

The temperature and hydrogen production results for both cases o[' this study

were almost identical to those of the MELCOR base case. Thus, there was very little

sensitivity to the emissivity used for heat structures surfaces.

5.7 COR and CVH Nodalization

In the MELCOR base case model, there were nine core cells in the active fuel

region and two control volumes in the core (one each for tile channel and bypass

regions). Four variations on the nodalization in tile I)F-4 model were performed for

this study. For the first three cases, the number of core cells in tile active fuel region

was changed to 5, 18 and 27 core cells. For the last case, the 18 cell problem was

used with six CVH control volumes instead of two, where the active fuel region was

split equally among three axial control volumes in the channel and bypass regions.

The cladding and control blade temperatures at the 36.8 cm plane are shown in

Figures 5.7.1 and 5.7.2, respectively. For the first 500 seconds of the problem, the

temperature response was very close in all cases. The temperatures diverge after

that, and generally the cases with tile finer nodalizations calculated higher cladding
temperatures and early failure times. Note that the temperatures monotonically

increase with the number of core cells used, with the base case results closer to the
finer nodalization cases.

The hydrogen production for all cases is compared to base case and measured

results in Figure 5.7.3. Like the ten lp(',rature response, the hydrogen response is
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sensitive to nodalization, with the two finest nodalization problems producing less

hydrogen and the other probh,'ms producing about as much hydrogen as the base

case calculation. Note that only tile 27-(:ell problem hydrogen production is outside

the uncertainty band of the PIE data.

The reason for higher temperatures and lower hydrogen production with finer

nodalizatiolls (:an possibly be linked to th(, competition between advection and oxi-

dation for steam flowing through the test bundle. The increased temperatures could

be ('aused by the same effect, where smaller core cells have less steanl cooling (this

is only a sllggestion; it could also be argued that smaller core cells produce less heat

and therefore require less ('ooliIlg). This study shows the need for better tirne step

('ontrol during periods of rapid zircaloy oxidation.

5.8 Time Step and Machine Dependency Studies

The Ml':I,(;Ott code contains both global time step control and package-specific

time ste l) subcycling, llowever, the effectiveness of that time step control is sometimes

suspect, and it is always a good ide.a to investigate a range of tirnc steps for any

particular input model. Also, M EI,(,'OI( is considered a very portable cod(.' and does in

fact rull on rnany difh'rent computer platforms of both 32-bit and 64-bit architectures.

(?Oml)aril|g code results across these platforms can reveal both machine dependencies

and general coding problerils [10]. In this section, studies that were perforrned to

investigale the tinle step control in MEI_('Ot{ and the dependency of I)F-4 results on

(:omputer platforin are dis(:ussed.

5.8.1 Time Step Study

The time step in the I)F-4 base (;as(.' rnodel was restricted to a rrlaxirrlurn of 0.25

seconds betwe(m 7200 aIld 8000 seconds. This was the period of tinle when core

degradation took ()lace. l)uring the rest of the calculation, the maxirnurn tirne step

was set to 1.0 seconds. For this sensitivity study, cases were run with tile maximum

time step set at 0.1 seconds, 0.5 seconds, 1.0 second and a time step much larger than

the Ml!;I_C,O lt-default time step between 7200 and 8000 seconds (tile maximum time

step h)r the final case was chosen such ttlat tim cod(: always used the MEl/;OIl.-chosen

time step).

The ov(:rall Ml!;l,(:Ol( tinl(: sl.ep us(:d by the four cases is compar(_d with that

used by the base cast: rllodel in t"igur(: 5.8.1. The overall code was using tile specified

rnaxirnurn tilne step, excepl fl)r the case that llsed tile MELCOl(-default time step.

The COl( package tithe step used by tl_e four cases is compared with that used by

the base (:ase model in Figure 5.8.2. l'k,r tirol(: sl(:l_S of 0.1 and 0.25 seconds, the (.JOlt

package til)l(' st(:p is the sa))le as the syste.nl tirrm step. ttowever, using a tinl(, step

above 0.25 seconds caused th(, (;()t( package to choose smaller time steps. 'l'his caused

difficulties when core corzlpon(:Ilts began to oxidize. The cladding temperature at the

49.5 cm pla)le irl Figure 5.8;.3 shows the probh:rn encountered in DI"-4 runs using
timest('ps that were too large. At approxinlatc:ly 7400 s(:(:onds, the "At = default"
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Figure 5.?.1. Cladding temperature response at tile 36.8 cm plane for the COR
and CVH nodalization sensitivity study, compared to base case and
measured values.
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Figure 5.7.2. Control blade temperature response at the 36.8 cm plane for the
COR and CVH nodalization sensitivity study, compared to base
case and measured values.
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Figure 5.7.3. Hydrogen production for the bundle power sensitivity study,
compared to base case and measured values.
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case showed a spike in temperature. The cause of this was apparently the beginning
of oxidation at that axial level, which stopped soon afterward due to steam starvation.
This phenomenon went away when a smaller time step was used. This was the reason
for limiting the time step to 0.25 seconds between 7200 and 8000 seconds for the base
case calculation.

The cladding and control blade temperatures at the 36.8 cm and 25.4 cm planes
are shown in Figures 5.8.4 and 5.8.5, respectively. Temperature behavior before 7200
seconds was identical because the same time step was being used ill all cases. After
7200 seonds, results were also relatively close, until the beginning of rapid oxidation.
There was a spread of approximately 100 seconds around all cases for the start of
rapid oxidation in the cladding at the 36.8 cm plane. Also, for this plane the base
case temperature data was bounded by other cases. The spread in failure time of the
cladding at this plane was less than 100 seconds. The temperatures in the control
blade were also very close for all cases, until the beginning of the B4C-stainless steel
eutectic interaction. After this point, the temperatures drifted apart, but were still
relatively close. The spread of failure times was approximately 100 seconds, similar
to the spread in cladding failure times at the 36.8 cm plane.

The hydrogen production for the time step study cases is shown in Figure 5.8.6,
compared to base case and measured results. The hydrogen production in the base
case model was bounded by that of the cases run for this study. It is difficult to find
the reason for variations in hydrogen production with differing time steps, because of
competing time step-dependent phenomena affecting hydrogen production (e.g., core
material relocation and steam starvation effects). In any event, a sensitivity study

i should always be done on time steps used in MELCOR, at least for the portions of a
calculation when core materials are degrading or oxidizing rapidly.

In conclusion, this study showed that core component temperatures calculated
by MELCOR for this problem were slightly sensitive to the choice of time step, and
that hydrogen production was somewhat sensitive to time step. The proper time
step for this problem was in the neighborhood of 0.1-0.5 seconds, and was limited
by relocation and oxidation phenomena in the COR package. Time steps for other
problems will be different since they depend on flow velocity and other accident
progression phenomena.

5.8.2 Machine Dependency Study

MELCOR 1.8.2 was installed on six different computer platforms, where the DF-
4 base case input model was run. These computer platforms were: DECstation
5000/240, Hewlett Packard 755, IBM RS/6000 Model 550, SUN Sparcstation 2, Cray
X/MP-24, and Gateway 486/DX2-50. The first four machines are 32-bit UNIX work-

stations, the fifth a 64-bit supercomputer, and the sixth an IBM PC compatible.
The base case results for each of these machines were translated to one machine and

cross-plotted to compare results. Note that the base case and other sensitivity study
calculations were performed on the DECstation 5000/240.

The cladding and control blade temperatures at the 36.8 cm plane for all ma-
chines are compared to measured results in Figures 5.8.7 and 5.8.8, respectively. The
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Figure 5.8.1. Time steps used for the time step sensitivity study, compared to
base case and measured values.
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Figure 5.8.2• COR package time steps used for the time step sensitivity study,
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Figure 5.8.3. Cladding temperature response at the 49.5 cm plane for the time
step sensitivity study, compared to base case and measured values.
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Figure 5.8.4. Cladding temperature response at the 36.8 cm plane for the time
step sensitivity study, compared to base case and measured values.
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Figure 5.8.5. Control blade temperature response at the 25.4 cm plane for the

time step sensitivity study, compared to base case and measured
values.
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Figure 5.8.6. Hydrogen production for the time step sensitivity study, compared
to base case and measured values•
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hydrogen production is shown in Figure 5.8.9. These figures show that there were no
machine dependencies when running the DF-4 base case problem.

The final component states at 8100 seconds for all machines are shown in Fig-
ures 5.8.10-- 5.8.15. Tile final material locations were nearly identical across the
machines, with the Cray and the SUN versions showing only slight variations and the
bottom of the test bundle.

The overall system time steps and the COR package time steps taken by the var-
ious machines are shown in Figures 5.8.16 and 5.8.17, respectively. The system time
steps were identical for all machines. The COR package time steps were identical
and equal to the system time steps for most of the problem, but started to subcy-
cle around 7550 seconds. At this time, a great deal of core component relocation
was taking place (see Figures 4.2.4-- 4.2.9), which would cause some COR package
subcycling to occur. Since there were no significant differences in temperature and
relocation results, the differences in COl{ package subcycling time step results were
not significant.

The ending cycle number, the number of fallbacks, and the subcycle ratios for the
CVH and COR packages are listed for each machine in Table 5.8.1. The only difference
between the results are in the number of COR package subcycles per timestep on the
Cray and the SUN compared with those on the other machines. Again, since the
temperature and hydrogen proddction results agreed so well across the machines,
these differences were insignificant.

The overall execution time for all the machines is shown in Figure 5.8.18. The ex.-
ecution time ratios, normalized to that of the fastest machine (the Hewlett Packard),
are also listed in Table 5.8.1. Some features of the cpu time data to note are:

• The Hewlett Packard 755 was the fastest machine for running MELCOR on the
DF-4 problem.

• The Hewlett Packard 755 was over twice the speed of the Cray X/MP-24.

• The slowest machine was the Gateway 486/DX2-50 PC, but not by much.

These execution time data also show the rapid evolution of workstation-class com-
puters in terms of speed. The HP 755, a relatively new workstation, was somewhat
faster than the IBM RS/6000 Model 550, which was in turn faster than the Cray
X/MP-24. The 486 PC had almost caught up to the slowest UNIX workstation on
the list (in other assessment calculations, the 486 PC is sometimes faster than the

SUN Spare2, and sometimes slower [11],[19]).
The MELCOR code runs on 386 PC's and VAX computer systems, but these

systems were not treated in this assessment. In past assessments, _he 386 PC and
VAX 8650/8700 computers have been about half the speed of a 486 PC.

The execution times of the CVH, COl{ and HS packages are compared with the
overall execution time for the base case model in Figure 5.8.19. These data are
for the run made on the DECStation 5000/240; data for other machines were quite
similar. This figure reflects the emphasis placed on COR package calculations and
the relatively simple CVtt model in the base case input model.
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Figure 5.8.7. Cladding temperatures at the 36.8 cm plane for the six computers

in the machine dependency sensitivity study, compared to
measured values.
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Figure 5.8.8. Control blade temperatures at the 36.8 cm plane for six computers

in the machine dependency sensitivity study, compared to measured
values.
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Figure 5.8.9. ttydrogen production for six computers in the machine dependency
sensitivity study, compared to measured values.
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Figure 5.8.10. Component material locations at 8100 seconds for the Cray
X/MP-24 case of the machine dependency sensitivity study. For
an explanation of the format of this figure, see Section 4.2.1.
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Figure 5.8.12. Component material locations at 8100 seconds for the Gateway
486/DX2-50 case of the machine dependency sensitivity study.
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Figure 5.8.13. Component material locations at 8100 seconds for the ]tewlett

Packard 755 case of the machine dependency sensitivity study.

For an exi)lanation of tile format of this figure, see Section 4.2.1.
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Figure 5.8.14. Component material locations at 8100 seconds for the IBM

RS/6000 Model 550 case of the machine dependency sensitivity

study. For an explanation of the format of this figure, see
Section 4.2.1.
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Figure 5.8.15. Component material locations at 8100 seconds for the SUN
Sparcstation 2 case of the machine dependency sensitivity study.
For an explanation of the format of this figure, see Section 4.2.1.
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Figure 5.8.16. System time steps used by the six computers in the machine
dependency sensitivity study.
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Figure 5.8.17. COR package time steps used by the six computers in the

machine dependency sensitivity study.
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dependency sensitivity study.
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Table 5.8.1. CVH and COR subcycle ratios used by the six computers in the
machine dependency sensitivity study. Also shown are the total
execution times and the total execution times normalized to that of
the Hewlett Packard 755.

Machine Avg. No. of Avg. No. of Total Normalized
CVH Sub- COR Sub- Execution Execution

cycles per Cycle cycles per Cycle Time (s) Time
Cray X/MP-24 1.00 1.021 819.3 2.35

DECStation 5000/240 1.00 1.018 1024.3 2.94
Gateway 486/DX2-50 1.00 1.018 3144.3 9.04

HP 755 1.00 1.018 348.0 1.00

IBM RS/6000 Model 550 1.00 1.018 635.7 1.83
SUN Sparc 2 1.00 1.021 2976.7 8.55
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Chapter 6

Comparison With Other Codes

Several other codes have been used to model the DF-4 experiment. It is instruc-
tive to compare the results of the MELCOR DF-4 model to those of other codes, to
evaluate the success of the paranaetric modeling approach taken by MELCOR. Re-
sults are discussed for tile following codes: APRIL.MOD3 [20], BWRSAR/DF4 [21],
MELPROG-PWR/MOD1 [15], and SCDAP/RELAPh/MOD2 [16].

The APRIL.MOD3 model [22] used twenty axial nodes and three radial rings for
a total of sixty nodes to model the core region; 18 of 20 axial nodes were in the active
fuel region. The BWRSAR/DF4 code model [23] used a total of 27 axial nodes in
one radial ring, twenty of which were in the active fuel region. The MELPROG-

PWR/MOD1 DF-4 code model [8] used ten axial nodes and three radial rings for a
total of thirty nodes to model the core region; seven of the ten axial nodes were in
the a.ctive fuel region. The SCDAP/RELAP5 code model [24] used nine axial nodes,
five in the active fuel region. These are comparable to the MELCOR model, which
had a total of 14 axial levels, 9 of which are in the active fuel region.

The BWRSAR/DF4 and SCDAP/RELAP5 codes were each modified to improve
the results of the DF-4 analyses [23],[24]. BWRSAt_/DF4 required modifications
to model the DF-4 geometry as well as the B4C-stainless steel eutectic interaction.
SCDAP/RELAP5 required modifications in order to model the radiation heat transfer
between the channel box and the stainless steel control blade. The MELPROG and

APRIL computer codes required no major modifications to model the DF-4 experi-
ment, according to the published reports [8], [22]. The MELCOR code required some
modifica.tions as described in Chapter 7, but these changes were relatively minor and
were included in tile release version of MELCOR. However, this work was performed
shortly after the addition of a new materials interactions (eutectics) model into the
core package of MELCOR; this model greatly enhanced the ability of MELCOR to
model the DF-4 experiment. Note also that the MELCOR model input was the result
of some optimization using some of the sensitivity studies described in Chapter 5.
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6.1 Temperature Response

The control blade temperatures calculated by MELCOR at the 36.8 cm and
25.4 cm planes _re compared to experimental values and temperatures calculated by
APR,IL.MOD3, BWRSAR/DF4, MELPROG and SCDAP/RELAP5 in Figures 6.1.1
and 6.1.2, respectively. APRIl, results were not available for the 25.4 cm plane.
At 36,8 cm, MELCOt/ temperatures were within the envelope of other codes ev-

erywhere except during the initial bundle hea,tup. Note that only MELCOR and
BWRSAR/DF4 predicted some sort of melting behavior below 1700K, the melting
point of stainless steel (melting behavior is indicated by a constant temperature over
some period of time). BWRSAR/DF4 held the temperature at 1520K, which was the
MELCOR default temperature for the stainless steel-B4C eutectic reaction. MEL-
COR held the control blade temperature at 1570K because this reaction temperature
was increased by user input for the base case model.

MELCOR was fa,rther from the measured temperatures during .the early parts of
the experiment at the 25.4 cm plane as well. However, MELCOR predicted the arrival
of candling materia.1 and the subsequent heatup and failure better than MEI,PROG,
BWRSAR/DF4 and SCDAP/RELAP5 a,t this level. BWRSAR/Dt_'4 again modeled
a small amount of control blade melting at this plane before 1700K was rea.ched. Note
that MELCOR predicted earlier melt arrival and heatup, which was the result of its
eutectic modeling.

The cladding temperatures calculated by MELCOR at the 36.8 cm and 25.4
cm planes are compared to experimental values and tempera,tures calculated by
APRIL.MOD3, BWRSAR/I)F4, MELPI1,OG and SCI)AP/t/ELAP5 in Figures 6.1.3
and 6.1.4, respectively. APRIL results were not , :zailable for the 25.4 c_n plane. At
the 36.8 cm plane, MEI,COll-calculated temperatures were well within the envelope
of the other codes; MELCOR also predicted the onset of rapid oxidation more accu-
rately tha,n all codes except APRIL.

At the 2,5.4 cm plane, MEL(_Ot/, was within the envelope until midway through
rapid oxidation, when the cladding heated up slightly faster than the other codes.
Note that at both levels, MELCOI{ predicted claddillg failure (indicated by the tem-
perature dropping to zero) while the other codes show the cladding heating up to the
zircaloy melting temperature of 2200I(. and beyond. This could be because the other
codes did not transfer cladding material to another component once it had melted,
as did MI';LCO1R.

The cladding temperature response at the 49.5 cm plane is shown in Figure 6.1.5.
This figure shows that, inde(_d, the tenlperatures predicted at this pla,ne by a,ll codes
were higher than the measl_red tel_lperatures. This indicates that the power coupling
rela,tionship may have been in error at ttle upper-most plane.
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Figure 6.1.1. Comparison of control blade temperatures at the 36.8 cm plane
calculated by APRIL, BWRSAR/DF4, MELPROG,
SCDAP/RELAP, and MELCOR against experimental results.
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Figure 6.1.2. Comparison of control blade temperatures at the 25.4 cm plane
calculated by APRIL, BWRSAR/DF4, MELPROG,
SCDAP/RELAP, and MELCOR against experimental results.
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Figure 6.1.3. Comparison of cladding temperatures a,t the 36.8 cm plane
calculated by APRIL, BWfI_SAtl/I)F MELPROG,

SCDAP/t{ELAP, and MELCOR against experimental results.

I7(l



CLAD TEMPS,25.4 CM
2 . 7 5 " , , , ,.........., ..... 7r.... r........ r'----r , ]

i

MELCOR .,.., ,...._3

2.5 0 zip215 _ _:_.
......... z4p215 i _ /

2 .2 5 -- v-- BWRSAR/DF4
-- _-- MELPROG

2. O0 ---E]-.- SCDAP/RELAP
x/

o 1.75 --
v

i.i

1.50
I-.- .,,

LO,., 1.25 - :: -
ILl "' ::
I--" ::

1 . O0 ', -

0.75

0.50

6.0 6.4 6.8 7.2 7.6 8.0TIME (103s)
df4

df4NM 4//14/93 16:40:16 MELCORULTRIX
COR-TCL.108

Figure 6.1.4. Comparison of cladding telnl)(q'a,t,ur(,,sat the 25.,'1(:m t_]a11(:
- _ ,_,- )calculated by APRIl,, BWILSAI{/I)I, 4, ML,LI It,O(,,
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Figure 6.1.5. Comparison of cladding temperatures at the 49.5 cm plane
calculated by APRIL, BWRSAR/DF4, MELPROG,

SCDAP/RELAP, and MELCOR against experimental results.

172



6.2 Hydrogen Production

The hydrogen production rates calculated by APRIL.MOD3, BWRSAR/DF4,
MELPROG, SCDAP/RELAP5, and MELCOR are compared to experimental mea-
surements in Figure 6.2.1. Again MELCOR was within the calculational envelope
during most of the experiment. All codes except SCI)AP/RELAP5 predicted steam-
starved conditions during the most vigorous oxidation. Note also that all codes pre-
dicted substantial hydrogen production before 7500 seconds, suggesting that the re-
combiner system used to measure hydrogen production was not sensitive enough to
register a low hydrogen production rate. The increase in hydrogen production after
7800 seconds calculated by MELCOR was also calculated by the APRIL.MOD3 code,
as shown in Figure 6.2.1. This effect was seen later on in the experiment, when the
recombiner tubes were somewhat depleted and were not measuring the truc hydrogen
production (see Figure 4.3.1). As explained in Section 4.3, this effect was probably
real, and so the only codes predicting the correct amount of hydrogen production
after 7800 seconds were APRIL and MELCOR.

The total integrated hydrogen production is shown in Table 6.2.1 for all codes
except BWRSAR/DF4 (for which no data were available). Again, MELCOR was
well within the envelope of other code results as well as the experimental un(:ertainty.

Table 6.2.1. Comparison of the total hydrogen generation calculated by
MEI,COR, APRIL, MELPROG and SCI)AP/RELAP5 to
experimental data. Experimental data is from the PIE [5], which
gave a range of possible values.

Code _Ibtal Hydrogen Produced

Experiment 38.0 :k 4.0 grams

MELCOR 36.4 grams
APRIL 37.5 grams
MELPROG 51.0 grams
SCDAP/REI,AP5 43.0 grams
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Figure 6.2.1. Comparison of the hydrogen generation rates calculated by APRIL,

BWRSAR/I)F4, MELPROG, SC,DAP/RELAP, and MELCOR
against experimental results.
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6.3 Final State

The final states of the test bullctle I)redicted by M l:_l_t"_t{()C alld h_l'_l_('0 [_ d ifl'_w(,d

in the locations of fuel material, zircaloy and other cor(' _latcrials. '1'11¢,olll¢,r cod(,s

gave no information on the predicted fina.1 slate of t]l__t('si, bulldlc,.

At 8100 seconds, MELPROG pr(:_,licted sonic' of tlw fll(;l _lla.l,t'rial t() l)(_l(_ft stalld-

ing, while MELCOR predicted th(" reloc+,:tion of all fil('l to tlw b(,tt.,,)tal ()1"t]_(_ test,

bundle (see Figure 4.2.10). This wa.s t'_c(:ause MEI,COt{, rel()c_tt('d fu(el _s sooll _s tll( e

intact cladding thickness fell below the tninilnunl r(_qllirc'd to hol(l llt)i'tacl. M I,;l :l) l{,()(._

also predicted the existence of a Zr():_ crust all the way uI) l.h(' !)_l[l(ll_,, whi](_ MI!;I,

COR relocated the oxidized cladding as well. The tat)!)c','._tlvl'_w(,()t' ¢l_'t)iis l'('l()cal_,(1 1,(,

the bottom of the test bundle predict(,(t I)y MEI,I)t(()(; w_s ;,,I,_l)t,_',.,_i_l_,l(,lv 35 (:ill,

while MELCOR predicted the elevatio_ of this surf_:w_, ',() 1,_ at)t)l_)::ii_l_l{,(,ly22 (:_.

Figures 4.2.11- 4.2.14 suggest that the ui)per surface of tl_(, (!ct)ris l)il(' w_t._;s()_l(,wh(_rc,

in between these two levels, depending on the ilat('rpr(_'tati()_ of wll_t _l,('l'ial_ i_l tit('

calculations correspond to the materials shown in th(' phoi_ogr_l)l_s. 'l'tw (_xist(.'_c(' of

fuel material all the way up the test bundle, which wa:_ t)redict('d by M ]';I,t)I{()C, was

closer to the final experimental state than that predicted by MEI,(',()I(.
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Chapter 7

Code Problems Identified

Several code problems were identified during the course of this assessment project.
These problems resulted in the submission of seven MELCOR Defect Investigation
Reports (DIR's).

7.1 Heat Transfer From Heat Structures to
Channel Volume

The COR package requires a radial boundary heat structure to be input for every
axial level. This heat structure was assumed by the dT/dz model to communicate
with the bypass volume for heat transfer purposes. This represented the situation in
a normal BWR core, where the radial bo'mdary heat structures represent the core
shroud, whose inside surface is cooled by the bypass region. In the DF-4 experiment,

however, the channel region was adjacent to the radial boundary heat structures.
The dT/dz model was modified to use either the channel or bypass control volume
to calculate heat transfer with the boundary heat structures, depending on which
control volume wa2 specified as the inside boundary volume for each heat structure.
This change was implemented in version 1.8ME of MELCOR, as a result of DIR 1078.

7.2 Divide By Zero in CVHBVT

A time-specified volume was used to provide inlet steam to the MELCOR calcula-
tion. The conditions in this volume were specified to CVH on input records CV100Aj,
and consisted of entries for PVOL, TATM, PH20 and MLFR.4. The entry for a non-
condensible gas (MLFR.4) is required when TATM is used. However, in the case
of DF-4, where there was no non-condensible gas flowing into the test bundle, the
number input for this field had to be zero. In the routine CVHBVT, a normalization
was done over all the non-condensible gasses, which divided by the total NCG mole
fraction, which was zero in this case. A modification was made to set the total NCG
mole fraction to one if it was calculated as zero. This still resulted in normalized
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mole fractions equal to zero, without the. floating point excei)tion. This change was

implemented in version 1.8MN as a result of Dill 1095.

7.3 Internal File Length in MPDFVL

In MPDFVL, a character variable CHEI_.RS is used to build an error message,

using an internal write statement. Whell the code attempted this operation, a fatal

error was issued beca.use the string being written into this variable was longer than
the dimension of that variable. The dimension of this variable was increased to

accornmodate this error message. This change was implemented in version 1.SMQ as
a result of DIR 1104.

7.4 Boundary Fluid Temperature Option in dT/dz

The COR package dT/dz model takes into account heat transfer with the radial

boundary heat structures when calcula, ting the tmnperaturc increase of steam flowing
through the core control volumes. The temperature used to calculate heat transfer

with the heat structures was the CVH bulk atinosphere tenll)erature. In some cases,

this bulk atmosphere temperature was very different from the local dT/dz temper-

ature calculated by the (:ore package. This was particularly true when there wa:_ a

large temperature gradient across the core. This probleln manifested itself in the

heat transfer to the boundary heat structures in the lower two cells. There, the heat

structures were in the neighborhood of 500K, while the bulk atmosphere temperature

was over 1500K (this temperature is normally (.:lose to the dT/dz temperature in the

uppermost core cell). As a result, the atnlosphere was being cooled below the freezillg

point due to the artificially high heat transDr to the boundary heat structures.

A new option was added to the lteat Structures package to solve this problem.

Each heat structure was allowed the option of using either the bulk atmosphere tem-

perature or the local COR dT/dz temperature for calculating heat transfe.r to a. core

radial boundary heat s_ructure's atmosphere. This change solved the problem of

freezing in the core, and also resulted in better agreement with experimental data,,

since it improved the calculation of heat transfer with the radial boundary heat struc-
tures (see Section 5.1.9). This change was implemented in version 1.SMY as a result
of DIR's 1105 and 1120.

7.5 Radiation Heat Transfer in dT/dz

In the calculation of heat transfer with radial boundary heat structures in the

dT/dz model, only convective heat transfer was considered. In problems for which

the radiation heat transfer dominated the overall heat transfer, as in some stages of

DF-4, this resulted in a disagreement between the COR and llS packages on how
much heat was transferred to the boundary heat structures. This resulted in the

HS package removing too much energy from the core control volume as a result of
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COR calculating dT/dz temperatures that were too high. A change accounting for
radiation heat transfer with boundary heat structures in dT/dz was requested in DIR
1139 and was implemented in MELCOR in version 1.8 NT.

7.6 COR Energy Error Due to Fission Power

The DF-4 experiment was driven by fission power from the ACRR. This fission
power was represented by a tabular function in the MELCOR DF-4 input deck. The
total fission power was specified along with peaking factors for each axial level, and
these parameters were used to distribute fission power amongst the core cells. The
fission power deposited in the fuel in each cell also depends on the amount of fuel
material (UO2) in the cell. After major relocation started taking place in the DF-4
calculation, the actual amount of fission power deposited in the core was much less

than the power specified in the tabular function. This resulted in a large COR package
energy error, since the fission power specified in the tabular function was the value
used for fission power accounting in the core package. This problem was reported in
D]R 1140 and was implemented in MELCOR version 1.8NX.
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Chapter 8

Conclusions

MELCOR is a fully integrated, engineering-level computer code being developed
at Sandia National Laboratories for the USNRC, that models the entire spectrum of
severe accident phenomena in a unified framework for both BWRs "and PWRs. As a
part of an ongoing assessment program, MELCOR has been used to model the DF-4
Damaged Fuel experiment. DF-4 provided data for early phase melt progression in
BWR fuel assemblies, particularly for phenomena associated with eutectic interac-
tions in the BWR control blade and zircaloy oxidation in the canister and cladding.

The MELCOR base case input model for the DF-4 experiment consisted of 4 con-
trol volumes, 4 flow paths, and 15 heat structures. Fourteen core cells were modeled
in 1 ring, with 9 cells in the active fuel region. The base case input model was based
on the sensitivity studies performed as part of this assessment, and represented the
best approximation of the experimental conditions and physical phenomena. Of the
non-default MELCOR input parameters used in the base case model, the most impor-
tant were the activation of the new eutectics model in MELCOR, those that changed
the zircaloy melting temperature and the transition temperature for zircaloy oxida-
tion rate, and the input enabling a new option for calculating heat transfer between
core radial boundary heat structures and the core control volume atmosphere.

The base case model under-predicted control blade temperatures in the early parts
of the experiment by almost 200K, but in later stages of the experiment, when all the
core damage was taking place, calculated control blade temperatures corresponded
almost exactly to measured values. Control blade failure times in most of the test
bundle were predicted almost exactly compared to experimental data.

Cladding temperatures were predicted almost exactly compared to experimental
data at all times and at all levels except for the upper-most axial level. MELCOR,
and other codes, over-predicted temperatures in the upper-most axial level by close to
the same amount (250K) during the middle of the experiment, leading us to believe
that the power coupling relationship did not predict power coupling well in this part
of the core. Fuel failure times calculated by MELCOR corresponded almost exactly
to experimental data.

Calculated canister temperatures were also very close to experimental data, after
correcting this data for the time and temperature lags associated with the slow-
response thermocouples used for the canister.
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Material distribution plots for the melting and relocation portions of the experi-
ment very clearly showed the effect of tile B4C-stainless steel eutectic interaction in
the control blade. This reaction resulted in the first control blade failure around 7450

seconds, which was within 10 seconds of the first observed failure in the experiment.
Eutectic dissolution of tile canister wall was also evident and was responsible for the
calculated failure of lower portions of the canister. Evidence of canister failure was
seen in the post irradiation examination of the DF-4 test bundle.

The material distribution plots also showed clearly that in the DF-4 calculation,
core materials relocated by axial level and not by component. That is, all components
at a single axial level (fuel, clad, canister and control blade) melted and relocated be-
fore significant component relocation at other levels. This behavior could be strongly
affected by code inI)ut parameters. For example, the default candling heat transfer
coefficients resulted in the control material refreezing quite close to the axial location
from which it melted. Behavior would be much different if the control blade materi-

als were allowed to candle to the bottom of the test bundle, as they did during the
DF-4 test. These results are important when considering the possibility of reactivity
excursions due to control poison relocation without accompanying relocation of fuel
material.

The amount of hydrogen production calculated by MELCOR was 36.4 grams,
which was close to the amount derived from the PIE, which was 38.0 + 4.0 grains.
MELCOR calculated the autocatalytic oxidation reaction to begin sooner than was
measured, and predicted 5 grams of hydrogen produced before the autocatalytic stage,
compared to no hydrogen production measured in the experiment during that time.
Other codes predicted early hydrogen production and early transition to the autocat-
alytic stage as well.

A large number of sensitivity studies were performed on MELCOR parameters,
most of which were in the COR package, but also some in the HS and CVH pack-
ages. A study which deactivated the eutectics model showed clearly the benefits of
using this model, as it predicted much different behavior of the B4C and did not
show any canister dissolution. Hydrogen production without the eutectics model was
well below the measured and MELCOR base case values. A sensitivity study which
varied the eutectic temperature of the B4C-stainle'ss steel reaction by :t:50K showed
little variation of results. A study which used the default heat structure boundary
fluid temperature option (which uses bulk atmosphere temperature instead of local
dT/dz temperatures for calculating heat transfer to the heat structures) resulted in
much earlier component failure and poorer temperature agreement with experimental
data. This study showed the usefulness of the new HS boundary fluid temperature
option. Finally, a study on minimum oxide shell thickness and two other core re-
location parameters in the COR package showed no variation in results until the
critical nlinimum thicknesses for intact zircaloy and stainless steel were set to zero.
After these parameters were changed, the final (:ore material configuration showed
the fuel pellet stacking observed in the PIE, but did not relocate any of the ZrO2
that resulted from cladding oxidation. Other sensitivity studies showed sensitivities
to zircaloy properties, COR conlponent view factors, allocation of canister mass to
either the canister or canister-b component, candling heat transfer coefficient, COR
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and CVH nodalization, and slight sensitivity to COR and overall time steps. No
sensitivities were found to minimum component mass, B4C oxidation modeling, and
HS outer boundary temperature, and only slight variations in final material locations
were found in the machine sensitivity study.

The results of the base case calculation were compared to those from four mech-
anistic codes: APRIL.MOD3, BWRSAR/DF4, MELPROG-PWR/MOD1, and SC-
DAP/RELAP5/MOD2. Early control blade temperatures predicted by MELCOR
were lower than those predicted by other codes, but otherwise data calculated by
MELCOR compared well with both the experimental data and those from the other
codes.

This task resulted in improvements to the COR dT/dz model, in particular with
the addition of the HS boundary fluid temperature option. Several other code errors
were uncovered and corrected during this anMysis.

In conclusion, the MELCOR code achieved good agreement with experimental
data. Temperatures, hydrogen production and control blade eutectic behavior com-
pared well with data, measured during the experiment and revealed from the PIE.
The final configuration of debris calculated by MELCOR did not show the fuel pellet
stacking observed in DF-4, but it was not clear that this configuration represented
the behavior in full scale reactor cores during postulated severe accidents. This as-
sessment task served to validate the part of the new MELCOR eutectics model that,
models BWR materials, in particular the B4C-stainless steel reaction.

181



Bibliography

[1] R. M. Summers, R. K. Cole Jr., E. A. Boucheron, M. K. Carmel, S. E. Dingman,
and J. E. Kelly. MELCOR 1.8.0: A computer code for nuclear reactor severe
accident source term and risk assessment analyses. Technical Report SAND90-
0364, NUREG/CR-5531, Sandia National Laboratories, January 1991.

[2] R. D. Gasser, C. P. Fryer, R. O. Gauntt, A. C. Marshall, K. O. Reil, and K. T.
Stalker. Damaged fuel experiment DF-I: Results and analysis. Technical Report
SAND86-1030, NUREG/CR-4668, Sandia National Laboratories, January 1990.

[3] R. D. Gasser, C. P. Fryer, R. O. Gauntt, A. C. Marshall, K. O. Reil, and K. T.
Stalker. Damaged fuel experiment DF-2: Results and analysis. Technical Re-
port SAND86-1441, NUREG/CR-4669, Sandia National Laboratories, Septem-
ber 1992.

[4] C. P. Fryer, R. O. Gauntt, and A. W. Cronenberg. Damaged fuel experiment
DF-3: Test results. Technical Report SAND87-1212, NUREG/CR-6006, Sandia
National Laboratories, December 1992.

[5] Randall O. Gauntt, August W. Cronenberg, Carol P. Fryer, Susan C. Bourcier,
Ronald D. Gasser, Kenneth O. Reil, and Jay J. Weingardt. Damaged fuel ex-
periment DF-4: Test results. Sandia National Laboratories. to be published.

[6] R. O. Gauntt, R. D. Gasser, and L. J. Ott. The DF-4 BWR fuel damage ex-
periment in ACRR with a BWR control blade and channel box. Technical Re-
port SAND86-1443, NUREG/CR-4671, Sandia National Laboratories, November
1989.

[7] R. C. Smith. The core package eutectic model. Sandia National Laboratories.
Letter report to R. B. Foulds, NRC, November 11 1992.

[8] Rodney C. Schmidt. MELPROG-PWR/MOD1 analysis of the DF-4 experi-
ment. SAND90-1098, NUREG/CR-5578, Sandia National Laboratories. to be
published.

[9] D. L. ttagrman, G. A. Reymann, and R. E. Mason. MATPRO version 11 (revision
1): A handbook of materials properties for use in the analysis of light water
reactor fuel rod behavior. ,Technical Report TREE-1280 Rev. 1, NUREG/CR-
0497, EG&G Idaho, February 1980.

L82



[10] L_N. Kmetyk. MELCOR 1.8.1 assessment: ACRR source term experiments ST-
1/ST-2. Technical Report SAND91-2833, Sandia National Laboratories, April
1992.

[11] L. N. Kmetyk. MELCOR 1.8.1 assessment: LOFT integral experiment LP-FP-2.
Technical Report SAND92-1373, Sandia National Laboratories, December 1992.

[12] S. Hagen et al. Results of SFD experiment CORA-13 (OECD international stan-
dard problem 31). Technical Report KfK 5054, Kernforschungszentrum Karl-
sruhe, February 1993.

[13] Robert J. Gross, Samuel L. Thompson, and Gail M. Martinez. MELCOR 1.8.1
calculations of ISP31: The CORAl3 experiment. Technical Report SAND92-
2863, Sandia National Laboratories, June 1993.

[14] K. E. Washington et al. Reference manual for the CONTAIN 1.1 code for contain-
ment severe accident analysis. Technical Report SAND91-0835, NUREG/CR-
5715, Sandia National Laboratories, July 1991.

[15] S. S. Dosanjh and et al. MELPROG-PWR/MODI: A two-dimensional mecha-
nistic code for analysis of reactor core melt progression and vessel attack under
severe accident conditions. Technical Report SAND88-1824, NUREG/CR-4909,
Sandia National Laboratories, 1987.

[16] C. M. Allison and E. C. Johnson. SCDAP/RELAP5/MOD2 code manual: Vol-
ume 1: SCDAP code structure, systems models, and solutions methods. Tech-
nical Report EGG-2555, NUREG/CR-5273, EG_G Idaho, Inc., July 1989.

[17] R. M. Summers and R. C. Smith. Core (COR) package reference manual, version
1.8.2. Sandia National Laboratories, January 1993.

[18] V. F. Urbanic and T. R. Heidrick. High-temperature oxidation of zircaloy-2 and
zircaloy-4 in steam. J. Nuc. Malls., 75:251-261, 1978.

[19] L. N. Kmetyk. MELCOR 1.8.I assessment: Marviken-V aerosol transport tests
ATT-2b/ATT-4. Technical Report SAND92-2243, Sandia National Laboratories,
January 1993.

[20] R. T. Lahey Jr. and M. Z. Podowski. Degraded core modeling APRIL.MOD3
severe accident code. Technical Report ESEERCO PROJECT EP84-4, 1990.
Final Report.

[21] S. A. Hodge and L. J. Ott. Boiling water reactor severe accident response (BWR-
SAR) code description and assessment. Technical Report NUREG/CR-5318,
Oak Ridge National Laboratory. to be published.

[22] S. W. Kim, M. Z. Podowski, and R. T. l_ahey, Jr. Numerical simulation of DF-4
and CORA-16/17 severe fuel damage experiments using APRIL.MOD3. In Pro-
ceedings of the 5th International "Ibpical Meeting on Reactor Thermal/Hydralics
(NURETH-5), pages 1497-1506, Sel_tembcr 1992.

183



[23] L. J. Ott. Post-test analyses of the DF-4 BWR experiment using the BWR-
SAR/DF4 code. Oak Ridge National Laboratory letter report, August 1989.

[24] Judith K. Hohorst and Chris M. Allison. DF-4 analysis using SCDAP/RELAP5.
Nuclear Technology, 98:149-159, May 1992.

[84



Appendix A

Base Case Input Deck

*eor* melgen

* MELCOR DF4 input deck

, Model layout:

* i---> up (vertical)

* FLI01 l I FL201

* .... I CV 101 I ....

* I'--I (channel volume) I---

* .... I I I --
* I I I I I
, I cv lOO I.... ! .... I cv 200 I
* l (lower plenum) I.... I .... l (out plenum) I

* l l I I l
* .... i I I ---
* I---I cv lO2 I---

* .... I (bypass volume) l....

* FLI02 I I FL202

* exec package input •
**********************

title 'dr4'

rest artf 'df4. rst

outputf 'df4. gout '

185



diagf 'df4.gdia'
*

tstart 6000.0 * initial problem time is 6000 sec.
*

**********************

• cor package input •
**********************

*

*

• general core input
,

• nrad naxl ntlp ncvol nlh npntot
corO0000 1 14 1 2 3 1 *

• rfuel rclad drgap pitch dxcan dxss dzlh
corO0001 4.51e-3 4.815e-3 7.6e-4 1.27e-2 2.5e-3 1.42e-3 3.05e-3

corO0002 bwr b4c * bwr type, b4c poison

• view factors: can-clad, sheath-can, cell-cell(tad), cell-cell(axial),

• pool-struc (from MELPROG DF-4 report)
corO0003 0.550 0.9999 0.10 0.50 0.25

*

corO0004 0 -I0 0 * no TP, cf #10 for fission power, no extra gap cond
*

corO0006 1 * activate eutectic modeling
,

• increase failure temperature for lower head and penetrations
*

corO0009 1000.0 1000.0 1700.0 1.0 * htc's for pen, lh, lh failure temp
*

,

• axial segment input

*

• axial geometry

corz0101 -0.1085 0.03200 0.0 0.50 * bottom elev, height, intact &

• debris porosities
corz0201 -0.0765 0.00150 0.0 0.50 *

corz0301 -0.0750 0.07500 0.0 0 50 *

corz0401 0.0 0.05611 0.0 0 50 ,

corz0501 0.05611 0.05611 0.0 0 50 •

corz0601 0 11222 0.05611 0.0 0 50 *

corz0701 0 16833 0.05611 0.0 0 50 •

corz0801 0 22444 0.05611 0.0 0 50 •

corz0901 0 28055 0.05611 0.0 0 50 *

corzlO01 0 33666 0.05611 0.0 0 50 *

corzll01 0 39277 0.05611 0.0 0.50 •

corz1201 0 44888 0.05611 0.0 0.50 •

corz1301 0.50500 0.05240 0.0 0.50 ,

corz1401 0.55740 0.07740 0.0 0.50 ,
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* boundary heat structures, isup
corz0102 10101 01 *

corz0202 10102 11 *

corz0302 10103 01 *

corz0402 10104 01 *

corz0502 10105 01 *

corz0602 10106 01 *

corz0702 10107 01 •

corz0802 10108 01 *

corz0902 10109 01 ,

corzlO02 10110 01 *

corz1102 10111 01 •

corz1202 10112 01 *

corz1302 10113 01 •

corz1402 10114 01 •

, axial power profile: use Equation 10 from MELPROG DF-4 report:

* f = 1.3 + 0.4 * sin(pi*(x/50.5 - .2))

, integrated over each axial cell and normalized

corz0103 0.0

corz0203 0.0

corz0303 0.0

corz0403 0.8324015

corz0503 0.9206076

corz0603 0.9989634

corz0703 1.058018

corz0803 1.090649

corz0903 1.092921

, corzlO03 1.064558

corz1103 1.008983

corzl203 0.9328981

corz1303 0.0

corz1403 0.0
,

* structure fail_re temp for core plate and lower head

corz0204 10000.0

* rEdial input:

:ottO101 3.729e-3 * ring cross-sectional area

corrOl02 10115 * upper boundary heat structure

* cell-specific input:

cor10101 -1 101 102 * no ref cell, channel, bypass cvh volumes

cori0102 0.0 0.0 0.0 0.0 0.0 0.0 , no core component masses in Ip

cor10103 480.0 480.0 480.0 480.0 • initial temps of fuel, clad, struc, can

* Dhyd: clad sheath part deb can in can out
cor10104 9.630e-3 1.156e-2 8.260e-3 2.524e-2 3.090e-2

corlOlO5 6.928e-3 1.632e-3 5.211e-4 * radial bound area, channel, byp area
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* surf area: fuel, clad, os, can in

cori0106 0.0 0.0 0.0 0.0 0.0

cor10201 101 101 102 * ref cell 101, channel, bypass cvh volumes

cori0202 0.0 0.0 2.218e-I 0.0 0.0 0.0 • comp masses

cor10205 3.248e-3 3.683e-4 9.208e-5 • bound area, channel, byp area

cori0206 0.0 0.0 2.828e-2 0.0 0.0 * os area = (clad . os area) from cell 104

cor10301 101 101 102 * ref cell 101, channel, bypass cvh volumes

* masses: fuel clad os poison can ht-elem
cori0302 1.601e-1 3.046e-1 8.436e-2 5.891e-3 1.028e-1 0.0

cori0305 1.624e-2 1.632e-3 5.211e-4 * bound area, channel, byp area
surf areas: fuel clad os can-inside

cori0306 2.724e-2 3.178e-2 6.025e-3 8.955e-3

cori0401 -1 101 102 * no ref cell, channel, bypass cvh volumes

masses: fuel clad os poison can ht-elem
cor10402 4.588e-I 8.826e-2 6.310e-2 4.407e-3 1.199e-1 0.0

cori0403 480.0 480.0 480.0 480.0 * initial temps of fuel, clad, struc, can

Dhyd: clad sheath part deb can in can out
cori0404 9.630e-3 1.156e-2 8.260e-3 2.524e-2 3.090e-2

cori0405 1.215e-2 1.632e-3 5.211e-4 * bound area, channel, byp area
surf areas: fuel clad os can-inside

cori0406 2.038e-2 2.377e-2 4.508e-3 6.700e-3

cori0501 104 • ref cell 104

cori0601 104 * ref cell 104

cori0701 104 * ref cell 104

cor10801 104 * ref cell 104

cor10901 104 * ref cell 104

cor11001 104 • ref cell 104

cor11101 104 * ref cell 104

cor11201 104 * ref cell 104

cor11301 103 * ref cell 103

masses: fuel clad os poison can ht-elem
cor11302 2.201e-I 8.243e-2 5.892e-2 4.115e-3 1.120e-1 0.0

cor11305 1.134e-2 -1.1 -1.1 * bound area, channel, byp area
surf areas: fuel clad os can-inside

cor11306 1.904e-2 2.220e-2 4.210e-3 6.256e-3

cor11401 101 101 102 * ref cell 101, channel, byp volumes

masses: fuel clad os poison can heat-elem

cor11402 0.0 3.507e-I 4.303e-2 8.191e-3 0.0 0.0

cor11405 1.676e-2 -1.1 -1.1 * bound area, channel, byp area
surf areas: fuel clad os can-inside

cori1406 0.0 3.278e-2 6.218e-3 0.0
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lower head input

corlhd01 1 I 4.B87e-1 480.0 1.897e-2 101 100 _ beginning, ending ring no_s

mass, init temp, surf area,

inner cv, car cv

penetration input

corpen01 -I 1 1.0e-5 480.0 1.0e-B l.Oe-B l.Oe-B _ try for no penetration

core inlet temp

cortin01 101 I00 • for cv 101 (channel), use time-dep volume for inlet temp

coffin02 102 100 • for cv 102 (bypass), use time-dep volume for inlet temp

cfOlO and edf010 for fission power

cf01000 'fission power cf' equals I 6334.947 0.0 _ name, type, args, scale f

multiplier comes from integration of coupling factor equation

cfOlOlO 1.0 0.0 edf.10.1 • first argument

edfOlO00 reapow 1 read _ reactor power, I channels, read edf

edf01001 '/user/tjtautg/df4/data/exp/reapow.dat _ _ data file name
edfOlO02 2e15.6 • format for data fields

sc15021 1502 1.0e-5 i _ minimum mass

sc15022 1502 l.Oe-4 2 _ minimum mass for temperature control

cvh package input

cv #100 - inlet plenum

cv10000 _inlet plenum' 2 2 I • non-eq thermo, vertical flow, rcs volume

cvlO001 0 -2 _ properties specified as a fcn of time

cvlOOaO 3 _ option 3 for specifying properties

cv1OOal pvol edf.l.1 • time-dependent properties for this volume are in
cvlOOa2 tatm cf.104 _ edf file #I

cvlOOa3 ph2o edf.1.1
cvlOOa4 mlfr.4 edf.l.3

cvlOObl -0.2000 0.0 _ altitude-volume table

cvlOOb2 -0.1085 5.00e-4

edf.1 (for cv 100)
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* edf.l.1 = time-dependent pressure in cv 100

* edf.l.2 = time-dependent temperature in cv 100

edfO0100 inlet-vol 3 read • inlet mass flow, 3 channels, read edf

edfO0101 '/user/tjtautg/df4/data/inlet-vol.dat' * data file name

edfO0102 4e12.5 • format for data fields, time, pressure and temp

* cf 104 (for cv100)

cfi0400 inlet-temp equals 1 1.0 0.0 * name, type, 2 arts, mult & add factors
¢f10401 506.7 • initial value

cf10410 1.0 0.0 edf.4.1 * first argument

* edf.4 (for cv I00)
, -

* edf.4.1 = time-dependent temperature in cv I00

edfO0400 inlet-temp 2 read * inlet temp, 2 channels, read edf

edfO0401 '/user/tjtautg/df4/data/exp/inlettemp.dat' * data file name

edfO0402 2e16.6 * format for data fields, time, pressure and temp

* cv #200 - outlet volume

cv20000 'outlet plenum' 2 2 1 * non-eq the_o, vertical flow, rcs volume

cv20001 0 -2 * properties specified as a fcn of time

cv2OOaO 3 * option 3 for specifying properties

cv2OOal pvol edf.2.1 * time-dependent properties for this volume are in
cv2OOa2 tatm edf.2.2 , edf file #i

cv2OOa3 ph2o edf.2.1 * ph2o is the total volume pressure, so use pvol data
cv2OOa4 mlfr.4 edf.2.3 *

cv2OObl 6.617e-I 0.0 * altitude-volume table

cv2OOb2 7.117e-I 1.865e-4

* edf.2 (for cv 200)

* edf.2.1 = time-dependent pressure in cv 200

* edf.2.2 = time-dependent temperature in cv 200
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edfO0200 outlet-vol 3 read * inlet mass flow, 2 channels, read edf

edfO0201 '/user/tjtautg/df4/data/outlet-vol.dat' * data file name

edfO0202 3e12.5 * format for data fields, time, pressure and temp

.-

• cv #101 - channel volume

cv10100 'channel volume' 2 2 1 * non-eq thermo, vertical flow, rcs volume

cvi0102 3.6592e-I 0.0 * initial a%mosphere and pool velocities

cv10103 1.632e-3 * area for velocity calc's

cvlOlaO 2 * option 2 for specifying properties

cvlOlal pvol 7.1573e5 * volume initial conditions

cvlO1a2 tatm 506.7

cvlO1a3 ph2o 6.8946e5 * water vapor partial press equal to total volume pres

cv101a4 mfrc.3 1.0 * atmosphere is all water vapor

cv101bl -0.1085 0.0 * altitude-volume table

cvlOlb2 -0.0765 4.600e-4

cv101b3 6.617e-1 1.665e-3

• cv #102 - bypass volume

cvi0200 'bypass volume' 2 2 1 * non-eq thermo, vertical flow, rcs volume

cv10202 2.8650e-I 0.0 * initial atmosphere and pool velocities

cv10203 5.211e-4 * area for velocity calc's

cvlO2aO 2 * option 2 for specifying properties

cv102al pvol 7.1573e5 * volume initial conditions

cvlO2a2 tatm 506.7

cv102a3 ph2o 6.8946e5 * water vapor partial press equal to total volume pres

cvlO2a4 mfrc.3 1.0 * atmosphere is all water vapor

cvlO2bl -0.1085 0.0 * altitude-volume table

cv102b2 -0.0765 1.469e-4

cvlO2b3 6.617e-1 5.316e-4

**********************

• fl package input •

• fl path 101

f110100 inlet->channel 100 101 -0.1085 -0.1085 * from, to, inlet and outlet a

fll0101 1.632e-3 0.3888 1.0 * area, length, fraction open
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f1101s1 1.632e-3 0.3888 8.197e-3 * area, length, hyd diam

f1101t1 2 101 * use control function input, number 101, for time-specified velo

• fl path 102

f110200 inlet->bypass 100 102 -0.1085 -0.1085 * from, to, inlet and outlet al

f110201 5.211e-4 0.3888 1.0 * area, length, fraction open

•f110203 2.0 1.0 , forward _ reverse loss coeff's

f1102sl 5.211e-4 0.3888 2.609e-3 * area, length, hyd diam

f1102tl 2 102 * use control function input, number 102, for time-specified velo

cf 101 (for fl 101) - inlet flow in channel

cfl01 = velocity in junctipn fl 101

• = 0.80 * Mdot(edf.3.1) / (Rho(cvlO0) * A(fll01))

= 490.20 * Mdot(edf.3.1) / Rho(cvlO0)

cflOlO0 inlet-vel-chan divide 2 490.20 0.0 • name, type, 2 args, multiplier

cflOlOl 7.318e-2 * initial value; used Mdot = 0.44e-3kg/s, Rho = 2.9472kg/m**3

cflOllO 1.0 0.0 cvh-rho.lO0 * first argument: divisor

cflO111 1.0 0.0 cfvalu.103 * second argument: dividend

cf 102 (for fl 102) - inlet flow in bypass

cfl02 = velocity in junction fl 102

= 0.20 , Mdot(edf.3.1) / (Rho(cv100) * A(fll02))

= 383.80 * Mdot(edf.3.1) / Rho(cv100)

cf10200 inlet-vel-chan divide 2 383.80 0.0 * name, type, 2 ares, multiplier

cf10201 5.730e-2 * initial value; used Mdot = 0.44e-3kg/s, Rho = 2.9472kg/m**3

cf10210 1.0 0.0 cvh-rho.lO0 * first argument: divisor

cfi0211 1.0 0.0 cfvalu.103 * second argument: dividend

• cf 103 (for cf101, cfi02) (inlet mass flow rate)

• cfi03 = inlet mass flow rate (kg/s) - evaluated from integrated

flow input on edf.3.1

cf10300 inlet-flow equals i 1.0e-3 0.0 * name, type, 2 args, mult _ add fact

cf10301 0.44e-3 * initial value; use 0.44e-3kg/s
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cfi0310 1.0 0.0 edf.3.1 • first argument

• edf.3 (for cf 103) (steam mass flow rate)

• edf.3.1 = inlet mass flow rate (g/s)

edfO0300 inlet-flow 1 read * inlet mass flow, 1 channel, read edf

edfO0301 '/user/tjtautg/df4/data/exp/inletflow.dat' * data file name

edfO0302 2e16.6 * format for data fields, time and flow rate

fl path 201

f120100 channel->outlet 101 200 0.6617 0.6617 * from, to, inlet and outlet al

f120101 1.632e-3 0.3728 1.0 , area, length, fraction open

f1201sl 1.632e-3 0.3728 8.197e-3 * area, length, hyd diam

fl path 202

f120200 bypass->outlet 102 200 0.6617 0.6617 * from, to, inlet and outlet alt

f120201 5.211e-4 0.3728 1.0 * area, length, fraction open

f1202sl 5.211e-4 0.3728 2.609e-3 * area, length, hyd diam

ncg package input *

ncgO01 h2 4

ncg002 02 5

ncgO03 co 6

ncgO04 co2 7

ncgO05 ch4 8

• hs package input *
**********************

• hs 10101

hslOlOlO00 36 2 1 , 36 nodes, cylindrical geom, ss initialization performed
hslOlOlOO1 'lp wall' * hs name
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hsi0101002 -0.1085 1.0 _ bottom elevation, vertical surface

hs10101004 101 0 • use core cell 101 for hs bound fluid temp

location data:

hsi0101100 -1 1 3.445e-2 • node locations follow, ifrmt=l, inner radius

hs10101101 5.874e-2 11 _ outer radius of layer I: Zr02 (porous)

hslOlOll02 6.350e-2 21 • outer radius of layer 2:Zr02 (dense)

hs10101103 8.255e-2 31 _ outer radius of layer 3:Zr02 (porous)

hs10101104 8.890e-2 36 _ outer radius of layer 4: Stainless Steel

composition data:

hs10101200 -1 • composition data follows

hslOlOl201 'zirconium oxide (porous)' I0 • layer i: Zr02 (porous)

hslOlO1202 'zirconium oxide' 20 • layer 2:Zr02 (dense)

hsi0101203 'zirconium oxide (porous)' 30 • layer 3:Zr02 (porous)

hsi0101204 'stainless steel' 35 _ layer 4: Stainless Steel

internal heat source (none):

hslOlOl300 0 • no internal source

inside boundary data:

hslOlOl400 I I01 int 1.0 1.0 _ convective b.c., bound volume 101, int bounda

crit. pool & arms fractions

hslOlOl401 0.7 equiv-band 9.63e-3 • emissivity of Zr02 (guess!), radiation mod

• radiation path length (diameter of a fuel

hslOlOlSO0 6.927e-3 8.197e-3 0.032 _ area, char length (hyd diam used), axial

outside boundary data:

hslO101600 2101 -I 'ext' 1.0 1.0 _ const-temp b.c. specified by tflOl, no bo

exterior surface, etc

hs 10102

hslOl02000 36 2 1 _ 36 nodes, cylindrical geom, ss initialization performed

hslOl02001 'core plate wall' _ hs name

hsi0102002 -0.0765 1.0 _ bottom elevation, vertical surface

hslO102004 102 0 • use core cell I01 for hs bound fluid temp

location data:

hs10102100 10101 1 3.445e-2 • node locations follow, ifrmt=l, inner radius

composition data:

hslO102200 I0101 _ composition data from hs10101

internal heat source (none):

hsi0102300 0 • no internal source

inside boundary data:

hsi0102400 1 I01 int 1.0 1.0 _ convective b.c., bound volume i01, int bounda

crit. pool & arms fractions

hsi0102401 0.7 equiv-band 9.63e-3 • emissivity of Zr02 (guess!), radiation mod

radiation path length (diameter of a fuel

hs10102500 3.247e-4 8.197e-3 0.0015 _ area, char length (hyd diam used), axial

outside boundary data:

hslO102600 2101 -I 'ext' 1.0 1.0 _ const-temp b.c. specified by tfl01, no bo
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* exterior surface, etc

, hs 10103

hs10103000 36 2 I * 36 nodes, cylindrical geom, ss initialization performed

hsi0103001 'bot spacer wall' * hs name

hs10103002 -0.0750 1.0 * bottom elevation, vertical surface

hsi0103004 103 0 * use core cell 103 for hs bound fluid temp
* location data:

hs10103100 -i 1 3.445e-2 * node locations follow, ifrmt=l, inner radius

hs10103101 5.874e-2 11 , outer radius of layer 1:Zr02 (porous)

hslO103102 6.350e-2 21 * outer radius of layer 2:Zr02 (dense)

hs10103103 8.255e-2 31 , outer radius of layer 3:Zr02 (porous)

hs10103104 8.890e-2 36 * outer radius of layer 4: Stainless Steel

* composition data:

hsi0103200 -1 • composition data follows

hs10103201 'zirconium oxide (porous)' 10 _ layer I: Zr02 (porous)

hs10103202 'zirconium oxide' 20 * layer 2:ZrO2 (dense)

hs10103203 'zirconium oxide (porous)' 30 , layer 3:Zr02 (porous)

hsi0103204 'stainless steel' 35 * layer 4: Stainless Steel

* internal heat source (none):

hs10103300 0 * no internal source

* inside boundary data:

hsi0103400 1 101 int 1.0 1.0 * convective b.c., bound volume 100, int bounda

, crit. pool & arms fractions

hs10103401 0.7 equiv-band 9.63e-3 * emissivity of Zr02 (guess!), radiation mod

, radiation path length (diameter of a fuel

hs10103500 1.623e-3 8.197e-3 0.0750 * area, char length (hyd diam used), axial

* outside boundary data:

hs10103600 2101 -i 'ext' 1.0 1.0 * const-temp b.c. specified by if101, no bo

* exterior surface, etc
*

*

* hs 10104

,

,

hs10104000 36 2 1 * 36 nodes, cylindrical geom, ss initialization performed
hs10104001 'fu cell 104 wall' * hs name

hs10104002 0.0 1.0 * bottom elevation, vertical surfac_

* location data:

hs10104100 10103 i 3.445e-2 * node locations from hsi0103

* composition data:

hs10104200 10103 * composition data from hslOl03

* internal heat source (none):

hs10104300 0 * no internal source

* inside boundary data:
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hs10104400 1 101 int 1.0 1.0 • convective b.c., bound volume 101, int bounda

• crit. pool R arms fractions

hsi0104401 0.7 equiv-band 9.63e-3 * emissivity of Zr02 (guess!), radiation mod

radiation path length (diameter of a fuel

hsi0104500 1.215e-2 8.197e-3 0.05611 * area, char length (hyd diam used), axia

outside boundary data:

hsi0104600 2101 -1 text' 1.0 1.0 , const-temp b.c. specified by if101, no bo

exterior surface, etc

hs's I0105-10112

_. ------

• hsmmmmmO00:

hs10105000 36 2 1 * 36 nodes, cylindrical geom, ss initialization performed

hsi0106000 36 2 1 , 36 nodes, cylindrical geom, ss initialization performed

hs10107000 36 2 1 , 36 nodes, cylindrical geom, ss initialization performed

hs10108000 36 2 1 * 36 nodes, cylindrical geom, ss initialization performed

hs10109000 36 2 1 , 36 nodes, cylindrical geom, ss initializa%ion performed

hs10110000 36 2 1 * 36 nodes, cylindrical geom, ss initialization performed

hs10111000 36 2 1 * 36 nodes, cylindrical geom, ss initialization performed

hs10112000 36 2 I , 36 nodes, cylindrical geom, ss initialization performed
hsmmmmmO01:

hsi0105001 'fu cell 105 wall' * hs name

hs10106001 'fu cell 106 wall' * hs name

hs10107001 'fu cell 107 wall' * hs name

hs10108001 'fu cell 108 wall' * hs name

hs10109001 'fu cell 109 wall' * hs name

hs10110001 'fu cell 110 wall' * hs name

hs10111001 'fu cell 111 wall' * hs name

hs10112001 'fu cell 112 wall' * hs name

hsmmmmmO02:

hs10105002 0.05611 1.0 , bottom elevation, vertical surface

hs10106002 0.112_? 1.0 , bottom elevatlon, vertical surface

hs10107002 0.168_.:_ 1.0 , bottom elevation_ vertical surface

hs10108002 0.22444 1.0 , bottom elevation, vertical surface

hs10109002 0.28055 1.0 * bottom elevation, vertical surface

hs10110002 0.33666 1.0 , bottom elevation, vertical surface

hs10111002 0.38277 1.0 * bottom elevation, vertical surface

hs10112002 0.44888 1.0 , bottom elevation, vertical surface

hsmmmmm100:

hs10105100 10103 1 3.445e-2 , get node location data from hs 10103

hs10106100 10103 1 3.445e-2 • get node location data from hs 10103

hs10107100 10103 1 3.445e-2 * get node location data from hs 10103

hslOl08100 10103 1 3.445e-2 , get node location data from hs 10103

hs10109100 10103 1 3.44Be-2 * get node location data from hs 10103

hs10110100 10103 1 3.445e-2 , get node location data from hs 10103

hs10111100 10103 1 3.445e-2 • get node location data from hs 10103

hs10112100 10103 1 3.445e-2 , get node location data from hs 10103
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hsmmmmm200: !

hs10105200 10103 • get mesh composition data from hs 10103

hslO106200 10103 • get mesh composition data from hs 10103

hs10107200 10103 • get mesh composition data from hs 10103

hsi0108200 10103 • ge% mesh composition data from hs 10103

hs10109200 10103 • get mesh composition data from hs 10103

hsl0110200 10103 • get mesh composition data from hs 10103

hslOlll200 10103 • get mesh composition data from hs 10103

hslOl12200 10103 _ get mesh composition data from hs 10103
hsmmmmm300:

hsi0105300 0 • no internal heat source

hslO106300 0 • no internal heat source

hs10107300 0 • no internal heat source

hsi0108300 0 • no internal heat source

hsi0109300 0 _ no internal heat source

hs10110300 0 • no internal heat source

hslOlll300 0 • no internal heat source

hslOl12300 0 • no internal heat source

inside boundary data:

hs10105400 I 101 int 1.0 1.0 _ convective b.c., bound volume 101, int bounda

crit. pool R arms fractions
hs10106400 1 101 int 1.0 1.0

hs10107400 1 101 int 1.0 i 0

hs10108400 I 101 int 1.0 I 0

hs10109400 1 101 int 1.0 i 0

hsi0110400 I 101 int 1.0 1 0

hs10111400 1 101 int 1.0 1 0

hs10112400 1 101 int 1.0 1 0

hsi0105401 0.7 equiv-band 9.B3e-3 _ emissivity of Zr02 (guess!), radiation mod

radiation path length (diameter of a fuel

hsi0106401 0.7 equiv-band 9 63e-3

hslO107401 0.7 equiv-band 9 63e-3

hsi0108401 0.7 equlv-band 9 B3e-3

hs10109401 0.7 equlv-band 9 63e-3

hs10110401 0.7 equiv-band 9 B3e-3

hsi0111401 0.7 equlv-band 9 63e-3

hsi0112401 0.7 equiv-band 9 63e-3

hs10105500 1 215e-2 8 197e-3 0.05611 • area, char length (hyd diam used), axia
hslOlOB500 1 215e-2 8 197e-3 0.05611

hsi0107500 1 215e-2 8 197e-3 0.05611

hs10108500 1 215e-2, 8 197e-3 0.05611

hs10109500 1 2158-2 8 197e-3 0.05611

hs10110500 1 215e-2 8 197e-3 0.05611

hs10111500 1.215e-2 8 197e-3 0.05611

hs10112500 1.215e-2 8 197e-3 0.05611 *

outside boundary data:
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hs10105600 2101 -1 'ext' 1.0 1.0 * const-temp b.c. specified by if101, no bo

• exterior surface, etc

hs10106600 2101 -1 'ext' 1.0 1.0 *

hs10107600 2101 -1 'ext' 1.0 1.0 *

hs10108600 2101 -1 'ext' 1.0 1.0 *

hs10109600 2101 -1 'ext' 1.0 1.0 •

hs10110600 2101 -I 'ext' 1 0 1.0 *

hs10111600 2101 -1 'ext' 1 0 1.0 *

hs10112600 2101 -1 'ext' 1 0 1.0 *

• hs 10113

hsi0113000 36 2 I * 36 nodes, cylindrical geom, ss initialization performed

hsi0113001 'top spacer wall' * hs name

hsi0113002 0.5050 1.0 * bottom elevation, vertical surface

, location data:

hs10113100 10103 1 3.445e-2 * node locations from hsi0103

• composition data:

hs10113200 10103 * composition data from hs10103

internal heat source (none):

hs10113300 0 * no internal source

inside boundary data:

hsi0113400 1 101 int 1.0 1.0 • convective b.c., bound volume 100, int bounda

, crit. pool & arms fractions

hsi0113401 0.7 equiv-band 9.63e-3 * emissivity of Zr02 (guess!), radiation mod

• radiation path length (diameter of a fuel

hsi0113500 1.134e-2 8.197e-3 0.0524 * area, char length (hyd diam used), axial

outside boundary data:

hs10113600 2101 -I 'ext' 1.0 1.0 * const-temp b.c. specified by tflOl, no bo

exterior surface, etc

hs 10114

hslO114000 36 2 1 • 36 nodes, cylindrical geom, ss initialization performed

hsi0114001 'inc spring wall' * hs name

hsi0114002 0.5574 1.0 * bottom elevation, vertical surface

• location data:

hsi0114100 10103 I 3.445e-2 • node locations from hs10103

, composition data:

hsi0114200 10103 * composition data from hsl0103

• internal heat source (none):

hslOl14300 0 * no internal source

• inside boundary data:

hsi0114400 1 101 int 1.0 1.0 * convective b.c., bound volume I00, int bounda
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* crit. pool & arms fractions

hs10114401 0.7 equiv-band 9.63e-3 • emissivity of Zr02 (guess!), radiation mod

radiation path length (diameter :_ a fuel

hsi0114500 1.675e-2 8.197e-3 0.0774 • area, char length (hyd diam used), axial

outside boundary data:

hsi0114600 2101 -I 'ext' 1.0 1.0 _ const-temp b.c. specified by if101, no bo

exterior surface, etc

hs 10115

hs10115000 11 1 1 • 11 nodes, cylindrical geom, ss initialization performed

hsi0115001 'upper bound hs' • hs name

hsi0115002 0.6617 0.0 • bottom elevation, vertical surface

location data:

hs10115100 -I 1 0.0 • node locations follow

hsi0115101 0.0232 11

composition data:

hsi0115200 -I • composition data follows

hsi0115201 'stainless steel' 10 • all stainless ste_l

internal heat source (none):

hsi0115300 0 • no internal source

inside boundary data:
hsi0115400 I 101 int 1.0 1.0 • convective b.c., bound volume 101, int bounda

crit. pool & arms fractions

hsi0115401 0.7 equiv-band 9.63e-3 _ emissivity of Zr02 (guess!), radiation mod

radiation path length (diameter of a fuel

hsi0115500 3.728e-3 8.197e-3 0.0a724 • area, char length (hyd diam used), axia

outside boundary data:

hsi0115600 0 -1 'ext' 1.0 1.0 • const-temp b.c. specified by tf101, no bound

exterior surface, etc

add boundary fluid temperaturo option to make hs's see core cell

arm temperatures

hs10101004 101 0

hsi0102004 102 0

hsi0103004 103 0

hs10104004 104 0

hs10105004 105 0

hs10106004 106 0

hs10107004 107 0

hs10108004 108 0

hsi0109004 109 0

hs10110004 110 0

hs10111004 111 0

hs10112004 112 0
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hs10113004 113 0

hsi0114004 114 0

* tf 101 (for hs 10104-10112)

if10100 'hs outer boLmdry ' 2 1.0 0.0 • name, # data pairs, scale factors

, data pairs:

(time) (Tboundary)

if10110 0.0 473.0

tf10111 10000.0 473.0

mp package input

*** material 5 is zircaloy

, change default values for zirca!oy to raise melting

temperature 102 k to be consistent with melprog and matpro

mpmatO0500 zircaloy

mpmatO0501 enh 220

mpmatO0502 cps 221

mpmatO0503 imp 222

mpmatO0550 mlt 2200. *change melt temp to 2200 k, default=2098, k

if22000 'ezirc' 16 1.0

tf22011 300.0 0.0

tf22012 400.0 21915.0

tf22013 640.0 105110.0

tf22014 1090.0 263960.0

tf22015 1093.0 265275.5

tf22016 1113.0 276195.5

tf22017 1133.0 288245.5

tf22018 1153.0 301585.5

tf22019 1173 0 316935.5

tf22020 1193 0 332795.5

tf22021 1213 0 346685.5

tf22022 1233 0 357565.5

tf22023 1248 0 363753.0

tf22024 2200 0 702665.0

tf22025 2200 01 927665.0

tf22026 3598 0 1425353.0

tf22100 'cpzirc' 15 1.0
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tf22111 273.15 275.0

tf22112 400.0 302.0

tf22113 640.0 331.0

tf22114 1090.0 375.0

tf22115 1093.0 502.0

tf22116 1113.0 590.0

tf22117 1133.0 615.0

tf22118 1153.0 719.0

tf22119 1173.0 816.0

tf22120 1193.0 770.0

tf22121 1213.0 619.0

tf22122 1233.0 469.0

tf22123 1248.0 356.0

tf22124 2098.0 356.0

tf22125 5000.0 356.0

tf22200 'tzirc' 16 1.0

tf22211 0.0 300.0

tf22212 21915.0 400.0

tf2221_ 105110.0 640.0

tf22214 263960.0 1090.0

tf22215 265275.5 1093.0

tf22216 276195.5 1113.0

tf22217 288245.5 1133.0

tf22218 301585.5 1153.0

tf22219 316935.5 1173.0

tf22220 332795.5 1193.0

tf22221 346685.5 1213 0

tf22222 357565.5 1233 0

tf22223 363753.0 1248 0

tf22224 702665.0 2200 0

tf22225 927665.0 2200 01

tf22226 1425353.0 3598 0

zirconium oxide (porous)

define a new material, porous zirconium oxide, which has proper%ies

determined by the dr-4 experimenters to give proper hea% transfer

characteristics

tabular functions 201-204:

if201: enthalpy vs temp, use standard MELCOR values

if202: temp vs enthalpy, use standard MELCOR values

if203: spec heat cap vs temp, use standard MELCOR values

if204: therm conductivity vs temp, use correlation from
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* MELPROG DF-4 report

. if205: density vs temp, use 0.21 * Kho(ZrO2-dense)

mpmatlOlO0 _zirconium oxide (porous)'

mpmat10101 enh 201

mpmatl0102 tmp 202

mpmatlOl03 cps 203

mpmatl0104 thc 204

mpmatlOl05 rho 205

mpmat10151 den 1288.0 * 0.21 x rho(ZrO2-dense)

mpmat10152 mlt 2990.0

mpmat10153 lhf 7.07e5

* tf 201: enthalpy vs. temp for porous Zr02

if20100 'ZrO2(por) e vs t' 4 1.0 0.0 * name, # data pairs, scale facts

tf20110 300.00 0.0

tf20111 2990.00 1464167.0

tf20112 2990.01 2171167.0

tf20113 3500.00 2448760.0

* tf 202: temp vs. enthalpy for porous Zr02

if20200 'ZrO2(por) t vs e _ 4 1.0 0.0 * name, # data pairs, scale facts

tf20210 0.0 300.00

tf20211 1464167.0 2990.00

tf20212 2171167.0 2990.01

tf20213 2448760.0 3500.00

* tf 203: cp vs. temp for porous Zr02

if20300 'ZO2(por) cp vs t' 2 1.0 0.0 * name, # data pairs, scale facts
tf20310 273.15 544.3

tf20311 5000.0 544.3

* tf 204: thermal cond vs. temp for porous ZrO2

if20400 'ZrO2(por) k vs t' 8 1.0 0.0 * name, # data pairs, scale facts
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%f20410 273.15 1.4834e-1

%f20411 500.0 1.9374e-I

%f20412 750.0 2.6237e-1

%f20413 1000.0 3.5049e-1

%f20414 1250.0 4.5811e-1

tf20415 1500.0 5.8523e-I

%f20416 2000.0 8.9796e-1

tf20417 5000.0 4.4121e0

* tf 205: density vs. %emp for porous Zr02

%f20500 _ZrO2(por) d vs %_ 2 1.0 0.0 • name, # data pairs, scale facts

%f20510 273.15 1288.0

%f20511 5000.0 1288.0

,-

* boron carbide density
,-

mpma%30100 boron-carbide

mpma%30101 rho 301

mpmat30151 den 1700.0

tf 301: density vs. %emp for boron carbide

%f30100 'b4c den vs %' 2 1.0 0.0

tf30111 273.15 1700.0

%f30112 5000.0 1700.0

* misc cf package inpu% *
**************************

,

cf_s %o define special functions

cf80100 h2rate add 2 1.0 0.0

cf80111 1.0 0.0 fl-mflow.4.201

cf80112 1.0 0.0 fl-mflow.4.202

sc package input •
*********************
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* change sensitivity coeff's to ensure 100_ canister-b mass (SC 1501)

sc15011 1501 1.0 1 * mass

sc15012 1501 1.0 2 * surf area, channel, blade

sc15013 1501 1.0 3 * " " , bypass, blade

sc15014 1501 0.0 4 * surf area, channel, non-blade

sc15015 1501 0.0 5 , " " , bypass, non-blade

molten material holdup parameters (SC 1131)

sc11311 1131 6.1e-5 I • minumum Zr oxide thickness to hold up melt

sc11312 1131 1.42e-4 2 , minumum steel thickness to hold up melt

change eutectic temperature of b4c-steel on SC 1011

sci0111 1011 1570.0 3 • b4c-steel eutectic temperature

decrease autocatalytic oxidation switchover temperature

sc10011 1001 1750.0 S 1 _ low to high range oxidation temp boundary

edf package input
**********************

specify temperature and melt fraction variables to be written to separate

edf_s

edf 11: clad temp vs. position

_edfOllO0 clad-temp-vs-pos 9 write • name, no of channels, direction

_edf01101 'clad-temp-pos.out _ * external file name

_edfOll02 _i0(Ipe12.5)' • format of data

_edf01111 7600.0 20.0 • time increment for data writes

_edfOl112 7700.0 I00000.0 _ time increment for data writes

_edfOllaO cor-tcl.104 cor-tcl.105 cor-tcl.106 cor-tcl.107 cor-tcl.108 _ dep var _

*edfO11a1 cor-tcl.109 cor-tcl.110 cor-tcl.111 cor-tcl.112

edf 12: fuel intact mass vs. position

_edfOl200 fuel-mfr-vs-pos 9 write • name, no of channels, direction

*edf01201 _fuel-mfr-pos.out' _ external file name

_edf01202 _i0(ipe12.5) _ _ format of data

*edf01211 7600.0 50.0 * time increment for data writes

204



•edf01212 7900.0 I00000.0 • time increment for data writes

•edfOl2aO cor-mltfr.104.1.1 cor-mltfr.105.1.1 cor-mltfr.106.1.1 , dep var's

•edfO12al cor-mltfr.107.1.1 cor-mltfr.108.1.1 cor-mltfr.109.1.1

•edfO12a2 cor-mltfr.110.1.1 cor-mltfr.111.1.1 cor_mltfr.112.1.1

edf 13: clad intact mass vs. position

•edf01300 clad-mfr-vs-pos 9 write _ name, no of channels, direction

•edfOl301 'clad-mfr-pos.out' * external file name

•edf01302 'i0(lpe12.5)' _ format of data

•edf01311 7600.0 50.0 * time increment for data writes

•edfOl312 7900.0 100000.0 _ time increment for data writes

•edfO13aO cor-mltfr.104.2.2 cor-mltfr.105.2.2 cor-mltfr.106.2.2 , dep var's

•edfO13al cor-mltfr.107.2.2 cor-mltfr.108.2.2 cor-mltfr.i09.2.2

•edfO13a2 cor-mltfr.i10.2.2 cor-mltfr.111.2.2 cor-mltfr.112.2.2

edf 14: canister intact mass vs. position

•edfOl400 can-mfr-vs-pos 9 write _ name, no of channels, direction

•edfOl401 'can-mfr-pos.out' * external file name

•edf01402 '10(Ipe12.5)' _ format of data

•edfO1411 7600.0 50.0 • time increment for data writes

•edfOl412 7900.0 100000.0 * time increment for data writes

•edfOl4aO cor-mltfr.104.2.4 cor-mltfr.105.2.4 cor-mltfr.106.2.4 , dep var's

•edfO14al cor-mltfr.107.2.4 cor-mltfr.108.2.4 cor-mltfr.109.2.4

•edfO14a2 cor-mltfr.110.2.4 cor-mltfr.111.2.4 cor-mltfr.112.2.4

edf 15: os intact mass vs. position

•edfOl500 os-mfr-vs-pos 9 write * name, no of channels, direction

•edf01501 'os-mfr-pos.out' * external file name

•edfOl502 'lO(Ipe12.5)' * format of data

•edf01511 7600.0 50.0 * time increment for data writes

•edfOl512 7900.0 100000.0 * time increment for data writes

•edfO15aO cor-mltfr.104.3.5 cor-mltfr.105.3.5 cor-mltfr.106.3.5 • dep var's

•edfOl5al cor-mltfr.107.3.5 cor-mltfr.108.3.5 cor-mltfr.109.3.5

•edfOl5a2 cor-mltfr.110.3.5 cor-mltfr.111.3.5 cor-mltfr.112.3.5

allowreplace record, to allow insertion of any

sensitivity study input
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allowreplace
r*i*f 'sens.dat'

•eor* melcor

• MELCOK DF4 input deck

_*********************

• exec package input *
**********************

title 'dr4'

jobid 'dr4'

diagf 'df4.dia'

outputf 'df4.out'

plotf 'df4.ptf'

messagef 'df4.mes'
restartf 'df4.rst'

statusf 'df4.mai'

crtout

restart 0

cpuleft 10.

cpulim l.e6

*tend

tend 8100.0

***************************************************************

• time dtmax dtmin dtedt dtplt dtrst dcrest

timel 6000.0 1.0 0.0001 500.0 10.0 500.0

time2 7200.0 0.25 0.0001 500.0 5.0 500.0

time3 8000.0 1.0 0.001 500.0 50.0 500.0

***************************************************************

, enable additional cor output

,

coredv01 I 1 I 1 1 I * turn on volume fraction plot output
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allowreplace

r*i*f 'sens2.dat'

*eor* hisplt

file1 'df4.ptf'

title,dr4 experiment base case

nologo,wide

title,hydrogen mass production

vlabel,mass (()kg)

limits 0,0,0.0,50.0e-3

plot,time,cor-dmh2-tot, line = 'solid', sym=',',le='base case',file=1

data,le='experiment',line = dot

*readfile,'/user/tjtautg/df4/data/exp/b2mass.dat '

lege,ul

title ,bundle power

vlabel ,power (()w)

limits 6000.0,8000.0,0,0

plot,time, cor-efpd-rat,line = 'solid', sym=',',le='base case',file=l

lege,ul

title,ACRR Reactor Power

vlabel,Reactor Power (()Mw)

ulabel,Time (()s)

limits 6000.0,8200.0,0,0

uplot,line = 'solid', sym=','

*readfile,'/user/tjtautg/df4/data/exp/reapow.dat'

lege,ul

title,core package energy error

vlabel,error (()j)

limits 6000.0,8000.0,0,0

plot,time, cor-energyerr,line = 'solid', sym=',',le='base case',file=1

lege,ul

title,clad temps,9.6 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcl.lO5,1ine = 'solid', sym=',',le='base case',file=l

data,le='zlp215',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','zlp215'

data,le='z4p215 ',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','z4p215'

lege,ul

207



title,clad temps,25.4 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcl.108,1ine = 'solid', sym=',',le='base case',file=l

data,le='z2p160',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','z2pl60'

data,le='z3p160',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','z3pl60'

lege,ul
*

title,clad temps,S6.8 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcl. IiO,line = 'solid', sym=',',le='base ¢ase',file=1

data,le='zlpll5',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','zlpll5'

data,le='z4pll5',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','z4p115'

lege,ul
*

title,clad temps,49.5 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcl.ll2,1ine = 'solid', sym=',',le='base case',file=l

data,le='zlpO65',line = dot

*readfile,'/user/tjtautg/df4/data/exp/cladtemp.dat','zlp065,

lege,ul
*

title,clad temperatures

vlabel,temperature (()K)

limits 7400.0,8000.0,400.0,2600.0

plot,time, cor-tcl.lOT,line = 'mdash', sym="',le='base case,c1OT,,file=l

cplot,time, cor-tcl.lO8,1ine = 'solid', sym=',',le='base case,clO8',file=l

cplot,tlme, cor-tcl.lOg,line = dashdash, sym='"',le='base case,clOg',file= 1

cplot,tlme, cor-tcl.llO,line = 'sdash', sym='&',le='base case,c110',file=1

cplot,tlme, cor-tcl.lll,line = 'Idash', sym='<',le='base case,c111,,file=1

cplot,tlme, cor-tcl.112,1ine = 'dotdash', sym='@',le='base case,c112',file=1

lege,ur
*

title,canister temps,9.6 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcb.lO5,1ine = 'solid', sym=',',le='base case',file=1
data,le='ctw217',line = dot

*readf ile,'/user/tjtautg/df4/data/exp/cantemp, dat' ,'ctw217'

lege ,ul
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title,canister temps,25.4 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcb.108,1ine = 'solid', sym=',_,le='base case',file=1

data,le='ctw162_,line = dot

_readfile,_/user/tjtauts/df4/data/exp/cantemp.da%','ctw162 '

data,le='cbw162',line = dot

_readfile,'/user/tjtautg/df4/data/exp/cantemp.da%','cbw162'

lege,ul

title,canister temps ,36.8 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcb.110,line = 'solid', sym=',',le='base case',file=1

data,le='ctw117',line = dot

_readfile,'/user/tjtautg/df4/data/exp/cantemp.dat','ctw117'

data,le='cbw117',line = dot

_readfile,'/user/tjtautg/df4/data/exp/cantemp.dat','cbw117'

lege,ul

title,canister temps,49.5 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tcb.112,1ine = 'solid', sym=',',le='base case',file=1

data,le='ctwO67',line = dot

_readfile,'/user/tjtautg/df4/data/exp/cantemp.dat','ctw067'

lege,ul

title,canister temperatures (high)

vlabel,temperature (()K)

limits 7400.0,8000.0,400.0,2600.0

plot,time, cor-tcb.lO8,1ine = 'solid', sym=',',le='base case,c108',file=1

cplo%,time, cor-tcb.109,1ine = dashdash, sym='"',le='base case,clO9',file=1

cplot,time, cor-tcb.110,line = 'sdash', sym='&',le='base case,c110',file=1

cplot,time, cor-tcb.111,1ine = 'Idash', sym='<',le='base case,c111',file=1

cplor,time, cor-tcb.112,1ine = 'dotdash', sym='%',le='base case,c112',file=1

lege,lr

title,canister temperatures (low)

vlabel,temperature (()K)

limits 7400.0,8000.0,400.0,2600.0

plot,time, cor-tcb.lO4,1ine = _mdash', sym='^',le='base case,c1OT',file=1

cplot,time, cor-tcb.lOS,line = 'solid', sym=',',le='base case,c108',file=1

cplot,rime, cor-tcb.lO6,1ine = dashdash, sym='"',le='base case,clO9',file=1

cplot,time, cor-tcb.1OT,line = 'sdash', sym='&',le='base case,c110',file=1

lege,lr

title,intact zr mass in clad
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vlabel,mass (()kg)

limits 7400.0,8000.0,0,0

plot,time, cfvalu.904,1ine = 'dotdash', sym='^',le='base case,c107',file=1

cplot,time, cfvalu.9OS,line = 'mdash', sym='%',le='base case,c108',file-1

cplot,time, cfvalu.gOS,line = 'solid', sym=',',le='base case,c109',file=l

cplot,time, cfvalu.907,1ine = dashdash, sym='"',le='base case,c110',file=1

cplot,time, cfvalu.908,1ine = 'sdash', sym='&',le='base case,c111',file=l

cplot,time, cfvalu.909,1ine = 'idash', sym='<',le='base case,c112',file=1

lege,ur

title, intact zr mass in canister

vlabel,mass (()kg)

limits 7400.0,8000.0,0,0

plot,time, cfvalu 914,1ine = 'dotdash', sym="',le='base case,clO7',file=1

cplot,time, cfvalu 915,1ine = 'mdash', sym='@',le='base case,clO8',file=l

cplot,time, cfvalu 918,1ine = 'solid', sym=',',le='base case,c109',file=1

cplot,time, cfvalu 917,1ine = dashdash, sym='"',le='base case,c110',file=1

cplot,time, cfvalu 918,1ine = 'sdash', sym='&',le='base case,c111',file=1

cplot,time, cfvalu 919,1ine = 'Idash', sym='<',le='base case,c112',file=1

lege,lr
,

title,total zr mass in cell

vlabel,mass (()kg)

limits 7400.0,8000.0,0,0

plot,time, cor-mzr 107,line = 'dotdash', sym='_',le='base case,c1OT',file=1

cplot,time, cor-mzr 108,line = 'mdash', sym='@',le='base case,c108',file=1

cplot,time, cor-mzr 109,line = 'solid', sym=',',le='base case,c109',file=1

cplot,tlme, cor-mzr 110,line = dashdash, sym='"',le='base case,c110',file=1

cplot,time, cor-mzr 111,line = 'sdash', sym='_',le='base case,c111',file=1

cplot,tlme, cor-mzr 112,line = 'ldash', sym='<',le='base case,c112',file=1

lege,ur
*

title,intact uo2 mass in fuel

vlabel,mass (()kg)

limits 7400.0,8000.0,0,0

plot,time, cfvalu.924,1ine = 'dotdash', sym="',le='base case,c1OT',file=l

cplot,time, cfvalu.925,1ine = 'mdash', sym='_',le='base case,c108',file=1

cplot,time, cfvalu.926,1ine = 'solid', sym=',',le='base case,c1Og',file=l

cplot,time, cfvalu.927,1ine = dashdash, sym='"',le='base case,c110',file=1

cplot,time, cfvalu. B28,1ine = 'sdash', sym='_',le='base case,c111',file=1

cplot,time, cfvalu.929,1ine = 'idash', sym='<',le='base case,c112',file=1

lege,ur

title,total uo2 mass in cell

vlabel,mass (()kg)

limits 7400.0,8000.0,0,0

plot,time, cor-muo2.107,1ine = 'dotdash', sym="',le='base case,clO7',file=l

cplot,time, cor-muo2.108,1ine = 'mdash', sym='@',le='base case,c1OS,,file=1
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cplot,time, cor-muo2.1Og,line = 'solid_, sym=_,',le='base case,clO9',file=1

cplot,time, cor-muo2.110,line = dashdash, sym='"',le='base case,c110',file=l

cplot,time, cor-muo2.111,1ine = 'sdash', sym='&',le='base case,c111',file=1

cplot,time, cor-muo2.112,1ine = 'idash', sym='<',le='base case,c112',file=1

lege,lr

title,other struc temps,9.6 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tss.lOS,line = 'solid_, sym=',',le=_base case',file=1

data,le=_btp222' ,line = dot

_readfile,'/user/tjtautg/df4/data/exp/ostemp.dat','btp222'

data,le='bcp222_,line = dot

•readfile,_/user/tjtautg/df4/data/exp/_stemp.dat',_bcp222 '

lege,ul

title,other struc temps,25.4 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tss.1OS,line = 'solid', sym=',',le='base case',file=1

data,le=_btp167',line = dot

•readfile,_/user/tjtautg/df4/data/exp/ostemp.dat_,'btp167 '

data,le='bcp167_,line = dot

•readfile,'/user/tjtautg/df4/data/exp/ostemp.dat',_bcp167 _

lege,ul

title,other struc temps,36.8 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tss.llO,line = 'solids, sym=',',le='base case',file=l

data,le='btp122_,line = dot

•readfile,'/user/tjtautg/df4/data/exp/ostemp.dat', _btp122'

data,le='bcp122_,line = dot

_readfile,'/user/tjtautE/df4/data/exp/ostemp.dat',_bcp122 '

leEe,ul

title,other struc temps,49.5 cm

vlabel,temperature (()K)

limits 6000.0,8000.0,400.0,2600.0

plot,time, cor-tss.112,1ine = 'solids, sym=',',le='base case',file=1

data,le=_btpO72',line = dot

_readfile,'/user/tjtautE/df4/data/exp/ostemp.dat_,'btp072 ,

leEe,ul

title,other struc temps

vlabel,temperature (()K)

limits 7300.0,7700.0,400.0,2600.0

plot,time, cor-tss.1OT,line = _mdash', sym="_,le=_base case,clO7_,file=l
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cplot,time, cor-tss.108,1ine = 'solid', sym=',',le='base case,c108',fileml

cplot,time, cor-tss.109,1ine = dashdash, sym='"',le='base case,clO9',file=1

cplot,time, cor-tss.110,line = 'sdash', sym='R',le='base case,cllO',fileml

cplot,time, cor-tss.111,1ine = 'idash', sym='<',le='base case,c111',file=1

cplot,time, cor-tss.112,1ine = 'dotdash', sym='Q',le='base case,c112',file=1

data,le='btp167',line = dot

*readfile, '/user/tjtautg/df4/data/exp/ostemp .dat' ,'btp167'

data,le='bcp167',line = dot

.readfile,'/user/tjtautg/df4/data/exp/ostemp.dat','bcp167'

data,le='btp122',line = dot

*readfile,'/user/tjtautg/df4/data/exp/ostemp.dat','btp122'

data,le='bcp122',line = dot

.readfile,'/user/tjtautg/df4/data/exp/ostemp.dat','bcp122'

data,le='btpO72',line = dot

,readfile,'/user/tjtautg/df4/data/exp/ostemp.dat','btp072'

lege,next

title,intact steel mass in os

vlabel,mass (()kg)

limits 7300.0,7700 0,0,0

plot,time, cfvalu 934,1ine = 'dotdash', sym="',le='base case,clO7',file=l

cplot,time, cfvalu 935,iine = 'mdash', sym='@',le='base case,c1OS',file=1

cplot,time, cfvalu 936,1ine = 'solid', sym=',',le='base case,clO9',file=1

cplot,tlme, cfvalu 937,1ine = dashdash, sym='"',le='base case,c110',file=1

cplot,tlme, cfvalu 938,1ine = 'sdash', sym='_',le='base case,c111',file=1

cplot,tlme, cfvalu 939,1ine = 'Idash', sym='<',le='base case,c112',file=l

lege,ll

title,total steel mass in cell

vlabel,mass (()kE)

limits 7300.0,7700.0,0,0

plot,time, cor-mss 107,1ine = 'dotdash', sym='",le='base case,c107',file=1

cplot,time, cor-mss 108,1ine = 'mdash', sym='@',le='base case,c1OS',file=1

cplot,time, cor-mss 109,1ine = 'solid', sym='_',le='base case,clO9',file=1

cplot,time, cor-mss 110,1ine = dashdash, sym='"',le='base case,cl10',file=l

cplot,time, cor-mss 111,1ine = 'sdash', sym='&',le='base case,c111',file=1

cplot,time, cor-mss 112,1ine = 'idash', sym='<',le='base case,c112',file=1

lege,ul

title,intact b4c mass in os

vlabel,mass (()kg)

limits 7300.0,7700.0,0,0

plot,time, cfvalu.944,1ine = 'dotdash', sym='",le='base case,c107',fils=1

cplot,time, cfvalu.945,1ine = 'mdash', sym='_',le='base case,c108',file=1

cplot,time, cfvalu.946,1ine = 'solid', sym=',',le='base case,c109',file=1

cplot,time, cfvalu.947,1ine = dashdash, sym='"',le='base case,c110',file=1

cplot,time, cfvalu.948,1ine = 'sdash', sym='_',le='base case,c111',file=1

cplot,time, cfvalu.949,1ine = 'Idash', sym=,<',le='base case,c112',file=1
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lege,ll

title,total b4c mass in cell

vlabel,mass (()kg)

limits 7300.0,7700.0,0,0

p!ot,time, cor-mcrp.107,1ine = 'dotdash', sym="',le='base case,c107',file=l

cplot,time, cor-mcrp.108,1ine = _mdash', sym='Q',le='base case,c108',file=1

cplor,time, cor-mcrp.109,1ine = 'solid', sym=',',le='base case,cl09',file=1

cplot,time, cor-mcrp.110,1ine = dashdash, sym='"',le='base case,c110',file=l

cplot,time, cor-mcrp.lll,line = 'sdash', sym='R',le='base case,c111',file=l

cplor,tlme, cor-mcrp.112,1ine = 'idash', sym='<',le='base case,ci12',file=1

lege,ul

title,fluid volume fractions

vlabel,volume fraction

limits 7300.0,7700.0,0.0,I.0

plot,rlme, cor-volf-fl 107,1ine = 'dotdash', sym='",le='base case,c107',file=l

cplot,tlme, cor-volf-fl 108,1ine = 'mdash', sym='@',le='base case,cl08',file=1

cplo%,tlme, cor-volf-fl 109,1ine = 'solid', sym=',',le='base case,clOg',file=l

cplot,tlme, cor-volf-fl 110,1ine = dashdash, sym='"',le='base case,c110',file=1

cplot,time, cor-volf-fl 111,1ine = 'sdash', sym='R',le='base case,c111',file=1

cplot,time, cor-volf-fl 112,1ine = 'Idash', sym='<',le='base case,c112',file=1

lege,ll

title,debris volume fractions

vlabel,volume fractions

limits 7500.0,8200.0,0.0,i.0

plot,tmme, cor-volf-dD 102,1ine = 'dotdash', sym="',le='base case,c102',file=1

cplot,time, cor-volf-dp 103,1ine = 'mdash', sym='_',le='base case,c103',file=1

cplot,time, cor-volf-dp 104,1ine = 'solid', sym=',',le='base case,cl04',file=l

cplot,time, co_-volf-dp 105,1ine = dashdash, sym='"',le='base case,cl05',file=l

cplot,time, cor-volf-dp 106,1ine = 'sdash', sym='R',le='base case,cl06',file=1

cplot,tlme, cor-volf-dp 107,1ine = 'Idash', sym='<',le='base case,c107',file=1

lege,ul

title,debris temperatures

vlabel,temperature (()K)

limits 7500.0,8200.0,0,0

plot,tmme, cor-tdp 102,1ine = 'dotdash', sym='^',le='base case,c102',file=1

cplot,tlme, cor-tdp 103,1ine = 'mdash', sym='@',le='base case,c103',file=1

cplot,tmme, cor-tdp 104,1ine = 'solid', sym=',',le='base case,c104',file=1

cplot,tlme, cor-tdp 105,1ine = dashdash, sym='"',le='base case,c105',file=l

¢plot,time, cor-tdp 106,1ine = 'sdash', sym='&',le='base case,c106',file=1

cplot,tmme, cor-tdp 107,1ine = 'idash', sym='<',le='base case,c107',file=1

l,ge,lr
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