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Abstract 
The induction accelerator was conceived by N. C. Christofilos and first 
realized as the Astron accelerator that operated at LLNL from the early 
1960's to the end of 1975. This accelerator generated electron beams at 
energies near 6 MeV with typical currents of 600 Amperes in 400 ns 
pulses. The Advanced Test Accelerator (ATA) built at Livermore's Site 
300 produced 10,000 Ampere beams with pulse widths of 70 ns at 
energies approaching 50 MeV. Several other electron and ion induction 
accelerators have been fabricated at LLNL and LBNL. This paper 
reviews the principal diagnostics developed through efforts by 
scientists at both laboratories for measuring the current, position, 
energy, and emittance of beams generated by these high current, short 
pulse accelerators. Many of these diagnostics are closely related to 
those developed for other accelerators. However, the very fast and 
intense current pulses often require special diagnostic techniques and 
considerations. The physics and design of the more unique diagnostics 
developed for electron induction accelerators are presented and 
discussed in detail. 

INTRODUCTION 

Induction accelerators are low impedance devices and able to accelerate beams 
at currents much greater that from rf based accelerators. Electron current pulses are 
typicaily.measured in kiioamps with pulse times measured in nanoseconds and 
contains no micro structure. The accelerating voltage is isolated from the outside 
world by inductors that must support the total accelerating voltage for the duration 
of each pulse. Diagnostics for induction accelerators must reproduce the 
waveforms of the accelerator parameters with great fidelity. Fortunately, the large 
currents and voltages typical of an induction accelerator are easily detected and 
small signal levels are not usually a concern. 

This paper focuses on the very fast beam monitors developed for measuring the 
current andposition of high-current electron beams in induction accelerators. Also 
described are two systems for measuring the beam energy in the Astron and ATA 
accelerators; X-ray wire scanning techniques for determining beam profiles; and 
two methods of measuring pulsed magnetic fields in a harsh environment. Most of 
this work dates back to 70s and early 80s when electron induction linacs and their 
diagnostics were under intensive development. Many of these diagnostics arc also 
summarized in a paper presented by K. W. Struve (11 at a conference at the Bureau 
of Standards in Gaithersburg, Maryland in llJ86. 
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INDUCTION ACCELERATORS 

The linear induction accelerator was invented by N. C. Christofilos in about 
1960 for the purpose of generating the "E-layer" for the Astron thermonuclear 
fusion experiment. Even in the proof-of-principle experiment then under 
development at the Lawrence Uvermore Laboratory, the Astron concept (2) 
required relativistic electrons at currents far beyond those available from 
conventional accelerators. The Astron accelerator (3) was developed as a part of 
this program and, near the end of its operational life, produced 400 ns pulses of 6 
MeV electrons at currents up to 800 Amperes. The accelerator could be operated at 
many repetition rates including a burst mode of 100 pulses at rep-rates up to 1440 
Kz intended to build and maintain' the E-layer. The accelerator normally operated at 
an average repetition rate of 2 Hz set mainly by corsiderations of x-radiaiion levels 
at neighboring laboratory experiments. The accelerator used cable pulse forming 
lines switched by hydrogen thyratrons to generate square current pulses with a rise 
time near 10 ns. The Astron accelerator was in operation from i 961 through 1975. 
The Asuon accelerator technology was further advanced by a development (4) 
under J. Leiss at the National Bureau of Standards during the mid 70s aimed at 
extending the pulse width and reducing the cost of the expensive induction cores 
that are a part of this accelerator concept. This machine was transferred to the 
Naval Research Laboratory in the early 80s for use as the driver for a free electron 
laser experiment. 

The Astron accelerator was followed by the ERA accelerator (5) at Lawrence 
Berkeley Laboratory in 1972. This machine used oil Blumlein pulse forming lines 
switched by spark gaps to generate 30 ns pulses of electrons at currents up to 3 kA 
and energies near 4 MeV. The accelerator was used for research on the electron 
ring collective accelerator concept at the Lawrence Berkeley Laboratory. This 
accelerator was followed by three related accelerators at the Lawrence Livermore 
Laboratory: the ETA accelerator (6) in 1979 (10 kA, 4.5 MeV, 40 ns, J Hz): the 
FXR accelerator (7) in 1982 {4 kA, -20 MeV, 60 r.s, IB Hz): and the ATA 
accelerator (8) in 1984 (10 kA, 50 MeV, 70 ns, 1 Hz awragc or 10 pulse burs: a: 1 
kHz). These three accelerators used water filled Blumlein pulse-forming-lines and 
spark gap switches. The ETA and ATA accelerators were part of the Strategic 
Defense Initiative and the FXR accelerator is used for flash radiography. An ETA 
II (9) accelerator that used magnetic modulator technology operated briefly in the 
late 1980s. 

A four-beam ion induction linac named MBE-4 (10) was built and operated 
from 1986 to 1991. This machine accelerated four parallel beams of cesium"1" to 
nearly 1 MeV while increasing die current from 4 x 10 mA to nearly 4 x 90 mA. 
This proof-of-principal experiment was part of the Heavy Ion Fusion Acceleratoi 
Research program at the Lawrence Berkeley Laboratory. A recirculating ion 
induction accelerator (11) is currently being fabricated at LLNL to demonstrate the 
physics of this approach to a more economical heavy ion fusion accelerator/driver. 
Diagnostics developed for this accelerator were discussed by S. Eylon (12) and D. 
Berners with L. Reginato (13) at previous Beam Instrumentation conferences. 

Of all these induction accelerators, only the FXR machine is currently in 
operation. 
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CURRENT AND POSITION MEASUREMENTS-BEAM BUGS 

Introduction 

Perhaps the most important diagnostics developed for induction accelerators is 
the device that monitors the beam current and position in the accelerator and 
associated beam transport lines. These instruments commonly called "beam bugs" 
are capable of measuring the kiloampere currents and beam position of the ETA and 
ATA accelerators with rise times of less than 0.2 ns and relative position resolutions 
less than 100 fan. They operate by measuring the currents induced in the wall by 
the passage of the beam. 

One of the first to use this technique for monitoring beam current and position 
was a team (14) at the Lawrence Berkeley Laooratory. They used a band of 
resistors to interrupt the wall current and generate a current and position signal from 
the beam in the ERA accelerator. The idea was rapidly adapted for use on the 
Astron accelerator (15) at Livermorc. Fifty one-ohm carbon resistors were placed 
in the tube wall at nearly 30 locations along the Astron accelerator and transport 
section. 

For the ETA and ATA accelerators, the carbon resistors were replaced by a one 
mil thick (27 tim) foil or band of stainless steel that is laser or E-beam welded 
across an insulated break in the beam tube wall. The diameter of the band equals 
the inner diameter of the beam tube so that the beam sees no abrupt steps or 
extraneous capacitance during its passage through the bug. A small overlap is 
formed as the band encircles the inside diameter of the tube. As we will show later, 
this overlap limits the absolute accuracy of the beam position measurements to a 
few tenths of a millimeter. Fig. 1 shows the design (16) of the beam "bug" used 
with the ATA accelerator. The resistance of the resistor foil was approximately two 
milli-Ohms with a resulting sensitivity of the instrument of 1 kA/V. Also shown 
are measurements of the response of the bug to a 10 amp fast rising current pulse 
from a test pulser. A ferrite inductor is placed behind the resistor foil to prevent the 
beam current from flowing around the resistor. Because of the very low foil 
resistance, the L/R time for the current to decay is very much longer than the beam 
pulse. A polyimide ring is used to form an insulating vacuum seal. To achieve the 
very high frequency response of this instrument we found it necessary to reduce the 
capacitance of the insulating gap by using a thick polyitnide ring. Eight pickoffs as 
shown in Tig. 1 are used to develop the current and positiou signals. These arc 
brought out through 50 il resistors as shown to keep the cables matched. 
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Fig. 1 Drawing o! an ATA beam bug. Also shown is ihe response of the bug (lower trace) 
to a 10 Amp pulse (uppar trace) along trie bug axis from a mercury pulser. 

THEORY 

R.C. Weber (17) has described some of the physics of this type of monitor in 
the first of these beam instrumentation meetings. He describes the wall currents 
flowing near a beam bug or wail current monitor but considers the performance of a 
monitor with a much larger resistance than of interest here. Let us extend his 
arguments with a more quantitative analysis of the physics of a beam in a 
conducting pipe. 

Fig. 2 Sketch of a beam oft axis In a conducting pips 

4 



It is possible to show (by the method of images for example) that a current / 
flowing within a pipe of radius a at a distance AR off axis causes a surface current 
K(6) to flow on the inner pipe wall that is given by 

K{6) = { / / 2 T O I ) [ ( P 2 - 1 ) / ( 1 + P * - 2 / > C O S 0 ) ] . (i) 

where p = AR/a. The angle 0 is defined by Fig. 2. Consider interrupting the 
beam pipe with a resistive band or ring placed at the inner circumference of the pipe 
with total resistance R. The surface current K(6) passing through the resistor that 
initially or for a short time develops a voltage around the pipe V(6) given by 

2 j 

V(8) = X(d)27BzR=RI = £ — . (2) 
*• ' w 1+p 2-2pcos0 

However, the voltage variation around the pipe will drive a current that flows 
through the gap to the outside of the pipe, that will equalize this voltage. After 
equalization, the surface current pattern on the outside of the pipe may look 
something like that sketched in Fig. 3 and the voltage across the gap will be 
independent of 6 and given by V(6) = I R. However, until the current leaks 
through the gap, both beam current and position measurements arc possible. 

Fig. 3 Sketch of the current pattern eventually established on the outside of the pipe as a 
result of the resistive band 

As we will show, the leakage field pattern is approached approximately 
exponentially with a time constant dial varies directly as the area of the pipe and 
inversely with resistor value R. For parameters used in the Astron accelerator (10-
20 cm diameter, 20 mil shunt resistance), this time constant is a few tenths of a 
microsecond. Note that the lower shunt resistance of the ATA bug increases this 
time by a factor of about 10 but the ferrite does not slow down the establishment of 
this leakage current. We will return to the issue of this leakage current in a later 
section. Lei us first assume that the beam pulse is short compared to the time for 
the leakage to occur. For this lime the voltage around the gap is correctly given bv 
Eq. (2). 

The beam current signal is developed by adding the voltages from four pickoffs 
located 90' apan with a resistive summing circuit in which great care was taken to 
avoid reflections in the cabling. From Eq. 2 we find 
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V t = l / 4 [V(0) + V(90°) + (180°) + V(270°}]. (3) 

A little algebra yields 

r - a fr-W + J 
' {p* + l} 2-2p 4{l + cos40) 

(4) 

Similarly, the position signals are obtained by adding a negative signal (pickoff 
goes the other way around the ferrite) at ISO' + 0 to a positive signal at G. Again 
we find 

2 p c o s 0 ( l - p 2 ) 

(l + p 2 f - 2 p 2 ( H - c o s 2 0 ) 

In the limit of small beam displacement from the axis (p « 1) 

and 

These are the expressions used for finding the beam position within the 
transport system of the accelerator and beam transport line. The x or y position 
signal is digitized and divided by twice the current signal. Obviously, signal timing 
is extremely important and large errors can be expected at the beginning and end of 
the pulse. 

Let us consider in detail the error in the current signal resulting from the 
assumption of small beam displacement p. Fig. 4 shows plots of the hypothetical 
current measured by the bug divided by the beam current as a function of the 
normalized beam displacement p. These curves were obtained from Eq. (5). The 
two curves show the bounds on the measurements to be expected for the case of the 
beam angle near a pickoff point and for the case of a beam half-way between two 
pickoff points. At a normalized displacement of p - 1/2. the error is less than or 
equal to ± 1/8. For displacements greater than p = 1/2 the error becomes very 
large. Therefore as a practical limit current measurements are of little value if the 
beam centroiri is mom than one-half the distance to the tube wall. 

\V, = N\ (6) 

v, = 2pJ?/cos9 (7) 

1 

i 
*P,--_ H . 

2V, • 
V 
-~P, a ZV, 1 (s; 

G 



The:a=o 

Thcta=45 

0.00 0.25 0.50 0.75 1.00 

Normalized beam displacement 

Fig. 4 Plot o! the ratio oi tns measured to actual beam current as a function of the 
normalized beam displacement from axis. For arbitrary angle, the point will he bounded by 

the two curves. 

A similar analysis of beam position measurements shows thai position errors 
as large as ± 30% can be expected at normalized displacements p = 1/2. 

Response at large time (Asymptotic Response) 

Let us return to the issue of the leakage current and the way this current shorts 
out the position signal. This problem was considered by Cooper and Neil (18) and 
by Fessenden (19). Consider the sketch showing a transverse view of a beam bug 
as presented in Fig. 5. The beam axis and symmetry axis are vertical. The signal 
voltage V(0) is isolated by the ferrite inductor from the foil of thickness S and 
length tf. The fcrrite is connected to the foil by two conducting rings separated by 

Assume at t=0 that a beam induces a voltage across the foil given by Eq. (1) 
Because of the azimuth?.! voltage V(0), a leakage current 1(9) will flow around the 
gap. This current flows on the area on either side of the gap at the foil and on the 
surfaces of the pipe. Tnis current generates a magnetic fieid that flows in and out of 
the ferrite; through the foil; and into and out of the interior region of the pipe. 
Associated with this field is an inductance per unit length L. The determination of 
this inductance requires a solution of Maxwell's equations for the magnetic fields 
and surface current distributions in the region near the foils. 
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Fig.5 Cutaway sketch of an idealized beam Dug. 

As a very crude estimate iet us assume that this azimuthal surface current oniy 
flows on both sides of the sap. With this approximation the inductance is found to 

W. (9) 

In any case let us assume that Eq. (9) defines an effective width (W e) such that 
L is the right value obtained from a proper solution to Maxweil's equations. For a 
gap £tep « a, this value wili be close to that shown in Fig. i. We can now write a 
differential equation for V(6) and 1(6), the voltage and current around the gap. 

V t e ) = V ( 0 1 ) - / . ^ « A f l , 

/(0;,) = /(G,)-GrtA0 . 

(10) 

(11) 

Merc L is the inductancc/m and G is the conductancc/m around the, resistive foil 
and is given by 

. CO (12) 

where a is the conductivity of the foil material. 5 is the foil thickness and i, is 
die lengdi of the foil. Let us also define die fundamental time of the problem as 
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x=LGaz = \LOa*~^- . (13} 
W. t, 

This time constant plays an important role in the work that follows. An estimate 
of its magnitude based on the dimensions given in Fig. 1 is near 1 (is. 

We now have a differential equation for the volt?"e around the circumference 
of we gap given by 

d 2V dV 
— T - t — • (14) 
d9 2 dt 

The solution to this equation for the initial distribution given by Eq. (2) can be 
shown to be 

V(e,t) = lbRl-\-r"j[ip" e-*""' cosn0] , (15) 

Here lb is the beam current. This equation has the required asymptotic time 
dependence since only the first term survives at large t. Substituting this into the x 
portion of Eq. (5) yields the expression for the displacement signal as a function of 
time. 

V(x,t) = 21. R pe-" cos 0 + Y p 2"*' <T<2»+,>'"' cos (2m +1)0 j . (! 6) 
L < J 

Note that the first term decays with the time constant T given by Eq. (13) and 
the higher order terms vanish rapidly. The y-position signal is described by a 
similar equation. 

These relations show that, for times short compared to the time T (= 1 ps), 
beam position measurements using beam bugs are possible with no funher signal 
conditioning. The ETA and ATA accelerators had a pulse width of 40 to 70 ns. As 
a consequence, no conditioning of the position signal from the bugs used on these 
accelerators was necessary. For longer pulse accelerators such as the Astron 
accelerator, the decay of the position signal had to be extended. This was 
accomplished with a circuit of the type shown in Fig. 6 

ni 

vi 
1 

c 

| H , v s ^ j-vW-Tr-j 
1 . v T^wi_[^>—L 

Fig 6 Simple compensation circ lits tor the beam bun position signals 
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The passive circuit has the transfer function 

V ! / V 2 - R , + R 2 ( S + 1/(R1 + R 2 )C) ( 1 7 ) 

If R2C is made equal to t, the effective droop time is increased by the ratio 
(Rj + R2VR2 whereas the rise time is unchanged. The signal level is, of course, 
reduced by the same factor. In principle, perfect compensation can be obtained 
through the use of an operational amplifier as suggested in Fig. 6. 

The beam current signal is generated by adding the voltage V(6,t) at four 
equidistant points around the foil. Using Eq. (18) and proceeding as before gives 

V,M = 4/»J! 1+2p""e" < , * , ' " r cos(4ne) j . (18) 

Here the higher order terms vanish even faster than in Eq. (15) and no 
compensation is required. 

Position errors resulting from :he overlap 

As mentioned before, beam bugs are fabricated using a strip of resistive material 
that is welded around the circumference with a small overlap. The overlap is 
necessary to prevent the large beam return current from generating noise signals 
within the bug. However, for the length of the overlap A, the azimuthal voltage 
V(8) is one-half what it should be. 

An analysis similar to the previous reveals that for a beam on axis the overlap 
will generate a voltage around the foil given by 

V(r,t) = }R 1 > sin — e cos (mp) 
47Ta V2roi 2a K ' 

ny.) 

where (j> is the angle to the overlap. Thus we see that the beam current 
measurement will be in error by a constant term plus a term that decays rapidly in 
time. This current measurement error is not as serious as the position error 
resulting from the foil overlap. For a small overlap A/a thai is away from any 
pickoff, we find the major contribution to the x or position signal of 

V,{r,:) = - 4 ^ : ( l + e - " T c o s 0 ) . (20) 
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The time dependence of this term is identical to dial of die x or y position signal 
and wii! be misinterpreted. For example, suppose that we superimpose this effect 
with that produced by an offset beam. We find terms like 

V„(t) = 21. e"'-'(pcos$--£-cos&-<!>)) . (21) 
V Am J 

Here as before ihe beam is located at the angle 6. Thus the smallest beam offset 
one can expect to reliably measure is bounded by AAta. Therefore, it is important 
to minimize die foil overlap and to avoid locating it near the pickoff points. 

On the ATA and ETA II accelerators, dies'; beam bugs were integrated into 
computerized data collection systems capable of displaying die beam current and 
position along the length of these systems. For further descriptions and examples 
of collected data see reference (S). 

BEAM SIZE AND POSITION MEASUREMENTS 

Although the beam bugs are useful for finding the centroid of die beam in the 
accelerator or transport system, they give no information about the size or current 
density profile of the beam. A common and very usefui diagnostic (20) for 
determining these parameters was to observe the light emitted with a gated TV 
system as the beam struck the dump or passed through a metal or carbon foil. This 
diagnostic was in common use after approximately 1970 on ali the Livermore 
electron accelerators. A digital frame grabber/scanning system was use to generate 
beam profiles or contour plots of the beam current density. For a long time, the 
physics behind the light emission was not understood. In 1983, not coincidental!)1 

during die time R. Fiorito of the Naval Surface Weapons Laboratory was visiting 
LLNL, the group began to realize that the source of the light was transition radiation 
emitted as the relativistic beam struck the material. Since then Fiorito and his 
colleagues have intensively investigated the physics of transition radiation generated 
by relativistic beams striking foils. The 1993 Faraday Cup prize was awarded to R. 
Fiorito and D. Rule for the development of diagnostics (21) based on transition 
radiation. 

Another technique developed by Beam Research personnel for determining the 
profile and position of the electron beam depends on the x-rays generated as a wire 
is scanned through the beam. The x-rays from the wire are detected by a fast 
scintillator and photo-muiuplier tube. The detector is coilimatcd by lead shielding to 
minimis X-rzy noise from other sources. At the higher ATA beam energies as 
much a 0.3 m of lead was required to reduce the X-ray noise to acceptable levels. 
This diagnostic requires many highly repeatable beam pulses as the wire is scanned 
across the beam. Because of the excellent time rcsp'onsc of the X-ray detector, 
spatial beam profiles can be obtained at any time during the pulse. X-rays arc 
generated by all the electrons that strike along the wire. To obtain true profiles, ihe 
data must be unfolded (Abel inversion) This was seldom performed in the actual 
experiments. A refinement was to use a tungsten or tantalum dot as the X-ray 
scattcrer. 'Che dot was much smaller than the beam and consisted of a small carbon 
container filled with tungsten or tantalum powder that was suspended by carbon 



fibers . The profiles obtained by scanning the dot through the beam require no 
unfolding but the signal to noise ratio tended to be smaller. 

ENERGY MEASUREMENTS 

Energy analyzers for induction linacs are similar to those developed for othei 
types of accelerators. X will describe two analyzers developed at LLNL, the first 
was used with the Astron accelerator with some service on the uTA accelerator. 
The second was developed for use at energies near 50 MeV on the ATA accelerator. 

The Astron on-line beam energy analyzer 

This energy analyzer (22) was a spectrometer and as such is similar to several 
developed by others (23). The analyzer was used in three separate modes. The 
absolute energy of the beam was determined to within T.%. Relative beam energy 
variations smaller than 0.1% occurring in times less than 10 nscc couid be 
measured. And the analyzer was used to measure the beam current averaged over a 
pulse as a function of energy. 

Fig. 7 Diagram of the Aslron on-line beam energy anaiyzer 

A diagram of the analyzer is presented in Fig. 7. A fine wire (originally 38 itm 
tungsten but later 50 (im carbon) was placed in the path of the primary beam. The 
wire serves two purposes: (a) as a scattering center for the primary beam; and (b) as 
one part of the collimator for the secondary beam passed through the analyzing 
magnet. The current scatteted from the primary beam is completely negligible 
(=0.!%), and thus the analyzer causes no interference with the accelerator 
operation. 

The secondary beam originating at lire scattering wire is collimated by a 0.32 cm 
diameter hole just before the analyzing magnet. Thus the collimauug system 
consists of the tungsten scattering wire and tlie 0.32 cm bore. The secondary beam 
is bent 45° and focused by the analyzing magnet. The magnetic field of the 
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analyzing magnet is measured to 0.01% by a rotating coil Gauss meter. At the 
detector slit, the magnetic field focuses the beam to a vertical line. That is, a 
horizontal focus exists at the plane of the A and B detectors. 

Detectors A, B, C, and D are 1x0.5x0.05 cm chips of doped silicon which 
provide approximately 10^ secondary electrons for each energetic electron striking 
their surfaces. 

An absolute calibration of the system was obtained by allowing X-rays 
produced by the primary beam to generate neutrons in a block of beryllium. The 
threshold energy of 1.66 MeV for neutron emission was detected and used to 
calibrate the analyzer. The calibration thus obtained is believed accurate to 2%. 

To determine the absolute energy of the beam to within 2%, the outputs of 
detectors A and B are electronically subtracted and displayed on an oscilloscope. 
The signal from detector C is also displayed on the oscilloscope. The absolute 
energy measurement is obtained by maximizing the signal from detector C and then 
measuring the magnetic field of the analyzing magnet. The waveform displayed by 
the A-B signal is then a crude display of the beam energy as a function of time. An 
example of these signals is given in Fig. 8. 

Fig. 8 Analysis of an Aslron beam wilh a large energy spread. Top Irece-A-B signai at 
0.5 %/div.; bottom trace is C signal; sweep speed SO ns/div. Beam energy is 5.13 MeV 

Measurements of relative beam energy variations smaller than 0.1% occurring 
in times less than 10 nsec can be obtained by increasing the gain on the A-B signal 
and recording the :irrse(s) of the zero crossing(s) of the oscilloscope trace as a 
function of the magnetic field of the analyzing magnet. The percentage change in 
the magnetic field of the analyzing magnet is then plotted as a function of the 
recorded zero crossing times resulting in a curve such as that shown in Fig. 9. 
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Fig. 9 Change in the Aslron seam energy as a function of time. 

For more powerful beams at higher beam energies the scattering wire will not 
survive, and the range of the beam electrons in material becomes impractical!)* long. 
Sharp beam images can not be produced by aperturing the beam with slits or 
pinholes because the electrons scatter back into the aperture. As a consequence, 
standard pepper-pot emittanee diagnostic techniques cannot be used and other 
methods must be found to diagnose the beam. Moreover, at high beam powers die 
design of a beam dump that wil! survive the beam becomes as issue. A multi
purpose device was developed for diagnosing the 50 MeV, 10 KAmp ATA beam. 

The ATA diagnostic box 

60' analyzing magnet 

*tfV viuw pott 

Carbon Slop 

Sensitive beam 
bugs (ta Art) 

^—Beam dump/ 
emittance box 

Carppn Stop 

Scam bug 

Fig. 10. Sketch of the high power beam dump and diagnostic assembly 
dcveloned for ATA. 
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The beam dump/diagnostic system (24) developed for the ATA accelerator 
consisted of a series of carbon plates whose collective thickness totaled 
approximately 1.5 ranges at 50 MeV. The dump was designed to dissipate up to 
175 kW of average power. The beam power absorbed by the plates was radiated to 
a water cooled wall. A small hole along the axis of the plates formed a collimator 
that permitted a low current beamlet to pass through an energy analyzer. The 
analyzer consists of a 60* bending magnet and two high sensitivity (high resistance) 
beam bugs. Fig. 10 is a schematic of the assembly. 

The beam current and position at the entrance to the dump/diagnostic assembly 
are measured with a beam bug of the type described above. After passing through 
the beam bug, die beam enters the dump which consists of a series of range-thin 
carbon disks. The first disk was placed at an angle of 45* to the beam and used to 
develop an image of the beam for a gated TV system. A small hole of diameter D 
(1/4") along the axis through all of the carbon disks is used to form a collimator that 
produces a beamlet of current determined by the beam emittancc s and the 
acceptance a of the collimator according to i = Ib(a /£)2. The collimator acceptance 
a = D2/4L where L is the collimator length. 

After leaving the dump, an analyzing magnet bends the bcamlct through an 
angle of 60* into a secondary beam line. The beamiet is detected by a pair of high-
sensitivity beam bugs. The first is located close to the exit of the analyzing magnet 
and measures the total current of the beamlet passing through the collimator. The 
ratio of the beamlet current to the primary current is used to obtain an estimate of the 
beam emit'ance of the on-axis component of the primary beam. The beamie; 
continues through the secondary beam line and then through a slot designed to 
accept an energy variation of up to 1%. The second sensitive current monitor is 
uscd'to measure the time variation of the beamlct within the 1% energy acceptance 
set by the slot. The bcamlet is finally stopped by a six-inch thick (-1.25 ranges) 
solid carbon dump. X-ray induced noise in the signal cables was a problem near 
this diagnostic. The X-ray noise was greatly alleviated (25) by adding two inverted 
negative bug pickoffs to two positive bug pickoffs away from the radiation field. 

MAGNETIC FIELD MEASUREMENTS 

The measurement of fast magnetic fields is often of interest. Often these are 
less than ideal, particularly at high frequencies, because the magnetic "ickups are 
also sensitive to electric fields that may also be present. There are at least two 
possible ways of avoiding the electrical field pickup. 

a) Birx loops 

D. Birx solved the problem (26) with the design shown in Fig.l 1. The pickup 
is shielded from electric fields by equal lengths of metal on each side of the loop. 
The magnetic field is admitted to the loop interior by the small gap leading to the 
precisely known area. It is important to locate the gap so that the shield lengths on 
each side are exactly equal, and the electric field pickup of one side is exactly 
canceled by pWcup from the other. Obtaining the required mechanical precision is a 
relatively easy (ask for a machinist. 
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b)Shie!d Integrated Probes 

Shield integrated loops (27) were developed for moderately fast magnetic field 
measurements in particularly harsh environments (i.e. in the presence of strong 
eiectric fields and/or energetic electrons). The spurious electric field can be 
eliminated by placing the magnetic pickup coil within an electrostatic shield. The 
shield impedes the penetration of the external magnetic field in such a way that for 
certain periods the field inside the shield is proportional to the integral of the field 
outside. Since die coil effectively differentiates the field, the detected signal is 
approximately proportional to the external magnetic field. 

FIQ 12 Generic shield-Integrated magnetic probe. B 0 is the externally applies Held, G| Is 
.ha field within the coil of area a i , Da Is the field in the area aa between the pickup coil and 

the shield. 
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For simplicity consider the case of a long cylindrical coil of N turns and length 
£ enclosed by a good, but not perfect, conducting thin cylindrical shell as shown in 
rig 12. At t=0 an externa! uniform magnetic field Bo is applied to the outside of 
the coil. 

The time constant for field penetration of the shield is 

r, = V«,= — O v ^ ) - ( 2 2 ) 

where C2 is the circumference of the shield, 8 is the thickness, and c is the 
conductivity of the shield material. Similarly, the coil has a time constant 
determined by its inductance and the resistance in the circuit of 

l - L I R - * ^ . (23) 

Here L is the self-inductance of the coil, C is the length of the shield, and R is 
the total of the coil resistance R c plus the resistance R e Xt. of the external circuit 
(generally 50 Cl). 

Defining a as the ratio of the area inside the coil to the total area <ct = a]/{aj + 
a2)} one can obtain equations for die change in field across the shield and coil 

- a ) T t + a "at (24) 

B 2 - B 1 = T c f l (25, 

These Equations arc easily solved for the output voltage in terms of the 
externally applied field B u by Laplace transformation. One obtains for the signal 
voltage V 0 . 

K„ sNa&U) (26) 
R T,T a(j+1/T,)(j + 1/T?) 

In this equation -j and ?2 are the two solutions of the equation 

bl,lf ~*1.2(tC + <) •'• -c-5(!-a:) = 0 (2?) 

If, as is generally true, time constants t\ and T^ are not of coinrtaiahlr 
magnitude, one finds in terms of the smaller and larger of the time constants T,, T, . 
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T = ( l _ « ) _ I £ ! l _ s ( 1 _ c l ) . t ,, (28) 

*k=w • < 2 « 
Lei us suppose thai the external field B 0 is switched on at t = 0. In this case 

Bo(s) = IWs. By Laplace inverting Eq. (13) one obtains 

V 0 ( t ) a - % M o ( e - i * ! _ e - < ' * 2 ] . (30) 
R Tj * ' 

The rise time of the signal is approximately the smaller of the shield and coil 
time constants reduced by the factor (1 - a). The fall time is approximately the 
longer time constant. Note that as the space between the coil and ihe shield 
becomes small (a-* 1), the rise time improves. 

Notice that there is complete duality between the roles of the shield and coil time 
constants. The shield and coil time constants affect the system response in an 
entirely symmetrical way. Depending on relative magnitudes, cither could establish 
the rise time and/or fall time of the probe. This means that there arc two methods 
the experimenter can use to make a self integrating probe. The shield time constant 
can be made much longer than the L/R time constant of the coil producing a shield-
integrated probe. Conversely, as is more commonly done, one can make the coil 
L/R time constant much longer than the shield time constant producing a coil-
integrated probe. 

Fig 13 A shield integrated magnetic field prose 

The design of a shield-integrated magnetic probe is shown in Fig. 13. This 
probe was used for measuring (he fields created around u 20 ns, 20 kiloamp 
eleclron beam. The sensitivity of the probe was 14 Gauss/Volt. The rise time was 
7 ns and the fall time set by the shield was near '133 ns. This was extended to 
approximately 10 jxs with a compensating circuit of the type shown in Fig.oa with a 
corresponding loss of sensitivity. 
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3.1 Introduction 

It has recently been demonstrated that flavor and CP violations provide an 

important new probe of supersymmctric grand unified theories [6, 7, S, 9j. These 

new signals, such as /i —• e-y and the electron electric dipole moment dc, are com

plementary to the classic tests of proton decay, neutrino masses and quark and 

charged lepton mass relations. The classic tests are very dependent on the flavor 

interactions and symmetry breaking sector of the unified model: it is only too CASV 

to construct models in which these signals are absent or unobservahle. However, 

Ihey are insensitive to the hardness scale. A//, of supersymmetry breaking.1 On the 

other hand, the new flavor and CP violating signals are relatively insensitive to the 

form of the flavor interactions and unified gauge symmetry breaking, but are absent 

if the hardness scale, A/j, falls beneath the unified scale, Ma- The signals are gen

erated by the unified flavor interactions leaving an imprint on the form of the soft 

supcrsymmctry breaking operators [25j, which is only possible if supersymmctry 

breaking is present in the unified theory at scales above Afc-

The flavor and CP violating signals have been computed in the minimal SV(a) 

and SO[\0) models for leptonic [6, 7, 8] and hadronic processes [9], for moderate 

values of tan/y, the ratio of th<» two Higgs vacuum expwtation values. While r«jv 

inuou decays provide an important probe of 5t ' (5) , it is the S0{ 10) theory which 

is most powerfully tested. If the hardness scale for supersymmctry breaking is large 

'Tlii» ifc the tjigliefit hrAle HI tvhirh Kii|frrsyrutriWr,y l>r<**!«itii£ NfjmtrL Mini gluitto miu>*rsi A|tjif<tr 

in th* theory «u VKM\ intTActiuns 

:»u 


