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SKI perspective

Background

The integrity of the canister is an important factor for the long-term sfety of the
repository for spent nuclear fuel. The outer copper she I gives corrosion protection,
while the cast iron insert gives mechanical integrity. Te resistance aainst corrosion
must be studied in the different environments that can be possible in a final repository,
e.g. highly saline solutions.

The corrosion behaviour of copper can be studied by termodynamic calculations of the
stability areas of copper and copper compounds. The results can also be compared to
experiments.

Purpose of the project

The purpose of this study was to calculate Pourbaix diagrams (potential - pH diagrams)
for copper in molal chlorine solution as an extension of earlier work on lower clorine
concentrations 0.2 and 1.5 molal).

Results

The main conclusion of this study is that chloride reduces both the immunity and
passivity areas of copper, and that copper will corrode in n chlorine solution at I O'C
at repository potentials and pH. Copper can corrode at lower temperatures depending on
the copper concentration.

Further, if there are no macro cracks in the bentonite clay, the copper and the bentonite
could be viewed as a closed system. The limited diffusion of oxygen inwards and
corrosion products outwards, will then cause the corrosion potential to fall into the
immunity area of copper. The corrosion of the copper ill then automatically stop.

Effects on SKI work

The results of the calculations will be used in experimental studies of the corrosion
behaviour of copper in highly saline solutions. These studies will be ne basis for
coming SKI reviews of SKB's programme for disposal of spent nuclear fuel, such as
review of SKB's RD&D Programme 2004 and review of SKB's application to build an
encapsulation plant.

Project information

Responsible for the project at SKI has been Christina JIJa.
SKI reference: 14.9-010720/01137
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Abstract

Pourbaix diagrams for the copper in molal chlorine at 5-1 O'C have been calculated.
Predominance diagrams for dissolved copper containing species have also been
calculated. Two different total concentrations of dissolved copper, 10 -4 and 10-6 molal,
have been used in the calculations.

Chloride is the predominating chlorine species in aqueous solutions. Therefore Pourbaix
diagrams for chlorine can be used to discuss the effect of cloride solutions on the
corrosion behavior of a metal. Presence of chloride increases the corrosion regions of
copper at the expense of the immunity and passivity regions in the Pourbaix diagrams.

Copper corrodes in molal chloride by formation Of CUC13 2- in acid nd alkaline
solutions. At higher potentials in acid solutions CUC13 2- is oxidized to CUC12(aq), which
at increasing potentials can form CuCl+, Cu 2+ or CCI(3+. Copper pa3sivate by
formationOfCU20(cr),CuO(cr),orCUC12 3Cu(OH)2(S)-CU20(cr)doesnotformat
[Cu(aq)],,,t =10-6 molal in m C-, which results in a corrosion area between the
immunity and passivity areas.

Copper at the anticipated repository potentials and pH corrodes at 100'C at [Cu(aq)]t(,
10-4 molal and at 80-100'C at [Cu(aq)]t.. =10-6 molal. Copper at the nticipated
repository potentials and pH can corrode at 80'C at [Cu(aq)]t,) = 10-4 molal and at 50'C
at [Cu(aq)],,t =10-6 molal.

The bentonite clay and copper canisters in the deep repository can be considered as
-closed" system from macroscopic point of view. The clay barrier limits both inward
diffusion of oxygen and aggressive anions as well as outward diffusion of corrosion
products from the canisters. Both diffusion phenomena will drive the corrosion potential
into the immunity area of the Pourbaix diagram for copper. The corrosion will thereby
stop by an automatic mechanism. However, this is only valid if no macro cracks occur
in the clay. The auto-stop is valid for the initial, main nd cooling phases. During a
glacial period the weight of the ice may cause macro cracks and thereby open the
system, which will cause accelerated corrosion. The low temperature will decrease the
kinetics of the anodic and cathodic reactions and thereby decrease the corrosion rate.
However, the resulting reaction rate can be determined experimentally.

Even considering radiolysis in the gap between clay ad copper canisters, the
conclusion of an auto-stop is still valid. This is due to he upconcetration of dissolved
corrosion products, which cause the immunity area to increase. The corrosion potential
will then fall into the immunity region and the corrosion will stop.
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Sammanfaftning

Pourbaix-diagram f6r the koppar i 5 molal klorl6sning at 5100'C har ber5knats.
Predominans-diagram f6r l6sta kopparspecier har ocksi berdknats. TvA olika totala
halter av av 16st koppar, 10-4 and 10-6 molal, har anvdnts i ber5kningama.

Klorid dr den predominerande klorspecien i akvatiska 16sningar. Ddrfdr kan Pourbaix-
diagram f6r klor anvdndas f6r att f6rutsdga effekten av klorid]6sningars inverkan pa
korrosionen f6r en metal]. NRrvaro av klorid 6kar korrosionsomridena hos koppar p5
bekostnad av immunitets- och passivitetsomridena i Pourbaix-diagrammen.

Koppar korroderar i 5 molal kloridl6sning genorn bildning av CUC13 2- isura och
alkaliska bsningar. Vid h6gre potentialer i sura lbsningar oxideras CUC13 2- till

CuC],(aq), vilken vid 6kande potentialer bildar CuCl+, Cu 2+ eller CUC]03+. Koppar
passiveras genorn bildning av CU20(cr), CuO(cr), eller CUC12 3 Cu(OH)2(S)- CU20(cr)
bildas inte vid [Cu(aq)],,, = 10-6 moral i 5 m Cl-, vilket resulterar i ett korrosionsomride
mellan immunitets- och passivitetsomradena.

Koppar vid antagna slutfdrvarspotentialer och pH korroderar vid 100'C vid [Cu(aq)]t(,t
= 10-4 molal och vid 80 1 OO'C vid [Cu(aq)]t,,t =10-6 molal. Koppar vid antagna

slurf6r-varspotentialer och pH kan korrodera vid 80'C vid [Cu(aq)]t,,t =10-4 molal och
vid 50'C vid [Cu(aq)]t.t =10-6 moral.

Bentonitleran och kopparkapslama i slutf6rvaret f6r nukle5rt k5mbr5nsle kan betraktas

sorn ett "slutet" system fr5n makroskopisk synvinkel. Lerbarridren begrdnsar siv5l

indiffusion av syre och aggressive anioner sorn utdiffusion av l6sta korrosionprodukter

frAn kopparkapslarna. Bida diff-usionsprocessema kommer att k6ra in korrosions-

potentialen i immunitetsomridet i Pourbaix-diagrammet f6r koppar. Korrosionen

kommer ddrmed att upph6ra med en atomatist mekanism. Men, delta g5ller endast vid

frinvaro av makrosprickor i leran. Autostoppet g5fler vid den initiala-, huvud- och

avsvalnigsfasen. Vid en istid kan isens vikt orsaka makrosprickor i leran och d5rmed

6ppna systemet, vilket ger accelererad Corrosion. Den 15ga temperaturen reducerar

kinctiken f6r anod- och katodreaktionema, och d5rmed minskar korrosionshastigheten.

Den resulterande reaktionshastigheten kan emellertid best5mmas experimentellt.

Aven orn radiolys i gapet mellan lera och koppparkapslar beaktas, dr slutsatsen orn ett

autostop fortfarande giltigt. Detta beror p5 att uppkoncentreringen av 16sta korrosion-

produkter orsakar att immunitetsomridet v5xer. Korrosionpotentialen kommer ddrmed

att hamna i immunitetsomridet och korrosionen avstannar.
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I Introduction

The spent nuclear fuel in Sweden and Finland will be encapsulated into metal canisters,
according to the KBS-3 concept developed by SK-W. The fuel will be encapsulated in a
canister of iron, which is chosen due to its mechanical properties. The iron canister will
be encapsulated in a copper canister (5 cm thick), which is chosen due its excellent
corrosion properties. Copper is choosen as it is assumed to be in its immune state in the
anoxic environment at 500 in down in the granite bedrock. The ground water circulating
in the fractured of the bedrock surrounding the repository can be low in chloride content
to highly saline.

The canisters will embedded in a buffer of compacted bentonite clay. The temperature
at the canister surface will have an initial maximum of- 80'C due t the heat
produced by the spent nuclear fuel. Whether the radiation level is high enough to
produce radiolysis of water at the copper surface is not yet fully clear.

To predict the corrosion behavior of a metal from thermodynamic calculations it is
essential to consider all the species that the metal can form with the components of the
envirom-nent. As copper has a strong affinity for chloride, several solid phases and
aqueous complexes can form. It is particularly important to include the dissolved
species in thermodynamic calculations for Pourbaix diagrams, since tey affect the size
of the corrosion areas in the diagram.

Pourbaix diagrams for the copper-chlorine system have been published by Pourbaix
(I 945), Duby (I 977), and Beverskog and Puigdomenech (I 998). The first two reported
only for 25'C , while the last reported for 5- 1 OO'C . Pourbaix diagrarns for the copper-
chloride system have been reported by Mattsson 1962), Pourbaix 1973), SkrifVars
(1993), Ahonen 1995), Nila and Gonzdlez 1996), and Puigdomenech and Tax6n
(2000). Only the two latter works presented diagrams r elevated temperatures
(100'C). The concentrations of chlorine/chloride used in above studies were 0035 to
1.7 M. The choice of species of previous works is shown in Table 1. jFhe work of Nila
and GonzAlez is not considered as NH3 was included ad unit copper oncentration was
used.

To qualify the thermodynamic predictions of the corrosion behavior of copper in
chloride solutions three different groundwaters have been experimentally tested:
standard (0.0015 m ff), saline 0.4 m C-) and highly saline (1.5 in ff). Weight loss
measurements, solution analysis, and electrochemical ethods were used to check the
predictions. All three thermodynamic predictions of the corrosion behavior of copper
were experimentally verified, Betova et al 2003).

The aim of te present work was to calculate the thennodynamics of copper in molal
of chlorine. This work is an extension of a previous work with low chlorine
concentrations 0.2 and 1.5 molal), Beverskog and Puigrdomenech 1998). 5 mora of
chloride, which is an extreme situation that may occur in deep groundwater, have not

ISKB Swedish Nuclear Fuel and Waste Management Co.
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before been considered from thermodynamic point of view. The results from the
calculations are visualized in the form of Pourbaix diagrams (potential/pH diagrams)
and predominance diagrams for dissolved species. The results have been used to predict
the corrosion behavior of copper in the environment for long-term repository of spent
nuclear fuel. Further studies are intended to include sulfur and carbonate into the
system, which will better simulate the expected repository for spent nuclear fuel. The
thermodynamic calculations for copper in different aquatic envirom-nents will also be
used to model the corrosion behavior of the copper canisters in the anticipated
environment of the Swedish final repository for spent nuclear fuel.

Table 1. Copper-chloride species included in previously published Pourbaix diagrams.

Species Pourb. Matts. Pourb. Duby Skrifv. Ahon. Bever. Puigd.
(1945) 1962) 1973) 1977) 1993) 1995) 1998) 2000)

Solids
cucl X X X X X X X
CUC12 X X X X
CuCl' Cu(OH)3 X
CUC12 2H20 X X
CUC12 Cu(OH)2 X
CUC12 2Cu(OH)2 X
CUC12 3Cu(OH)2 X X X X
3CUC12'7Cu(OH)2 X

Dissolved
CuCI(aq) X X X
CUC12- X X X X X X
CUC13 2- X X X X X X
CUC14 3-
CU204 2- X X X
C11306 3- X X X

cuci-'- X X X X X X

CUC12(aq) X X X X X
CUC13- X X X X X
CUC14 2- X X X X X
CUCIOH2- X

CuCIOH- X
CUCI(014)2 2- X

CUC103+ X

solid + dissolved 2 + 1 2 6 2 + 0 7 6 2 2 0 + 12 3 9 3 + 10
3 8 2 13 4 12 12 13
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2 Choice of species

It is of fundamental importance which species (solid phases, fluids, aqua complexes
(ions and uncharged) and gases)) are included in the thermodynamic alculations in a
given chemical system. Some species are not stable inwater solutions, while others can
only form at high temperatures or pressures or other extreme conditions. It is therefore
necessary to critically evaluate the species, which are expected to exist in a system,
before they are allowed to be the basis for the thermodynamic calculations.
Calculations based on vrong species or omitting species give misleading information
on chemical equilibria. It is particularly important to include all the issolved species
in the thermodynamic calculationsfor Pourbaix diagrams, since they affect the size of
the corrosion areas.

2.1 Chlorine - water

The choice of species and thermodynamic data for the chlorine-water system has been
discussed elsewhere (Beverskog and Puigdomenech, 1998). The chlorate ion, C103-, has
been included since the previous work in accordancewith the work of'Puigdomenech
and Tax6n 2000). Eight species (seven dissolved and one gaseous) have been included
in the chlorine - water system, Table 2 As seen from te Gibbs free energy values,
chloride is the most stable of the chlorine species.

Table 2 Thermodynamic data at 25'Cfor the system chlorine-ivater.

AGfO so C,, (T)/(J-K_1-rnol__1)
= abT+cT -2

Species (Urnol-1) (J-K_'-mol_') at b x 10' c x 10-'

C12(g) 0 223.08 46.956 -4.015T O�-

C1_ -131.2 56.60 -123.18
CIO- -37.67 42.00 -205.9
HC10(aq) -80.02 142.0 -72.0
C102- -10.25 101.3 -127.61
C103- -7.903 162.3 -51.5
HC102(aq) -0.940 188.3 6.4
02(aq) 6.94 121 45

t: For aqueous ions and complexes "a" corresponds to the standard partial molar heat
capacity at 25'C and its temperature dependence has been calculated with the
revised Heigeson-Kirkham-Flowers model as escribed in the text.
Cpo Cl,(g). T / J-K-1 mol-1 = a bT + cT -2 +- dT' + eT", wth d = 993 x IO-'
and e -2.05 x102.
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2.2 Copper - water

The choice of species and thermodynamical data for the copper-water system has been
discussed elsewhere (Beverskog and Puigdomenech, 1995; Beverskog and
Puigdomenech, 1997). 14 copper containing species 4 solids and IO aqueous) have
been included in the calculations, Table 3.

Table 3 Thermodynamic data at 25'Cfor the system copper-water.

AGfo so Cp ()/(J-K-'-mol-')
= abT+cT -2

Specier (Urnol_') (J-K_'-rnol_') at b x 103 C X 10-6

Cu(cr) 0 33.15 20.531 8.611 0.155
CU20(cr) -147.90 92.36 58.199 23.974 -0.159
CuO(cr) -128.29 42.6 48.597 7.427 -0.761
Cu(OH)2(cr) -359.92 87.0 86.99 23.26 -0.54

CU+ 48.87 40.6 57.3
CuOH(aq) -122.32 226 -280
Cu(OH)2- -333.05 -135 562

Cu 2+ 65.04 -98.0 -23.8

CuOH+ -126.66 -61 382
Cu(OH)2(aq) -316.54 26 214
Cu(OH)3- -493.98 -14 105
Cu(OH)4 2- -657.48 -175 800
CU2(OH)2 2- -285.1 -4 190
CU3(OH)4 2+ -633.0 -59 404

t: For aqueous ions and complexes "a" corresponds to the standard partial molar heat
capacity at 25'C and its temperature dependence has been calculated with the
revised Helgeson-Kirkham-Flowers model as described in the text.

8



2.3 Copper - chlorine - water

The choice of species and thermodynamic data for the system copper - chlorine - water
has been discussed elsewhere (Beverskog and Puigdonienech, 1998). The mineral
melanothallite, CUC12(cr) has been included since the previous work in accordance with
the work of Puigdomenech and Tax6n 2000). Thirteen species (three! solids and ten
dissolved) containing copper-chlorine species have been included in the aqueous system
of copper-chloride, Table 4.

The complex CuCI0H- was reported by Sugasaka and Fuj ii (I 976) irt 5 M NaCIO4

solutions at 25'C. The existence of this species has not been verified by any other
source. Furthermore, the data at 250'C by Var'yash and Rekharskiy (I 98 1) that was
explained by these authors with the fort-nation of CuC](:)H- can also be modeled in a
satisfactory way by assuming the fon-nation Of CUC12- and CUC13 2- only. Therefore,
CuCIOH- is not included in the calculations presented here.

Table 4 Thermodynamic data at 25'Cfo,,- the ystem copper-chlorine-
water.

AGfo so Cp (T)/(J-K_1-moI_')
= abT+cT -2

Species (Urnol-1) (J-K-1-mol-1) at bx 10' C X 10-6

CuCl(cr) -120.0 87 3 8.28 34.98
CUC12(cr) -176.07 116.7 67.03 17.57
CUC12 - 3Cu(OH)2(S) -1339.9 335.57 312.621 134.86 -3.109585

CuCl(aq) -101.2 173
CUC12 -245.6 202 -20
CUC13 2- -321.25 121.6 187

CUCI+ -69.81 -3.25 88
CUC12(aq) -198.75 73.4 158
CUC13 -321.25 121.6 187
CUC14 2- -437.05 145.9 174
CU204 2- -487.42 325 80
CU306 3- -731.99 349 70

CUC103-, 55.140 36.3 161

t: For aqueous ions and complexes "a" corresponds to the standard partial molar heat

capacity at 25'C and its temperature dependence has been calculated with the
revised lielgeson-Kirkham-Flowers model asdescribed in the text.
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3 Thermochemical data

A critical review of published thermodynamic data has been performed for the solids

and aqueous species described in previous sections. Data is usually aailable only for a

reference temperature of 25'C in the form of standard olar Gibbs free energy of

formation from the elements (AfG'), standard molar entropy '), and' standard molar

heat capacity (Cp'). The standard partial molar properties are used for aqueous species.

Extrapolation of these data to other temperatures is performed with te methodology

described later in the "Calculations" section. Missing entropy and heat capacity values

for copper species and compounds at 25'C have been estimated as described below in

this section. The data selected for the calculations performed in this rport are

summarized in Tables 2 3 and 4 Values for entropy and enthalpy) (changes selected in

different studies depend on the equations used for the tmperature variation of Cp' for

aqueous solutes, and therefore, some of the S' values selected here differ substantially

from those in other compilations, as discussed below.

Auxiliary data for chlorine, and its aqueous species, has been retrieved from the USGS

report by Robie et al. 1978), the NBS compilation of Wagman et al. 1982),

CODATA's key values by Cox et al. 1989), the NEA uranium review by Grenthe et

al. (I 992), and the Cp' values given in papers by Shock and Helgeson (I 988 and 1989).

3.1 Solids

The standard Gibbs free energy of formation and entropy for nantokite, CuCl(cr), is that

selected by Wang et al. 1997), while the heat capacity data is that reported in

Kubascbewski et al. 1993). For atacamite (CUCl2-3Cu(OH)2(cr)) the data is that of

King et al. (I 973), except for the heat capacity, which as been estimated with the

methods given in Kubaschewski et al. 1993). It should be noted that the standard Gibbs

free energy of formation of atacamite seems to originate from the solubility study of

Nds5nen and Tamminen 1949).

The soluble mineral melanothallite, CUC12(cr), has been included since the previous

work in accordance with the work of Puigdornenech and Tax6n 2000). The Cp'(T)

function is from Kubaschewski et al. 1993).
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3.2 Aqueous species

The thermodynamic properties of H20(l) at 25'C recommended by CODATA (Cox et

al., 1989) have been used in this work. The temperature dependence of these properties

has been calculated with the model of Saul and Wagner 1989). The dielectric constant

of water (which is needed for the revised Helgeson-Kirkham-Flowers model described

below) has been obtained with the equations given by Archer and Wang (I 990).

The AGf' value for CuCI(aq) has been obtained from the equilibrium constant reported

by Ahrland and Rawsthorne 1970) extrapolated from M NaC104 to IO with the

specific ion interaction equations given in Appendix D of Grenthe et al. (I 992). The '

value for CuCl(aq) was obtained from the T-dependence of the equilibrium constant of

formation for this complex as reported by Crerar and Bames 1976). CuCl(aq) is a

minor species which has a large uncertainty in its thermodynamic data, and does not

predominate in the any of the Pourbaix diagrams presented here.

AGf' and S' values for CC12- and CUC13 2- are those recommended by Wang et al.

(I 997). Te Cp' data has been obtained from the T-dependence of the equilibrium

constants in Var'yash (I 992) for CuC12-, while for CUC13 2- a Cp' value was obtained by

analogy with te chloride complexes of silver(l) studied by Seward (I 976).

AGf' and values for CuCl+ and CUC12(aq) are those recommended by Wang et al.

(I 997). Corresponding values for CUC13- and CUC14 2- are difficult to obtain because

these weak complexes are only formed at high concentrations of chloride ion. The high

[CI-] values result in significant changes in the activity coefficients during the

experiments. Extrapolation of the then-nodynamic data to standard conditions (zero

ionic strength) will depend largely on the methodology used to estimate the effects of

the changing ionic media on equilibrium constants and enthalpies of reaction.

Furthermore, the effects of changing background electrolyte concentrations and those of

complex formation are mathematically highly correlated. This results in large

uncertainties associated with thermodynamic data of weak complexes at standard

conditions. In general, strong physical evidence from a variety of experimental

techniques is often required to establish unequivocally the existence and strength of

weak complexes.

For CUC13- and CUC14 2- the equilibrium constants given by Ramette (I 986) have been

used to derive AGf' values, while standard entropies have been obtained from estimated

enthalpy changes (in kJ-mol-1):

12



CUI+ + Cr - CUCI+ AH, = 84 Wang et al., 1997):1
CU2+ 2 Cl- - CuCl,(aq) AHc= 23

Cu 2+ 3 Cl- CUC13- AH, = 30 Estimated

Cu 2+ 4 Cl- CUC14 2- AH, = 40 Estimated

It should be pointed out that the relatively large uncertainties in the standard values for

CUC13- and CC14 2- do not affect the results of the present study, because of the

restricted range of chloride concentrations it involves.

The Cp' data for all four chloride complexes of Cu(II) lias been obtained by analogy

with the zinc(II) system using the ArCp' values reported by Ruaya and Seward 1986).

The data for the copper(II) eblorate ion, CCI03-, is selected from the work of

Puigdomenech and Tax6n 2000).

13
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4 Calculations

The methods and assumptions to calculate equilibrium diagrams have: been described

elsewhere (Beverskog and Puigdomenech, 1995 and 196). The technique to draw

Pourbaix diagrams has also been presented by Beverskog and Puigdomenech 1995).

Pourbaix diagrams have been drawn with computer soilware (Puigdomenech, 1983)

using the chemical compositions calculated with the SOLGASWATER algorithm

(Eriksson, 1979), which obtains the chemical composition of systems with an aqueous

solution and several possible solid compounds by finding the minimum of the Gibbs

free energy of the system.

The ionic strength for the calculations corresponding to each coordinate in the diagrams

has been calculated iteratively from the eiectro neutrality condition: on acid solutions a

hypothetical anion has been ideally added to keep the solutions neutral and on alkaline

solutions a cation has been added. These hypothetical (Components have been taken into

account when calculating the value of the ionic strength.

The values for the activity coefficient, y, of a given aqueous ion, i, have been

approximated with a function of the ionic strength and the temperature:

10 Y - i'A I (I I) - log 1+0.01 80153 ) + b I

where I is the ionic strength, A, B, and b are temperature-dependent prameters, Zi is the

electrical charge of the species i, and is a "distance of closest approach", which in this

case is taken equal to that of NaCI 3.72 x I -'O rn). This equation is slight

modification of the model by Helgeson et al., (see Eqs. 121, 165-167, 297, and 298 in

Helgeson et al. (I 98 1); and Eqs. 22 and 23 in elkers nd Helgeson (I 990)). The values

of A, B, and b at a few temperatures are:

TI 'C p bar A B b

25 1.000 0.509 0.328 0.064

100 1.013 0.600 0.342 0.076

150 4.76 0.690 0.353 0.065

200 15.5 0.810 0.367 0.046

250 39.7 0.979 0.379 0.017

300 85.8 1.256 0.397 -0.029

For neutral aqueous solutions, it has been approximated that their activity coefficients

are unity at all values of ionic strength and temperature. This would have negligible

effects on the calculated Pourbaix diagrams.

15



The effect of the activity corrections for higher ion strength was observable on the
diagrams compared to those calculated at 1=0. For example, the stability of the solid
phase CUC12 3Cu(OH)2 is reduced in the corrected version, and the predominance area
of the uncharged complex Cu(OH)2(aq) is also affected.

Calculations to draw the diagrams presented in this work have been perfon-ned for five
temperatures in the interval 5100'C (5, 25, 50, 80, and 100), which covers adequately
the temperature range which copper canisters will experience in the expected
environment of the Swedish final repository for spent nuclear fuel. Calculations have
been performed at two total concentrations of dissolved copper species 10-4 and I -'
molal (moUkg of water) at a chloride concentration of molal. Because they are
temperature-independent, molal concentration units are used in the calculations.

The parallel sloping dashed lines in the Pourbaix diagrams given in the Appendix limit
the stability area of water at atmospheric pressure of gaseous species. The upper line
represents the oxygen equilibrium line (02(g)/H20(l)) and potentials above this line will
oxidize water with oxygen evolution. The lower line represents the hydrogen line
(H'/H2(g)) and potentials below this line will result in hydrogen evolution.

All values of pH given in this work are values at the specified temperature. The
temperature dependence for the ion product of water,

H20(l) -_ H +OFF

changes the neutral pH value of pure water with the temperature (neutral environment
= 12 pK,,,T). To facilitate reading the Pourbaix diagrams in the Appendix, the
anticipated redox potentials of -300 to 400 mVsHE at 25'C and a pH25-C of 79 for the
deep repository for spent nuclear fuel are given as a box for each temperature.

16



5 Result and discussion

The Pourbaix diagrams for copper - chlorine and copper - chloride ae equivalent. This
is due to that only one chlorine species is stable in the tability area ofwater, namely
chloride. Therefore Pourbaix diagrams or copper - chlorine can be ued to discuss the
copper - chloride system.

5.1 General behavior

Two general remarks can be concluded regarding the tmperature and concentration
dependence of the diagrams. Firstly, temperature affects the different stability areas of
immunity, passivity and corrosion. The immunity area (stability of the metal itself)
decreases with increasing temperature. The passivity aea (solid compounds) is almost
temperature independent. With increasing temperature the corrosion rea, at acidic pH
changes due to a slight decrease of the passivity area ad a decrease of the immunity
area, while the corrosion area at alkaline pH increases (it is shifted to lower pH values).
The reason for this behavior is related to the temperatUre dependence of the ion product
of water. Secondly, the concentration of dissolved metallic species also changes the
different stability areas. The inu-nunity and passivity areas increase wth increasing
concentration at increasing temperature, while the corrosion areas decreases

The results from the thermodynamic calculations for te aqueous system of chlorine and
copper-chlorine are summarized in Pourbaix diagrams with two concentrations of
dissolved copper species (10-4 and 10-6 m), but constant chlorine content (5 m).

The Pourbaix diagrams for the system chlorine-water at the total concentration of
5 molal chlorine are shown in figs. A-E. The diagrams show that the only stable
species of chlorine in aqueous solutions is chloride. At potentials above the stability
area of water (between the dotted parallel sloping lines) only C12(g) and C103 frms-

The Pourbaix diagrams for chlorine show that the only stable chlorine! species in
aqueous solutions is the chloride ion. Therefore, Pourbaix diagrams for a metal-chlorine

system can be used to predict the effect of chloride in that metal system.

The Pourbaix diagrams for copper at Cu(aq)],,,t =10-4 m and CI(aq)],Ct = m are

shown in figs. 2A-E. The presence of chlorine decreases both the immunity area of

copper and the passivity area Of CU20 and CuO calculated in Beverskog and

Puigdomenech (I 995) due to the aqueous Cmplex CUC13 2- . The complex predominates

also at 1.5 m, but not at 02 m where CUC12- predominates (Beverskog and

Puigdomenech, 1998). The corrosion areas increase as a result of the ecrease in

immunity and passivity areas. This is due to the high afinity of copper for chloride, as

the latter is a strong complex former. The corrosion area Of CUC13 2- is large, from

strongly acidic to highly alkaline solutions. The temperature dependence of the

predominance area Of CUC13 2- increases with increasing temperature. CUC13 2- oxidizes in

acidic solutions at igher potentials to CUC]2(aq).
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Elemental copper passivates only in highly alkaline solutions by formation Of CU20-

Increasing temperatures decreases the stability area of Cu2O. Still higher pH corrodes
elemental copper by formation of the second hydrolysis complex of copper(l),
Cu(OH)2--

Copper(l) oxide oxidizes at higher potentials (in the middle of the stability area of
water) to copper(II) oxide, CuO. The latter has a larger pH interval where it is stable.
Increasing pH dissolves CuO by formation of Cu(OH)4 2- . Decreasing pH can transform
CUO t CUC12 3Cu(OH)2, which can dissolve at still lower pH by formation of
CUC12(aq).

The predominance diagrams for copper species at [Cu(aq)]t,,t = 04 m and Qaq)],,',
5 m are shown in figs. 3A-E. The predominating dissolved species in equilibria with
elemental copper in strongly acidic to highly alkaline solutions i CUC13 2- not Cu+ At
still higher pH elemental copper is in equilibria with the second hydrolysis step of
copper(l), Cu(OH)2-. The dissolved species in equilibria with copper(l) oxide is either
CUC13 2- or Cu(OH)2-, dependent of pH. The dissolved species in equilibria with
copper(II) oxide is CU2+ at T > 50'C CUC13 2-, Cu(OH)2(aq), Cu(OH)3-, or Cu(OH)4 2-,

dependent of potential and pH. The dissolved species in equilibria with
2-

CUC12 3Cu(OH)2 i CUC13 , CUC12(aq), or Cu(OH)2(aq), dependent of potential and pH.

The Pourbaix diagrams for copper at [Cu(aq)],,, =1 0-6 m and [CI(aq)],,, = m are
shown in flgs. 4A-E. The lower copper concentration decreases the immunity and
passivity areas, while the corrosion areas increase. Copper dissolves (corrodes) and
forms CUC13 2- in acidic to alkaline solutions, and Cu(OH)2- forms in highly alkaline

solutions. The corrosion region between the between the immunity and passivity region

is due higher stability Of CUC13 2- and Cu(OH)2- compared t CU20- Copper(l) oxide is

not stable in this environment and therefore a corrosion region exists between the

immunity and passivity areas. However, copper can passivates, and form

CUC12 3Cu(OH)2 or CuO, at potentials around the oxygen line. The immunity and

passivity areas decrease with increasing temperature, while the corrosion areas increase.

The presence of chlorine decreases both the immunity area of copper and the passivity

area Of CU20 calculated in Beverskog and Puigdomenech (I 995) due to the aqueous

complex CUC13 2- . The complex predominates also at 1.5 m, but not at 02 m.

The predominance diagrams for dissolved copper species at [Cu(aq)]to, = 0-6 m and

[CI(aq)]to, � 5 m are equal to those of [Cu(aq)]tot = 04 rn in figs. 3A-E. The

concentration of dissolved copper species is below the threshold of formation of

polynucleous species of copper.
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5.2 Corrosion of copper at repository potentials, pH and
temperatures

The environment around the copper canisters in the deep repository for spent nuclear
fuel has an anticipated redox potential range of -300 to 400 mVSHE, pH25-c 7 - 9 and a
temperature around 80'C .

Corrosion of copper in molal chloride solution at repository potentials pH and
temperatures will be discussed for four different scenarios. The corrosion behavior of
copper is predicted from the thermodynamic calculations. The main physiochemical
parameters in the deep repository can be summarized as:

• Initial phase: oxidizing conditions
temperature 80-100'C
short phase

• Main phase: anoxic conditions
temperature: 80'C

• Glacial phase: oxidizing conditions
temperature: 5C

• Cooling phase: anoxic conditions
temperature: 80-5'C

Initial Phase

The initial phase is oxidizing due to residual oxygen after closing the repository and the
temperature is in the interval of 80 1 OO'C. The residual oxygen will be consumed
(cathodic reaction) in the corrosion process of the copper canisters (atiodic reaction).

Copper corrodes in this environment, due to high stability of the copper(l) chloride
Complex, CUC13 2-. The corrosion area is large and corrosion will take place as long as
pH is < I I at a copper concentration of 10-4 m. The corrosion area at [Cu(aq)]t,, =10-6
m, which is the conventional definition for corrosion, exists in the whole investigated
pH range, as no solid compound forms.

The degree of oxidizing conditions affect the redox potential, but it is unlikely that the
initial condition will raise the potential into the passivity area of CuO.. Therefore,
corrosion of copper will occur during the initial phase.
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Main phase

The main phase is under anoxic conditions and the temperature - 80'C. The
conventional definition for corrosion (10-6 in), predicts corrosion of copper and this is
independent of pH. In the case of a higher concentration of dissolved copper (0 I
mmolal) the lower end of the estimated potential range, the potential will fall in the
immunity region. Then no corrosion per definition can occur. In the upper part of the
potential range corrosion will occur.

Glacial phase

During a glacial phase cold oxygenated water may enter the repository. The temperature
will be - 5C and the oxygen content can be high. The potential-pH box in the diagrams
will be lifted up into the corrosion area. Corrosion of copper will occur, and the
corrosion rate can be high. However, the low temperature decreases the kinetics for the
electrochemical reactions, which means reduced reaction (corrosion) rate. This situation
can easily be experimentally examined with an air saturated (8 ppm dissolved oxygen at
25'C solution at 5C.

Coolingphase

During the cooling phase the temperature will decrease and finally end at the
temperature of non-heat effected ground water, - 5C The redox conditions will be
anoxic. Copper will corrode at 10-6 m at 80 - 50'C but not at 25 and 5C as the
potential will be in the immunity area.

5.3 Corrosion of copper canisters in a deep repository

Two barriers will surround the copper canisters in the long-term deep repository for
spent nuclear fuel. The first barrier is of compacted bentonite clay, which surrounds the
copper canisters and will fill the cave in the bedrock. The second barrier is the granite
bedrock in which the repository cave is built. The two barriers affect the transport of
eventual radioactive species from the spent nuclear fuel. These barriers also affect the
corrosion behavior of the copper canisters. The outer barrier, the granite bedrock, will
always contain cracks and micro cracks, even though the chosen repository site is
supposed to have minimum of cracks. However, cracks are unavoidable in the bedrock,
but the lower crack density the better from corrosion point of view. The diffusion rate of
oxidizing agents and aggressive anions from the surroundings will thereby be reduced.

The inner barrier of bentonite clay surrounding the copper canisters will be compacted
in its "semi-dry" condition. During closing of the repository the clay will be wetted by
groundwater and thereby swell. The swelling process reduces the crack density and
thereby reduces diff-usion rates through the clay mass. The wetted clay matrix serves as
a barrier by slowing down the transport rates through it. Both the inward transport of
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oxidizing agents and aggressive anions coming from otside the repository as well as
the outward transport of dissolved corrosion products f copper are affected.

The space between the copper canisters and the surrounding bentonite clay is assumed
to be a few mm to 2 cm. This space will be filled by ground water. Te swelled
bentonite clay with its limited transport rates and the copper canisters can be considered
as a "closed" system from the macroscopic point of view. This "closed" system strongly
affects the corrosion behavior of the copper canisters.

Inward diffusion

The initially high concentration of oxygen at the moment of closing the repository will
be consumed in a relatively short time. Additional oxid 'izing agents ust be transported
through the barrier of bentonite clay. (Assuming tat te thickness ofthe copper and
carbon steel is sufficient to eliminate radiolysis of the ater in the gap between copper
canisters and the clay). Oxygen will also be consumed by different redox reactions in
the clay. This means that the concentration of oxygen in the ground water outside the
copper canisters will decrease and thereby also te corrosion potential will decrease. In
time the corrosion potential will fall in the immunity aea of copper, ee Beverskog and
Puigdomenech 1995). The corrosion of copper will thereby stop as the metal is
cathodically protected.

Oulivard diffusion

The outward diffusion of dissolved corrosion products has also transport restrictions
through the bentonite clay. This means that the concentration of dissolved copper
species will increase in the aqueous solution between te bentonite clay and copper
canisters. The increase will continue until an equilibria is achived between the dissolved
speices and the copper surface. Increasing levels of dissolved species increases the size
of the immunity area in the Pourbaix diagrams. The increasing concentration of
dissolved species changes the equilibria Cu(cr) / CClq2-(aq) to higher potentials
(anodic direction). The increase will continue until the corrosion potential is situated in
the immunity area of copper. Te corrosion of copper will thereby stop, as the metal is
cathodically protected.

The phenomena of inward diffusion is not isolated from the outward diffusion
phenomena. Both will occur simultaneously in parallel to each other. Both phenomena
will cause the corrosion potential to end up in the immunity area of copper, where the
metal itself is the thermodynamically stable species. With other words, one process is
forcing the potential in the cathodic (negative) direction, while the other process
expands the immunity area. The result is that the corrosion potential f copper will fall
in the immunity area and corrosion will stop.

There will be a concentration gradient of the dissolved copper species in the bentonite
clay due to the limited diffusion rate of copper. The aount of dissolved copper species
can also form clusters, which further reduces the transport rate through the bentonite
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clay. These clusters can grow further and form colloids. The size of the colloids will
further restrict the diffusion rate of the fonned colloids. This may lead to blocking of
the pores and thereby causing further decrease of the outward diffusion rate. However,
blocking the pores with colloids in the clay will also decrease the inward diffusion of
oxidizing agents (as well as aggressive anions). This will further decrease the corrosion
potential and force it into the immunity region.

Oxygen has a measurable diffusion rate through bentonite. The concentration of oxygen
at 300 to 400 mVsHE is relatively low. Oxygen will also be consumed by pyrite in the
bentonite clay. This means that the concentration of oxygen will be very low at the
surface of the copper canisters.

The outward diffusion of dissolved copper(l) complexes will create a concentration
gradient in the bentonite clay, with the highest concentration at the inner interface, clay
/ gap water. The high concentration can form polynucleous complexes such as CU204 2-

and CU306 3-. These complexes will form clusters, and the clusters can form larger
aggregates such as colloids. The colloids can form a gel like structure in the diffusion
paths and blocking transport trough the pores, and thereby sterically hinder further
outward diffusion of dissolved complexes. This means an increase of dissolved copper
concentration in the gap until the growth of the immunity area cause the corrosion
potential to fall inside it. Thereby the corrosion will stop.

The formed barrier of a gel like structure of copper(l) complexes, also hinders the
inward diffusion of oxygen. Complexes at the outer interface of the gel will oxidize to
CUC12(aq) A redox couple will be formed between one and two valent copper
complexes, which will establish a certain redox potential.

If oxygen is enriched at the outer interface of the gel like structure, a concentration
gradient of oxygen will be formed. This will create a driving force of backward
diffusion of oxygen to equilibriate the conditions of oxygen. This means tat the
concentration of oxygen will decrease to certain value. This will further decrease the
corrosion potential of copper and force it into the immunity area.

Concerning a "closed" system where the corrosion of copper stops is the same for the
initial, main and cooling phases. In the glacial phase, the situation is also relevant as
long as no cracks are formed in the bentonite clay. However, with the heavy mass of a
thick layer of ice it is likely that macro cracks will form in the bentonite clay. Thereby,
the inward diffusion of oxygenated water can reach the copper canisters. The outward
diffusion of dissolved corrosion products will also no longer be restricted. This results
in accelerated corrosion of the copper canisters. However, the low temperature
decreases the kinetics of both the cathodic and anodic reactions, and thereby the
corrosion rate decreases. The high oxygen content enhances corrosion, while the low
temperature decreases the corrosion rate. The resulting corrosion rate can easily be
experimentally determined in a test with copper in an air-saturated solution (8 ppm
dissolved oxygen at 25'C at 5C.

The predicted auto-stop of corrosion of copper in the deep repository for spent nuclear
fuel should be experimentally examined.
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6 Conclusions

The results of the thermodynamic calculations for copper in molal hloride can be
summarized as:

• Chloride reduces the immunity and passivity areas of copper.

• Copper corrodes in 5 rn CI- by formation Of CUC13 2- in acid and alkaline solutions.

• CUC13 2- is oxidized at higher potentials to CUC12(aq).

• CUC12(aq) can at increasing potentials form CuCI+, Cu 2+ or CUCI(-)3+, while the latter
only predominates at 550'C .

• Copper can passivates by formation of Cu2O(cr), CuO(cr), or CUC12 3CU(OH)2(S)-

• CU20(cr) does not form at [Cu(aq)],.t = 10-6 M, which results in a corrosion area
between the immunity and passivity regions.

• CUC12 3CU(OH)2(s) does not form at [Cu(aq)],,), 10-6 m at 8 ad 100'C due to
higher stability Of CUC12(aq).

• Copper at repository potentials and pH corrodes at 100'C at [Cu(;aq)]t,)t = 10-4 m and
at 80 and 100'C at [Cu(aq)lt,)t = 10-6 M.

• Copper at repository potentials and pH can corrode at 80'C at [Cu(aq)],,) = 10-4 M

and at 50'C at [Cu(aq)],,)t =10-6 M.

• The bentonite clay and the copper canisters can be considered as a "closed" system
from macroscopic point of view.

• The clay barrier limits both inward diffusion of oxygen and aggressive anions as
well as outward diffusion of dissolved corrosion products of copper.

• Both diffusion processes will cause the corrosion potential to fall into the inununity
area of copper in the Pourbaix diagram.

• Corrosion of the copper canisters will thereby automatically stop. This means that
the engineered system of clay and copper has an in built auto-stop of corrosion.
However, this is only valid if no macro cracks occur in the clay.

• The auto-stop is valid during the initial, main and cooling phases. However, during
a glacial period the weight of the ice may cause macro cracks and open the "closed"
system, and thereby cause accelerated corrosion.
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Appendix: Diagrams
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Figure IA
Pourbaix diagram for chlorine at 5 molal [CI(aq)]t,, at 5'C.

32



C103-

LU
T
CO

zo Ozo
0 Cl-

0 5 10

pH 25 C

Figure IB
Pourbaix diagram for chlorine at molal [CI(aq)],,,, at 25'C.
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Figure C
Pourbaix diagram for chlorine at molal [CI(aq)]t.t at 50'C.
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Figure 1D
Pourbaix diagram for chlorine at moral [CI(aq)]t(, at 00C.
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Figure 1E
Pourbaix diagram for chlorine at molal [CI(aq)]t.t at 100'C.
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Figure 2A
Pourbaix diagram for copper in molal [CI(aq)]t,)t at 5C and [Cu(aq)ltOt 04 moral.
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Figure 2B
Pourbaix diagram for copper in molal [CI(aq)],,)t at 250C and [Cu(aq)],,,, 10-4 molal.
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Figure 2C
Pourbaix diagram for copper in molal [CI(aq)],,,t at 50'C and [(.u(aq)],,,t 10-4 molal.

39



CU2+

CuO(cr)

CUC12(aq-j- Cu(OH), �2-
CUC12w

CUC13 2-
.Co4-0

0

Cu(cr)

-2

0 5 10

pH80 C

Figure 2D
Pourbaix diagram for copper in molal [CI(aq)]t,,, at 80'C and [Cu(aq)],,,t 10-4 molal.
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Pourbaix diagram for copper in moral [CI(aq)]t,)t at 100'C and [Cu(aq)],o, moral.
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Figure 3A
Predominance diagram for dissolved copper species in molal [CI(aq)],(, at 5C and
[Cu(aq)],,), �10-4 moral.
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Figure 3B
Predominance diagram for dissolved copper species in molal [('1(aq)],(,, at 25'C and
[Cu(aq)],o =10-4 molal.
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Figure 3C
Predominance diagram for dissolved copper species in molal [CI(aq)],(, at 50'C and
[Cu(aq)],(,, =10-4 moral.
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Figure D
Predominance diagram for dissolved copper species in molal ['-I(aq)],,, at 80'C and
[Cu(aq)lt( =10-4 molal.
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Figure 3E

Predominance diagram for dissolved copper species in molal [Cl(aq)],0, at IOO'C and

[Cu(aq)],,, = IO -4 molal.
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Figure 4A
Pourbaix diagram for copper in molal [CI(aq)]t(, at 5C and [Cit(aq)jt(, 10-6 molal.
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Figure 4B
Pourbaix diagram for copper in moral CI(aq)],,), at 25'C and [Cu(aq)]tt 10-6 moral.
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Pourbaix diagram for copper in molal [CI(aq)],ot at 50'C and [('u(aq)],(,t moral.
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Figure D
Pourbaix diagram for copper in 5 molal [CI(aq)],o, at 80'C and [Cu(aq)],,t 10-6 molal.
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Pourbaix diagram for copper in molal [CI(aq)]to, at 100'C and [Cu(aq)],(, moral.
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